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PEEFACE. 



The literature of metallurgy is rich, but those who are beginning 
to study it need guidance to a knowledge of the principles on 
which the art is rightly practised. It depends, as is weU. known, 
on the application of chemistry, physics, and mechanics ; but the 
methods of metallurgists vary greatly from those of chemists, who, 
however, frequently fail to appreciate the nature of the difference. 

Ten years' experience has convinced me that it is more im- 
portant at the outset for the student to know what was the scope 
of mind of the early practisers of metallurgy, and to see what kind 
of aid the art may be expected to receive in future from the 
sciences, than to acquire familiarity with complicated details of 
processes and appliances. In this little volume I have, therefore, 
devoted four chapters to these branches of the subject, embodying 
in them portions of lectures which I have delivered from time to 
time. 

In all English works on metallurgy, the important metals are 
dealt with separately and in detail. In this, however, an attempt 
has been made to treat the subject as a whole, giving no minute 
descriptions of processes, but choosing typical appliances and 
indicating their use in connection with groups of metals. Such a 
method was adopted by the late M. Gruner, Professor of Metal- 
lurgy at the ^coU des Mines, Paris, to whom I have reason to be 
grateful, for I have closely followed him in my class lectures. 

The student will, I trust, be led to study the works in which 



Vm PEEFACE. 

the extraction of metals from their ores and fitting them for use 
are fully discussed. Such are the classical treatises of Percy, the 
monographs of Sir Lowthian Bell, and the manual of Phillips 
and Bauerman, from which volume a few illustrations have been 
borrowed. The literature of the subject has been enriched by 
Howe, of Boston, who has collected a store of facts in his 
elaborate and recently-published volume on steel. 

In the preparation of a portion of this little work, I have been 
aided by my colleague, Mr. Bennett Brough, whose help has been 
specially useful in passing the work through the press. 

I hope that the book wiU be found useful to my own students, 
for whose progress I feel sincere solicitude. 

Chilwoeth, Sureby, 

December 23, iSga 
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OP 



METALLURGY. 



CHAPTEE I. 

THE RELATION OF METALLURGY TO CHEMISTRY. 

The distinguished metallurgist who may be said to have created 
the English literature of the subject concluded the introductory 
lecture he delivered * at the Royal School of Mines, by pointing 
out to the students who were then beginning their course, that "in 
proportion to the success with which the metallurgic art is prac- 
tised in this country, will the interests of the whole population, 
directly or indirectly, in no inconsiderable degree, be promoted." 

During the period of nearly forty years since Dr. Percy began 
to teach, the conditions under which metallurgy is practised havu 
changed considerably ; for the field of knowledge has so widelj 
extended, the scale on which operations are conducted is now so 
great, and the mechanical appliances they involve are so varied 
and complicated, that while the interest of the subject is deepened, 
its difficulty is gravely increased. Metallurgy involves not only a 
knowledge of " the art of extracting metals from their ores," but 
also of the means of " adapting them for use," which is effected 
by complicated mechanical operations, and, strange as it may 
seem, by varying the degree of purity, often to a very slight 
extent. It will thus be evident that the student must possess 
adequate knowledge of Inorganic Chemistrj', Mechanics, and 
Physics. Besides this, he must acquire aptitude for dealing with 
economic details. 

* Becorda of the School of Mines, vol. i. pt. i. (1852), p. 127 

A 
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Historical Sketch. — In turning to the history of metallurgy, 
it is easy to be led away by the charm of the antiquarian store of 
riches into devoting too much time to literary research. It should 
be remembered, however, that much of what is both interesting 
and full of suggestion, even at the present day, is to be found 
buried in the treatises by the old writers whose work we inherit 
and continue. 

Primitive metallurgical processes are referred to in some of the 
■ oldest known historical records ; naturally, therefore, the scientific 
development of metallurgy must have been long preceded by 
its empirical practice as an art, an art for which a place has even 
been claimed among the religious systems of antiquity.* The 
earlier literature of the subject consists mainly of descriptions of 
processes ; but it is well known that chemistry was to a great extent 
built up on a metallurgical basis, and Black's singularly advanced 
definition of chemistry as the " effects produced by heat and mix- 
ture " t might well be applied to metallurgy. The library of Ley- 
den contains a papyrus which has been described by M. Eeuvens,J 
and which is considered by Kopp § to be the oldest known chemical 
manuscript, its date being possibly as early as a.d. 200. It treats 
generally of metallurgical matters, and the purification of gold and 
silver is frequently mentioned. Of all chemical phenomena, pro- 
bably none have more contributed to advance chemistry as a science 
than those bearing upon the relations between oxygen and lead ; 
and the interest attaching to the mutual behaviour of these two 
elements is so great that the student will do well to consider the 
influence of one very ancient metallurgical process on the scientific 
views of the present day. 

When lead is melted with free access of air, a readily fusible 
substance forms on its surface. This substance may be allowed to 
flow away, or, if the metal is contained in a suitable porous re- 
ceptacle, the fusible oxide sinks into this containing vessel ; in 
either case the oxidation of the lead afibrds a means of separating 
it from precious or inoxidisable metals, if any were originally pre- 
sent in the lead. The above fact has been known from remote 
antiq uity, and the early Jewish writers allude to it as old and 
well-known. They clearly show, for instance, that lead can be 
removed from silver by being " consumed of the fire," while the 
silver is not afiected. That the Greeks knew and practised this 

* BoBsignol, Les Mitaux de VAntiquiU (1863). 

t Lectures. By Joseph Black, M.D., vol. i. pp. 11, 12 (Edin. 1803). 
t Eeuvens, Lettres a M. Letronne (Leyden, 1830), quoted by Prof. Fer- 
guson in an address to the Glasgow Piiil. See. (1876), p. 19. 
§ Beitrage zur Geschichte der Clwmie, 1869. 
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method of cupellation is abundantly proved, if only by certain 
specimens of gold and silver which were discovered by Dr. Schlie- 
mann on the site of ancient Troy. The Arabians investigated the 
subject, as is shown by the writings of Geber,* the greatest of the 
early chemists (he died in 777), who gives a remarkable account 
of cupellation ; he also describes the conversion of lead into a fine 
powder by calcination with much clearness, and be noticed the 
fact that after calcination the mass has " acquired a new weight 
in the operation." His subsequent observations on the reduction 
of altered metals from their "calxes" show that he knew the 
weight to be increased ; in any case it is interesting to remember 
that his work was, in a sense, quantitative. He, moreover, was 
cognisant of the fact that two different substances may be pro- 
duced by heating lead in air, and he assumed that " in the fire of 
calcination a fugitive and inflammable substance is abolished." 
The alchemists refer continually to the subject, and " deliver 
themselves," as Roger Bacon said, in his Speculum Alchimie, " in 
the enigmas and riddles with which they clouded and left shadowed 
to us the most noble science." Eck of Sulzbach showed (1489) 
that metals augment in weight by calcination, and that what we 
now call red oxide of mercury gives off " a spirit " when heated ; 
had he named and isolated the spirit, he would have discovered 
oxygen. The great metallurgist of the sixteenth century, 
Agricola,t points out that lead increases in weight when it is 
exposed to the action of moist air. In the middle of the sixteenth 
century, the equally accomplished metallurgist, Biringuccio,J con- 
temporary of Paracelsus and Agricola, seems to have been speci- 
ally attracted by the phenomenon in question, and he remarks ; — 
" If we had not lead we should work in vain for the precious 
metals, for without its aid we could not extract gold or silver 

from the stones containing them The alchemists also," he 

says, " make use of it in their operations, calcining it by itself or 
with other substances ; but," he goes on to observe, " the calcina- 
tion, conducted in a reverberatory furnace is accompanied by a 
marvellous effect, the result of which should not be passed by in 
silence, for lead thus treated increases ten per cent, in weight, and 
considering that most things are consumed in the fire, it is remark- 
able that the weight of lead is increased and not diminished." 
Although he subsequently gives evidence of much accurate know- 

* The works of Geber, translated by E. Eussell (1686), pp. 74, 78, 220, 
234. 

t De ortu et causis subterraneorum, p. 519. 

+ Pirotechnia (Vinezia, 1540), translated into Blench by T. Vincent 
(Rouen, 1627), p. 41. 
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ledge of practical metallurgy, his views as to this particular 
phenomenon were hardly in advance of Geber's ; but we may 
claim Biringuccio as an early metallurgist, who knew the facts 
and recognised that they were theoretically important. Csesal- 
pinus, in his work, Be Metallicis, showed that the film which 
covers lead exposed to moist air and augments its weight, is due 
to an aeriform body. It was not till nearly a century later (1630) 
that a French chemist, Jean Rey,* stated that the increase in 
weight came from the air. The problem attracted much attention 
in England, and it is not a little interesting that among the very 
first experiments recorded by our own Royal Society, is a metal- 
lurgical series relating to the weight of lead increased in the fire 
on the " copels " at the assay office in the Tower, the account 
being brought in by Lord Brouncker in February, i66i.t Sub- 
sequently, in 1669, John Mayo showed that the increase in weight 
of calcined metals was due to a " spiritus," or distinct constituent 
of ordinary air. J Nevertheless, Boyle heated lead in a small 
retort,§ and attributed the increase in weight, asLemeryalso did,|| 
to his having " arrested and weighed igneous corpuscles." One 
of the most curious passages known is in the Hippocrates Chemiaus 
of Otto Tachen, a German who lived at Venice, and published his 
book there in 1666. He describes how lead, when burnt to 
minium, increases in weight. This increase he ascribes to a sub- 
stance of acid character in the wood used for burning, and then, 
by a very ingenious course of argument, based on the saponifying 
powers of litharge, makes out that lead is of the nature of, or con- 
tains an alkali which combines with, the " occult acid of the fat." 
This is a curious anticipation of a very modern classification, 
which brings lead into relationship with the alkalies and alkaline 
earths, as well as of Chevreul's investigations on saponification. 
Caesalpinus had previously called lead " a soap " which in cupella- 
tion washes gold and silver. 

It is hardly necessary to point out how important this calcina- 
tion of lead was considered by those who defended the Phlogistic 
theory in regard to chemical change, the theory propounded by 
the metallurgist Becker, which, for more than a century, exerted 
so profound an influence on scientific thought. His views were 
first embodied in the Physica Subterranea (1669) and in the AlpJia- 
bethum Minerale (1682). 

* Essais de Jean Bey (reprinted in Paris, 1777), p. 64. 

t MS. register book of the Royal Society. 

+ Tractatus quingue Medico-Physici, p. 25 et seq. (Oxonii, 1674). 

§ Collected works, vol. iii. (1744), p. 347. 

II Oonrs de Ohymie (1675), 2nd English edition (1686), p. 107. 
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According to liis still more famous pupil Stahl, the litharge 
produced by the prolonged calcination of lead in air, is lead de- 
prived of its phlogiston ; but he and his followers were indifferent 
to the fact that when lead is burnt the weight of the resulting 
mass is greater than that of the original metal, and were content 
to insist that the burnt lead had lost its inflammable principle — 
that is, Phlogiston. 

TiUet, assayer of the Paris Mint, made some quantitative ex- 
periments which led up in a singular way to the work of 
Lavoisier, who, as is well known, overthrew the old phlogistic theory 
by showing that a chemical combination takes place, resulting in an 
augmentation of weight which represents the exact weight of the 
gaseous body added. At the same time it should be remembered 
that the phlogistic chemists made a great step in advance, as was 
admitted by J. R. Mayer* in his memoir on the mechanical theory 
of heat ; and Odling, discussing the experiments on the oxidation 
of lead, has pointed out f that an error has arisen in consequence 
of the same word being used in a different sense at different 
periods of time ; chemists, in fact, now substitute the words 
potential energy for phlogiston, or, as Dr. Crum Brown well 
observed,^ we recognise " that no compound contains the sub- 
stances from which it was produced, but that it contains them 
minus something. We know now what this something is, and 
can give it the more appropriate name of potential energy ; bAt 
there can be no doubt that this is what the chemists of the seven- 
teenth century meant when they spoke of phlogiston." 

It will thus be evident that the main aim of chemical investi- 
gation down to the end of the last century was the explanation cf 
calcination, combustion, or oxidation, and that lead was especially 
useful in solving the problem. It might, perhaps, be added that 
the absorption of oxygen by molten litharge furnished Ste. Claire- 
Deville,§ a physicist and metallurgist, with an important step in 
the argument as to dissociation, thus connecting the history of 
the metal, lead, with the great advance on the borderland of chem- 
istry and physics which has been made in modern times. 

The above remarks will be sufficient to show that conclusions 
of the utmost importance in the history of chemical theory were 
based on the very ancient metallurgical process of cupellation of 
lead, a process which affords an appropriate illustration, because, 

* Bemerliungen ilher die Krdfte der unhelehten Natttr, Liebig's Ann., vol, 
xlii. (1842). p. 233. 

t Proc. Roy. Inst., vol. vi. (1871), p. 323. 

t Edin. Roy. Soc. Proc, vol. v. (1866), p. 328. 

§ Ann. de Chim. et de Phys. [3], vol. xlvi. p. 182. 
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in the gradual development of the knowledge derived in the first 
instance from the metallurgy of lead, there is much that is typical 
of the mutual relation of theory and practice that still prevails. 

Now, as in the past, in the study of metallurgy, a prominent 
position must be given to the production of high temperatures, 
as it will be obvious that metallurgists have principally to consider 
the reactions of the elements when under the influence of heat. 
In the first half of the present century, temperatures higher 
than the melting point of zinc had not been determined with 
any degree of certainty; but, in 1856, Henri Ste. Claire-Deville 
pointed out that chemistry at high temperature, that is to say, 
up to the blue- white heat at which platinum volatilises and silica 
fuses, remained to be studied, as under such conditions ordinary 
chemical reactions may be modified or even reversed. Subse- 
quently, in conjunction with Troost, he gave certain fixed points, 
such, for instance, as the boiling-points of cadmium and zinc; 
and his researches on dissociation have entirely modified the 
views generally entertained in regard to the theory of combus- 
tion. Indeed, so much is due to this illustrious teacher, that 
the best homage that can be offered to his memory wiU be to 
work in the directions he has indicated. 

The essential difierence in the properties of metals produced by 
a small difference of composition introduces one very distinctive 
feature of metallurgy — the enormous influence exerted on a large 
mass of metal by a " trace " of another metal or metalloid, that 
is, by a quantity so small that it appears to be out of all propor- 
tion to the mass in which it is distributed ; and it may safely be 
asserted, that in no other branch of applied science has the 
operator to deal with quantities that are at once so vast and so 
minute. 

It may be that the trace is alone of value, as, for instance, the 
few grains of gold that can be profitably extracted from a ton of 
material, which, though containing only one part of gold in five 
millions by volume, is thereby entitled to be regarded as an 
auriferous deposit that can be profitably worked ; or it may be that 
the presence of a minute percentage of a metalloid is prejudicial 
and must be extracted, in order that the physical properties of 
the remaining mass of metal may not be such as to I'ender it use- 
less. Due prominence is given to such facts in the following 
pages. 



( 7 ) 



CHAPTER II. 
PHYSICAL PROPERTIES OF METALS. 

Molecular Structure. — The physical aspects of metals are so 
pronounced as to render it difficult to abandon the old view that 
metals are sharply defined from other elements, and form a class 
by themselves. The term metal is in fact somewhat arbitrary. 
Zinc and bismuth, when they were first discovered, were considered 
to be semi-metals, and it was not until mercury was frozen by 
Braune in 1759 that it was recognised as a metal. Like aU other 
elements, metals are composed of atoms grouped in molecules, 
and any force that alters the relations of the atoms in the mole- 
cules modifies the physical properties of the metals. Indeed, it 
would be easy to show that the physical constants of each metal 
vary with its degree of purity. The molecular grouping of 
metals is doubtless very varied, and little definite is known re- 
garding the structural stability of most of them ; but it may be 
assumed that it is not very great, as some metals split up into 
single atoms when they are volatilised, and most of them unite 
readily with chlorine and with oxygen.* It is probable that in 
many pure metals, such as gold, silver, copper and iron, the indi- 
vidual molecules are of simple atomic constitution, and that these 
fundamental molecules bear a uniform relationship to one another. 
Consequently, any mass, of which the fundamental molecules are 
the constituent particles, may practically be regarded as a single 
molecule. Two fundamental molecules must, however, be held to 
be capable of uniting to form complexes that have less power of 
cohering, and any circumstance tending to bring about the for- 
mation of such complexes would also tend to make the material 
less tough. This may account for the extraordinary alteration in 
the properties of many metals produced by very small quantities 
of incompatible foreign matters.^ It will be shown in a future 
chapter that the effect produced by a small quantity of an im- 

* Lothar Meyer, Modem Theories of Chemistry, English translation, 
1888, p. 568. 
t H. E. Armstrong, Min. Proc. Tnst. C.E., vol. xciii. (1S88), p. 112. 
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purity added to a mass of metal bears a close relation to the 
atomic volume of the added element. 

Density. — The density of a metal is dependent on the intimacy 
of the contact between the molecules. It is dependent, there- 
fore, on the crystalline structure, and is influenced by the tem- 
perature of casting, by the rate of cooling, by the mechanical 
treatment, and by the purity of the metal. With the exception 
of bismuth, all metals are lighter when molten than when in the 
solid state. In the case of cast iron, which passes through a 
pasty state on solidification, the density is less in that state than 
in the fluid or solid. The density of a metal is augmented by 
wire-drawing, hammering, and any other physical method of 
treatment in which a compressing stress is employed. Mere 
traction, however, may diminish the density by tending to de- 
velop cavities in the metal. Pressure on all sides of a piece of 
metal increases its density. The density of standard gold, for 
example, by compression between dies is increased by 0.9, and 
cast discs of platinum, having a density of 21.21, may have the 
density increased to 21.46 by striking; whilst annealing such 
struck discs will again diminish their density. This shows that 
the compression is not permanent, and is solely due to the closing 
of pores. W. Spring* has even shown by careful experiments 
on lead, tin, bismuth, antimony, cadmium, aluminium, and zinc, 
that a pressure of 20,000 atmospheres continued for many days 
is insufficient to effect the obliteration of all the pores. A 
metal can only be really compressed if the result of the applica- 
tion of pressure is to cause it to pass to an allotropic state, that is 
denser than that which it originally possessed. The specific 
gravities of the various metals are given in the table on p. 9. 
Lithium is the lightest metal, and iridium the heaviest, the specific 
gravity of the former being 0.6, and that of the latter 22.38. 

So early as 1845, Joule t recognised the importance of deter- 
mining the specific gravity of melted metals, seeing that " this 
condition would completely obviate the influence of cohesion, or 
that of any particular molecular arrangement." His method, 
which was essentially that afterwards adopted by Mallet | and by 
the author,§ may be described as follows : — It consists in filling 
with molten metal a vessel, the capacity of which may be calcu- 
lated for the particular temperature at which the molten metal is 
introduced. The weight of the metal when cold, divided by the 

* JSvU. 80c. Chim. Paria, vol. xl. (1883), p. 515. 

t Collected Papers. Published by the Physical Society, vol. ii. p. 136. 
t Proc. Boy. Soc, vol. xxii. (1873), P- 3^6 ; and vol. xxiii. (1874), p. 200. 
§ lUd., vol. xxiii. (1875), P- 48i- 
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weight of water which the expanded vessel is capable of holding, 
gives the fluid density of the molten metal. Subsequently, work- 
ing in conjunction with T. Wrightson, the author * determined, 
by the aid of an instrument called the oncosimeter, devised by 
the former, the fluid density of several metals. The results which 
have as yet been obtained may be briefly summarised in the fol- 
lowing table : — 









Fluid Density. 








Specific 






Percentage of Change 








— 


Gravity 


By 

Mallet's 


By 
Oncosi- 


in Volume from 






of Solid. 


Cold Solid to Liquid. 








Method. 


meter. 




Bismuth 




9.82 


10.039 


10.055 


Decrease of vol. 2.30 


Copper 


. 


8.80 


— 


8.217 


Increase of vol. 7.10 


Lead . 


, 


11.40 


10.650 


10.370 


9-93 


Tin 


. 


7-So 


6.974 


7.025 


„ „ 6.76 


Zinc . 


. 


7.20 


6-550 


6.480 


H.IO 


Silver . 


, 


10.57 


9.460 


9-Sio 


11.20 


Iron (No. 


4 fonn- 










dry pig) 




6.9s 


— 


6.880 


„ „ 1.02 


Iron, cast 


(mixed 










brands) 


• 


7-17 


6.650 







The question of the fluid densities has also been investigated by 
Nies and Winkelmann.t who have adopted another method, 
determining the liquid density by observing the weights of blocks 
which just sink and just swim. With regard to bismuth, 0. 
LiidekingJ finds that this metal, like water, attains a maximum 
density just before becoming solid, the expansion at the moment 
of solidification being about 3 per cent, of the volume. 

Fracture. — The appearance of the fractured surface of a metal 
depends partly on the nature of the metal and partly on the 
manner in which solidification occurred. Sudden cooling to a 
gi-eat extent prevents the formation of crystals, whilst slow cooling 
facilitates their development. Long-continued hammering, fre- 
quent vibrations, and intense cold will produce the latter result. 
Any condition that afiects either the cohesion or the crystalline 
structure of a metal affects its fracture. Thus, lead broken when 
hot has a columnar structure ; when broken cold, this structure 
is not exhibited. 

* Phil. Mag., vol. xi. (1881), p. 295 ; vol. xiii. (1882), p. 360. 
+ Sitzungsher. der Acad, der Wissen. zu Miinchen, 1881, p. 63. 
j Ann, £hys. Chem.., vol. xxxiv. (1888), p. 21. 
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The ordinary mineralogical terms regarding colour and frac- 
ture are used in relation to metals. Practice, however, can alone 
enable the student to accurately describe these appearances. 

Malleability. — This is the property of permanently extending 
in all directions, without rupture, by pressure produced by slow 
stress or by impact. As a rule, crystalline metals are not malle- 
able, and any circumstance that tends to produce crystallisation 
must affect the malleability. Thus, in nearly all metals the malle- 
ability becomes impaired when they are subjected to rolling or 
long-continued hammering ; but this property may be regained by 
annealing, which consists in raising the metal to a high tempera- 
ture and allowing it to cool, either rapidly or slowly, usually the 
latter. At different temperatures metals behave in different 
ways ; some are malleable when at a red heat, but not so when 
cold. These are defined as being cold-sliort. Others are. malle- 
able when cold, but not when at a red heat. These are described 
as being red-short. Some metals are malleable at all tempera- 
tures, others are not malleable at all. Zinc is brittle when cold 
and when hot, but at a temperature of 150° it is malleable. The 
malleability of a metal is dependent on its purity. Relative 
malleability may be determined by the degree of thinness of the 
sheets that can be produced by beating or rolling the metals, 
without annealing. 

Ductility is ,the property that enables metals to be drawn into 
wire. It generally decreases with an increase in the temperature 
of the wire at the time of drawing, but there is no regular ratio 
between the two. Iron is less ductile at 100°, and more ductile 
at 200°, than it is at 0°. Malleable metals are also ductile, but 
they do not possess the two properties in the same order. 
Arranged according to their malleability, the more important 
metals follow this order: — i. Gold; 2. Silver; 3. Copper; 4. Tin; 
5. Platinum; 6. Lead; 7. Zinc; 8. Iron; 9. Nickel. The order 
of ductility, on the other hand, is: — i. Gold; 2. Silver; 3. 
Platinum; 4. Iron; 5. Nickel; 6. Copper; 7. Zinc; 8. Tin; 
9. Lead. The rate at which the traction is applied, exercises 
an important influence on the properties of malleability and 
ductility. 

Tenacity is the property possessed by metals, in varying degrees, 
of resisting the separation of their molecules by the action of a 
tensile stress. 

Toughness is the property of resisting the separation of the 
molecules after the limit of elasticity has been passed. 

Hardness is the resistance offered by the molecules of a sub- 
stance to their separation by the penetrating action of another sub- 
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stance. Great differences are observable between the hardness of 
the different metals. The results of the experiments of Bottone gave 
valuable information. In his scale the hardness of the diamond 
was found to be 3010, whilst the relative hardness of twenty- 
metals was determined with the following results : — 



Manganese 








1456 


Gold . 


■ 979 


Cobalt . 








1450 


Aluminium . 


. 821 


Nickel . 








1410 


Cadmium 


. 760 


Iron . 








137s 


Magnesium . 


. 726 


Copper 








1360 


Tin . . , 


. 651 


Palladium 








1200 


Lead . 


• 570 


Platinum 








1 107 


Thallium . 


• 565 


Zinc . 








1077 


Calcium 


• 405 


Silver . 








990 


Sodium 


. 400 


Iridium 








984 


Potassium 


• 230 



In these determinations the time necessary to produce a cut of 
definite depth was taken as a measure of the hardness of the 
material, and Bottone concluded that the hardness so obtained 
was proportional to the specific gravity of the metal divided by 
its atomic weight. Metals that possess high limits of elasticity 
are usually very hard. The softness increases with an increase of 
temperature. Mr. T. Turner,* of the Mason College, Birmingham, 
a former pupil of the author, has also investigated the hardness 
of metals and devised a useful instrument for the purpose. 

Brittleness is the sudden interruption of molecular cohesion 
when the substance is subjected to the action of some extraaeous 
force, such as a blow or a change of temperature. It is largely I 
influenced by the purity of the metal. i 

Elasticity, Extensibility, and Strength of Metals. — At 
first sight it might seem that testing the mechanical properties of 
metals is more within the province of the engineer than that of 
the metallurgist. The latter has, however, not only to extract 
metals from their ores, but also to fit them for use. He must 
therefore know what mechanical properties t are possessed by the 
more important metals and alloys, and be able to submit them 
to experimental tests instead of merely trusting to statements 
recorded by others. 

Elasticity is the power a body possesses of resuming its original 
form after the removal of an external force which has produbed 
a change in that form. The point at which the elasticity and 

* Proc. Birmmgham Phil. Soc, voL v. part 2. 

+ The more important recent works dealing with this subject are: — 
Kennedy, Proc. Inst. C.E., vol. Ixxxviii. (1887), p. i ; Unwin, Testing of 
Mt^erials of Construction, 1888 ; Lebastenr, Les MUaux d I'JExposition 
Universelle, 1878. 
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the applied stress exactly counterbalance each other, is termed 
the limit of elasticity. If the applied stress were then re- 
moved, the material acted upon would resume its original form. 
If, however, the stress were increased, the change in form would 
become permanent, and permanent set would be effected. 
Within the limit of elasticity, a uniform rod of metal lengthens 
or shortens equally under equal additions of stress. If this 
were the case beyond that limit, it is obvious that there 
would be some stress that would stretch the bar to twice its 
original length, or shorten it to zero. This stress, expressed in 
lbs. or tons for a bar of i inch square cross section is termed 
the modulus of elasticity. As an illustration, let it be supposed 
that a bar of steel i inch square is stretched to its limit of 
elasticity by a force of 139,000 lbs., and to have elongated under 
the action of this stress 0.00418 inch, the modulus of elasticity of 
this bar would be the force that would be required to elongate it 
by I inch, and this would be — 

0.00418 : i.o :: 139,000 : x 
a: = 33,253,588 lbs. per square inch. Hence the modulus of 
elasticity is a stress that bears the same proportion to the original 
length of a uniform bar as the stress that will produce any given 
amount of strain bears to the length of this strain, the term 
stress meaning an equilibrating application of force to a body, 
and the term strain meaning any definite alteration of form or 
dimensions sustained by that body. The modulus of elasticity 
may thus be defined as being the number obtained by dividing 
the number expressing the stress by that expressing the strain 
that it produced. Unwin expresses this as follows : — 

Let p be the stress reckoned on unit of area, and \ the exten- 
sion or compression reckoned per unit of length. 

Then, by Hooke's law — -f = E, a constant which is termed 

A 

the coefficient of direct elasticity, or Young's modulus. It has 
the same value for tension and compression. 

Thus, to take the case of a hardened sample of steel in which 
the extension up to the limit of elasticity was small, the load; 
however, being considerable : — 

Load up to limit of elasticity, 139,000 lbs. per square inch. 

Extension up to limit of elasticity, 0.00418 inch. 

139,000 
E = — 0= 33,250,000 lbs. per square inch. 

Professor Kennedy finds the specific extension to be a quan- 
tity most useful in works. This is the extension in thousandths 
of an inch on a length of 10 inches under a stress of 1000 lbs. 
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per square inch. Its reciprocal, multiplied by lo millions, is the 
modulus of elasticity in lbs. per square inch. 

In measuring the strength of metals, it is necessary to deter- 
mine — 

1. The limit of elasticity ; 

2. The greatest stress the metal can sustain within the limit 
of elasticity ; 

3. The strain within the limit of elasticity ; 

4. The total extent of the strain, or alteration of form before 
rupture takes place ; 

5. The ultimate tensile strength or maximum stress the 
material can sustain without rupture. 

The limit of elasticity and the breaking stress are the points 
which have usually to be determined, and these alone will be con- 
sidered here. For information as to torsionaland compression tests, 
the student is referred to the works of Unwin and Kennedy. 

In testing a piece of metal, the first point to be determined is 
the limit of elasticity. When a metal, such as iron or steel, is 
submitted to stress by pulling its ends in opposite directions, it 
stretches uniformly throughout its length. There is, however, in 
such a solid a limit in the application of the stress up to which 
the metal, if released, will return to its normal length. This 
point is the limit of elasticity. It is, however, certain that a very 
small application of load produces permanent deformation, so that 
the determination of the exact limit of elasticity will depend upon 
the deKcacy of the instruments used for its measurement. It is 
safe to consider the limit of elasticity to be the point at which the 
stresses and strains cease to be exactly proportional. If the 
strains are plotted as abscissse and the stresses as ordinates, 
points will be obtained on a curve giving the relation of stress 
and strain for the whole test. Up to the limit of elasticity, this 
curve is almost a straight line ; but when that point has been 
reached, the molecular arrangement of the metal breaks down, 
and, as Professor Unwin expresses it, probably the breaking down 
point (which is not to be confounded with the limit of elasticity*), 
is a kind of physical record of the condition of constraint in the 
bar at the moment of rolling or hammering. It has been shown 
by Osmond that in the case of iron or steel, any stress which pro- 
duces a permanent deformation is attended by a re-arrangement 
of the atoms within the molecules of the metal. This will be 
shown in a subsequent chapter to mark the passage of iron into 
an allotropic state. In support of this view, it may be mentioned 

* See also Gautier, "Discussion on Testing Machine," /own. Iron and 
; Inst., voL ii. (1888), p. 31. 
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that Carus Wilson,* has examined this point of the stress-strain 
curve with much care ; and shows that the pecuhar bending of 
the curve indicates the condition of strain in a steel bar, since by 
gradually increased stress the steel maybe converted from an elastic 
solid to a viscous fluid. He compares such curves (I to IV) for 
steel of different hardness with the stress-strain curves of a gas at 
different temperatures, there being strong probability that in both 
cases the apparent discontinuity, at AF, BE, and CD, is really 
a double inflection due to a change taking place piecemeal through- 




riG. I. 



Fig. 2. 



out the mass. Figs, i and 2 show Carus Wilson's curve for the 
yield-point of steel, and Andrew's curve exhibiting the passage of 
carbonic anhydride from the gaseous to the liquid state. Probably 
the increase in the breaking stress and diminution in the elonga- 
tion, which has been found to result from the application of long 
continued stress to steel, is the result of the molecular change in 
the metal. It is also known that the prolonged application of a 

* Phil. Mag., vol. xxix. (1890), p. 200. 
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load to steel raises the limit of elasticity. This appears to afford 
additional evidence of molecular change. If the load is slowly 
applied the stress-strain curve will be flatter than if it is applied 
rapidly. Colonel Maitland* has conclusively shown that in the 
case of unhardened steel used for the manufacture of guns, the 
ultimate elongation is increased from 27 to 62 per cent, by rapid 
application of the load. 

It is important to ascertain in what way the mechanical pro- 
perties of metals are modified when they are submitted to tests 
while hot. Andr6 le Chatelierf has published some experiments 
in this direction in connection with a research on the influence of 
temperature on the mechanical properties of iron and steel. His 
results as regards pure varieties of " cinder free " ingot iron con- 
taining 0.05 per cent, of carbon, and steel with 0.8 per cent, of 
carbon are given in the curves (Fig. 3). The amount of man- 



TEMPERATURE. 

180° 240° sod* 360P 420° 48Cr 




PO 



Fig. 3. 



ganese varied from 0.35 per cent, to 0.4 per cent. The effect 
of heat is to produce two modifications in the mechanical pro- 
perties of iron and steel ; one of these becomes evident at 80°, 
the second at about 240°. These changes depend both on the 
temperature and on the speed with which the load is applied. The 
fragility of iron to shock is at its maximum at 300°, but it also 
possesses at this temperature a maximum resistance both to longi- 
tudinal stress and to extension if the load is slowly applied. 
With reference to the strength of alloys at different temperatures, 

* Min. Proc. Inst. O.E., vol. Ixxxix. p. 120. 
t Oomptes Bendus, vol. cix. (1889), p. 58. 
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Prof. Unwin* observes that, in the case of commonly used alloys, 
such as gun-metal and brass, the question is one of practical 
importance. Some experiments made by him in 1877 for the 
Admiralty proved that Muntz-metal and phosphor-bronze showed 
a fairly regular decrease in tenacity as the temperature was 
raised to 260°, but in the case of gun-metal the tenacity diminished 
regularly up to a temperature of 150° to 175°, while beyond that 
temperature there was a sudden decrease of tenacity, generally of 
more than 50 per cent., and in several cases at a temperature of 
260° the tenacity had become nil. This is important, because at the 
high pressures and correspondingly high temperatures at which 
steam-engines are often worked, gun-metal may be exposed to 
temperatures of 175° to 230°, and in order to ascertain whether 
at such temperatures the strength of such alloys is seriously 
impaired. Prof. Unwin has made a further series of experiments. 
The results showed that with yellow-brass, Muntz-metal, and 
Delta-metal the decrease of tenacity follows a regular law with- 
out any sudden loss of strength. Even at temperatures of 315° 
to 345°, all the bars had a not inconsiderable tenacity. The 
ultimate elongation of the bars was measured, and a peculiarity 
in the influence of temperature was observed. In most cases 
the ultimate elongation diminishes with increase of temperature. 
With Muntz-metal the decrease is regular, and there is still a 
considerable elongation before fracture at temperatures above 
340°. With yellow-brass the decrease is more rapid, and there 
is very little elongation before fracture at temperatures above 
260°. The elongations of the gun-metal bars were very irregular, 
and at temperatures of over 260° the elongations were but small. 
On the other hand, in the case of Delta-metal bars, the elongation 
increased regularly with the increase of temperature. The com- 
position of the above-named alloys will be found in Chap. III. 

The elasticity and strength of metals are determined by the aid 
of testing machines, the more important of which are based on 
Earkaldy's constructive principle of appljfing the load by water 
pressure and measuring it by dead weight. In small machines, 
the hydraulic ram may be replaced by a screw and gearing. Figs. 
4 to 7, copied from Prof. Kennedy's admirable paper on engineer- 
ing laboratories,! illustrate the principle of several types of test- 
ing machine, without indicating their proportions. The Werder 
machine (Fig. 4) is largely used on the Continent. The test piece, 
a, is held at one end in the frame of the machine, e, and at the other 
pulled from the short arm, c^, of a knee lever, to the long arm of 

* Report Brit. Assoc. 1889, p. 746. 

t Mm. Proc. Inst. C.E., vol. Ixxxviii. (1887). 
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which hangs a scale-pan, d. The ratio of Cj to Cj is 500 : 10. The 
central fulcrum of the lever rests on the end of the ram, 6, so that 
the whole measuring apparatus moves along as the piece extends 



a 



r 



-9- 



\0i 



'^^7777777777777777, 



/ 
/. 

Fig. 4. 




and the ram moves out, the arm, c^, heing always kept horizontal 
by the aid of a spirit level. 




Fig. 5. 

Wicksteed's machine* (Fig. 5), is a vertical one with a single 
lever, Cj Cj, placed horizontally on the top. A movable poise, m, 
measures the load, pressure being appUed to the ram, h, by a screw 
or pump. The ratio of c^to c, is 50 : i. In a 100-ton machine, the 
weight, m, is i ton, so that it balances a pull of 50 tons when at 
the end of c^ To carry the load on to 100 tons, m is run back 
beyond the fulcrum, and a second weight of i ton is hung to the 
end of Cj. The poise weighs i ton, and is moved along the lever 
by a screw worked by power. Each 3 inches of movement of the 
poise adds i ton to the load on the test-piece, whilst a vernier 

* Imt. Mech. Enq. Proc, 1882, p. 384. 
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attached to the poise may be read, on a scale affixed to the lever, 
to one-hundredth of a ton. 

Greenwood's machine (Fig. 6) is in use in the laboratory of 
Professor Kennedy, by whom the original type has been con- 




siderably improved. It is a horizontal machine with two levers, 
a knee leveT,/^/^ (5 : i), and a steel-yard, c^ Cj (20 : 1), the total 
leverage being 100 : i. The load is applied by the ram, b, and 
measured by the position of the poise, m, on the steel-yard. 

GoUner's machine (Kg. 7) is a double-lever vertical machine, 




'^y//////////////////////,: 

Fig. 7. 

working up to 20 tons. Both screw and ram may be provided, 
with means for changing at once from one to the other. For 
light tests, the lever, /j/j, can be disconnected, and the machine 
used as a single lever machine. This type of testing machine is 
that used in the laboratory of the Eoyal School of Mines, and a 
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rough perspective sketch of it, in the opposite position to Fig. 7, 
is given in Fig. 8. 




Fig. 8. 

In a testing machine it is extremely desirable to have some 
apparatus by the aid of which the stress-strain diagram of a piece 
of metal under test may be drawn automatically. The most 
successful apparatus of this kind is that devised by Wicksteed* 

* Iiwt. Mech. Enfj. Proc, 1886, p. 27. For descriptions of American 
machines consult Testing Machines : their Sistory, Construction and Use, 
by A. V. Abbott. New York, 1884. 
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(Fig. 9). In this, the motion of the pencil that indicates the load 
is derived from the pressure in the hydraulic press, and not from 
the weighing apparatus, a wire attached by clips to the specimen 
serving to rotate a recording drum by an amount proportional to 
the elongation. The pencil having an axial motion proportional 




■"y^^// / /y / y ^^, '///////// /-^vzj'. 



Fig. 9. 



to the load, and the drum a rotating motion proportional to the 
extension, a stress-strain diagram is described. 

The following table gives the ultimate tensile strength of a 
number of metals in lbs. avoirdupois per square inch : — 



Copper, cast . 


19,000 


Steel, low-carbon . 


90,000 


„ sheet 


30,000 


„ high-carbon . 


132,000 


„ bolts 


36,000 


Lead, sheet . 


3.300 


„ wire 


60,000 


Tin, cast 


4,600 


Iron, cast, weak . 


13,400 




7,000 
8,000 


„ average 


16,500 




„ strong . 


29,000 


Gold, pure, cast . 


15,680 


Iron, wrought, plates . 


51,000 


Aluminium, castings 


15,000 


„ bars & bolts 60,000 


„ sheet . 


24,000 


„ hoop 


64,000 


wire . 


30,000 


„ wire 


90,000 


bars . 


28,000 



Influence of roreign Elements on the Strength of 
Metals. — The influence of chemical composition on the mechanical 
properties of metals is of great importance, and although this has 
long been recognised it is singular that the subject has been so 
little investigated. Turn, for instance, to Dr. Percy's classical 
work on Iron and Steel, published in 1864. It fully represents 
the information which had been gained at that time, yet it con- 
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tains the results of but few mechanical tests on the materials 
with which it deals. 

The influence of foreign elements are best shown in the case 
of iron. The properties of this metal are absolutely changed 
by the presence of a few tenths per cent, of carbon ; but it 
may be doubted whether the exact influence exerted by varying 
proportions of carbon has been accurately determined. A dis- 
tinguished authority, Mr. H. M. Howe, thinks that it is not 
yet known, for, in an elaborate work recently published on the 
Metallwrgy of Steel (New York, 1890), which will be of much 
service to the student, he points out that he has plotted, in a 
single curve, the results of over 2500 tests, and yet the con- 
clusion he arrives at is, that we are not at present able to 
quantitatively express the effect of carbon. The fact is, that 
metallurgists are only beginning to realise that the effect of 
elements in the presence of each other is very complicated, and 
that it is absolutely necessary to study the effect of any given 
element on an absolutely pure mass of the metal to be tested. 
With regard to iron, tjbe author has shown* that the tensile 
strength of electro-deposited iron, which is as pure as any iron 
can be, is 2.7 tons per square inch before annealing, and 15.5 
tons per square inch after annealing. Even in this case, how- 
ever, it is doubtful how far the result is influenced by the 
presence of occluded hydrogen, or by the facb that electrolytic 
iron is probably an allotropic form of the metal In studying 
the effect of carbon, it is very difficult, therefore, to start from 
pure iron as an absolute basis. It may be sufficient, however, 
for the student to keep steadily in mind the very useful diagram, 
represented in Fig. 10, by which Deshayesf has indicated the 
effect of carbon, and incidentally that of manganese, on the 
tensile strength of iron. The co-ordinates are respectively per- 
centages of carbon and tensile strengths expressed in tons per 
square inch. The effect of carbon is indicated by the dark con- 
tinuous line, and that of varying proportions of manganese in the 
presence of carbon by the thin continuous, and the dotted lines. 
The effect of a given proportion of carbon is found by producing 
a vertical line, from the point indicating the percentage of car- 
bon, until it cuts the darker curve, so that the tensile strength 
will be represented by the length of this vertical line. It may 
be added that, according to some authorities, the maximum 
strength would be attained in steel containing 0.8 to 1.0 per 
cent, of carbon, after which point the line representing tensile 

* Jomn. Iron and Steel Inst, No. i. (1887), p. 74. 

+ Classement et emploi des Aciers (Paris, 1880), p. 151. 
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strength falls rapidly. This is also shown by the dotted curve in 
Fig. 14, p. 28. 

The tenacity of carburised iron is, however, greatly affected by 
the " mode of existence " of carbon in the iron, as will be shown 
in Chapter IV., which deals with the thermal treatment of metals. 
It win therefore be evident that it is only possible for any curve 
to represent in a very general way the influence of carbon on 
iron, and this is specially true of the highly carburised varieties 
of iron known as cast iron. 

INFLUENCE OF CARBON &. MANGANESE ON IRON. 




■4 -E -6 

CARBON PER CENT. 

Fig. 10. 



Deshayes considers that the modulus of elasticity of all kinds 
of steel is constant, provided that they have been subjected to 
identical thermal treatment, and it is safe to conclude that the 
effect of varying proportions of carbon, within the limits which 
constitute steel, is probably very slight. 

It is difficult to describe briefly the effect of small quantities of 
manganese on the mechanical properties of carburised iron. Its 
presence certainly tends to make steel casting sound. 
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If the effect of the simultaneous presence of manganese and 
carbon is required to be determined, the vertical line must be pro- 
longed until it cuts the particular curve (Fig. lo) indicating the 
percentage of manganese in question. The foregoing remarks 
■with regard to the action of manganese in the presence of carbon, 
are only true ■with amounts of manganese not exceeding 2 per 
cent.- Further additions of manganese give remarkable results. 
Although steel, if it may be so termed, containing 4 to 6 per 
cent, of manganese, and less than 0.5 per cent, of carbon, is so 
brittle that it can be powdered under a hand- hammer, yet by 
adding t'wiee this amount of manganese, a return in strength 
is effected; and Hadfield* thus obtained the remarkable sub- 
stance known as manganese steel. With about 9 to 10 per 
cent., a cast bar, 2^ inches square, can be bent considerably out 
of the straight ■without breaking. The increase in strength con- 
tinues up to about 15 per cent., when a decrease takes place in 
actual toughness, though not in transverse strength, and after 
about 20 per cent, is passed, a rapid decrease again takes place. 
The singular point connected with these alloys is that they soften 
b^7 rapid cooling, the very process which hardens ordinary steel, 
and conversely they recover their hardness by heating to bright 
redness. Manganese steel, of the best composition, with about 
14 per cent, of manganese, and not more than i per cent, of 
carbon, is made very strong and tough by quenching from a 
white heat. It is free from blow-holes, and roUs and forges 
well ; but it is so very hard that it is extremely difficult to work 
in the cold. Its electrical -resistance is thirty times that of 
copper and eight times that of wrought iron, and for practical 
purposes it may be regarded as wholly unmagnetisable. 

The influence of phosphorus and of silicon on iron comes next 
in importance to that of carbon and manganese. Taking the 
former element first, the diagram (Fig. 11), in which results 
given by Mr. Howe have been freely used, shows in a very 
general way the effect on the tensile strength of steel produced 
by phosphorus in the presence of amounts of carbon varying 
from 0.05 per cent, (line F) to 0.4 per cent, (line A). It is well 
known that phosphorus makes iron " cold-short," and it is now 
admitted that the presence of this element tends to increase the 
tensile strength of iron. Indeed, if the carbon be kept very low, 
a small quantity of phosphorus, the presence of which would 
formerly have been considered highly dangerous, is not viewed 
with disfavour even in rails. 

■* Journ. Iron and /Steel Inst, No. ii. (18881, p. 41. This contains an 
excellent bibliography of the subject. 
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It is certain that phosphoric iron and steel is very fragile when 
subjected to suddenly applied stresses, or, in other words, to 
" shock.'' Phosphorus usually increases the limit of elasticity of 
iron, especially in the presence of carbon. 
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PERCENTAGE OF CARBON. 
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Fig. II. 

It is very difficult to estimate the influence of silicon. It is 
known that the addition of silicon to molten steel is useful, as it 
prevents the formation of " blow-holes " in the solidifying mass. 
Probably the siHcon acts by prolonging the solubility of gas in 
iron until the metal has actually set. The presence of silicon 
certainly appears to facilitate the separation of graphitic carbon 
from iron. Mr. T. Turner,* of the Mason College, Birmingham, a 
former student of the author's, has done excellent work by 
studying the action of silicon on pig-iron and steel, and his 

* Journ. L,hem. Soc, 1885, p. 577 and p. 902. 
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INFLUENCE OF SILICON ON PIG IRON. 
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results have been conveniently condensed by F. Gautier,* from 
whose paper the diagram (Kg. 12) has been adapted. The maxi- 
mum result obtained on the series of samples for each kind of 
resistance has been taken as unity, and the ordinates are expressed 
as fractions of this maximum. The datum line of the diagram 
would, however, fall below the limi ts of the page. 

The chief point of interest is that in pig-iron the maximum 
resistance to traction (tensile strength), to bending, and to 
crushing is attained with proportions of silicon varying between 
1.5 and 3 per cent. Metal containing between 2 and 3 per cent, 
of silicon appears to be softer than the rest of the series, whilst 
the maximum resistance to crushing stress is attained with less 
than I per cent, of silicon. It should be added that the samples 
of pig-iron examined contained 1.81 to 2.23 per cent, of carbon, 
and that in the samples rich in silicon the carbon was mainly 
present in the graphitic state. These also contained about 
0.3 per cent, of manganese and a small quantity, about 0.04 per 
cent., of sulphtir. 

The results of an elaborate series of mechanical tests by Mr. 
R. A. Hadfield t on silicon steel in its forged state gave results 
which are plotted in the accompanying diagram (Fig. 13). In 
this, the upper pair of curves show the results of tensile tests in 
tons per square inch, and the lower pair of curves show the 
results of elongation tests expressed in percentages. Apparently 
silicon, up to 1.5 or 1.75 per cent., added to iron, although 
increasing the limit of elasticity, and raising the tensile strength, 
does not impair ductility. After this, however, the further 
increase of tensile strength noticed is only obtained with a serious 
loss of ductility. There appears to be no sharp line of demar- 
cation, but when 1.5 to 2 per cent, is exceeded, further slight 
increases cause great changes in the characteristics of the material. 
In this respect, therefore, its action rather resembles that of 
carbon than that of manganese, of which larger amounts are 
required to effect similar changes. 

In the case of mild steel, it would appear that the presence of 
silicon increases the tensile strength, but lowers the elastic limit. J 
It will be evident, however, from the diagram (Fig. 13) that 
when the amount of silicon in mild steel exceeds 2 per cent., the 
extensibility of the material rapidly diminishes. 

It should be borne in mind that larger additions of silicon 

* Bull. Soc. de I'Ind. Min., vol. iii. (1889), p. 91. See also paper read at 
the Metallurgical Congress, Paris, 1889. 

+ Journ. Iron and Steel Inst, No. ii. (1889), p. 222. 
i Report Brit. Assoc. 1888, p. 69. 



PHYSICAL PEOPERTIES OF METALS. 



27 



do not cause a return of strength, which is so remarkable in the 
case of manganese steel. Silicon steel is, moreover, still magnetic 
with considerable percentages of silicon, and is in this respect 
unlike both manganese and nickel steels. 

Hopkinson states that the electrical resistance of silicon steel is 
about six or seven times that of pure iron, and Had field has 
recently shown that the influence of silicon closely resembles that 
of aluminium. 
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Fig. 13. 

The influence of tungsten is remarkable. Its presence causes 
steel to be very hard, and, as Howe points out, although weight 
for weight, tungsten probably does not increase the hardness of 
steel as much as carbon, and perhaps not as much as chromium, yet 
steel may contain a much larger percentage of tungsten — at least 
10 per cent — than of carbon, without losing its property of being 
forged. 

Tungsten steel is very fragile to shook, and, as might be 
anticipated, its extensibility is very low. 

Formerly, it was supposed that the presence of copper was 
prejudicial to steel ; but it has been urged that the deleterious 
effects observed arose from the presence of small quantities of 
sulphur with which the copper was associated, and not from the 
copper itself. Dr. E. J. Ball and Mr. A. Wingham * have shown, 
by some experiments conducted in the author's laboratory, that 
the presence of copper materially increases the tensile strength of 
steel. The results of their experiments are shown in the diagram 
Journ. Iron and Steel Inst., No. 1. (1889), p. 123. 
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INFLUENCE OF COPPER ON 
STEEL. 

CARBON PER CENT. 
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^Fig. 14), in which the tensile strength of cupriferous steel 
is compared with a normal curve for carbon steel, the tensile 
strength of which is indicated by the dotted line. 

The influence of nickel on iron 
is singularly interesting, and the 
author is indebted to Mr. J. Riley 
for the diagram (Fig. 15, p. zg), 
which shows the results of his very 
important investigation.* The 
material RUey worked with con- 
tained from 0.22 to 0.85 per cent, 
of carbon, and 0.23 to 0.85 per 
cent, of manganese. Tensile tests 
were made of steel with contents 
of nickel varying from i up to 
49.4 per cent. The curve shows 
that amounts of nickel up to about 
7 per cent, materially increase the 
tensile strength and the elastic 
limit of steel, while the extensi- 
bility is as rapidly diminished. Amounts of nickel var3dng from 
8 to 1 5 per cent, appear to produce such intense brittleness that 
it is not possible to submit the material to the ordinary mechanical 
tests. The effect of amounts of nickel exceeding 1 5 per cent, is so 
evident from the diagram that no description is necessary. It is 
singular, however, that a rapid rise in extensibility should be 
produced by adding some 20 per cent, of nickel to iron, especially 
as the limit of elasticity of this material appears to be greatly 
reduced by anneaUng. 

A sample of nickel steel wire, containing about 25 per cent, of 
nickel, was examined by Dr. J. Hopkinson.f When heated to over 
500°, and then cooled either rapidly or slowly, it lost its magnetic 
properties, which are, however, restored by cooling it to some 
point below 0°. 

Until quite recently,^ the influence of aluminium had not 
been systematically studied. There is no doubt that the presence 
of a small quantity of aluminium, o.i to 0.2 per cent., consider- 
ably increases the fluidity of carburised iron. Indeed, it has been 
urged that its presence lowers the melting point of steel by some 
200°. This is, however, not proven, and is improbable, but the re- 
markable fluidity of cast steel containing aluminium may be due 
to the fact that the aluminium serves to eliminate the oxygen 

* Journ. Iron and Steel Inst, No. i. (1889), p. 45. 
t Proc. Roy. Soc., vol. xlvii. (1890), p. 23. 
X Trans. Amer. Inst. Min. Eng., 1890. 
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present as oxide of iron. It may, however, be possible to settle 
this question by analogy, and the author has, by some experiments 
on gold (as yet unpublished), satisfied himself that the presence of 
0.2 per cent, of aluminium in the precious metal lowers its melt- 
ing point considerably. There can obviously be no question of 
the elimination of oxygen in the case of gold. 

The presence of o.i to 0.2 per cent, of aluminium hardens 
steel ; but, on the other hand, the metal may be rendered very 
soft and extensible by annealing. The presence of aluminium 
appears, as in the case of silicon, to determine the separation of 
carbon in the graphitic form. 

Mr. F. "W. Harbord, a former student of the author's, has 
■shown * tha.t the presence of arsenic, even in minute quantities, 
is very prejudicial to the qualities of the iron. 

The aUoys of iron and chromium have been specially studied 
by M. Brustlein,t Director of the steelworks of J. Holtzer & Co., 
at Unieux, France. Very variable proportions may be combined 
with iron, the maximum appearing to be 82 per cent. With this 
material chromium steel may be prepared. The influence of 
chromium on steel is to increase its tensile strength and its 
resistance to fracture by impact. Chromium steels are, however, 
difficult to work hot. Steel with 2 per cent, of chromium is 
somewhat hard to cut in the cold, and when a mass is hardened 
in the usual way by quenching, the hardness penetrates more 
deeply than in the case of steel of the same degree of carburisa- 
tion. There is, moreover, some difficulty in working these steels 
occasioned by the tendency of the chromium to oxidise and form 
slag. They consequently weld with difficulty. 

The influence of siilphur on iron is very marked. This element 
has the efiect of making iron exceedingly brittle at a red heat and 
of destroying its welding power. As a rule, the action is most 
marked at a duU-red heat. Manganese counteracts the prejudicial 
action of sulphur. 

To take copper as an example instead of iron, the influence of 
tin on this metal, as far as mechanical properties are concerned, 
is shown by the accompanying diagram (Fig. 16), in which the 
upper curves represent the tensile strengths as determined by 
Mallet and by a Board of investigators appointed by the Govern- 
ment of the United States.^ It may be sufficient to state that 
the addition of tin to copper rapidly lowers its conductivity for 
electricity, but, as shown by the results obtained by the U.S. Board, 

* Journ. Iron and Steellnst., No. i. (1888), p. 183. 
t Bull. Soc. de, I'lnd. Min., vol. iii. (1889), p. i. 

J Report on a preliminary investigation of the properties of the copper- 
tin alloys. WashiEigton, 1879. 
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increases its strength, the maximum being attained with about 20 
per cent, of tin. The entire series of copper-tin alloys is very 
interesting. Two only appear to be homogeneous, and these corre- 
spond respectively to the formula SnOug and SnOu,. Notwith- 
standing the comparatively small difference in their composition, 

the appearance of the fractured sur- 
faces of these alloys is quite different, 
the latter being yellowish grey in 
colour with a mirror-like fracture, 
whilst the former is blue with a 
rough fracture. Having a higher 
specific gravity than the mean of its 
constituents, the alloy SnCuj stands 
out from the rest of the series. 

An interesting example of the 
influence of foreign elements on the 
strength of metals is afforded by 
aluminium bronze, the strongest 
of all the copper alloys. An alloy 
of 10 per cent, of aluminium with 
90 per cent, of copper, rolled into 
plates, has a tensile strength of 
from 100,000 to 120,000 lbs. per 
square inch, and in castings has a tensile strength of 70,000 to 
80,000 lbs. per square inch. This alloy, which was discovered 
by the late Dr. Percy, closely resembles gold in appearance. 
The effect of smaller proportions of aluminium on copper is 
shown in the accompanying diagram (Fig. 1 7). 

In discussing the influence of foreign elements on iron, the 
terms " cast iron," " wrought iron," and " steel " are used, as this 
classification is still in general use among engineers. In 1878, 
however, an international commission at Philadelphia decided to 
adopt a classification based on the amount of carbon contained 
in the metal : — 

I. Pig iron with 2.3 per cent, and more of carbon ; melts at a 
comparatively low temperature (1075° to 1275° C.) and cannot 
be forged. 

a. White pig iron ; all the carbon is combined with the iron, the 
compound is very hard, brittle, white, and is made solely for the 
purpose of being converted into malleable iron. 

6. Grey pig iron ; in which more or less of the carbon is present 
in the form of graphite. The metal is soft, tough, grey to black, 
and is used for conversion into malleable iron or for the produc- 
tion of castings. 



Fig. 17. 
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II. Steel with 1.6 to 0.4 per cept. of carbon, melts at 1400° C. 
By sudden cooling of a red-hot mass the hardness is considerably 
increased. 

III. Weld iron with less than 0.4 per cent, of carbon, melts at 
1600° C. and above. It cannot be appreciably hardened. 

The Philadelphia Commission decided that — 

1. Every malleable compound of iron, containing the ordinary 
elements of that metal, which is obtained either by the union of 
pasty masses of iron or by any process not involving fusion, and 
which cannot be hardened by the ordinary method, shall be called 
weld iron. This is what has formerly been known as wrought 
iron. 

2. Any analogous compound, which by any cause hardens, shall 
be called weld steel. This has hitherto been termed puddled steel. 

3. Every malleable compound of iron, containing the ordinary 
constituents of that metal, which is obtained and poured in the 
fused state, but which does not harden by the ordinary methods, 
shall be known as ingot iron. 

4. Every compound similar to the last, but capable of harden- 
ing from any cause whatever, shall be called ingot steel. 

Colour. — The colour of metals is influenced by their purity. 
Thus, iron becomes white by admixture with carbon, silicon, sul- 
phur, phosphorus, and other elements. By the alteration in the 
colour of a metal it is possible to detect the presence of a very 
small quantity of impurity, especially in the cases of gold and 
silver. 

The lustre of metals is due to their great power of reflecting 
light. It varies with the purity and the degree of polish of 
the metal. It is therefore of great use in detecting the pres- 
ence of impurities, a notable example of this being afforded by 
copper. 

Fusibility. — All metals are fusible. On account of the 
difficulty experienced in determining high temperatures, only the 
melting points of the metals that fuse at temperatures below 
1000° have been ascertained with absolute accuracy. The melt- 
ing points of the more important metals are given in the table 
on p. 48, 49. Arsenic sublimes at 180°, but it may be fused under 
the pressure of its own vapour. 

"When strongly heated, metals pass from a brownish-red to a 
clear red colour, which gradually increases in luminosity and 
transparency to a dazzling white. The temperatures correspond- 
ing to the different colours have been estimated by Pouillet 
to be — 
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On solidifying from a molten state, metals frequently exhibit ex- 
crescences due to the expulsion of absorbed gases. This expulsion 
often occurs shortly before the solidification, and causes a sudden 
outburst of metal through the surface. In this way silver, when 
molten, absorbs oxygen, and expels it on solidification. In the 
case of steel, the evolution of gas continues long after the metal 
has solidified on the surface. 

When a metal passes from the hquid to the solid state, it either 
does so suddenly, or it passes through an intermediate pasty stage. ■ 
This fact is occasionally of great metallurgical importance. Thus, 
white pig iron is more suitable for dry puddling than is grey pig 
iron, as the former becomes very pasty, whilst the latter does not. 

On solidification after melting, metals usually crystallise. 
Crystallisation also occurs when metals are condensed from a state 
of vapour or are deposited by the electrolytic decomposition of 
metalHc solutions. Metals most frequently crystallise in the 
cubic system. This is the case with platinum, gold, silver, copper, 
lead, and iron, and probably with tin and zinc. Tin also crystal- 
lises in the tetragonal system, and the iron carbide known as 
spiegeleisen crystallises in the rhombic system. Antimony, 
arsenic, and zinc crystallise in the hexagonal system, whilst bis- 
muth crystallises in rhombohedra resembling cubes. Tin, zinc, 
and lead are thus dimorphous — ^that is, they may be developed 
according to two systems of crystalUsation. The crystallisation 
of metals is of great importance, as the formation of crystals, due 
to continued vibration, intense cold, sudden alterations of tem- 
perature, or the presence of impurities may render a metal abso- 
lutely useless. Crystallisation may serve to indicate the quality 
of the metal, as in the case of foundry pig iron ; to indicate the 
presence of impurities, as in the case of the film of antimony 
produced on lead that is refined by steam ; and, lastly, to separate 
metals on a large scale, as is the case in Pattinson's process of de- 
fiUverising lead. 

Welding is the property possessed by metals which on cooling 
from the molten state pass through a plastic stage before becom- 
ing perfectly solid of being joined together by the cohesion of 
the molecules that is iiiduced by the application of an extraneous 
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force, such as hammering. This property is exhibited in a 
marked degree by iron and platinum at a white heat. Welding 
may also be effected, though to a less degree, when two clean sur- 
faces of metal are brought into intimate contact in the cold. 

Metals are good conductors of heat and electricity, and may be 
arranged in the same order as regards both the conductivity for 
heat and that for electricity. 

Iron, nickel, and cobalt may be rendered magnetic. When a 
small quantity of carbon has converted the iron into steel, the 
metal readily retains its magnetism. 

Certain metals possess acoustic properties. The sound emitted 
by metals when struck is greatly affected by the presence of 
impurities. Thus, in the case of lead, the presence of antimony 
tends to heighten the sound emitted. Owing, it is supposed, to 
the sUding of the crystal faces over one another, tin, at ordinary 
temperatures, and zinc, after heating to i6o°, emit a sound when 
bent. 

Properties common to Fluids and Solid Metals. — 
Keaumur, so long ago as 17 13, defined with singular clearness the 
conditions under which metals prove to be ductile. The relation 
between the behaviour of solid metals and fluids has long been 
recognised, not in the sense that atomic motion is common to 
solids and fluids, but from a wider view, for there is much experi- 
mental evidence as to the properties that are common to fluids and 
solid metals, the characteristics of which, at first sight, seem widely 
separated. A solid has a definite external form, which either does 
not change, or only changes with extreme slowness when left to 
itself, and, in order to change this form rapidly, it is necessary to 
submit it to a considerable stress. A hquid, on the other hand, 
can be said to have no form of its own, as it always assumes that 
of the containing vessel ; the mobility of its particles is extreme, 
its resistance to penetration is very small, and its free surface is 
always a plane when the mass is left at rest. Then there is the 
colloid condition, which intervenes between the liquid and crystal- 
line solid state, extending into both, and probably affecting all 
kinds of solid and liquid matter in a greater or less degree. The 
colloid, or jelly-like body does present a certain amount of resist- 
ance to change of shape. Such a substance is well imitated by a 
sphere of thin india-rubber partly filled with water. Another 
illustration is probably afforded by iron and other substances 
which soften under heat, and may be supposed to assume, at the 
same time, a colloid condition. Last, there is the gaseous condi- 
tion of matter. 

Metals are usually regarded as typical sohds ; it is easy, how- 
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ever, to trace the analogies of their behaviour under certain con- 
ditions with that of fluids. The transition from the liquid to 
the solid state is marked by the same phenomena in the case of 
many metals, as are observed in certain fluids. For instance, 
metals on solidifying reject impurities, and exhibit the property 
of surfusion. This leads up to the relations between solid metals 
and fluids, and the following list shows the classes in which the 
properties common to fluids and solid metals may be grouped : — 

1. Flow under pressure. 

2. Changes due to compression. 

3. Absorption of gases. 

4. Absorption of liquids. 

5. Diffusion. 

6. Vaporisation. 

7. Surface tension. 

Water, on passing from the liquid to the solid state, undergoes 
a partial purification, the ice first formed being sensibly more free 
from colouring matter or suspended particles than the water from 
which it separates. 

Many metals on freezing similarly eject impurities. In the 
case of alloys, saturated solutions of one metal in another appear 
to be formed, and excess of metal ejected, a fact which was 
studied with much care by Dr. Guthrie (see p. 60). The promi- 
nent facts are perhaps best illustrated by reference to a solidified 
mixture of copper, antimony, and lead. The results of some ex- 
periments conducted, in the laboratory of the Royal School of 
Mines, by Dr. E. J. Ball * show that when a molten mixture of 
these metals is solidified, a definite atomic alloy of copper and 
antimony, which possesses a beautiful violet tint, first forms, and, 
after saturating itself with lead up to a certain point, ejects the 
rest of the lead, driving it to the centre of the mass so as to form 
a sharp line of demarcation between the outer violet circle and the 
grey centre. It thus presents a direct analogy to the compa- 
ratively colourless ice which first forms from coloured water. 
There is yet another remarkable analogy between the freezing 
of certain fiuids and the solidification of some metals. Water 
may, as is well known, be cooled down to — 8° C. without solidifica- 
tion, but agitation immediately determines the formation of ice, 
and, at the same time, a thermometer plunged in the water rises 
to zero. Faraday stated,! in 1858, that fused acetic acid, sulphur, 
phosphorus, many metals, and many solutions would exhibit the 

* Journ. Chem. 80c., 1888, p. 167. 

+ Experimental Besearches in Chemistry and Physics, p. 379. 
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same effect. Tin also may be cooled to several degrees below its 
solidifying point without actually freezing, and Dr. Van Riems- 
dijk,* of Utrecbt, has observed that a globule of gold or silver, in a 
fused state, will pass below its solidifying point without actually 
solidifying, but the slightest touch with a metallic point will cause 
the metal to solidify, and the consequent release of its latent heat 
of fusion is sufficient to raise the globule to the melting point 
again, as is indicated by a brilliant glow which the button emits. 

It may be well also to remark incidentally that a minute varia- 
tion in composition is sometimes sufficient to lower the melting 
point of a metal or alloy, as is instanced by the addition of ^% per 
cent, of silicon to standard gold, which then softens in the flame 
of a candle, or at about the melting point of zinc, 412° C, although 
the melting point of gold, free from silicon, would be over 1000° C. 

The result of Raoult's investigations on the lowering of the 
freezing point of solutions, led him to the conclusion that one 
molecular proportion of any substance dissolved in 100 molecular 
proportions of any solvent whatever, lowers the freezing point of 
that solvent 0.62° C. This had not been tested in the case of 
solutions of metals in metals, until Heycock and Nevillet began 
an elaborate investigation of the subject. Their research, as far 
as it has at present been carried, deals, ist, with the lowering of 
the freezing points of sodium and tin produced by the addition 
to them of certain other metals, and, 2nd, with the molecular 
weights of metals when in solution. The I'esults of their ex- 
periments when compared with the empirical laws of Coppet 
and Eaoult may be briefly stated as foUows : — 

They are in accordance with the law " that for moderate con- 
centration the fall in the freezing point is proportional to the 
weight of the dissolved substance present in a constant weight of 
solvent." By making the assumption, that the molecule of zinc, 
or of mercury, is monatomic when in solution in tin, they con- 
firm the second law, " That when the falls produced in the same 
solvent by different dissolved substances are compared, it is found 
that a molecular weight of a dissolved substance produces the 
same fall whatever the substance is." But the third law which 
states, " That if a constant number of molecular weights of the 
solvent be taken, then, the fall is independent of the nature of 
the solvent," they found to be probably incorrect, and theoretical 
considerations indeed would lead us to expect this. In the case of 
siHcon in standard gold which has just been mentioned, a long semi- 
fluid stage appears to be set up, the metal may contain soHdified 

* Ann. de Ohim. et de Phys., t. xx, (18S0), p. 66. 

fJovrn. Ohem.Soc.y ohl-v. (1889), p. 666 ; vol. Ivii. (1890), pp. 376 and 656. 
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particles, and yet be sufficiently fluid to flow readily ; this pheno- 
menon has not yet been fully investigated. 

In a research of much interest, Ramsay * has determined tha 
molecular weight of a number of metals by Eaoult's vapour 
pressure method — that is, he ascertained the depression of the 
vapour pressure of the solvent, produced by a known weight of 
dissolved substance, and he finds that although sodium behaves 
irregularly, yet " it would appear legitimate to infer that in 
solution, as a rule, the atom of a metal is identical with its 
molecule, as the physical properties of those metals which have 
been vaporised would lead us to suppose." 

Now to pass to solid metals. It is the common experience that 
a counterfeit shilling, consisting principally of lead, does not 
"ring" when thrown on a wooden surface. In 1726 Louis 
Lemery observed that lead is, under certain conditions, almost as 
sonorous as bell-metal, t He communicated -the fact to Reaumur, 
who, being much struck by it, investigated the conditions under 
which lead becomes sonorous, and submitted the results to the 
French Academy. J He pointed out that, in describing a body 
which is not sonorous, it is usual to say that it is as " dull as lead," 
an expression which has become proverbial. Nevertheless, he 
adds, under certain conditions, lead has a property both novel and 
remarkable, for it emits surprisingly sharp notes when struck with 
another piece of lead. He showed that it was necessary that the 
lead should be formed by casting into a segment of a sphere — ^that 
is, mushroom-shaped. The lead must be free from prominences, 
and must be neatly trimmed. The effect is less marked if the 
lead be very pure than if ordinary commercial lead be used, but 
it is only a question of degree. Reaumur showed that the sonorous 
lead might be rendered dull by hammering it. His remarks have 
been overlooked in late years. He was led to the belief that in 
cast lead there must be an arrangement of the interior of the 
mass which the hammer cannot impart, because lead fashioned by 
hammering into the same form as the sonorous cast mass is dull, 
and, more important still, he held that the fibrous and granular 
structure of the lead is modified in a manner which makes it 
probable that the sound is due to the shape of the grains and to 
the " way in which they touch each other;" further, the blows of 
the hammer not only change the arrangement of the fibres, but 

* Jown. Chem. Soc, vol. Iv. {i889),p.S2i. See also Tammann, Zeit. fur 
physihal. Chemie, 1889, p. 441. 

t Hoefer, Histoire de la Chimie, ii. p. 374. 

J Histoire de VAcadimi' Royale des Sciences, Annie 1726 [toI. for 1728, 
P- 243]. 
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they alter the shape of the grains ; " the round grains are rendered 
flat, they are compelled to elongate and fill the interstitial spaces 
which previously existed between them. The particles are no 
longer free to vibrate ; hence the lead is dull." These facts acquire 
additional interest if they are compared with the observations in 
Professor Osborne Eeynolds' paper or " Dilatancy in Granular 
Matter." Eeaumur's description shows that he fully appreciated 
the theoretical importance of the kind of facts depending on the 
transfer of metallic matter from one position to another, which 
we now consider to be characteristic of the "flow" of metals; at 
any rate, Lemery's experiment may be made the starting point of 
the remarks which follow. 

A solid may be very brittle, and may yet, if time be given to it, 
flow from one point to another. A stick of sealing wax, or even 
of glass, supported at its ends, in a few weeks bends at the ordinary 
atmospheric temperature, although at any given point of its flow it 
would have been easy to snap it with a slight appKcation of force. 
A tuning-fork may be made from pitch, which wffi nevertheless 
subside into a shapeless mass at the ordinary temperature. A 
much thinner strip of pure lead of the same breadth as the sealing 
wax also bends at the ordinary temperature with its own weight, 
the ends being supported. Sir William Thomson has pointed out 
that a gold wire, sustaining half the weight which would actually 
break it, would probably not rupture in a thousand or even a 
mUlion years — that is to say, there would be no " flow " ending in 
disruption ; if, however, force be suitably applied, metals will flow 
readily. Krst, examine the case of a metal under force applied so as 
to compel it to flow through a hole, as it points to the analogy of an 
ordinary viscous fluid. If a vessel (i. Fig. i8) provided with a 
cyUndrical hole in its base be filled with lead, the lead will, at the 
ordinary pressure, remain there, but if extra pressure be applied the 
lead will prove by its behaviour that it is really a viscous solid, as 
it flows readily through the orifice ; the end of the jet is rounded, 
and, as has been shown by the beautiful researches of the late M. 
Tresoa, of Paris,* aU the molecules which compose the original block 
place themselves in the jet absolutely as the molecules of a flow- 
ing jet of a viscous fluid would. If the metal has a constant 
" head," as it would be termed in the case of water — that is, if the 
vessel be kept filled with solid lead up to a certain level — then 

* These researches extend through a long series of memoirs ; those 
relating to the flow of metals are well summarised in the Proc. Inst. Mech. 
Engineers, 1867, p. 114, and in the Report of the Science Conferences held 
in connection with the Loan Collection of Scientific Apparatus (Physics 
and Mechanics), London, 1876, p. 252. 
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there will be a continuous stream, the length depending on the 
constancy with which the " head " and the pressure are maintained. 
If, on the other hand, the " head " is diminished so that nearly 
all the solid lead has been allowed to flow away (2, Fig. 18), there 
is a folding of the jet, and vertical corrugations, exactly such 
as would characterise the end of the flow of certain other viscous 
fluids, and finally the jet forms a distinct funnel-shaped tube con- 
centric with the jet. It is also seen that, when the formation of 
these cavities takes places, the jet is no longer equal to the full dia- 
meter of the orifice, as shown in 2, Mg. 18, the formation of the 
contracted vein is manifest, and the new analogy is thus obtained 
between the flow of solids and of liquids. 

In punching a disc from a solid plate of metal supported by a 
die- plate (4, Fig. 18), as in the operation of coining, the portion cut . 

TranBvcrse Section of 
CouLpouad LateralJet. 




Fig. i8. 



out proves to be thinner than the plate from which it has been re- 
moved. Since the density of a metal is not increased by pressure 
except by the obliteration of pores, as has already been stated, it 
" follows that the metal must have flowed in a plastic state laterally 
from the disc into the plate, the remaining nietal becoming so thin 
that its resistance to shearing is less than the pressure on the 
punch. 

In 3, Fig. 18, the eifect is shown of a compound jet of lead 
flowing through a lateral orifice in a cylindi;ical vessel. 

In the case of planing surfaces of metals by cutting tools, 
similar effects may be traced, and it is interesting to compare the 
flow of metal in 4, Fig. 18, which represents the penetration of a 
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cutting tool through a plate of metal, with the flow of metal 
under the action of a tool used for planing (Kg. 19). In this 
case the lines of flow are made evident by the deformation of 
lines traced vertically on the side of the 
block of metal submitted to the tool. 
The shifting of the material and the con- 
nection of the lines, F, in the shaving 
with those, E, of the original block, 
will be evident from the diagram. 
Every artificer knows how complicated 
in form the shavings may be, and 
varied problems relating to their pro- 
duction have been studied by M. 
Tresca.* 

The application of this fact, that 
solid metals flow like viscous fluids, is 
of great importance in industry, and the production of complicated 
forms by forging or by rolling iron and steel and other 
metals entirely depends on the flow of the metal when suit- 
ably guided by the artificer. The lines of flow in iron may be 
well shown by polishing a surface of the metal, and by submitting 
it to the action of a solution of mercuric chloride, which etches 
the surface, or, betttir, to the slow action of chromic acid solution, 
the result in either case being, that any difference in the hardness 
of the metal or in the chemical composition, or want of continuity, 
caused by the presence of traces of entangled slag, reveals the 
manner in which the metal has flowed. The sketches illustrate 
the direction of flow in the following cases. Fig. 20 is a section 
of a forged cross-head, and Figs. 21,22 are sections of rails. 

The experiments of M. Tresca were not made on " cinder-free " 
metal; it is therefore interesting to compare the etched section 
of the old rail, Fig. 21, the result of the complicated welding of 
puddled iron, with a basic-Bessemer rail, rolled from steel which 
has been cast, and which is therefore free from entangled slag. 
Fig. 22 represents a section of such a rail. 

A very striking illustration of the importance of the flow of 
metals, when used in construction, is afforded by some observations 
of Sir B. Baker in a paper on the Forth Bridge, t He says : 
" If the thing were practicable, what I should choose as the 
material for the compression members of a bridge would be 34- 
to 37-ton steel, which had previously been squeezed endwise, in 
the direction of the stress to a pressure of about 45 tons per 

* Mimoirea de VAcaddmie des Scieruxs, vol. xxvii.. No. i, 1880. 
t Jrmtn. Iron and Steel Inst., 1885, p. 497. 
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square inch, the steel plates being held in suitable frames to pre- 
vent distortion." He adds : " My experiments have proved that 




Fig. 20. 

37-ton steel so treated will carry as a column as much load as 70- 
ton steel in the state in which it leaves the rolls — ^that is to say, 





Fig. 21. Fig. 22. 

not previously pressed endwise At least one-half of the 

42,000 tons of steel in the Forth Bridge is in compression, and the 
same proportion holds good in most bridges, so the importance of 
gaining an increased resistance of 60 per cent, without any sacri- 
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fice in the facility of working, and safety, belonging to a highly 
ductile material can hardly be exaggerated." 

The very ancient mechanical art of striking coin is wholly 
dependent on the flow of metals. There is a popular belief that 
the impression imparted to discs of metal during coinage is 
merely the result of a permanent compression of the metal of 
which the disc is made. Striking a coin, however, presents a 
case of moulding a plastic metal, and of the true flow of metal, 
under pressure, into the sunken portions of the die. A medal 
struck from a series of discs will serve to show, when the discs 
are separated, the way the metal flows into the deepest portion of 
the die. If the alloy used be too hard, or if the thickness of the 
metal required to flow be insufficient, the impression will always 
be defective, no matter how many blows may be given by the 
press. 

If one side of the coin be ground away, so as to leave a flat 
surface, and if the disc be then struck between plain polished dies 
surrounded by a steel collar, so as to prevent the escape of the 
metal, the impression on the disc will be driven through the 
, thickness of the metal, and will then appear on both sides. In 
industrial art the property of flow of metals is very important. 
The " spinning " of articles in pewter is a familiar instance. 

The production of complicated forms, like a jelly mould, from 
a single sheet of copper under the combined drawing and com- 
pressing action of the hammer is a still more remarkable case. 

The flow of metals is illustrated very curiously in one phase of 
Japanese art metal-work, to which reference wlII be made subse- 
quently. 

The flow of metals when submitted to compression has hitherto 
been alone considered, but the efiect of traction has also been 
examined, for when a viscous metal such as iron or soft steel is 
submitted to stress by pulling its ends in opposite dii«ctions, it 
stretches uniformly throughout its length, and the metal truly 
flows when the yield point is reached. The limit of elasticity of 
a solid body marks the moment at which the body begins 
to permanently stretch, under the influence of the longitudi- 
nal stress to which it is submitted. There are many materials 
which do not stretch sensibly when their limit of elasticity 
is reached ; in very hard steel, for instance, the breaking 
point and the limit of elasticity practically coincide. Further, 
it must be observed that every minute variation in composition is 
sufficient to change the property of a body, and to cause what was 
a viscous body to break close to the limit of elasticity. 

The particles of a metallic powder left to itself at the ordinary 
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atmospheric pressure will not unite ; by " augmenting the number 
of points of contact in a powder" the result may be very different. 
The powders of metals may weld into blocks, as will subsequently 
be described, and it will be seen that experiments on the compression 
of finely divided metals afford important evidence as to the relation 
between solid metals and fluids. Faraday discovered, in 1850, 
that two fragments of ice pressed against each other will unite, 
their tendency to union being considerable when the fragments 
are near their melting point. Ice owes its movement, in glaciers, 
not to viscosity, but to regelation, and the union of fragments of 
ice under compression is also due to regelation. The facts which 
have been appealed to, and the theories which have been formed, 
respecting the regelation of ice, are well known ; it may, however, 
be observed that bismuth, like ice, expands on sohdifying, and 
though Faraday failed to establish the existence of a property 
similar to regelation in bismuth, Wrightson has satisfied himself, 
by experimental evidence, that regelation exists in bismuth. In ex- 
plaining Spring's results (p. 56) there is this difiiculty : the union of 
the particles of the metals, cannot, in all cases, be due to viscosity, 
because viscous bodies are always capable of bjing stretched, and 
we find the welding taking place between the compressed powders 
of bodies, such as zinc and bismuth, which, when submitted to 
traction, wiU not stretch. Spring therefore asks, " Is it possible 
that regelation may have something to do with the union of the 
powders ? " and he urges, " Is it safe to conclude that regelation 
is peculiar to ice alone?" "It is difficult to believe," he adds, 
" that in the large number of substances which Nature presents to 
us, but one exists possessing a property of which we can find only 
minute traces in other bodies. The sum of our chemical and 
physical knowledge is against such a belief, and therefore the 
phenomenon of regelation may be pronounced in ice without being 
absolutely wanting in other bodies. To ascertain whether this is 
so, it is necessary to submit other bodies to the conditions under 
which the phenomenon can be produced." " What," he asks, 
" are these conditions ? " and he answers, " The pressure supported 
by the body, a certain degree of temperature, and time." 

Helmholtz and Tyndall have shown that when the pressure is 
weak the regelation of ice is effected slowly. Spring points out 
that nitrate of sodium and phosphate of sodium, in powder, left 
to themselves in bottles, become coherent, and if the coherence in 
these and other chemical compounds is but weak, it is simply 
because the points of contact between the particles of powder are 
but few. If, on the other hand, metallic or other powder be sub- 
mitted to strong compression, the spaces between the fragments 
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become filled with the debris of the crushed particles, and a solid 
block is the result. Finally, it may be urged that this union of 
powders of solid metals under the influence of pressure — that is to 
say, the close approximation of the particles — can be compared to 
the liquefaction of gases by pressure. At the first view this 
comparison may appear rash or strained, but it is not so if the 
views of Clausius on the nature of gases and liquids be accepted. 
In a gas the molecules are free, but if by pressure at a suitable 
temperature the molecules are brought within the limit of their 
mutual attraction, the gas may be liquified, and under suitable 
thermal conditions, solidified. The mechanical pulverisation of a 
metal merely detaches groups of molecules from other groups, 
because the mechanical treatment is imperfect, but the analogy 
between a solid and a gas has, in this sense, been established ; 
filing coarsely gasifies the mass, but pressure solidifies it. 

It is possible that in some of the compressed metallic blocks, 
the particles are not actually united by the pressure, which may, 
nevertheless, develop the kind of " mutual attraction " contem- 
plated by Sir William Thomson as existing between two pieces of 
matter at distances of less than lo micro-millimetres. 

Occlusion of Gases. — ^With reference to the absorption of 
gases by metals, it may be suflBcient to point out that Sainte Claire- 
Deville and Troost discovered that hydrogen would pass through 
a plate of platinum, prepared from the fused metal or through 
iron, at a red heat • and it was well known that molten silver had 
the power of absorbing many times its own volume of oxygen. In 
Deville's experiments a new kind of porosity was imagined, more 
minute than that of graphite and earthenware, an intermolecular 
porosity due entirely to dilatation. Graham * showed that when 
gas penetrates the substance of the metal there is previous absorp- 
tion and possibly liquefaction of the gas. Since his time it has 
been abundantly recognised that the presence of an element which 
is capable of re-appearing with the elastic tension of a gas must 
materially afiect the mechanical properties of a metal. Palladium 
is known to possess the power of occluding gas — hydrogen — in the 
most marked degree. By slow cooling from a red-heat in an atmo- 
sphere of hydrogen, palladium foil or wire occludes no less than 
goo volumes of hydrogen. Similarly, gold is found to occlude, that 
is,retain when solid, 0.48 of its volume of hydrogen and 0.2 of its 
volume of nitrogen, silver occludes o. 7 of its volume of oxygen, and 
wrought copper occludes 0.306 volume of hydrogem. 

It is, however, in relation to the metallurgy of iron that the 

* Froci Boy. Soc, voL xvi. p. 422 ; vol. xvii. p. 212, and p. 500 ; li-ans. 
Emj. Soc, 1886, pp. 399-439- 
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occlusion of gases is of importance. It is well known that at the 
conclusion of the Bessemer process, oxygen from the air blown 
through the metal becomes intimately associated with iron ; but 
the manner in which the oxygen is held, whether as oxide or as 
dissolved gas, appears to be still obscure, though Miiller* has 
given strong evidence in support of the view that gases are dis- 
solved in iron. One thing is certain, that the oxygen may 
readily be removed from the iron by the action of manganese. 
Hydrogen is usually present in iron, chiefly as gas, sometimes 
as ammonia,t and in certain cases probably in some non-gaseous 
state. It does not appear to be in strong chemical combination, 
as it can easily be expelled. This may happen on solidification 
of the metal, by heating in vacuo, or by the action of a drill, 
which appears to release entangled or loosely-held hydrogen. 
The escape of gas can be prevented by increasing the pres- 
sure during solidification, and by the addition, before solidi- 
fication, of silicon, manganese, or aluminium. The hydrogen 
probably remains in the cold iron after it is solidified. Cailletet J 
extracted from electrolytic iron, in which the metal probably 
•exists in a distinct molecular form, nearly 250 times its volume 
of hydrogen by heating in vacuo. Graham proved that carbonic 
oxide is dissolved by iron, and that that gas probably plays an 
important part during the conversion of iron into steel in the 
ordinary process of cementation. It is certain that the presence 
of silicon and manganese appears to enable the iron to retain 
carbonic oxide, as well as hydrogen and nitrogen, in solution. 

Another analogy between metals and fluids is presented by the 
power which certain solid metals possess of taking up fluids, 
sometimes with a rapidity which suggests the miscibility of ordi- 
nary fluid substances. In reference to this, an interesting paper 
was published, so long ago as 17 13, by the Dutch chemist Hom- 
berg,§ " On Substances which Penetrate and which Pass Through 
Metals, without Melting Them." He enumerates several sub- 
stances which will pass through the pores of metals without 
disturbing the particles, and he points out that mercury pene- 
trates metals without destroying them. The rapidity with which 
mercury will pass through tin is remarkable. A bar i inch 
wide and | inch thick will be penetrated by mercury in thirty 
seconds, so that it breaks readily, although before the addition 

• Iron, 1883, p. 115, and p. 244 ; 1884, p. l6l. 

t Recognised by many observers ; notably by Kegnard, Comptes Mendus, 
vol. Ixxxiv. (1877), P- 260. 

J Comptes Bendus, vol. Ixxx. (1875), p. 319. 

§ Mem. de VAcad. Boyale des Sciences, 17 13 (vol. for 1739, p. 306) 
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of the mercury the bar would bend double without any sign of 
fracture. 

With regard to the vaporisation of solid metals, Demar9ay * has 
shown, that in vaoio metals evaporate at much lower temperatures 
"than they do at the ordinary atmospheric pressure, and he 
suggests that even metals of the platinum group will be found to 
be volatile at comparatively low temperatures. Mergetf has 
shown that the solidification of mercury by extreme cold does 
not prevent the sohd metal evaporating into the atmosphere sur- 
rounding it. 

In relation to surface tension there is an interesting property 
belonging to a hard drawn rod or thick wire of 13-carat gold, the 
gold being alloyed with silver and copper in the following propor- 
•tions : — 

Gold 54.17 

Copper 33.33 

Silver 12.50 

100.00 
If such a rod be touched with a solution of chloride of iron, 
•or certain other soluble chlorides, it will, in a short time, varying 
from a few seconds to some minutes, break away, the fracture 
rapidly extending for a distance of some inches. 

The last property to be considered is diflPusion. The author 
has shown that in the case of molten metals the interdiffusion 
may be extremely rapid. In regard to solid metals, some experi- 
ments conducted by Abel prove that carbon can pass from a plate 
•of richly carburised iron to one of iron free from carbon against 
which it is tightly pressed. This passage of carbon appears to 
take place at the ordinary temperature, and it is difficult to 
explain the transference of matter without admitting the presence 
of some action closely alhed to the diffusion of liquids. 

These facts afford additional evidence as to continuity in the 
properties of aU kinds of matter, and serve as a connecting link 
with the work of the past, the importance of which is too often 
overlooked. 

This chapter may fittingly conclude with a table of the physical 
■constants of metals. 

* Comptes Bendus, vol. xcv. (1882J, p. 183. 

t Ann. de Ohim. et de Pliys. (4), vol. xxv. p. 121. 
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Notes to the Table of Physical Constants (pp. 48, 49).— For melting point.s the 
student must refer to the Physihalisch-cliemische Tabellen, by Drs. Landolt 
and Borhstein, Berlin, 1883, p. 81, and to papers by Violle {Comptes Rendus, 
vol. Ixxxix. (1879) P- 702), and by Piotet {ibid., vol. Ixxxviii. (1879) pp. 855, 
1315). The atomic weights and atomic volumes are those given in Lothar 
Meyer's Modern Theories of Chemistry, London, 1888. With regard to 
electrical conductivity, it is usual in this country to employ pure copper as 
a standard of reference for industrial purposes. For soientitic purposes, it 
has been usual to refer to pure silver, and to assign to it the value 1000. 
In view, however, of the fact that it is very difficult to obtain silver of 
absolute purity, and that the conductivity varies greatly with the thermal 
and mechanicEd treatment to which the metal has been subjected, it has 
been considered better to adopt mercury at 0° as the standard metal, its 
electrical conductivity being taken as unity. The figures given in the 
last column of the table may be converted into a series in which silver 
would be 100, by simply multiplying by 1.75. 



CHAPTER III. 
ALLOYS. 

Early Investigations. — As many valuable mechanical pro- 
perties are conferred upon metals by associating them with each 
other, it seldom happens that metals are used in a state of purity 
when they are intended for industrial purposes, and this fact was 
discovered at a very early period of metallurgical history. The 
word alloy originally comes, in all probability, from the Latin ad- 
ligo (alligo), " to bind to," and not, as Sir John Pettus thought, 
from the Teutonic linderen, "to lessen," suggestive as it is of 
the fact that a precious metal is lessened in value by the addition 
of a base one. 

The distinguished chemist, Dumas, eloquently pleaded, many 
years ago, against leaving alloys in the oblivion to which moderr 
chemists consigned them, and there still seems to be a prevalen* 
impression that our knowledge of the phenomena which attend 
the union of metals is very imperfect, and that it rests upon a 
elender experimental basis. We are apt to forget the extent and 
complexity of the subject, and Lupton* has opportunely directed 
attention to the number of alloys which await examination. Hf 
says : — " Hatchett recommended that a systematic examination of 
all possible alloys of all the metals should be undertaken. He 
forgot to remind any one who should attempt to follow his advice 
that if only one proportion of each of the thirty common metals 
were considered, the number of binary aUoys would be 435, of 
ternary 4060, and of the quarternary 27,405. If four multiples 
of each of the 30 metals be taken, the binary compounds are 
565s, ternary 247,660, and quarternary 1,013,985." 

Nevertheless, if the properties of many alloys have yet to be 
investigated, the study of alloys generally has not been neglected. 
The modern bibliography relating to them is much more exten- 
sive than it is usually supposed to be, and the older writings are 
very full, and contain the results of far more accurate observation 

* Nature, Jan. 5, 1888,, p. 238. 
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than they are credited with. In the eirly days of chemistry, as its 
history abundantly proves, alloys received much attention, and 
although the early chemists often failed to distinguish alloys 
from simple metals, or used them in unsuitable ways, they left an 
experimental record, the value of which is sadly unappreciated. 
From this record it is, incidentally, evident that the development 
of the art of separating metals from their ores, and from each 
other, was quickly followed by the acquisition of the knowledge 
that metals possess peculiar properties when re-united in certain 
proportions, and are thereby rendered more useful than they were 
in the pure state. 

In early times some metals were used unalloyed, although at 
the present day they have no industrial application except in 
union with other metals. Antimony, for instance, now only em- 
ployed as a constituent of certain alloys, was formerly cast and 
fashioned into ornaments, as is proved by the analyses of Virchow, 
and by a fragment of a very ancient Chaldean vase, which frag- 
ment, when examined by Berthelot, proved to be of pure antimony.* 
The implements and ornaments discovered by Schliemann abund- 
antly show that the early Greeks were familiar with alloys of 
silver and gold, copper and tin, lead and silver, and with many 
others, all artificially prepared. Throughout the Middle Ages 
there seems to have been a belief that the action of metals on 
gold and silver was, on the whole, corrupting ; and Biringuccio, 
in 1540, possibly seeing that this was the prevaiUng view, care- 
fully defined such alloys as being " nothing but amicable associa- 
tions of metals with each other " ; and he further pointed out 
that metals must be mixed by weight, and not at random. 

Views as to the Constitution of Alloys. — Passing from the 
sixteenth to the eighteenth century, we find four writers whose 
names deserve to be specially mentioned, because they seem to 
have been the first to indicate the direction in which modern in- 
vestiga.tion has been conducted. These are Reaumur, Gellert, 
Musschenbroek, and Achard, who respectively studied — ist 
(Reaumur), molecular change produced in a metal by heat ; 2nd 
(Gellert), the relation of fiuid metals to each other considered as 
solvents ; 3rd (Musschenbroek), the cohesion of alloys as shown by 
certain mechanical properties ; and 4th (Achard), the electrical 
behaviour of metals and alloys. It is interesting to trace the 
connection between the older work and the new. Reaumur,t in 
explaining the hardening of steel by rapid cooling from an elevated 

* Ann. de Chim. et de Phys., vol. xii., 1887, p. 135. 

f L'art de convertir lefer forgS en acier, Paris, 1722, p. 321. 
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temperature, comes very near the modern view that a metal may, 
under certain conditions, pass from one allotropic state to another, 
for he distinctly contemplates the possibility. of molecular change 
produced by the expulsion by heat of " sulphurs and salts " from 
the molecules into interstitial spaces between them. He speaks 
of " molecules and elementary parts of molecules," like a modern 
writer, and tries to show that when hot steel is rapidly cooled, 
" sulphurs and salts " cannot return into the molecules, but remain 
in the interstitial spaces ; and that, therefore, the physical proper- 
ties of hard steel become quite different from those of soft. If it 
should be urged that the analogy between carburized iron and 
alloys is over-strained, it may be pointed out that, in 1867, 
Matthiessen said, after appealing to the fact that in certain alloys 
the constituent metals are present in allotropic states, " I have 
always made a comparison between iron and steel (and alloys). 
This has been done to show that the carbon iron alloys behave in 
an analogous manner to other alloys, which cannot be looked upon 
as chemical combinations."* 

Gellert makes the analogy of certain alloys to solutions very 
clear, and in his Metallurgic Chemistry he gives a table show- 
ing the relative solubilities of metals in each other, while in 
the observations which accompany it t he says, to cite one of the 
cases, he takes as an illustration, " Since copper and silver and 
copper and gold dissolve one another very readily, the copper 
cannot be parted from iron by means of gold or silver," probably 
having in mind a reaction which enables silver to be parted from 
gold by the action of sulphur and iron. He further clearly shows 
that, with regard to the solution of metals in a triple alloy, he 
understood the possibility of a division of a metal between two 
other metals acting as solvents. 

The mechanical properties of alloys were investigated by 
Musschenbroek, who, working in the early part of the eighteenth 
century, made some experiments on the tensile strength of 
metals and alloys. He writes of " the absolute cohesion by which 
a body resists fracture when acted upon by force drawing accord- 
ing to its length," % and gives the tenacity of several metals, and 
the alloys, brass and pewter. He shows the importance of such 
work so clearly that it is remarkable how slowly the mechanical 
testing of metals developed since his time. 

Achard, whose researches were published in 1784, made a very 

* Journ. Chem. Soc, 1867, p. 220. 

t English translation of his work, London, 1776, p. 186. 
X Elements of Pldloaophy, translated by John Colson, F.R.S., vol. i., 
p. 23, 1744- 
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extended series of experiments on multiple alloys, as well as those 
of simple metals. He pointed out that the relative conductivities 
of substances for heat and for electricity are closely related.* 
He devised an appliance for the experimental verification of this 
fact, and, as he included alloys in his researches, it may fairly be 
claimed that he led the way for the important generalisation that 
alloys may be ranged in the same order as regards their power of 
conducting heat and electricity, which was made by Wiedemann 
and Franz in 1853-9. 

The necessity of metals being pure when added to each other 
was hardly recognised until the eighteenth century, and Duhamel, 
who contributed the article on alloys to the Enci/clopedie Methodique 
in 1792, appears to have been the first writer to insist on the 
necessity for making exact experiments upon alloys with metals- 
which possess a high degree of purity and on effecting their union 
by heat in closed vessels. He further pointed out that up to his- 
time no chemist had taken these precautions, and it is certain 
that in conducting some modern experiments they have been 
neglected. 

In the early part of the nineteenth century researches on alloys 
became more numerous ; they were mainly directed to ascertain- 
ing the effect on the density of metals produced by alloying them 
and to determining the effects of slow cooling on alloys with low 
melting points. Of such a nature was the work of Ermann in 
1827 and of Rudberg (1830-1). Ermann called attention to the 
peculiar behaviour of alloys of lead and tin when solid. Eudberg 
studied anomalies in these alloys when in the liquid state. 

Kegnault showed that the specific heats of certain fusible alloys 
were greater near 100° than the mean specific heat of their con- 
stituents, and this fact appears, as Spring has shown,t to have 
induced Person to undertake researches on the latent heat of 
alloys and on these specific heats. 

Undoubtedly one of the greatest works on alloys of the present 
century was that of Matthiessen, who studied the electrical 
resistance of metals and alloys, and was led to the conclusion 
that in many cases metals are present as allotropic modifications — 
— that is, in totally different forms from those in which we ordi- 
narily know them. 

It is by no means easy to investigate the molecular constitution 
of alloys, but evidence may be gathered in the following ways : 

* Sammlung phi/sikaliseJier und chemiacher Ahhandlungen, Berlin, 1784, 
vol. i. 

t BvU. de VAcadimie Royale de Belgique, 1886 (3), vol. xi. 
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' I. By comparing the properties of an alloy with those of its 
constituent metals. 

2. By studying the behaviour of alloys in passing from the 
liquid to the solid state, and conversely in passing from the solid 
to the liquid. 

3. By determining the physical constants of solid alloys, such 
as the melting point, specific gravity, specific heat, electrical 
resistance, electromotive force, and their mechanical properties, 
such as tenacity and extensibility. 

First we must consider the methods of producing alloys, for the 
union of metals may be eifected in three ways : 

1. By fusion — that is, by causing metals to unite by melting 
them together. 

2. By compression of the powders of the constituent metals. 

3. By electro-deposition. 

TJiiion of Metals by Fusion.— The first method, by fusion, 
is, of course, the method ordinarily adopted. One of the metals 
is melted, and the other is added to it, sometimes in the fluid 
state, but often in the sohd. The product — the alloy — will have 
very diiTerent properties from those possessed by either of the 
constituent metals. Every metal has, of course, a definite melting 
point, but, apart from the heat initially required to melt a metal, 
we find that the union of metals is sometimes attended with an 
evolution and sometimes with an absorption of heat. 

The following metals evolve heat when they are united: — 
aluminium and copper, platinum and tin, arsenic and antimony, 
bismuth and lead, gold and just-melted tin ; while on the other 
hand, lead and tin when united absorb heat, that is produce cold 
when their union takes place. 

In the case of many metals these effects can only be demon- 
strated by the aid of delicate instruments. There is, however, a 
simple case in which the union of metals is attended with a con- 
siderable diminution of temperature ; it is an experiment we owe 
to Mohr, and it will be shown subsequently that its explanation 
is a very complicated one. Take tin, lead, and bismuth in equiva- 
lent proportions, as finely divided as possible and mix them with 
eight equivalents of mercury as rapidly as may be, under condi- 
tions in which heat is not transmitted to the mixture from the 
walls of the containing vessel, and it will be found that the tem- 
perature falls from the ordinary temperature of the room + 1 7° C. 
to — 10° C, so that if a vessel containing water be placed in the 
mixture the water will be frozen. The experiment proves that by 
the union of metals, using mercury as a solvent, a freezing mixture 
may be produced. 
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Union of Metals by Compression. — Now turn to the second 
method by which metals may be caused to unite, that is, by com- 
pressing strongly the powders of the constituent metals. Since 
1878, the labours of Prof. Walthfere Spring, of the University of 
Liege, have been mainly devoted to the study of the effect of com- 
pression on various bodies.* 

The particles of a metallic powder left to itself at the ordinary 
atmospheric pressure will not unite, but by augmenting the points 
of contact in a powder, the result may be very different. Spring's 
experiments were made with the aid of a compression apparatus, 
the general form of the appliance employed being shown in the 
diagram. Fig. 23. The metallic powder is placed under a short 
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Fig. 23. 

cylinder of steel. A, in a cavity in a steel blocJk divided vertically, 
held together by a collar, and placed in a chamber of gun metal, 
which may be rendered vacuous. The pressure is a.pplied to a cylin- 
drical rod passing through the stuffing box. Under a pressure 
of 2000 atmospheres on the piston, or 13 tons on the square inch, 
lead, in the form of filings, becomes compressed into a solid block, 
in which it is impossible to detect the slightest vestige of the 
original grains, while under a pressure of 5000 atmospheres lead 

* Bull, de VAcadimie Boyale de Belgique (2), vol. xlv. (1878), No. 6 ; (2), 
vol. xlix. (1880), No. 5. Bee also subsequent papers in the same publica- 
tion ; in the Bull. Soc. Chim., Paris, and in Vae BericMe der Deutsch. Chem. 
Oesel'schaft (Bildung von Legirungen durch Druck), vol. xv. p. 595. 
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no longer resists the pressure, but flows, as if it were liquid, 
through all the cracks of the apparatus, and the piston of the 
compressor descends to the base of the cylindrical hole, driving 
the lead before it. The more interesting results were obtained 
by Spring with crystalline metals. Bismuth, as is well known, is 
crystalline and brittle, yet fine powder of bismuth unites, under a 
pressure of 6000 atmospheres into a block veiy similar to that 
obtained by fusion, having a crystalline fracture. Tin, when 
compressed in powder unites, and if it is made to flow through a 
hole in the base of the compression apparatus, the wire so formed 
sometimes, though not always, emits the peculiar " cry " of tin 
when bent. The following table shows the amount of pressure 
required to unite the powders of the respective metals : — 
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. 38 


Copper 




• 33 


Lead . 


flows at 


. 33 
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"We know that combinations are produced when certain bodies 
in solution are submitted to each other's action. But do solids 
combine ? Is the alchemical aphorism " That bodies do not react 
unless they are in solution " true ] Experiment proves that such 
solution is not necessary. Take, for example, two anhydrous 
salts — iodide of potassium and corrosive sublimate, both in a dry 
condition. When they are mixed in a mortar they unite, as is 
shown by the vermilion-coloured iodide of mercury which is pro- 
duced. But do solid metals combine, in the sense in which 
chemical combination is possible between metals, when submitted 
to each other's action under the conditions which prevail when 
their powders are compressed? Mohr has pointed out* that 
cohesion is a form of chemical affinity, and the experiment cited, 
of freezing water by the cold produced by amalgamation, affords 
valuable evidence in support of his view. It occurred to M. Spring 
that if there be true union between the particles of a metallic 
powder when submitted to great pressure in the appliance shown 
in Fig. 23, it ought to be possible to build up alloys by compress- 
ing the powders of the constituent metals, and he urged that the 

* Liebiy's Ann., vol. cxcvi. (1879), p. 183. 
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formation of alloys by pressure would afford the most conclusive 
proof that there is a true union between the particles of metals in 
the cold, when they are brought into intimate contact. Experi- 
ment proved that this reasoning is correct, for by compressing in 
a finely divided state, fifteen parts of bismuth, eight parts of lead, 
four parts of tin, and three parts of cadmium, an alloy is produced 
which fuses at ioo° C. It is necessary, however, to compress the 
mixed powder twice, crushing and filing up the block obtained by 
the first compression because the mechanical mixture of the con- 
stituent metals is not sufficiently intimate to enable a uniform 
alloy to be obtained by a single compression. The alloy produced 
fuses in boiling water, actually at 98° C, although the melting 
point of the most fusible of its constituents, the tin, is 282° C. It 
may he urged that by compressing these powders heat is evolved, 
and that this heat may be sufficient to produce incipient fusion of 
the metallic powders, or at all events, may exert a- material influence 
on the result obtained. This objection has been experimentally 
anticipated by Professor Spring. First the compression is effected 
with extreme slowness, and therefore there can be no question as 
to the sudden evolution of heat, as would be the case if the powders 
were compressed by impact instead of by slow squeeze; and, to 
sum the matter up briefly, Spring calculates an extreme case — 
that if it be granted that all the work done in compressing the 
powders were actually translated into heat, it would only serve to 
heat a cylinder of iron 10 mm. in height, and 8 mm. in diameter 
(the dimensions of cylinder A, Fig. 23, used in his apparatus), 
40.64° 0. 

In order that direct experimental evidence might not be want- 
ing Spiing took the organic body, phorone, a hard, crystalline 
substance which melts at 28° C, and compressed it exactly as in 
the case of the metallic powders.* He took the precaution to 
place a shot of lead on the top of the powder before submitting it 
to compression. Only imperfect union of the particles of phorone 
resulted. The conclusion of the experiment proved that the shot 
remained where it had been placed at the top of the column, and, 
therefore, the 28° necessary to melt the substance had not been 
evolved, for if it had the shot must have fallen through the fluid 
mass. It is, then, absolutely safe to conclude that, in the com- 
pression of bismuth, for instance, there can be no question of the 
evolution of the heat necessary for the fusion of the metal. 

It appears to be also quite safe to conclude that it is proven 
that solid metals possess the power of reacting on each other 

* Bull fSoc. Chim., vol. xli. (1884), p. 488. 
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and forming alloys, provided their particles are really in 
contact. 

Tlnion of Metals by Electro-Deposition.— The formation 
of alloys by the electrolytic deposition of the constituent metals 
is a subject of great importance, and although the union of metala 
is usually effected by fusion, fire is not the only agent which can 
be employed for this purpose. Two or more metals can be de- 
posited side by side by the aid of the electric battery. No 
.statistics as to the amount of precious metals annually employed 
for electro-deposition in Birmingham, the early home of electro- 
metallurgy, are available, but it is known that a single works in 
Paris, belonging to M. Christofle, deposits annually six tons of 
silver, and it has been estimated that the layer of silver of the 
thickness actually deposited on various articles would, if spread 
out continuously, cover an area of 140 acres. Copper and zinc 
may be deposited by electrolysis so as to form brass, and all the 
beautiful bronzes and alloys of the Japanese can be obtained by 
galvanic agency ; and, further, by suitable admixture of gold, 
silver, and copper, red gold, rose-coloured gold, or green gold may 
be deposited, so that the electro-metallurgist has at his command 
the varied palette of the decorative artist. 

liiquation. — It is now necessary to examine more closely the 
mutual relations of the metals when united. Metals may be 
mixed in the fused state, but it by no means follows that they 
will remain in admixture if they are allowed to cool slowly, or 
sometimes even rapidly. In fact, a cooling mass of mixed metals 
often behaves much as water containing suspended matter does in 
freezing, when the ice first formed rejects the foreign matter, and 
as has been shown by the classical researches of Levol,* the 
portion of the alloy which first solidifies rejects certain other 
portions' of the constituent metals. This action is called liquation. 
The term is also applied in a somewhat wider sense to the actual 
isolation of the components of ores or of alloys from each other. 
For instance, when an ore or mixture of metals is exposed to a 
degree of heat sufficient only to melt the most fusible member or 
constituent present in the mass, it flows away from the unmelted 
residue. In the case of alloys the importance of liquation has 
been fully recognised. If lead and zinc be thoroughly mixed in 
the fused state, and .«lowly cooled in a deep mould, the separation 
will be almost complete, and it will also be seen that it is easy to 
break ofi" one corner at the side where the zinc has separated 
itself, and to flatten out another one, which proves it to be nearly 

* Ann. de Chim. et dePhys., vol. xxxvi. (1852), p. 193 ; .vol. xxxix, (1853), 
p. 163. 
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pure lead. Take again the case of what was a triple admixture 
of lead, antimony, and copper, thoroughly mixed when fluid, and 
cooled in a cylindrical mould. The copper and the antimony 
unite, but they reject nearly all the lead, and drive it to the 
centre of the mass, so that the solidified cylinder, when broken 
across, presents a ring of the purple copper-antimony alloy sur- 
rounding a core of lead. Silver and copper alloys behave in a 
similar manner, but in any mixture of fused silver and copper, 
one particular alloy of these metals is formed which is driven 
outward or inward in the cooling mass according to whether 
silver or copper is in excess in the bath. In all these cases the 
separation is never complete; the lead retains some 1.6 per cent, 
of zinc, and the zinc about 1.2 per cent, of lead. The copper and 
antimony retain a small amount of lead, and the lead a small 
amount of copper and antimony, as is shown by some very careful 
experiments of Dr. B. J. Ball, to which reference has already 
been made. The solid mass in all these cases is a mixture of 
solidified solutions of the metals in each other. 

Dr. Guthrie investigated this side of the problem at some 
length.* It is difficult to give a brief account of his work, but 
his conclusions may be stated as follows : He considers that 
certain alloys in cooling behave as a cooling mass of granite 
would ; clear molten granite would throw off, in cooling, " atomi- 
cally definite " bodies, leaving behind a fluid mass, which is not 
definite in composition, as the quartz and the felspar undergo 
solidification before the mica. In alloys much the same thing 
happens, for where a molten mass of lead and bismuth or bismuth 
and tin cools, a certain alloy of the metals falls out, just as the 
quartz and felspar did, and ultimately the most fusible alloy of 
the series is left, which Dr. Guthrie calls the eutectic alloy. It is 
the most fusible alloy of the series, but the proportion between 
the constituent metals are not atomic proportions, and Guthrie 
says that " the pre-conceived notion that the alloy of minimum 
temperature of fusion must have its constituents in simple atomic 
proportions, that it must be a chemical compound, seems to have 
misled previous investigators ; " but he adds " that certain metals 
may, and do unite with one another in the small multiples of 
their combining weight may be conceded ; the constitution of 
eutectic alloys is not in the ratio of any simple multiple of their 
«hemical equivalents, but their compcsition is not on that account 
less fixed, nor are their properties the less definite." 

Guthrie dealt only with alloys of low melting points, such as 

* Phil. 2Icg., vol. xvii. (1884}, p. 462. 
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the fusible metals, and it remains to be seen whether the obser- 
vation will apply to alloys with higher melting points. It does 
apply, at least, to the silver-copper alloys, which melt below 94o°C. 
For further information upon this point we must wait for 
the development of Mendelfeefs theory of solution. He regards 
solutions as strictly definite, atomic, chemical combinations at 
temperatures higher than their dissociation temperatures. Defi- 
nite chemical substances may be either formed or decomposed at 
temperatures which are higher than those at which dissociation 
commences ; the same phenomenon occurs in solution ; at ordinary 
temperatures they can either be formed or decomposed. 

Liquation is very marked in the case of copper-silver alloys, 
and it is well known in Mints that when molten alloys of certain 
metals are cooled, groups of the constituent metals, or even the 
constituent metals themselves, separate, and thus occasion irregu- 
larity in the composition of the solidified mass. The phenomenon 
has been carefully studied by, amongst others, Lazarus Eycker, 
and Jars, whilst in more modern times the researches of D'Arcet in 
1824, of Mercklein in 1834, of Levol in 1854, have shown that 
ingots of silver and copper are not homogeneous throughout. 
Levol cast the alloy to be examined either in a cubical iron mould 
of 45 mm. side, or in a sphere 50 mm. in diameter. He con- 
cluded that the only homogeneous copper-silver alloy was that con- 
taining 71.89 per cent of silver, and he considered this to be a 




y/y^f/A 






Fig. 24. 

definite combination of the two metals, with the formula AgjCu, 
(or Ag,OUj if 63.34 be taken as the atomic weight of copper). All 
other alloys of silver and copper he viewed as mixtures of this de- 
finite alloy with excess of either of the metals. In 1875 the author* 

* PlvH. Mcuj., voL xvii. (1884), p. 462. 
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i-epeated many of Level's experiments, and gave evidence for modi- 
fying his view that the only homogeneous alloy of silver and copper 
is that which contains 7 1.89 per cent, of silver. The uniformity in 
composition of the series of copper-silver alloys depends greatly 
on the method of cooling. By slow cooling many alloys, other 
than the one mentioned above, may be made as uniform as it, its 
peculiarity consisting in the fact that its composition is uniform 
whether it is cooled slowly or rapidly. In order to ascertain 
whether liquation is modified if the cooling be greatly protracted, 
cubical moulds, about 4 to 5 millimetres in side, of firebrick 
(Fig. 24) were employed. These could easily be heated to bright 
redness, and slowly and uniformly cooled. The following results 
show that the maximum difierence in the composition of an alloy 
containing 925 parts of silver and 75 parts of copper was only 
1 .40 per thousand when the alloy was slowly cooled, while it was 
as much as 13 parts per thousand when the alloy was rapidly 
cooled ; 
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The diagram (Fig. 25) shows the position in the cube corre- 
sponding to the letters and figures given above. 

Level also showed that in solidifying alleys of lead with the 
precious metals, if the latter are present in small quantity, they 
are driven towards the centre of the solidifying mass. Gowland 
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Fig. 25. 



and Koga* have shown that when 984.37 parts of silver and 
14.80 parts of bismuth are melted and cast into an open ingot 
mould so as to give an ingot weigh- 
ing about 1000 troy oz., the portions 
of the ingot which remain longest 
fluid are richer in silver than the 
others. The entire question has 
recently been reviewed by Peligot,t 
who has endeavoured to ascertain, 
by assaying various parts of an ingot 
of gold weighing 13 lbs., whether he 
could detect the eficcts of liquation. 
The ingot contained 900 parts of gold 
in 1000, the alloying metal being prin- 
cipally copper, and he concluded that, 
within the limits of the errors of 
observation, there was no evidence of 
liquation. As this is a question of 
much industrial importance in relation 
to the precious metals, the author has made further investigations 
into this subject, and in view of the difficulty of obtaining more 
precise evidence on the point the following experiment was made : 
A gold ingot of a fineness of 984.7, the alloying metal being 
silver, was melted and poured into a spherical mould of iron. 
The temperature of the molten metal was much higher than that 
of the mould, and probably in this case the position of the metal 
which solidified last would be situated somewhere above the geo- 
pietiical centre of the mass. From the sphere of solid gold, 
which was 3 inches in diameter and weighed 140 oz., a disc, 
I inch in thickness, and of the full diameter of the sphere, was 
cut in a vertical plane. This disc, which weighed 31 oz., was 
rolled in two directions at right angles to each other to a con- 
venient thickness for cutting with shears, and assay pieces were 
cut from poiuts distributed over its entire surface. The results 
of eighty-two assays afforded no clear evidence of systematic re- 
arrangement, for although there appeared to be an enrichment 
towards the upper part to the extent of xxrATrcT*^^) ^'^"'^ small 
difierences as existed in the assays made on metal taken from the 
same horizontal planes could not be regarded as being due to any 
definite redistribution of the metal. It will thus be evident that 
gold of high standard does not, like silver, show any marked ten- 
dency to reject on solidification the baser metal with which it is 

* Journ. Chem. Soc, vol. li. (1887), p. 410. 

t BuU. Soc. d' Encouragement, yo\. iv. (1889), p. 171. 
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associated. It- is well known, however, that there is a develop- 
ment of crystallisation, and that other remarkable changes are 
produced in the structure of pure gold by the addition of minute 
quantities of lead, bismuth, and certain other metals. As yet, 
there can be said to be no sufficient evidence to show that gold, 
alloyed with silver and copper and properly mixed in the molten 
state, is not practically homogeneous when solid. 

On the other hand, Mr. E. Matthey* has recently shown that 
by casting an alloy of gold and platinum containing 900 parts of 
gold and 100 parts of platinum, in the identical mould above 
described, there is a concentration of platinum towards the centre 
of the mass, the gold and platinum being as 900 gold to 98 
platinum on the exterior, against 845 gold and 146 platinum at 
the centre of the mass. Consequently, it is evident that gold on 
solidifying does tend to free itself from associated platinum, 
though no effect of the kind can be detected by careful assay in 
the case of associated copper or silver. 

It is, however, in relation to the metallurgy of iron and steel 
that the question of liquation is of primary importance. There 
can be no doubt that when an ingot of steel slowly cools, phos- 
phorus, sulphur, and carbon, and, to a less degree, manganese and 
silicon, tend to separate from the mass and to become concentrated 
in that portion of the ingot which solidified last. Of the earlier 
researches on this subject, probably the most important is that of 
Snelus.f He cut an ordinary steel ingot into slices parallel to 
the base, and analysed borings taken from each slice along a 
diagonal line from one corner to the centre, and numbered from 
I to 6, passing from the bottom left hand corner to the centre. 
His results are given in the following table, and show that, al- 
though the bottom layer is uniform, the carbon, sulphur and 
phosphorus are driven towards the centre of the mass : — 





Top. 


Bottom. 


Carbon. 


Sulphur. 


Phosphorus. 


Carbon; 


Sulphur. 


Phosphorus. 


I 


0.44 


0.032 


0.041 


0.44 


0.048 


0.060 


2 


O.S4 


0.048 


0.060 


0.42 


0.056 


0.062 


3 


0-S7 


0.080 


0.086 


0.41 


0.048 


0.054 


4 


0.61 


0.096 


0.097 


0.40 


0.048 


0.054 


5 


0.68 


0.120 


O.TII 


0.38 


0.048 


0.058 


6 


0.77 


0.187 


0.142 


0.37 


0.044 


0.052 



* Proc. Boy. Soc, vol. xlvii. (1890), p. 180. 
t Journ. Iron and Steel last., igSi, p. 379. 
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There can be no doubt, therefore, that constituents whose presence 
is injurious to the mechanical properties of steel, find their way 
towards the top of the ingot. In steel ingots destined for the 
manufacture of guns, it is usual to cut oflF the tops, which are 
unsound as well as impure. The importance of this procedure 
has been widely recognised.* It is clear that the action of liqua- 
tion cannot be neglected in making large castings and forgings, 
and probably gives rise to fractures that have hitherto been re- 
garded as mysterious. 

In the case of pig iron it is possible to isolate products of Kqua- 
tion, as has been shown by M. Lencauchez,']' who heated fragments 
of iron to a temperature of 940° for 100 hours. At the end of 
this time a number of spherical grains sweated out from the sur- 
face of the fragments. Analysis of these exudations showed that 
they contained from 4 to 6 per cent, of phosphorus, from 0.6 to 
0.8 percent, of silicon, from a trace to 1.5 per cent, of graphite 
carbon, and from o to 1.24 per cent, of combined carbon. The 
original pig iron contained about 3.5 per cent, of total carbon, 2.6 
of silicon, and 1.9 of phosphorus. The composition of these exu- 
dations, therefore, is that of pig iron impoverished in carbon and 
silicon, but considerably enriched in phosphorus. 

If lead, tin, and zinc are melted together, and left at rest in a 
fused condition, no separation takes place if the proportion of tin 
exceeds a certain amount ; but if the quantity of tin is less than 
this, the alloy separates into two layers, each layer consisting of a 
ternary alloy of the three metals. Dr. C. E. A. Wright and Mr. 
C. Thompson J have examined the nature of thi^ separation, and 
the composition of the alloys under different conditions. The 
heavier alloy, they found, consists of a saturated solution of zinc 
in lead containing tin, whilst the lighter consists of lead in zinc 
containing tin. The two alloys always correspond with two con- 
jugate points on the solubility curves of zinc in lead-tin, and of 
lead in zinc-tin. The tin is not distributed equally in the two 
alloys, except when present in a particular proportion, which 
varies with the ratio of zinc to lead. With less tin than this, the 
lighter alloy takes up the excess of tin ; with more, the heaviei 
takes up the excess. 

Action of Electric Ciirrents on Molten Alloys. — In fur- 

* Maitland, Min. Proc. Inst. C.E., vol. Ixxxix. (1887), p. 12. See alsO' 
Eccles, Joum. Iron and Sted Inst., No. I (1888), p. 70, and the discussion on 
Greenwood's paper on the " Treatment of Steel by Hydraulic Pressure," 
Min. Proc. Inst. C.E., vol. xoviii., 1889. 

+ Mim. 80c. Ing. Civils, 1887. 

t Proc. Boy. Soc, vol. xlv. (1889), p. 461. 
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ther tracing the analogies between alloys and saline solutions, it 
will be well to see what takes place when a current of electricity 
is passed through an alloy. Take first the case of a fluid alloy 
through which a current is passed. We have spoken of alloys as 
solutions; if they be ordinary chemical solutions it has been urged 
that an electric current of sufficient strength ought to decompose 
them, and it becomes a most important question to determine 
whether an ordinary metallic alloy can conduct electrolytically like 
a salt solution, or whether it conducts, as a metal would, that is,; 
without being decomposed. 

The question therefore arises, can a well-marked alloy, or a 
quasi-compound, be in the slightest degree electrolysed by an 
exceedingly intense electric current ? Some experiments conducted 
by M. Gerardin,* in 1861, satisfied him that amalgams of sodium 
and mercury might be decomposedby an electric current, with partial 
separation of the constituent metals. The experiments were re- 
peated by Dr. Obachf who employed the apparatus shown in the 
diagram (Kg. 26). The sodium amalgam is enclosed in the two 




I'IG. 26. 

glass vessels, A A', and metallic communication between them is 
effected by opening the stop-cock, B, and sucking the amalgam into 
the bent tube. An atmosphere of dry hydrogen is provided, by 
the tubes, C C C", and the current is transmitted through the 
amalgam by the battery terminals shown. Subsequent examina- 
tion of the sodium amalgam proved that no separation had been 
efifected. The composition of the amalgam was unaltered by the 

* Comptes Sendui, vol. xliii. (1861), p. 727. 

t Puggendorff's Ann. der Phys. u. Chemie, sup. vol. vii. (1876), p. 280. 
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passage of the current. He also used a W-shaped tube contain- 
ing melted alloys, and proved that no decomposition could be 
observed after the passage of the current. 

In 1887, at the request of the Electrolysis Committee of 
the British Association, the author took up the inquiry* and 
by employing an intense electric current from secondary cells, 
showed that no separation took place either in certain alloys of 
lead and gold, or in alloys of lead and silver, even with so strong a 
current as 300 amperes. The method employed is indicated by 
the diagram (Fig. 27). The alloy, D, under examination was 
placed in cavities cut in a fire-brick, 
shown at E, and the cables from a secon- 
dary battery were connected by means of 
copper holders with wrought-iron termi- 
nals, A B. The experiments are given in 
detail in the Report of the British Asso- 
ciation for i887, and it will be sufficient to 
say here that as the question at present 
stands, it would seem that fluid alloys con- 
duct just Uke metals, and not like salt solu- 
tions ; but, as Dr. Lodge has pointed out 
with reference to these experiments, " if Fig. 27. 

the question as to the possibility of the 

electrolytic separation of true alloys of metals should be answered 
in the negative, there must surely remain a group of bodies on 
the borderland between alloys proper and electrolytes, among 
which some gradual change from wholly metallic to wholly 
electrolytic conduction is to be "looked for." 

Conduction of Electricity by Alloysat High Temperatures. 
— It has long been known that the electrical resistance of alloys 
iucieases as the temperature is raised, but the want of a simple 
and accurate pyrometer has hitherto prevented experiments being 
■cairied far in this direction. Le Chatelier, however, has shown 
ill a recent paper,! by the aid of his pyrometer, to be hereafter 
described, that in metals which do not undergo any molecular 
change before fusion, the increase of electrical resistance is pro- 
portional to the temperature. A great number of metals seem, like 
iron, to undergo sharply defined .molecular changes at definite 
temperatures, and some alloys show progressive changes, all of 
which facts are clearly indicated by abrupt or gradual change in 
resistances. 

The alloys as yet worked on are brass, German silver, and an 

• Report British Assoc, 1887, p. 341. 

+ Comptes Bendm, vol. cxi. (1890), p. 454. 
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alloy containing : — Copper, 70 per cent. ; nickel, 18 per cent. ; and 
iron, 1 1 per cent! These have been examined at temperatures 
between the ordinary temperature and their melting points. 

Conduction of Electricity by Solid Alloys. — In the case 
of solid alloys — solidified solutions of metals, that is — the nature of 
the evidence is very different, for the passage of the electric current 
through solid alloys reveals the existence ( i st) of certain well-defined 
sompounds of the metals, and (2nd) affords abundant proof that in 
certain alloys the metals exist in allotropic states. And here it is 
necessary to go back chronologically, and refer to the classical 
mark of Matthiessen published in 1866.* He showed that the 
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electrical conductivity of all alloys may be graphically represented 
by one or other of three typical curves, which, as the diagrams 

indicate, are respectively 
U-shaped (Fig. 28), L-shaped 
(Fig. 29), or straight lines 
(Fig. 30). On adding gold 
to silver, for instance, there 
is a rapid decrease of con- 
ductivity, silver being 100, 
and the curve gradually 
turns round and then rises 
without any break to the 
point representing the con- 
ductivity of gold. 

In the case of the silver- 
copper series, silver being 
100 and copper 96, there is 



Cactmhim . 
Tin 



too 1 


















































































































u> 










































zo 
io 


,.-. 





... 


— 


— 


■" 


'.'.'■ 


::: 






ill 


s: 


-■' 


"*' 






















]■■ 




10 £0 30 *0 SO 60 : 


80 90 1 






Zlna 



Lead 



Volumes per cent. 
Fig. 30. 

a marked break in the U-shaped curve (Fig. 28) corresponding 
* Phil. Trans. Boy. Soc, i86o, p. 161. 
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to the alloy, which contains 71.8 per cent, of silver, and this is 
probably a definite chemical alloy. 

In the case of the L-shaped curve (Fig. 29), representing the 
conductivity of the copper alloys, SnCu, and SnCu^ (which 
contain respectively 61.8 and 6S.2 per cent, of copper) are prob- 
ably definite compounds.* This view is confirmed by Laurie, 
who has shown quite recently by another t method — by determin- 
ing the electromotive force of the copper "series — that probably 
SnCuj is a chemically definite alloy. 

The nature of the evidence is as follows : 

Laurie finds that if the zinc plate of a Daniell cell be replaced 
by a compound plate, formed by joining copper and zinc, the cell 
has the same electromotive force as one in which zinc alone is 
used. This is true even if the zinc surface be only xthttt P^''"'' o^ 
the copper surface. If the zinc plate be replaced by copper-zinc 
alloys, no deflection of the electrometer is observed as long as the 
alloy contains less than 67 per cent, of zinc. At this point 
however, a considerable deflection, practically equivalent to that 
given by zinc, is suddenly obtained. This result, in his opinion, 
may be taken as evidence of the existence of a compound of the 
two metals of the formula CuZn^. Alloys containing a greater 
proportion of zinc behave like zinc alone. Similarly in the case 
of tin-copper alloys, a sudden rise of electromotive force is 
observed when the proportion of tin in the alloy exceeds that 
which would be contained in a compound of the formula SnCu,. 
This result is in harmony with the evidence already obtained by 
observations of the density and thermal and electrical conduc- 
tivity of the copper-tin alloys. If an alloy containing a larger 
percentage of tin than SnCuj, in a state of fine division, be placed 
in a copper cup and used in place of the zinc in a cuprous chloride 
cell, the excess of tin is gradually eaten out, leaving approximately 
the alloy SnOu,. This alloy undergoes no change if the circuit be 
kept closed. 

Various investigators, including Wheatstone, Jules Eegnault, 
■Gaugain, Crova, Eobb, Lindeck, and Hockin and Taylor, have 
examined the electromotive force of metallic amalgams in acid 
and saline liquids, and the latter investigators have shown that i 
part by weight of zinc in 23.6 million parts of mercury is electro- 
positive to pure mercuiy in a solution of zinc sulphate. Dr. G. 
Gore J employs two portions of very pure mercury as an electrolyte. 

* See Roberts-Austen, Phil. Mag. [5], voL viii. (1879), p. 551 ; and Lodge 
ibid., p. SS4. 

t Journ. Ohem. Soc, 1888, p. 1 04. 

j Chemical News, vol. Ixi. (i8go), p. 40. 
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i.o grain of HCl or 
HjS04 in 120 C.C. 






of Water- 


One Part of— 


Parts of Mercury. 


Mg. . 


. 110,274,000,000 


Zn . 


104,950,000,000 


Cd . 


184,828,432 


Sn . 


38,900,000 


Cn . 


15.484.375 


Bi . 


9,762,300 


Pb . 


5.65>.i49 


Ag . . 


90s 



These are connected by insulated platinum wires with an 
ordinary astatic torsion galvanometer of 100 ohms resistance, 
and a sufficiently minute proportion of a very dilute amalgam, of 
known strength, of one of the particular metals with some of the 
same mercury is added to one of the portions of mercury, to 
cause the needles of the instrument to be jpst visibly deflected 
whilst being viewed with the aid of a magnifying glass. The 
following results were obtained : — 

10 giains of KCI in 
120 c.c. of Water — 

Parts of Mercury. 

13,430,858,806 
i8,034,482,7SH 
10,404,225 
8,831,632 
1,640,160 
1,621,000 
1,050,341 
79 
The Tolame of water employed in each electrolyte was 120 c.c. 

In the above table the order of voltaic energy of the metals is 
substantially the same as that of the metals alone and unamalga- 
mated. With each amalgam the amount of energy gradually 
declined, but recovered on stirring the mixture ; the decline was- 
quickest with the most dilute ones. 

Allotropic Modifications of Metals when Alloyed. — Of 
all the researches made by Matthiessen, some thirty years ago, 
none are of more interest at the present time than those which 
enabled him to obtain evidence as to the passage of metals from 
the normal state to an allotropic one, which sometimes attends 
their union with each other. 

Turn, for instance, to the tin-copper curve ; he points out that 
the decrement in the conductivity produced by the addition of a 
minute quantity of tin to copper is very rapid, and he urges that 
the amount of tin is far too small to permit the belief to be 
entertained that true t hemical combinations had been formed, 
and by such reasoning he was led to his great generalisation, that 
metals may sustain change in their molecular condition by union 
with each other in a fused state. This is probably the most 
important generalisation which has hitherto been made in con- 
nection with the study of alloys. It may be well to begin the 
consideration of this question of the molecular change in metals, 
by a reference to some early views as to their constitution. Con- 
sider, therefore, a mass of antimony which is adorned with a 
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large crystalline star. An attempt tp explain the origin of the 
star led Lemery to the conclusion " that the star doth proceed 
from the antimony itself ; the purification of the metal does 
serve to lay open the crystals of antimony, and the iron (it con.- 

' tains) by its hardness does expatiate these crystals." This 
attempt to explain the development of a crystalline structure in 
a metal by the influence which the presence of a small quantity 
of a metalUc impurity exerts, wiU serve as a fitting iatroduction 
to the class of facts now to be considered, the study of which has 
been much neglected, notwithstanding their importance in 
metallurgical industry. All that need be done is to adduce some 
evidence which may serve to throw light upon the question why 
a definite material actually employed in the manufacture of, say 
a bridge, or a weapon, can be depended on to perform the duty 
entrusted to it, and why a certain other material would be abso- 
lutely untrustworthy, although chemical analysis can barely show 
the difference between the two. It has long been known that 
the properties of a metal may be influenced by the presence of a 
minute quantity of another element, even though it is so small 
as to preclude the possibility of its action being due to the for- 
mation of an ordinary chemical compound to which any reason- 
able formula, based upon atomic proportions, could be assigned. 
It by no means follows, however, that the atom of the added 
element does not exert a direct influence, or that its act'on is not 
controlled by a well-known law, but it is clear that in the experi- 
ment about to be described, for instance, we are not dealing with 
the union of elements in atomic proportions. Take two ladles 
containing exceptionally pure bismuth, filled from the same 
crucible containing the molten metal, and into one ladle intrcduce 
a tiny fragment of tellurium. Pour the contents of both ladles 
into moulds, and when the metal is cold, fracture it. It will 
be seen that the bismuth to which the tellurium is added has 
become minutely crystalline, while that which remains pure has 
crystallised in broad mirror-like planes, and one reflects a ray of 

' light like a mirror, while the other, which contains the tellurium 
scatters the light. If there were no other guide than that 
afforded by mere inspection, you would say that the two masses 
were totally distinct elementary substances, and yet the only differ- 
ence is that one contains ^-jnnr P^'^ °^ tellurium, and the other 
does not. 

There are many such facts to be met with in practical metal- 
lurgy, and the knowledge of them has been steadily accumulating 
for centuries, but it is-only since the end of the last century that 
it can be said to have been built up on a scientific basis, for it 
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was not until 1781 that Bergman discovered the wonderful 
fact that the difference between wrought iron and steel depends 
upon the presence or absence of a small quantity of carbon. The 
smaUness of the amount of carbon capable of producing such 
striking effects greatly astonished him, as well as the chemists who 
followed him, and repeated his experiments, but, strange as it 
may seem, the promulgation in 1803 of Dalton's atomic theory 
threw a flood of light upon chemical phenomena, but cast into 
shade such investigations as those of Bergman, which dealt with 
influences of traces upon masses, and the authority of Berthollet 
was not sufficient to save them from neglect. In this eventful 
year for science, 1803, the latter published his essay on chemical 
statics, in which he stated, as a fundamental proposition, that in 
comparing the action of bodies on each other, which depends 
" on their affinities and mutual proportions, the mass of each has 
to be considered."* His views were successfully contested by 
Proust, but, as Lothar Meyer says, the influence on chemistry of 
the rejection of Berthollet's views was remarkable. " All phe- 
nomena which could not be attributed to fixed atomic proportions 
were set aside as not truly chemical, and were neglected. The 
chemists forsook the bridge by which Berthollet had sought to 
unite the sister sciences, physics and chemistry." Fortunately, 
however, there was in this country one chemist who had followed 
up the Une of work indicated by the early metallurgists, for in 
1803, the same yeai- as that in which Berthollet's essay was 
published, Charles Hatchett t communicated to the Royal Society 
the results of a research which he had conducted, with the assist- 
anpe of Cavendish, in order to ascertain " the chemical effects 
produced on gold by different metallic substances when employed 
in certain " (often very small) " proportions as alloys." 

The progress of research may show that it is possible, by a 
sufficiently high temperature, or by a suitable application of heat, 
to directly modify the chemist's atoms into which a molecule may 
be split up, and in this way to resolve one elemental substance 
into another ; at present we only know with certainty that we 
can change the grouping of the atoms in a molecule, but cannot 

■ alter the atoms themselves. That such change in the grouping 
of atoms is possible has long been known. 

It is now recognised that, except in the case of unstable forms 
of elements, the occurrence of elements in different allotropio 

" states means that, in the respective cases, the atoms are differently 
arranged in the molecules of which the body is composed. 

* English edition, by M. Farrell, M.D., 1804, p. 5. 
t Phil. Trans., voL xoiii. (1803), p. 43. 
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These definitions need not be dwelt upon here; it is only 
necessary to point out the great industrial importance of the 
change in the molecular conditions of metals and alloys, produced, 
as these changes are, by comparatively slight influences. 

Chemists have, even to the present day, been very slow to 
examine the conditions under which a metal, when pure, can 
exhibit widely different properties, can pass from one allotropic 
state, as it is termed, to another. Berzelius claimed that the 
metals osmium and iridium could exist in different allotropic 
states; and in 1846, Joule and Lyon Playfair,* showed that 
certain metals in different allotropic states possessed different 
volumes ; and although chemical analysis could detect no change 
in the composition of a particular metal in either of its different 
states, its properties were widely different. There are several 
instances of this. In 1849 Bolley prepared lead by electrolysis. 
It is similar in composition to sheet lead ; but BoUey's lead oxidises 
rapidly in air, and becomes converted into a yellow powder, and 
sheet lead does not. There is a form of copper which was first 
prepared in 1878 by Schiitzenberger, its specific gravity is less 
than that of ordinary copper, it oxidises rapidly in air, its 
behaviour in relation to nitric acid is different from that of 
ordinary copper, and last, it may be converted into ordinary 
copper by prolonged contact with dilute sulphuric acid. Similar 
cases of allotropy are claimed by Fritsche for tin, and by 
Schiitzenberger t for silver. It is not necessary to allvide specially 
to Gore's antimony, or to modifications of nickel and palladium, 
because in their cases the passage from one state to another is 
determined by the presence or absence of occluded gas, and there- 
fore the phenomenon becomes more complicated than when the 
composition of the metal is unchanged. It is quite true that in 
the cases referred to the variations in properties — the allotropy 
of the same element — are far less marked than the variations 
which characterise isomerism of organic compounds, but they are 
nevertheless very real and important, and if we knew the metals 
mentioned only in their unstable conditions, they would be unfit 
for ndustrial use. 

Fritsche found that certain ingots of tin, when exposed to the 
rigour of a Russian winter, fell into powder. This powder was 
' certainly an allotropic form of tin ; it was grey and needle-like, 
but by heating to a point far below its melting point, it became 
changed into ordinary tin ; and Fritsche points out that this 
property which tin possesses of passing into an unusual condition 

* Memoirs of the Cliem. Soc, vol. iii. p. 57. 
+ £vU. Soc. Chim., vol. xxx. (1878), p. 3. 
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led on one occasion to some difficulty. A quantity of buttons, 
consisting mainly of tin, and intended for the adornment of 
military uniforms, were safely delivered by the manufacturer and 
placed in store. On inspection, however, the military authori- 
ties, found nothing but a shapeless mass of grey powder, for 
the tin had assumed its allotropic form, and the buttons had dis- 
appeared. 

We may now consider the question — Do metals, when they 
enter into union with each other, preserve their normal conditions, 
or do they ever assume allotropic states? The experimental 
evidence that they do assume such states is difficult to obtain, 
but some facts relating to this subject may be stated. 

Evidence is not wanting of allotropy in metals released from 
solid alloys. Certain alloys may be viewed as solidified solutions, 
and when such bodies are treated with a suitable solvent, usually 
an acid, it often happens that one constituent metal is dissolved, 
and the other released in an insoluble form. For example, if a 
fragment of an alloy of potassium and gold containing about 
lo per cent, of the precious metal, be thrown upon water, the 
potassivmi takes fire, decomposes the water, and the gold is 
released as a black powder ; this black or dark-brown gold is an 
allotropic modification of gold, as there is evidence that it com- 
bines with water to form auric hydride. By heating this dark 
gold to dull redness, it at once assumes the ordinary golden 
colour. The Japanese use this gold, released from gold-copper 
alloys, in a remarkable way, for they produce by the aid of 
certain pickling solutions, a beautiful purple patina on copper, 
which contains only 2 per cent, of gold, while even a trace of the 
latter metal is sufficient to alter the tint of the patina. 

Joule proved that when iron is released from its amalgam by 
distilling away the mercury, the metalHc iron takes fire on 
exposure to air, and is therefore clearly diiFerent from ordinary 
iron and is, in fact, an allotropic form of iron. Moissan* has 
shown that similar efiiects are produced in the case of chromium 
manganese, cobalt and nickel, when released from the amalgams 
with mercury. 

The best illustration of the change produced in a metal by the 
action of mercury is afibrded by the following experiment. A 
plate of metallic aluminium would long remain exposed to air 
without sensible oxidation. Mercury also does not oxidise at the 
ordinary temperature, when exposed to air, but if the surface of 
the plate of aluminium be covered with a layer of mercury, then 
oxidation rapidly ensues, and the plate will soon become covered 

* Comptes Bendus, vol. Ixxxviii. (1879), p. 180. 
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■with a white film of alumina, which may be detached in flakes. 
Clearly the condition of the aluminium has been modified by its 
union with the mercury. 

It has already been stated that water can be frozen by cold 
produced by the solution of finely divided fusible-metal in mercury. 
It Ls not a matter of indifference whether the powders of the mixed 
constituents of the alloy are employed, or whether the alloy is pre- 
viously prepared by fusion, and then powdered, which shows that 
the act of fusion has efiiected some change in the molecular arrange- 
ment of the metals. The explanation of the depolymerisation of 
the metals when they are united with each other is somewhat com- 
pUeated. Krst, Mazetto* has shown that there is a similar lower- 
ing of temperature, though to a far less pxtent, when molten tin 
is mixed with molten lead, so that the lowering of the temperature 
is by no means confined to the solution of metals in mercury. 
The next step we owe to Professor W. Spring, of Li^ge, whose 
results in building up alloys by compressing the powders of their 
constituent metals have already been referred to. Spring finds 
that by determining the amount of heat given out by alloys of lead 
and tin on cooling from a molten state, that more heat is actually 
given out than might be expected from the results of calculation ;t 
the difference is so great that it could not be due to errors of 
observation, for in actual numbers it amounts to many hundreds 
of calories for a weight of loo grammes. He concludes that when 
molten tin Ls added to molten lead, the atomic constitution of the. 
molecules is simplified — that is, depolymerisation takes place. Let 
it be assumed that each molecule of molten lead contains an 
arbitrary number of atoms, say five, and that the molecule of 
molten tin also contains five atoms. Then, if one molecule of lead 
be added to three molecules of tin, so as to form the alloy PhSn,, 
five groups of PbSn, will be the result, but each molecule of 
the alloy will contain four atoms instead of five. This molecular 
change requires heat to effect the re-arrangement in the molten 
admixture of metals, and as this heat is absorbed cold is produced^ 
and it will therefore be evident that both theory and experiment 
tend to the view that molecular change may be produced by alloy- 
ing metals. 

Debray]: has given a case of an alloy in which a simple elevation 
•of temperature induces allotropic change in the constituent metals. 
It is prepared as follows : — 95 parts of zinc are alloyed by fusion 
•with 5 parts of rhodium, and the alloy is treated with hydrochloric 

* Jtendiconti del M. Instituto Lomhardo [2], vol. xviii., No. 3. 
t Btdl. de I' Acad. Boy. de Belgique [3], vol. xl., No. 5, 1886. 
i, Comptes Bendus, vol. xc. (1880), 1195. 
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acid, which dissolves away the bulk of the zinc, leaving a rich 
rhodium-zinc alloy, containing about 80 per cent, of rhodium. 
When this alloy is heated in vaciio to a temperature of 400° C, a 
slight explosion takes place, but no gas is evolved, and the alloy 
is then insoluble in aqua regia, which dissolved- it readily before 
the elevation of temperature caused it to change its state. We 
are thus presented with another undoubted case of isomerism in 
alloys, the unstable, soluble modification of the alloy being capable 
of passing into the insoluble form by a comparatively slight eleva- 
tion of temperature. 

Influence of Varying Quantities of Metals on Each 
Other. — There is, undoubtedly, a firm experimental basis for the 
view to which Matthiesaen was guided, nearly thirty years ago, by 
a study of the electrical resistance of solid alloys, that when metals 
are united to form alloys, in many cases one metal, and sometimes 
both metals, assume the allotropic state. He showed, for instance, 
that silver has a conductivity represented by 1 00, and that the addi- 
tion of a small quantity of gold to the silver is attended with a rapid 
fall in the conducting power. The conductivity of pure copper 
may be represented by the number 98, the addition of a small 
portion of tin greatly diminishes the conductivity, as is proved by 
the curves given on p. 68. He pointed out that the amount of 
tin is too small to admit of the possibility of a chemical compound 
being formed, and from this fact and other evidence he concludes 
that the passage to an allotropic state can alone explain the result. 
In this connection the influence of small quantities of one element 
on large masses of another may be referred to. Submarine tele- 
graphy will present us with the first case. The commercial suc- 
cess of a submarine cable is measured by the speed with which 
messages can be sent through it, and upon this point we have the 
testimony of Preece, who tells us that a cable made with the 
copper of to-day, when the necessity for using pure copper is 
recognised, will carry twice the number of messages that a similar 
cable of less pure copper would in 1858, when the influence of im- 
purities in increasing the electrical resistance of copper was not 
understood. A paper by Sir William Thomson* shows how im- 
portant the purity of copper is, and how remarkable is the action 
of the impurity. It is safe to say that the presence of o.i per 
cent, of bismuth in the copper would, by reducing its conduc- 
tivity, be fatal to the commercial success of the cable. 

The influence of small quantities of foreign matter is more 
marked in the case of iron, but this question may be more coif- 
veniently studied in the following chapter. 

* Proc. Boy. Soc., vol. x. (i860), p. 301. « 
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With regard to gold, the addition of 0.2 per cent, by weight of 
bismuth would, from the point of view of coinage, convert the 
gold into a useless material, which would crumble under the pres- 
sxu'e exerted through the die. Instances of a similar nature might 
be m.ultip]ied indefinitely ; it will, however, be sufficent to quote 
a statement of Sir Hussey Vivian, who says that x^^^y P^^ of 
antimony will convert the best selected copper into the worst con^ 
ceivable. 

In order to explain facts such as these, it is necessary to ascer- 
tain what relations may subsist between the atoms of a mass of 
metal and the atoms of the added impurity. First, as regards 
the cohesion of a metal, this property may be investigated by 
the aid of heat, or by submitting the metal to mechanical stress ; 
and, in a research to which the author* devoted much time, 
tenacity was selected as the property to be tested, with a view to 
ascertain the effect of the added matter upon a metal or alloy. 
Gold was chosen as the subject of the experiment for the follow- 
ing reasons : — First, it is a metal which it is possible to purify in 
a very high degree, it is not liable to oxidation, and the accuracy of 
the results is not affected by the presence of occluded gases. The 
purest gold has a tenacity of 7 tons to the square inch, and it 
elongates about 30 per cent, before breaking. Standard gold, 
which contains over 91 per cent, of gold, the alloying metal being 
copper, has a tensile strength of 18 tons to the square inch, and 
it stretches 34 per cent, before breaking ; in fact, when an eminent 
engineer saw the results of these tests, he expressed an opinion 
as to the possibility of making a very good gun of standard gold, 
if the cost of the material were no object. When, however, a 
small quantity of certain metals, o.oi, o.i, or 0.2 per cent, is added 
to the gold, the cohesion of the metal is reduced in a very remark- 
able way, as Hatchett showed to be the case in 1803. The author 
has tried the effect of adding to pure gold various metals and 
metalloids, introducing in each case 0.2 per cent. Some of these 
elements reduced the tenacity and extensibility of gold to a very 
low point, while others increased one or both of these properties. 
Since 1826, when Gmelin called attention to the relations between 
the atomic weights of elements which have similar properties, 
chemists have been actively engaged in establishing analogies 
between the properties of the elements and in arranging them 
systematically, and the result has been (mainly through the 
labours of Newlands, Mendeleeff, and Lothar Meyer) the promul- 
gation of the Periodic law. This law states that the properties of 

* Proc. Boy. Soc, vol. xliii. (1888), p. 425 ; and Phil. Tram., vol. clxxix. 
C1S.S8), A., p. 339- 
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the elements are a periodic function of their atomic weights. 
Lothar Meyer has gone further, and has shown that a remarkable 
i-elation exists between the atomic volumes of the elements. Now, 
however tiny the atoms may be, they must possess volume, and 
the volume of each element will be peculiar to itself. The 
space occupied by one atom cannot yet be measured absolutely, 
"but relative measurements may be obtained "by taking such 
■quantities of the elements as are proportional to their atomic 
weights, and comparing the space occupied by these quantities." 
The relative atomic volumes of the elements are found by dividing 
the atomic weights of the elements by their specific gravities. The 

-atomic weight of gold is 196.2; ^=10.2 the atomic volume, 

or, expressed in the metric system, 196.2 grammes of gold would 
occupy a space of 10.2 cubic centimetres. Lead, on the other hand, 
would liave the large atomic volume of 18.1 and potassium that of 
■45.1. The question now arises — Does the power to produce fra- 
gility, which we have seen certain elements to possess, correspond 
to any other of their properties by which they may be classi- 
fied? The facts represented in the Periodic law were, in 1869, 
graphically represented by Lothar Meyer in his well-known curve 
of the elements. By adopting atomic weights and atomic volumes 
as co-ordinates he showed that the elements can be arranged in a 
curve representing a series of loops, the highest points of which 
are occupied by csesium, rubidium, potassium, sodium, and lithium, 
whilst the metals which are most useful for industrial purposes 
occupy the lower portions of the several loops. 

An examination of the results the author has obtained shows 
that not a single metal or metalloid which occupies a position at 
the base of either of the loops of Lothar Meyer's curve diminishes 
the tenacity of gold. On the other hand, the fact is clearly 
brought out that metals which render gold fragile all occupy 
high positions on the curve. This would appear to show that 
there is some relation between the influence exerted by the 
metallic and other impurities and either their atomic weights or 
their atomic volumes. It seems hardly probable that it is due to 
-atomic weight, because copper, with an atomic weight of 63.2, 
has nearly the same influence on the tenacity of pure gold as 
rhodium, with an atomic weight of 104, or as aluminium, the 
atomic weight of which is 27.0. It will be evident from the fol- 
lowing table, which embodies the results of the author's experi- 
ments, that metals which diminish the tenacity and extensibility 
■of gold have high atomic volumes, whUe those which increase 
those properties have either the same atomic volume as gold, or a 
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lower one. Further, silver has the same atomic volume as gold, 
io.2,and its presence in small quantities has very little influence,, 
one way or the other, on the tenacity or extensibility of gold. 



Name of 
added Element. 


Tensile 

'• Strength. 

Tons Per Sq. In. 


Elongation, 

Per Cent. 

(on 3 inches). 


Impurity 
Per Cent. 


Atomic 
Volume 

of 
Impurity. 


Potassium 


Less than 0.5 


Not perceptible 


Less than 0.2 


45-1 


Bismuth . 


0.5 (about) 




0.210 


20.9 


Tellurium 


3.88 




0.186 


20. S 


, Lead . 


4-17 


4.9 


0.240 


18.0 


Thallium 


6.21 


8.6 


0.193 


17.2 


Tin. 


6.21 


12.3 


0.196 


16.2 


Antimony 


6.0 (about) 


qy- 


0.203 


17.9 


Cadmium 


6.88 


44.0 


0.202 


12.9 


Silver . 


7.10 


33-3 


0.200 


10. 1 


Palladium 


7.10 


32.6 


0.20s 


9-4 


Zinc 


7-54 


28.4 


0.205 




Bhodium 


7.76 


25.0 


0.21 (about) 


8.4 


Manganese 


7-99 


29.7 


0.207 


6.8 


Indium . 


7-99 


26. s 


0.290 


iS-3 


Copper . 


8.22 


43-5 


0.193 


7.0 


Lithium . 


8.87 


21.0 


0.201 


11.8 


Aluminium 


8.87 


25-5 


0.186 


10.6 



These results are shown graphically in the diagram (Fig 31). 
The tenacity of pure gold is 7 tons per square inch. 

INFLUENCE OF IMPURITIES ON GOLD. 
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Several of the elements, the action of which has been examined, 
occupy abnormal positions, and any reason for this, except allo- 
tropy, remains to be explained. It is difficult to offer anymechanical 
theory to account for the action of the elements, but it may 
perhaps be well to give a rough indication of what may take 
place. If five spheres, representing atoms of a certain volume, 
are arranged so as to touch each other, it will be evident that the 
addition of an element with a small atomic volume may improve 
the tenacity by filling up the central space which would otherwise 
remain void ; with such an arrangement of five atoms the addition 
of an element with the same atomic volume as themselves will 
tend to drive them slightly further asunder, and should, therefore, 
act prejudicially in a five-atom group, although it would exactly 
fill the space between a six-atom group, but in either case the in- 
sertion of a larger atomic volume than that of each member of 
the group, must tend to drive the members of either the five or 
six-atom group further asunder, and by so doing would diminish 
the cohesion of the mass. No doubt, in some cases, condensa- 
tion takes place, and this may explain some of the abnormal 
results. 

The curve representing the extensibility of the gold to which 
impurities have been added resembles that shown in Fig. 31. 
Cadmium exhibits marked irregularity in both curves ; but the 
only striking difference between the two curves is caused by 
tellurium and bismuth, the former of which seems to be more 
prejudicial to the elongation of gold than to its tenacity. The 
influence of cadmium in increasing the extensibility is very 
remarkable. Aluminium, indium, and lithium occupy somewhat 
abnormal positions on the curve of tenacity, for they possess high 
atomic volumes, and yet they appear to increase the tenacity of 
gold, although they reduce its capability of being elongated. The 
author has some researches in progress, the results of which appear 
to enable this abnormal behaviour to be explained. 

With regard to the applicability of these generalisations to 
other metals, it may be observed that recent investigations of 
Hadfi«ld as to the physical properties of aluminium-steel, show 
that the part played by aluminium is almost identical with that 
of silicon, and this fact strongly supports the view above stated, 
for it is remarkable that the two bodies, aluminium and silicon, of 
which, when in a free state, the physical and mechanicarproperties 
are totally different, should nevertheless when they are alloyed 
with iron affect it in precisely the same way. Silicon and aluminium 
have almost the same atomic volume. 

Questions of great industrial interest present themselves, espe- 
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cially in connection with iron. With regard to this metal, the 
evidence as to the action of other elements upon it tends in the 
same direction as in the case of gold, although the question is 
greatly complicated by the relations of iron to oxygen, and by the 
presence of occluded gases. 

In the case of iron, it is difficult to say what property of the 
metal would be most affected by the added matter ; but the 
author pointed out, in a lecture delivered at Newcastle in 1889, 
that the direct connection with the Periodic law will probably be 
traced by the effect of a given element in retarding or promoting 
the passage of ordinary iron to the allotropic state, a point of 
much importance, as the mechanical properties of the metal must 
depend on the atomic arrangement in the molecules. Osmond* 
has since satisfied himself of the accuracy of this view. He 
considers, as wiU. be shown in the following chapter, that there 
are two modifications of iron ; the a, or soft variety, which exists in 
pure iron at temperatures below 855° C, and in iron containing 
certain other elements, if it has been cooled slowly. There is 
also the |3, or hard modification, which exists at high temperatures 
or if certain elements be present, in iron which has been rapidly 
cooled from temperatures above 855° C, or if the iron has been 
obtained by electrolysis. 

The foreign elements, whose action on the critical points of 
iron has been studied by Osmond experimentally, are ranged as 
follows in two columns in the order of their atomic volumes :^ 



u. 



Chromium . 


• 7-7 


Tungsten . 


. 9.6 


Silicon 


. II. 2 


Arsenic 


. 13-2 


Phosphorus 


• 13- S 


Sulphur 


. 15-7 



Carbon. . . . 3.6 

Boron . . . .4.1 

Nickel . . . .6.7 

Manganese . . .6.9 

Copper . . . . 7- 1 



The elements in column I., whose atomic voltimes are smaller 
than that of iron (7.2), delay during cooling the change of the 
/3, or hard allotropic variety of iron, into the a, or soft variety, as 
well as that of hardening carbon into carbide carbon. For these 
two reasons they tend to increase, with equal rates of cooling, the 
proportion of ^ iron that is present in the cooled iron or steel, 
and consequently the hardness of the metal. Indeed, their 
presence is equivalent to a more or less energetic hardening. To 
these elements hydrogen may be added. As is well known, this 
element renders electro-deposited iron hard and brittle ; perhaps 

* Comptes Bendm, vol. ex. (1890), p. 346. 



82 AN INTBODUCTION TO METALLUKGY. 

it contains tte metal, Graham's hydrogenium, for hydrogen gas 
does not appear to have a mairked influence on the critical 
temperature. 

The elements in column II., whose atomic volumes are greater 
than that of iron, tend to raise or at least maintain near its 
normal position, during cooling, the temperature at which the 
change of /3 to a iron takes place. Further, they render the 
inverse change during heating more or less incomplete, and 
usually hasten the change of " hardening carbon " to " carbide 
carbon." Thus, they maintain the iron in the u. state at high 
temperatures, and must therefore have the same effect in the 
cooled metal. In this way, they would act on iron as annealing 
does, rendering it soft and malleable, did not their individual 
properties, or those of their compounds, often intervene and 
partially mask this natural consequence of their presence. 

Thus, foreign elements alloyed with iron either hasten or delay 
the passage of the iron, during cooling, to an allotropic state, and 
render the change more or less incomplete, according to whether 
the atomic volume of the added impurity is less or greater than 
that of iron. In other words, foreign elements of low atomic 
volume tend to make iron itself assume or retain the particular 
molecular form that possesses the lowest atomic volume, 
whilst elements with large atomic volume produce the inverse 
effect. 

While obejdng the general law, carbon possesses on its own 
account the property of undergoing, at a certain critical tempera- 
ture, a change, the nature of which is still disputable, although its 
existence is acknowledged. This property gives carbon a place by 
itself in the metallurgy of iron. 

Whatever may ultimately prove to be the true nature of the 
molecular change which accompanies the thermal treatment of 
iron and determines its mechanical properties, there is little doubt 
but that there is a close relation between the action of foreign 
elements and their atomic volume. Few metallurgical questions 
are of greater interest at the present, time than those which 
relate to the molecular structure of metals, and Osmond has 
shown it to be very probable that the presence of a small quantity 
of a foreign metal may cause a mass of another metal to pass into 
an allotropic state. In relation to iron and steel the problems 
are of great industrial importance, and it is fortunate that we 
appear to be nearing the discovery of a law in accordance with 
which all metalKc masses are influenced by " traces." 

The effect of comparatively large quantities of certain elements 
on the mechanical properties of iron has already been stated in 
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the preceding chapter, and the subject will be again referred to 
in Chapter IV. 

ColoTir of Alloys. — It -will now be well to examine some 
effects of uniting metals by fusing them together, and also to 
consider the direct influence of a minute quantity of one metal in 
changing the mass of another in which it is hidden, causing it 
to behave in a different way in relation to light, and consequently 
to possess a colour different from that which is natural to it. The 
added metal may so change the chemical nature of the metallic 
mass that varied effects of colour may be produced by the action 
of certain " pickling " solutions. This portion of the subject is so 
large that reference can only be made to certain prominent facts.* 

First, with reference to the colour produced by the union of 
metals. Take, for example, a mass of red copper, and one of grey 
antimony ; the union of the two by fusion produces a beautiful 
violet alloy when the proportions are so arranged that there is 51 
per cent, of copper, and 49 per cent, of antimony in the mixture. 
This alloy was well-known to the early chemists, but, unfortu- 
nately, it is brittle and difficult to work, so that its beautiful 
colour can hardly be utilised in art. The addition of a small 
quantity of tin to copper hardens it, and converts it, from a phy- 
sical and mechanical point of view, into a different metal. The 
addition of zinc and a certain amount of lead to tin and copper, 
confers upon the metal copper the property of receiving, when 
exposed to the atmosphere, varying shades of deep velvety brown, 
characteristic of the bronze which has from remote antiquity 
been used for artistic purposes. But by far the most interesting 
copper-aUoys, from the point of view of colour, are those produced 
by its union with zinc, namely brass. Their preparation demands 
much care in the selection of the materials. 

The colouring power of metals in alloys is very variable. Lede- 
burt arranges the principal metals in the following order : — 



Tin. 

Nickel. 

Aluminium. 

Manganese. 

Iron. 

Copper. 



Zinc. 

Lead'. 

Flatinum 

Silver. 

Gold. 



Each metal in this series has a greater decolorising action than 
the metal following it. Thus, the colour of the last members is 

* A list of books and papers dealing with the colours of metals and 
alloys, and with the production of coloured patina is given by Professor 
Ledebur in his work Die Metdllverarheitung, 1882, p. 285. 

t Die Legierungen, Berlin, 1890, p. 47. 
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eoncealed by comparatively small amounts of the first members. 
A good example is afforded by the alloy used for the continental 
nickel coinage. This consists of three parts of red copper -with 
only one part of white nickel. The comparatively small quantity 
of nickel is, however, sufficient to completely hide the red colour 
of the copper. 

Of the very varied series of alloys the Japanese employ for art 
metal-work, the following may be considered the most important 
and typical. The first is caUed shahu-do, it contains, as will 
be seen from Analyses Nos. I. and II.,* in addition to about 95 
per cent, of copper, as much as 4 per cent, of gold. The quantity 



Copper .... 


I. 
• 94-50 


II. 

9S-77 


Silver .... 


• i-SS 


0-08 


Gold 


. 3-73 


4-16 


Lead 


O.II 


— 


Iron and Arsenic 


. traces 


— 



III. 


IV. 


67-31 
32.07 
traces 


51.10 

48-93 
0.12 


0.52 


— 



Totals 99-89 ... loo.oi 

of gold is, however, very variable, some specimens which have 

been analysed containing only 1.5 per cent, of the precious metal. 

Another important alloy is called shibu-ichi. Analyses of this 

alloy gave : — 

Copper 

Silver 

Gold 

Iron 

99.90 100.15 

There are numerous varieties of it, but in both these alloys, sfiaku- 
do and shibu-ichi, the point of interest is that the precious metals 
are, as it were, sacrificed in order to produce definite results, gold 
and silver, when used pure, being employed very sparingly to 
heighten the general effect. In the case of the shaku-do, we shall 
see presently that the gold appears to enable the metal to receive 
a beautiful, rich purple coat or patina, as it is called, when treated 
with certain pickling solutions; while shibu-ichi possesses a pecu- 
liar silver-grey tint of its own, which, under ordinary atmospheric 
influences, becomes very beautiful, and to which the Japanese 
artists are very partial. These are the principal alloys, but there 
are several varieties of them, as well as combinations of shahu-do 
and shibu-ichi in various proportions, as, for instance, in the case 

* Analyses Nos. I. and III. are by Mr. Gowland, of the Imperial Japanese 
Mint at Osaka ; Nos. II. and IV., by Prof. Kalischer, Dingl. Polyt. Journ., 
vol. COXY. p. 93. 
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of kiu-shibu-ichi, the composition of which would correspond to 
one part of shaku-do, rich in gold, and two parts of shibu-ichi, rich 
in silver. 

Now, as to the action of pickling solutions. 

The Japanese art metal-workers are far ahead of their Euro- 
pean brothers in the use of such solutions. 

The South Kensington Museum contains a very valuable series 
of fifty-seven oblong plates, some plain and others richly orna- 
mented, which were specially prepared as samples of the various 
metals and alloys used by the Japanese. The Geological Museum 
in Jermyn Street has a smaller, but more instructive, series of 
twenty-four plates, presented by an eminent metallurgist, the late 
Mr. Hochstatter-Godf rey. From descriptions accompanying the 
latter, and from information gathered from certain Japanese 
artificers, it would appear that there are three solutions generally 
in use. They are made up respectively in the following pro- 
portions, and are used boiling : — 





I. 


IL 


III. 


Verdigris . 


. 438 grains . 


87 grains . 


.. 220 grains 


Sulphate of copper 


292 „ 


■• 437 ■. 


• S40 „ 


Nitre . 


— 


.. 87 „ 




Common salt . 


— 


•• 146 ,. 


— 


Sulphur . 


— 


•■ 233 „ 


— 


Water 


I gallon 




.. I gallon 


Vinegar . 


— 


.. 1 gallon 


.. 5 fluid drachms 



The most widely employed is No. I. When boiled in No. III. 
solution pure copper will turn a brownish-red, and shaku-do, 
which contains a little gold, becomes purple. Thus, it is possible 
to appreciate the effect of small quantities of metalHc impurity 
as affecting the colour resulting from the action of the pickle. 
Copper containing a small quantity of antimony gives a shade 
very different from that resulting from the pickling of pure 
copper. But the copper produced in Japan is often the result of 
smelting complex ores, and the methods of purification are not so 
perfectly understood as in the West. The result is that the so- 
called " antimony " of the Japanese art metal-workers, which is 
present in the variety of copper called kuromi, is really a com- 
plex mixture containing tin, cobalt, and many other metals, so 
that a metal-worker has an infinite series of materials at command 
with which to secure any particular shade ; and these are used 
with much judgment, although the scientific reasons for the adop- 
tion of any particular sample may be hidden from him. It is 
strictly accurate to say that each particular shade of colour is the 
result of minute quantities of metallic impurity. 

There is one other material to the production of which art- 
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workmen in this country will, it is to be hoped, soon direct their 
attention, as the possibilities of its applications are endless. It is 
called in Japanese mokumi, which signifies " wood grain." It 
is now very rare, even in Japan, but formerly the best specimens 
appear to have been made in Nagoya by retainers of the Daimio 
of Owari. 

This diagram (Fig. 32) shows the method of manufacture. 




Fig. 32. 

Take thin sheets of gold, silver, shibu-ichi, shaku-do, and kuromi, 
and solder* them together, layer upon layer, care being taken 
that the metals which will present diversity "Of colour come 
together. Then driU conical holes of varying depth (A) in the 
mass, or devices in trench-hke cuts of V section (B), and then 
hammer the mass until the holes disappear ; the holes will thus 
be replaced by banded circles and the trenches by banded lines. 
Similar effects may be produced by taking the soldered layers of 
the alloy, and, by the aid of blunted tools, making depressions on 
the back of the mass, so as to produce prominences on the front 
(C). These prominences are filed down until the sheet is again 
flat ; the banded alloys will then appear on the surface in com- 
plicated sections, and a very remarkable effect is produced, espe- 
cially when the colours of the alloys are developed by suitable 
" pickles." In this way any device may be produced. In princi- 
ple the method is the same as that which produces the damascen- 
ing of a sword-blade or gun-barrel, and depends on the fact that, 
under certain conditions, metals behave like viscous solids, and as 
tiuly " flow " as pitch or honey does. In the case of mokwmi the 
art-workman has a wide range of tinted metals at command. 

The Oriental art metal-workers often blend metals and alloys 
of different colours by pouring them together at a temperature 
near the solidifying point of the more infusible of the metals and 

* The following solder was fonnd to answer well : — Silver, 55.5 ; zinc, 
26.0; copper, 18.5. 
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alloys to be associated. In this way, by pouring the compara- 
tively fusible grey silver-copper alloy on to fused copper which is 
just at the point of " setting," the metals unite, but do not 
thoroughly mix, and a mottled alloy is produced. The Japanese 
use such alloys in almost every good piece of metal- work. 

Alloys of Industrial Importance. — The following tables 
indicate the composition of some of the more important alloys, 
wtiich have been selected in order to give the student an idea of 
the way in which for industrial use metals are associated. TTie 
list is, however, necessarily a limited one, and as the properties 
of an alloy may be greatly modified by a slight variation in its 
composition, reference should be made for fuller information to 
the standard treatises, of which a list is appended : — R. H. 
Thurston, Report on a Preliminary Investigation of the Properties 
of the Copper-Tin Alloys, "Washington, 1879 ; A. Guettier, Guidt 
Pratique des Alliagea Metalliques, Paris, 1865; Roberts- Austen, 
The Alloys used for Coinage (Cantor Lectures, Society of Arts), 
1884 ; A. Ledebur, MetaUverarheitung, Brunswick, 1883 ; Brannt, 
Krupp, and Wildberger, "The Metallic Alloys," Philadelphia, 
1889. 

Of recent years, bronzes have come largely into use, in which a 
minute quantity of a foreign element has been added. The oldest 
of these bronzes, phosphor bronze, invented by Dr. Kuntzel, is 
now in general use for the manufacture of machine parts. The 
presence of phosphorus usually renders bronze brittle, but when 
added only in sufficient quantity to reduce the oxide contained in 
the metal, it imparts hardness to the alloy without brittleness. 
The phosphorus varies up to 2 to 4 per cent., and it has been 
asserted that the presence of phosphorus is useful in enabling 
bronzes to be made richer in tin than would otherwise be the 
case. Manganese bronze has a tensile strength of 29 tons per 
square inch (annealed rolled rods) to 39 tons (cold rolled). Owing 
to its non-KabUity to corrosion it is well adapted for the manu- 
facture of propellers. Silicon bronze is well adapted for tele- 
graphic purposes. The first sample, of which an analysis is given, 
(telegraph wire) hsid a tensile strength of 28J tons per square 
inch, and a conductivity of 98 ; the second (telephone wire) a 
tensile strength of 5 2f tons per square inch and a conductivity of 
43 ; the tensile strength of copper being 1 7 tons per square inch, 
and its conductivity 100. Delta metal, is a yellow alloy, with a 
specific gravity of 8.4, and a melting point of 1800° P. Cast in 
sand it has a tensile strength of 2 tons per square inch, and 
when hammered or rolled cold it has a tenaUe strength of 40 
tons per square inch. 
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Copper Nickel Allocs. 



Nickel coins . 
Fackfong . , 
English "Ger- 
man silver". 
Berlin argentan 
Sheffield Ger- 
man silver . 
Platinoid . . 



Ancient coin 



Ca. 



7S-0 
43-8 

61.3 
52.0 

S7.0 



77.58 



Ni. 



25.0 
IS.6 

19. 1 

26.0 

24.0 



Zn. 



40.6 

19. 1 
22.0 

19.0 



Other 
GonBlituents. 



A German 
silver, with 
I to 2 per 
cent, of 
tungsten. 
Fe 1.04; 
Co 0.54 ; 
Sn 0.03. 



BemarkB. 



Chinese alloy. 



High electrical re- 
sistance, not 
changing with 
temperature. 

Second century, 
B.C. 



Tiw Allots. 





Sn. 


8b. 


Co. 


Other 
ConBtituents. 


Bemarka. 


Britannia metal 


90.62 


7.81 


1.46 




Birmingham sheet. 


White metal . 


82.00 


12.00 


6.00 




For bearings. The 
composition of 
white metal is 
very variable. 


« • 


53.00 


10.60 


2.40 


Pb 33.0 ; 
Zn 1.0. 




Ashberry metal 


77.8 


19.4 


— 


Zn 2.8. 




Pewter . . . 


80.0 


— 


— 


Pb 20.0. 




Solder, fine . . 


66.6 






Pb 33-3 


The melting point 
increases with 
the proportion 
of lead. 


„ tin . . 


50.0 


— 


— 


Pb 50.0. 




„ plumbers' 


33-3 






Pb 66.6 


Authorised by the 
Plumbers' Com- 
pany. 
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Lead Allots. 





Pb. 


Sb. 


Sn. 


Other 
Constituents. 


Bemarks. 


Type metal . . 


70.0 


i8.o 


lO.O 


Cu 2.0. 






82.0 


14.8 


3-2 


— 


For stereotyping. 


Bearmg metal . 


84.0 


16.0 




^-• 


For slowly revolv- 
ing axles. 


, 


60.0 


20.0 


20.0 






Shot metal . . 


99.6 






As 0.2 to 
0-3S 





Zinc Allots. 





Zn. 


Sn. 


Cu. 


other 
Constituents. 


Remarks. 


Antifriction 

metal . . . 
Babbitt's metal 


85.0 
69.0 


19.0 


S.0 

4.0 


Sb lo.o 
Sb 3.0 ; 
Pb 5.0. 


For bearings. 
(Ledebur). 



Bismuth Allots (Fusible Metal). 





Bi. 


Pb. 


Sn. 


Cd. 


Melting Point. 


Newton's alloy . 


50.0 


31-25 


18.75 




-c. 
95 


Rose's „ . 


50.0 


28.10 


24.64 


— 


loo 


Darcet's „ . 


50.0 


25.00 


25.00 


— 


93 


Wood's „ . 


50.0 


24.00 


14.00 


12.00 


66—71 


Lipowitz's „ . 


50.0 


27.00 


13.00 


10.00 


60 





AlIiOts for 


Coinage. 






An. 


Cn. 


Ag. 


other 
Constituents. 


Bemarks. 


Gold coin . . 


91.66 


8.^3 






British standard. 


»» • - 


90.0 


lO.O 





^ 


" Latin Union " and 
American. 


j» • ■ 


1-33 


82.73 


'5-93 


-^ 


Roman, Septimus 
Severus, 265 A.D. 


Silver coin . . 


O.I 


7-1 


92.5 


Pbo.2 


Roman, B.C. 31, 
almost same as 
British silver 
coin. 


Gold coin . . 


40-35 


19-63 


40.02 


~~ 


Early British, B.C. 
50. 


Silver coin . . 


~ 


7-5 


92. 5 


"~~ 


British standard. 
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CHAPTEil IV. 

THE THEEMAL TREATMENT OF METALS. 

Annealing, Hardening, and Tempering. — The mechanical 
properties of metals are often, in a great measure, dependent on the 
thermal treatment to which they have been subjected. The effect 
of heat on zinc has already been noticed. There can be no 
question that the application of heat to a metal may produce a 
remarkable molecular change in its structure, the nature of the 
change depending on that of the metal or alloy, and on the treat- 
ment it has undergone. It will be wcU, therefore, to consider 
carefully what happens when metals are submitted to the three 
principal operations involving thermal treatment, which are known 
respectively as annealing, hardening, and tempering. Usually 
all three are intimately related. Annealing may be defined as the 
release of strain in metals which may itself have been produced 
by mechanical treatment, such as hammering, rolling, or wire- 
drawing, or by either rapid or slow cooling from a more or less 
elevated temperature. As an example of the former, it may be 
mentioned that metals and alloys which have been rendered ex- 
cessively hard by rolling are heated usually to bright redness and 
allowed to cool slowly. In the case of copper, it does not appear 
to be important whether the cooling is slow or rapid, and in recent 
years much experimental evidence has been accumidated, which 
tends to show that in the case of certain metals which have been 
hardened, a more or less prolonged exposure to a low temperature 
under ioo° wiU sensibly anneal them. On the other hand, the 
rapidity with which the cooling is effected is very important . Bronze 
containing about 20 per cent, of tin* is rendered very malleable 
by rapid cooling, and so are certain alloys of iron with more than 
7 per cent, of manganese. It is, however, in the case of iron and 
steel that thermal treatment is especially important. 

Steel, it must be remembered, is modified iron. The name iron 
is, in fact, a comprehensive one, for the mechanical behaviour of 
the metal is so singularly changed by influences acting from within 

• Biche, Ann. de Chim. et de PTiys., vol. xxx. (1873), p. 417. 
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and without its mass as to lead many to think, with Paracelsus, 
that iron and steel must be two distinct metals, their properties 
being so different. Pure iron may be prepared in a form pliable 
and soft as copper, steel can readily be made sufficiently hard to 
scratch glass ; and notwithstanding this extraordinary variance in 
the physical properties of iron and certain kinds of steel, the 
chemical difference between them is comparatively very small, and 
would hardly secure attention if it were not for the importance of 
the results to which it gives rise. It is necessary to consider the 
nature of the transformations which iron can sustain, and to see 
how it differs from steel, of which an old writer has said :* "Its 
most useful and advantageous property is that of becoming ex- 
tremely hard when ignited and plunged in cold water, the hard- 
ness produced being greater in proportion as the steel is hotter 
and the water colder. The colours which appear on the surface 
of steel slowly heated direct the artist in tempering or reducing 
the hardness of steel to any determinate standard." There is 
still so much confusion between the words "temper," "temper- 
ing," and " hardening," in the writings of even very eminent 
authorities, that it is well to keep these old definitions carefully in. 
mind. Hardening is the result of rapidly cooling a strongly 
heated mass of steel. Tempering consists in re-heating the 
hardened steel to a temperature far short of that to which it was 
raised before hardening ; this heating may or may not be followed 
by rapid cooling. Annealing, as applied to steel, consists in heat- 
ing the mass to a temperature higher than that used for temper- 
ing, and allowing it to cool slowly. 

This may be shown experimentally in the following manner : — 
Three strips of steel of identical quality may be taken. It can 
be shown by bending one that it is soft ; but if it is heated to 
redness and plunged in cold water it will become hard and will 
break on any attempt to bend it. The second strip may, after 
heating and rapid cooling, be again heated to about the melting 
point of lead, when it will bend readily, but will spring back to a 
straight line when the bending force is removed. The third 
piece may be softened by being cooled slowly from a bright red 
heat, and this will bend easily and will remain distorted. 

The metal has been singularly altered in its properties by com- 
paratively simple treatment, and all these changes, it must be 
remembered, have been produced in a solid metal to which 
nothing has been added, and from which nothing material has 
been taken. 

* The First Prinevpha of Chemistry, by W. Nicholson, London, 1760, 
p. 312. 
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The theory of the operation, described above, has been 
laboriously builb up, and its consideration introduces many ques- 
tions of great interest, both in the history of science and in our 
knowledge of molecular physics. 

History. — First, as regards the history of the subject. The 
knowledge that steel might be hardened must have been derived 
from remote antiquity. Copper hardened with tin was its only 
predecessor, and it continued to be used very long after it was 
known that steel might be hardened. It would, moreover, 
appear that a desire to appreciate the difficulties of a people, to 
whom cutting instruments of hard steel were unknown, seems to 
have induced experimenters in quite recent times to fashion 
implements of bronze, and a trustworthy authority states that 
" Sir Francis Chantry formed an alloy containing about i6 parts 
of copper, 2 J of zinc, and 2| of tin, of which he had a razor made, 
and even shaved with it."* The Greek alchemical MSS., which 
have been so carefully examined by M. Berthelot, give various 
receipts, from which it is evident that in the early days the nature 
of the quenching fluid was considered to be all important. 
There were certain rivers the waters of which were supposed to 
be specially efficacious. PHny, who says that the difference be- 
tween waters of various rivers can be recognised by workers in 
steel, also knew that oil might be used with advantage for harden- 
ing certain varieties of the metal. It is sad to think how many 
of the old recipes for hardening and tempering have been lost. 
Theophilus, writing in the eleventh century, gives very quaint 
instructions in the art of hardening steel. The belief, how- 
ever, in the efficacy of curious nostrums and solutions for 
hardening steel could hardly have been firmer in the third cen- 
tury B.C. than in the sixteenth of our era. Pure cold water is 
now usually employed for hardening, but it was far too simple a 
material for many a sixteenth-century artificer to employ, as is 
shown by the quaint recipes contained in one of the earUest 
books of trade secrets, which, by its title, showed the existence of 
the belief that the " right use of alchemy " was to bring chemical 
knowledge to bear upon industry. The earliest edition was pub- 
lished in iS3i)t and the first English translation J in 1583, from 
which the following extracts may be of interest. " Take snayles, 
and first drawn water of a red die of which water being taken 

* iMgines (^ Wm, by H. Wilkinson, 1841, p. 194. 

t Bechter Gebrauchd. Alchimei, 1531. There were many English editions. 

f " A profitable boke declaring dyuers approoued remedies," &c., London, 
1583. See Prof. Ferguson's learned paper " On some Early Treatises on 
Technological Chemistry," Phil. Soc. Glasgow, Jan. 1886. 
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in the two first monthes of haruest when it raynes," boil it with 
the snails, " then heate your iron red hot and quench it therein, 
and it shall be hard as Steele." " Ye may do the like with the 
blood of a man of xxx years of age and of a sanguine complexion, 
being of a merry nature and pleasant .... distilled in the 
middst of May." This may seem trivial enough, but the belief in 
the efficacy of such solutions survived into the present century, 
for in a work published in 1810 the artist is prettily directed* 
■" to take the root of blue lilies, infuse it in wine and quench the 
steel in it," and the steel will be hard ; on the other hand, he is 
told that if he " takes the juice or water of common beans and 
quenches iron or steel in it, it will be soft as lead." As must 
always be the case when the practice of an art is purely empyrical, 
Buch procedure was often fantastic, but it is by no means obsolete, 
for probably at the present day there is hardly a workshop in 
which some artificer could not be found with a claim to possess a 
quaint nostrum for hardening steel. Even the use of absurdly 
compounded baths was supported by theoretical views. Otto 
Tachen,t for instance, writing of steel in about the year 1666, 
says that steel when it is " quenched in water acquires strength, 
because the light alcaly in the water is a true comforter of the 
light acid in the iron, and cutlers do strengthen it with the alcaly 
of animals," hence the use of snails. Again, LemeryJ explains in 
much the same way the production of steel by heating iron in the 
presence of horns of animals. 

These points have been dwelt upon in order to bring out clearly 
the fact that the early workers attached great importance to the 
nature of the fluid in which hot steel was quenched, and they 
were right, though their theories may have been wrong. The 
•degree of rapidity with which heat is abstracted from the steel 
during the operation of hardening is as important at the present 
day aa it ever was. Roughly speaking, if steel has to be made 
glass hard, ice-cold water, brine, or mercury is used ; if it has 
only to be made slightly hard, hot water or oil may be employed ; 
while, as Thomas GiU § suggested in 1818, both " hardening " and 
" tempering " may be united in a single operation by plunging the 
hot metal in a bath of molten lead or other suitable metal, which 
will, of course, abstract the heat more slowly. 

The use of lead and of other metals in hardening steel has, 

* Tlie Laboratory ; or, School of Arts, sixth edition, 1799, p. 228. There 
"is a later edition of 1810. 

t Key to the Ancient Sippocratical Learning, London, 1690, p. 68. 
J A Course of Chymistry, second edition, 1686, p. 131. 
§ Thomson's Annals of Philosophy, vol. xii. (1818), p. 58. 



THE THERMAL TKEATMENT OF METALS. 95 

however, long teen known. E^aumur* described in 1722 a 
method of hardening the points of tools by forcing them when 
hot into solid tin and lead, and he hints at the use of solid 
masses of gold, silver, and copper as cooling metals. This old 
work blends curiously into the new, for the cold metallic surfaces 
suggested by Clemendot t doubtless play an important part in 
his process of hardening by compression ; whilst another process, 
that of hardening by water spray, of which much has been heard 
recently in connection with the manufacture of artillery, is at 
least a century old. J In recent years Jarolimek § has studied the 
conditions under which the process may be practised with success, 
the vaporisation of the liquid appearing to be all -important. 

Probably the earliest reference to the use of mercury as a 
cooling fluid is that made by Edaumur ; but in no direction has 
the modern development of hardening processes been more im- 
portant than in connection with the use of baths, in which the 
fluid, being a molten metal, is not readily vaporised. Lisbonne || 
has shown what remarkable results as regards resistance to pene- 
tration have attended the adoption of the process of hardening 
armour plates in lead baths, which, as Everard % shows, must be 
capacious and not heated above the melting point of lead, his 
experiments leading to the conclusion that armour-plates so 
quenched in lead are very difficult to penetrate, and present great 
resistance to fracture. 

Internal Constitution of Steel. — ^The development of theories 
relating to the internal constitution of steel must now be traced. 
The advent of the Phlogistic School with the teaching of Becher 
and Stahl led to the view that iron gained phlogiston during its 
conversion into steel. By Phlogiston the early chemists really 
meant energy, but to them phlogiston was represented to be a 
kind of soul possessed by all metals, which they could lose by 
burning and regain by the process they called " revivication," 
" Hardness [in metals] is caused by the jeiunenesse of the spirit 
and their imparity with the tangible parts," said Erancis Bacon ;** 
while, according to Stahl,tt steel was merely iron possessing, in 

* L'art de convertir leferforgi en acier, Paris, 1722, p. 351. 

t Oomptes Bendvs, vol. xciv. (1882), p. 703. 

i Gayton de Morveau, Encyc. Mithodique, Paris, 1786, p. 436. 

f Oest&r. Zeit.fur Berg, und Suttenwesen, 1876, p. 70. 

II 04nie civil, vol. xiii. (1888), p. 22. 

^ Paper read at the International Congress of Mining and Metallurgy, 
Paris, 1889. 

** Sylva Sylvarum, second edition, 1628, p. 215. 

tt FundaTnenta Chemice, part iii., p. 451, quoted by Guyton de Morveau 
in the article " Acier," JEtwye. Mithodigue, p. 421, Paris, 1786. 
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virtue of its phlogiston, the characteristics of a metal in a higher 
degree, and this view prevails in the writings of Henckel, New- 
mann, Cramer, Gellert, Rinman and Macquer. This opinion 
survived with wonderful persistence, but it did not influence the 
teaching of Reaumur,* who, in 1722, was the first to suggest a 
physical theory which has been in any way justified by modern 
research. He assumed that when steel was heated " sulphurs 
and salts" were driven out from the molecules, which he re- 
presents diagrammatically, into the interstitial space between 
them. The quenching of the steel and its sudden cooling pre- 
vented the sulphurs and salts from returning into the moleciileSj 
which were thus firmly cemented by the matter between them, 
and hard rigid steel was the result. In tempering, the stJphurs- 
and salts partially returned into the molecules, and the metal 
became proportionately soft. He used the Torricellian vacuum, 
to demonstrate that the hardening of steel is not accompanied by 
the evolution of gas, and he concluded that " since the hardening^ 
of steel is neither due to the intervention of a new substance nor 
to the expulsion of air, it only remains to seek its cause in the 
changes occurring in its structure." Notwithstanding this, the 
Phlogistic School were not daunted, and this leads directly to the 
work of Torbem Bergman, the great professor at the University 
of Upsala, who, in 1781, showed t that steel mainly differs from 
iron by containing about -^^ per cent, of 'plumbago, while iron 
does not. Read in connection with modern research his work 
seems wonderfully advanced. He was so forcibly impressed by 
the fact that the great difference in the mechanical properties of 
different specimens of iron is due to the presence of small 
quantities of impurity, and that the properties of iron do not- 
vary, as he says, unless by chance the iron has gathered foreign 
matter, " nisi forte peregrimum paullo uberius inhcereat meiallum,"' 
in which sentence there is even the dawn of the view that, under 
the influence of small quantities of foreign matter, iron is, as he 
calls it, polymorphous, and plays the part of many metals. " Adeo- 
utjure did queat, polymorphum ferrv/m plurium simul metallorum 
vices sustinere."X Unfortunately he confounded the plumbago or 
carbon he had isolated with phlogiston, as did Rinman in 1782, 
which was strange, because in 1774 the latter physicist had shown 
that a drop of nitric acid simply whitens wrought iron, but leaves. 
a black stain on steel. Bergman tenaciously held to the phlogistic- 

* L'art de convertir hfer forgi en acier, Paris, 1722, p. 321 et seq. 
t Opuscula Physica et Ohemwa, vol. iii. ; Z>e Analyst Ferri, Upsala, 1783,^ 
a dissertation delivered June 9, 1781. 
X De Analyst Ferri, p. 4. 
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theory in relation to steel ; it was inevitable that he should 
The true nature of oxidation had been explained ; no wonder that 
the defenders of the phlogistic theory should seek to support their 
case by appealing to the subtle and obscure changes produced in 
iron by such apparently slight causes. Bergman's view was, 
however, combated by Vandermonde, Berthollet and Monge,* 
who showed in a report communicated to the Academie des Sciences 
in 1786 that the diiFerence between the main varieties of iron is 
determined by variation in the amcunt of carbon, and further 
that steel must contain a certain quantity of carbon in order that 
it might possess definite qualities. Bergman died in 1784, and 
the report to which reference has been made is full of respect for 
" this grand chemist," as its authors call him, " whom science had 
lost too soon." 

Kirwan's essay on Phlogiston,t in which Bergman's views were 
defended, elicited a reply from Lavoisier himself, and brought 
down the Prench school in strength to contest almost the last 
position occupied by the believers in phlogiston. { 

Bergman's was almost the first calorimetric work, and it is im- 
possible to read it without feeling that in paying the just tribute 
to Lavoisier's genius Bergman has been overlooked. He desired to 
ascertain whether pure iron, steel, and cast iron contain the same 
amount of heat. He therefore attacks the materials T\'ith a sol- 
vent, and notes the heat evolved. He says the solvent breaks up 
the assemblage of the aggregation of molecules and forms other 
unions. If the new body demands more heat than the body 
which has been disunited then the thermometer falls. If, on 
the other hand, the degree of heat required is less, the environ- 
ment will be heated, which will result in the rise of the ther- 
mometer. In modern language, when a chemical compound is 
formed, heat is evolved and energy is lost, but if one substance, 
say a metal, simply dissolves another, the solution is attended 
with absorption of heat, and the product when attacked by a 
suitable solvent should evolve practically the same amount of heat, 
but certainly not less than would be evolved by the individual 
metals present in solution. § This is specially interesting from its 
relation to the calorimetric work of Lavoisier and Laplace in 
1780 and of Lavoisier in 1782, which led him to explain the 

* Sistoire de l'Acad4mie JRmjale des Seknces, 1786 (printed 178S), p. 132. 

•f Essay on Phloi/iston and the Constitution of Adds, 1787, p. 134. 

J Essai sur le PUogistique traduit de VAnglois de M. Kirwan, avec des 
Notes de MM. de Morveau, Lavoisier, de la Place, Monge, Perthol'.t,et de 
Fourcroy. Paris, 1788. 

§ See French translation of Bergman's work, Paris, 1783, p. 72. 

G 
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nature of oxidation, and to show that a metal could be as truly 
calcined or oxidised by the action of a solution as by the action 
of air at an elevated temperature. Now that the importance 
of thermal chemistry is beginning to be recognised in relation to 
industrial chemistry and metallurgy, it is to be hoped that Berg- 
man's merits will be more fully considered. The main point is 
that he taught that the difference between iron and steel consists 
in the y^^ths to i^ per cent, of carbon which steel contains. 

It was only natural that Black, writing in 1796, should have 
attributed the hardening of steel to the " extrication of latent 
heat," "the abatement of the hardness by the temper" being 
due, he says, " to the restoration of a part of that heat."* Black 
failed to see that the work of Bergman had entirely changed 
the situation. The next step was made in France. It was 
considered necessary to establish the fact that carbon is really 
the element which gives steel its characteristic properties, and 
with this object in view, Clouet,t in 1798, melted a little 
crucible of iron, weighing 57.8 grammes, con- 
cRuc?BLe ■"*"°'"> taining a diamond, weighing 0.907 gramme, 
and obtained a fused mass of steel. Fig. 33 
shows a plan of the iron crucible and dia- 
mond from the drawing in Guyton de Mor- 
veau's paper. 

His experiment was repeated by many 

observers, but the results were open to doubt 

from the fact that furnace gases could always 

obtain access to the iron and might, as well 

■""""■ as the diamond, have yielded carbon to the 

Fig. 33. iron. The carbon might have been presented 

to the iron in the form of a gas capable of 

yielding carbon, and this element would as surely have found its 

way into the steel. 

Margueritte t, for instance, in 1865, repeated Clouet's experi- 
ment, and showed that although carburisation can be effected by 
simple contact of iron and carbon, it is nevertheless true that in 
the ordinary process of cementation the gas carbonic oxide plays 
an important part, which had until then been overlooked. The 
discovery of Graham,§ in 1866, of the occlusion of carbonic oxide 
by iron, gave additional support to this theory. 

* Lectures on the Elements of Cliemistry, vol. ii. (1S03), p. 505, 
t Experiment described by Guyton de Morveau, Ann. de Ohim , vol 
xxxi. (1799), P- 328- 

t " i^ur I' adoration," Ann. Chim. et PIiijs., t. vi., 1865, p. 55. 
§ Phil. Trans. Boy. iSoc, i866, pp. 399-439. 
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The question, however, of the direct carhurisation of iron by the 
diamond has never been doubted since 1815, when a working cutler, 
W. H. Pepys,* heated iron wire and diamond 
dust together and obtained steel, the heat being 
aiforded by a powerful electric battery. The 
absorption of carbon in the diamond form by 
iron may be made clear by reference to the 
diagram (Fig. 34), which represents a glass 
vessel, which may either be rendered vacuous 
or may be tilled with an atmosphere of gas 
through the tube d. An iron wire, h, placed 
between the terminals of a battery, c, c', is 
heated to redness, and remains glowing until 
it is touched by pure diamond dust, which is 
effected by raising the cup, a. The iron com- 
bines with the diamond dust, and fuses. 

It must not be thought, however, that the 
steel owes its hardness to the passage of 
diamond into the iron as diamond. Mar- 
gueritte's form of Olouet's experiment may be 
repeated by using a vacuum instead of an 
atmosphere of gas, and employing the form 
of apparatus shown in Kg. 35, which repre- 
sents an arrangement for heating the diamond 
and iron in vacuo. A strip of pure iron, b, is 
placed between two terminals, c, c', which are 
connected with a dynamo. The vessel (of glass) 
is rendered vacvious by connecting the tube d with a Sprengel 
pump. The iron is then heated by the dynamo and maintained 




Fia. 34. 




Fig. 3S- 

glowing until all occluded gas is expelled from the iron, which is 
then allowed to cool in vacuo. Small, pure diamonds, a, a', a", are 
then placed on the strip of iron through the orifice into which the 

* Phil. Trans. Boy. Soc, 1815, p. 371. 
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tube d fits. The vessel is rendered vacuous, and when the iron is 
again heated in contact with the diamonds it fuses and combines 
with them. The diamond by union with iron has passed partially 
at least to the other form of carbon, graphite ; whUe treatment with 
a solvent which removes the iron shows that carbon has entered 
into intimate association with the iron, a fact which leads us to 
the next step in the study of the relations between carbon and 
iron. 

Hempel* has shown that, in an atmosphere of nitrogen, solid 
iron appears to assimilate the diamond form of carbon more readily 
than either the graphitic or the amorphous forms, but directly 
carbon is associated with molten iron it behaves like the protean 
element it is, and the state which this carbon assumes is influenced 
by the rate of cooling of the molten mass, or even by the thermal 
treatment to which the solidified mass is subjected. As carbon is 
well known to exist in the distinctive forms of diamond, graphite, 
and soot, it need not be considered strange that carbon should be 
capable of being present in intimate association with iron, but in 
very varied forms. 

The mode of existence of carbon in soft annealed steel is very 
difierent from that in which it occurs in hard steel. Karsten 
was the first to isolate, in 1827, from soft steel a true compound 
of iron and carbon; Berthierf also separated from soft steel a 
carbide of iron to which he assigned the formula FeC ; and it 
need only be added that within the last few years Sir F. Abel J 
has g^ven much experimental evidence in favour of the existence 
in soft cold-rolled steel of a carbide, Fe^C, which he isolated by 
the slow solvent action of a chromic acid solution. His work 
has been generally accepted as conclusive, and has been the- 
starting-point of much that has followed. 

Obviously the microscope should reveal wide differences 
between the structure of various kinds of iron and steel; and 
Sorby, in his very delicate investigations into the structure of 
steel,§ has shown that this is the case ; the point of main im- 
portance being the existence of a substance which Sorby called 
the " pearly constituent " in soft steel. This pearly constituent 
is closely related to the carbide of iron, FCjC, of Abel, and is 
probably a mixture of FOjC and pure iron. Its presence is dia- 
grammatically indicated in Fig. 36. The diagram will serve for 
the purpose of illustration to indicate the appearance when soft,. 

* £er. der d'MtscJi, chem. Gesellsclwft, vol. xviii. p. 998. 

t Ann. des Mines, vol. iil. (1833), p. 229. 

i Proc. Inst. Mech. Eng., 1883, p. 56. 

§ Juurn. Iron and Steel Inst., No. I (1887), p. 255. 
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hardened, and tempered steel are respectively heated with a 
solvent which acts gently on the mass. 

IRON AND CARBON. 

(0-2 to 1-5 per cent of CARBON^ 



Slowly 



"sdFT" 



Heated to bright redness, 

I 



cooled- 



Quickly 



'haro" 



Appearance of metal when 
etched with a aoluent. 



Change of carbon 

takes place^_ 

™1 rapk "^ 



cooled' 



, CONTAINS 
Caroidc-carbon'. 
te, a. 
Mechanically mixed. 




k Hardened steel reheated to I # A .» 

« temperatures aaryinq /? tf I/' 

from 200°c. to 40CPC. /$^s.$' 

"T£MPERED"Mi 



In annealed steel the 
carbide is in grey 
scales. 




''*\7empererf at tOO''C. the 



.qarbide is finely dioided. 



Fig. 36. 



A study of the admirable work of Ledebur* will show how 
complex the relations of carbon and iron really are, hilt the 
question arises, Does a change in the " mode of existence " of 
carbon in iron sufficiently explain the main facts of hardening 
and tempering 1 It does not. It is possible to obtain by rapid 
cooling from a certain temperature steel which is perfectly soft, 
although analysis proves that the carbon is present in the form 
which has been recognised as " hardening car'bon." No doubt in 
the hardening of steel the carbon changes its mode of existence ; 



/StaU und Eisev, vol. viii. (18 



I P- 742. 
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but some other theory must be sought -which will explain all 
the facts, and in order to do this it is necessary to turn to the 
behaviour of the iron itself. 

In approaching this portion of the subject, a few elementary 
facts relative to the constitution of matter must be recalled, and 
in doing so a brief appeal to history must again be made. It is 
universally accepted that metals, like all elements, are composed 
of atoms of definite weights and volumes grouped in molecules. 
In order actually to transmute one metal into another it would 
be necessary to discover a method of attacking, not the molecule, 
but the atom, and of changing it, and this, so far as is known, has 
not yet been done ; but it is possible, by influences which often 
appear to be very slight, to change the relations of the molecules 
to each other, and to alter the arrangement or distribution of 
the atoms within the molecules, and by varying, in this sense, 
the molecular arrangement of certain elements, they may be 
made to pass into states which are very different from those in 
which we ordinarily know them. Carbon, for instance, when 
free, or when associated with iron, may readily be changed from 
its diamond form to the graphitic state, though the converse 
change has not as yet been eflfected. 

Sulphur, again, best known as a hard, brittle, yellow soKd, may 
be prepared and maintained for a little time in the form of a 
brown viscous mass, but this latter form of sulphur soon passes 
spontaneously and slowly at the ordinary temperature, and in- 
stantaneously at 1 00°, to the solid octahedral yellow modification 
with evolution of heat. The viscous form of sulphur is an 
allotropic modification of that element. A few cases of allo- 
tropy in metals have already been described in Chapter III., 
and when they do occur they give rise to problems of vast in- 
dustrial importance. Such molecular changes in metals are 
usually produced by the addition of a small quantity of foreign 
matter, and it would appear that the molecular change produced 
by the action of tracs upon masses is a widespread principle of 
nature, and one which was recognised at the dawn of the science 
of chemistry, even in the seventh century, but distorted explana- 
tions were given of well-known facts, and gave rise to entirely 
false hopes. But students would do well to bear in mind that it 
is the same storj' now as in mediaeval times ; the single grain of 
powder which Raymond LuUy said would transmute millions 
of its weight of lead into gold, the single grain of stone that 
Solomon Trismosin thought would secure perpetual youth, had 
their analogues in the small amount of plumbago which to 
Bergman's astonishment in the eighteenth century converted 
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iron into steel. By his time it was recognised that the right use 
of alchemy consisted in the application of its methods to in- 
dustry, and we still wonder at the minuteness of the quantity of 
certain elements which can profoundly affect the properties of 
metals. The statements are true, and are not derived from 
poetical literature early or late. There is no need to fear the 
taunt of Francis Bacon,* that " sottishly do the chymics appro- 
priate the fancies and delights of poets in the transformation of 
bodies to the experiments of their furnaces," for, although it 
may not be possible to transmute metals, it is easy so to transform 
them by very slight influences, that as regards special service 
required from them they may behave either usefully or entirely 
prejudicially. 

The question at once suggests itself. Can iron behave in a 
similar manner ; is an allotropic form of iron known ? Joule 
afforded experimental evidence for an affirmative answer to this 
question many years ago, by communicating to the British 
Association in 1850 a paper on some amalgams. The result of 
his experiments, published in detail later,! in a paper which has 
been sadly neglected, showed that iron released from its amalgam 
with mercury is chemically active, as it combines readily with 
the oxygen of the air at the ordinary temperature, and he claims 
that the iron so set free is allotropic ; but Joule did much more 
than this. Magnus had shown (185 1) that the thermo-electric 
properties of hard and of soft steel and iron differ. Joule, in a 
paper on some thermo-electric properties of solids, incidentally 
shows that the generation of a thermo-electric current affords a 
method of ascertaining the degree of carburisation of iron, and 
he appeals to the "thermo-electricity of iron in different states" 
as presenting a " fresh illustration of the extraordinary physical 
changes produced in iron by its conversion into steel," and he 
adds the expression of the belief "that the excellence of the 
latter metal might be tested by ascertaining the amount of 
change in thermo-electric condition which can be produced by 
the process of hardening."! It is by a thermo-electric method 
that the views as to the existence of iron in allotropic forms have 
been confirmed. 

JuUien seems to have inclined to the view that iron is allo- 
tropic in his the'orie de la trempe,§ published in 1865, but he 

* Preface to the Wisdom of the Ancients. 

t " On Some Amalgams," Mem. Lit. Phil. Soc. Mancliester, vol. ii. [3], 
p. 115. 

% PIA Trans , vol. cxlix. (1859), p. 91. 

§ Annexe a% Traiti de la Mitallurgie du Fer, 1865. 
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cannot be said to have done much beyond directing attention to 
the importance of hardening and tempering steel. 

The next step was made in Russia, in 1868. Chernoff showed 
that steel could not be hardened by rapid cooling until it had 
been heated to a definite temperature, to a degree of redness 
which he called a. Then, in 1873, Professor Tait* used this ex- 
pression in a Kede Lecture delivered at Cambridge : " It seems as 
if iron becomes, as it were, a different metal on being raised above 
a certain temperature ; this may possibly have some connection 
with the ferricum and ferrosum of the chemists." He also pub- 
lished his now well-known " first approximation to a thermo- 
electric diagram," which is of great interest in view of recent 
work. At about this time those specially interested in this 
question remembered that Gore t had shown that a curious mole- 
cular change could be produced by heating an iron wire. Barrett 
repeated Gore's experiment, and discovered that as an iron wire 
cools down it suddenly glows, a phenomenon to which he gave the 
name reoalescence, and these investigations have been pursued and 
developed in other directions by many skilful experimenters. J 
In 1879 Wrightson called attention to the abnormal expansion 
of carburised iron at high temperatures. 

The next point of special importance appears to be that re- 
corded by Barus, who, by a thermo-electric method, showed, in 
an elaborate paper published in i879,§ that "the hardness of 
steel does not increase continuously with its temperature at the 
moment of sudden cooling, but at a point lying in the dark-red 
heat state " may suddenly be attained by rapid cooling. Brief 
reference will again be made to the remarkable series of papers 
published by Barus and Strouhal,|| embodying the results of 

* Nature, vol. viii. (1873), pp. 86, 122, and Trans. Boy. 80c. Edin., vol. 
xxvii. (1873V p. 125. 

+ Gore, Proc. Roy. Soc, vol. xvii. (1869), p. 260. Barrett, Phil. Mag., 
vol. xlvi. (1873), P- 472. 

+ G. Forbes, Proc. Boy. Soc. JEdin., vol. -viii. (1874), p. 363. Norris, Proc. 
Boy. Soc, vol. xxvi. (1877), p. 127. Tomlinsou, PAt7. Mag., vol. xxlv. (1887), 
p. 256 ; vol. XXV. (1887), pp. 45, 103, and 372; vol. xxvi. p. 18. Newall, 
ibid., vol. xxiv. (1887), p. 435 ; vol. xxv. (1888), p. Jio. 

§ Barus, Phil. Mag., vol. viii. (1879), p. 341. 

II Hardness (temper), its electrical and other characteristics : Barns, 
Phil. Mag., vol. viii. (1879), p. 341 ; Wied. Ann., vol. vii. (1879), p. 383 ; 
Strouhal and Barns, ibid., vol. xi. (1880), p. 930 ; ibid.,vol.xx. (1883), p. 525. 
Hardness and magnetisation, ibid., vol. xx. (1883), pp. 537, 662. Den- 
sity and (internal) structure of hard steel and of quenched glass, Barus 
and Strouhal, American Journ., vol. xxxi. (1886), p. 386 ; ibid., p. 439 ; 
ibid.,]). 181. Temper and chemical composition, ibid., vol. xxxii. (1886), 
p. 276. Temper and viscosity, ibid., p. 444 ; Slid., vol. xxxiii. (1887), p. 20 ; 
Barus iWrf.,vol. xxxiv. (1887), p. i ; ibid., p. 175. These papers, sj-stemati- 
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laborious investigations, to which but scanty justice can now be 
done ; and finally within the last few years Pionchon * showed 
that at a temperature of 700° the specific heat of iron is altogether 
exceptional, and Le Chatelierf has detected that at 700° a change 
occurs in the curve representing the electromotive force of iron, 
both experimenters concluding that they had obtained evidence 
of the passage of iron into an allotropic state. Osmond, J in 
France, then made the observations of Gore and Barrett the 
starting-point of a fresh inquiry. Bearing in mind the fact that 
molecular change in a body is always accompanied with evolution 
or absorption of heat, which is, indeed, the surest indication of 
the occurrence of molecular change, he studied, with the aid of a 
chronograph, what takes place during the slow cooling and the 
.slow heating of masses of iron or steel, using as a thermometer to 
measure the temperature of the mass a thermo-electric couple of 
platinum, and of platinum containing 10 per cent, of rhodium, 
converting the indications of the galvanometer into temperatures 
by Tait's formulse. 

Figs. 37 and 38 show the actual mode of conducting the expe- 
riments. F, Fig. 37, is a piece of steel into which a platinum and 



Fig. 37. 

platinum-rhodium couple, t, t', is fixed. It is enclosed in a glazed 
porcelain tube, and heated to bright redness in the furnace S (Fig. 
38). This tube, T, may be filled with any gaseous atmosphere. 
C is a bulb filled with chloride of calcium. The metal under ex- 
amination is slowly cooled down. The wires from the thermo- 
couple pass to the galvanometer, G. The rate of cooling of the 
mass, as indicated by the movement of a spot of light from the 

cally discussed and enlarged, are embodied with new matter in the Bulle- 
tins of the United States Geological Survey — viz., £uU. No. 14 (1885), pp. 
1-226 ; Bull. No. 27 (1886), pp. 30-61 ; Bull. No. 35 (1886), pp. 11-60 ; Bull. 
No. 42 (1887), pp. 98-131. 

* Oomptes Bendus, vol. cii. (1886), pp. 675 et 1454 ; vol. ciii. p. 1122. 

t Ibid., vol. cii. p. 819. 

+ The reader will find the principal j)art of Osmond's work in the follow- 
ing papers : — Osmond et Werth, Theorie ceUulaire des ProprUtis de I'Aa'er, 
Ann. des Mines, vol. viii. (1885), p. 5 ; Transformations du Fer et du Oarhone, 
Paris, Baudoin et Cie., 1888 ; Etudes mUallurgiques, Ann. des Mines, Juillet- 
Aodt, 1888. There is also a very interesting paper, Sur les nouveaux Bra- 
ced^ de Trempe, which he communicated to the Mining and Metallurgical 
Congress, Paris, 1889, and another in the Journ. Iron and Steel Inet., No. i 
(1890), p. 38. 
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galvanometer mirror, M, on the screen, E, is recorded by a chro- 
nograph. The source of light is shown at L. 




The curves given in the diagram, Fig. 39, show how the rate of 
movement of the spot of light varies with different samples of 
steel. The stoppage of the movement of the spot of light of 
course indicates the evolution of heat from the cooling mass of 
steel, F (Fig. 37). 

It will be seen, therefore, that although the presence of carbon 
is essential to the hardening of steel, it need not, as has hitherto 
been supposed, change its mode of existence when soft steel is 
hardened. 

In Fig. 39 the temperatures through which a slowly cooling mass 
of iron or steel passes are arranged along the horizontal line, and 
the intervals of time during which the mass falls through a 
definite number (6.6) of degrees of temperature are shown verti- 
cally by ordinates. See what happens while a mass of electro- 
deposited iron (shown by a dotted line), which is as pure as any 
iron can be, slowly cools down. From 1300° to 870° it falls 
uniformly at the rate of about 2.2° a second, and the intervals 
of temperature are plotted as dots at the middle of the successive 
points of the intervals. When the temperature falls down to 
858° there is a sudden arrest in the fall of temperature : the 
indicating spot of light, instead of falling at a uniform rate of about 
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2° a second, suddenly takes 26 seconds to fall through an interval 
of temperature which hitherto and subsequently only occupies 
about 6 seconds. The diagram (Fig. 39) shows what actually 
happens when the iron contains carbon in the proportion required 
to constitute it mild steel (indicated by a thin continuous line, 
Kg. 39), there is not one, but there are two such breaks in the 
cooling, and both breaks occur at a different temperature from 
that at which the break in pure iron occurred. As the proportion 
of carbon increases in steel the first break in cooling travels 
more and more to the right and gradually becomes confounded 
with the second break, which, in Steel containing much carbon, is 
of long duration, lasting as much as 76 seconds in the case of 
steel containing 1.25 per cent, of carbon (thick continuous line, 

Kg. 39). 

Now, it may be urged, as the presence of carbon has evidently 
an influence on the cooling of steel when left to itself, may it not 
affect molecular behaviour during the rapid cooling which is 
essential to the operation of hardening 1 It is known that the 
carbon during rapid cooling passes from the state in which it is 
combined with the iron into a state in which it is dissolved in the 
iron ; it is also known that during slow cooling this dissolved 
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carbon can re-enter into combination with the iron so as to 
assume the form in which it occurs in soft steel. Osmond claims 
that this second arrestation in the fall of the temperature corre- 
sponds to the recalescence of Barrett, and is caused by the re- 
heating of the wire by the heat evolved when carbon leaves its 
state of soltition and truly combines with the iron. 

If it is hoped to liarden steel it must clearly be rapidly cooled 
before this combination of carbon and iron has taken place, or it 
will be too late to keep the carbon as hardening carbon. But 
what does the first break in the curves mean % It will be seen 
that it occurs in electrolytic iron, which is free from carbon ; it 
must, then, indicate some molecular change in iron itself, accom- 
panied with evolution of heat, a change with which carbon has 
nothing whatever to do, for no carbon is present, and Osmond 
argues thus : — There are two kinds of iron, the atoms of which 
are respectively arranged in the molecules so as to constitute hard 
and soft iron, quite apart from the presence or absence of carbon. 
In red-hot iron the mass may be soft, but the molecules are hard : 
let this be called ^ iron ; cool such red-hot pure iron, whether 
quickly or slowly, and it becomes soft ; it passes to the a soft 
modification, there is nothing to prevent its doing so. It appears, 
however, that if carbon is present, and the metal be rapidly 
cooled, the following result is obtained : — A certain proportion of 
the molecules are retained in the form in which they existed at a 
high temperature in the hard form, the ,8 modification, and hard 
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steel is the result. The main facts of the case may, perhaps, be 
made clearer by the aid of the diagram Fig. 40, which shows the 
relation between a and /3 iron. This molecular change from j3 
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iron to a iron during tlie slow cooling of a mass of iron or steel 
is, according to Osmond's theory, indicated by the first break in 
the curve representing the slow cooling of iron, as is proved by 
the fact that it occurs alone in electro-iron. A second break, 
usually one of much longer duration, marks the point at which 
carbon itself changes from the dissolved or hardening carbon to 
the combined, carbide-carbon. It follows that if steel be quickly 
cooled after the change from ^ to a has taken place, but before the 
carbon has altered its state — that is, before the change indie ited 
by the second break in the curve has been reached — then the iron 
should be soft, but the carbon, hardening carbon, and, as such, 
the action of a solvent should show that it cannot be released 
from iron in the black carbide form. This proves to be the case, 
and affords strong incidental proof of the correctness of the view 
that two modifications of iron can exist. 

It will be seen, therefore, that, although the presence of carbon 
is essential to the harderung of steel, the change in the mode of 
existence of the carbon is less important than has hitherto been 
supposed. The a modification of iron may be converted into the 
^ form by stress applied to the metal at temperatures below a 
dull red heat, provided the stress produces permanent deforma- 
tion of the iron.* 

Barus t has pointed out that since most metals can be simi- 
larly hardened by straining, it would follow that there should be 
a and /3 varieties in all cases, even though a molecular change 
corresponding to recalesoence has only been observed in the case 
of a few metals. He believes, however, that there is reason to 
be urged in favour of this extreme view. The existence of mole- 
cular change in iron may be illustrated by the following experi- 
rasnt: — Take a bar of steel. Fig. 41, contaiaing much carbon. 



In such a variety of steel, the molecular change of the iron itself, 
and the change in the relations between the carbon and the iron, 

* Osmond, Etudes mitaUurgigv.es, 1888, p. 6. 
t Nature, voL xli. (1890), p. 369. 
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would occTir at nearly tlie same moment. Heat this bar to red- 
ness, one end of the red-hot bar being- firmly fixed (Fig. 41), 
and sling a weight not sufficient to bend it to the free end, which 
is lengthened by the addition of a reed to magnify any motion 
that may take place. As the bar is red hot, it ought to be at its 
softest when it is freshly withdrawn from the furnace, and, if 
the weight was ever to have power to bend it, it would be then ; 
but, in spite of the rapidity with which such a thin bar cools 
down in the air and becomes rigid, points of molecular weakness 
come when the iron changes from ^ to a, and the carbon passes 
from hardening carbon to carbide carbon ; at that moment, at a 
temperature much below that at which it is withdrawn from the 
furnace, the bar will begin to bend. It has been found experi- 
mentally that this is the point at which, according to Osmond's 
theory, molecular change takes place. Coffin takes advantage of 
this fact to straighten distorted steel axles.* 

Barus t traces the connection of this singular minimum of the 
viscosity of hot iron and the interpretation given of Maxwell's 
theoiy of viscosity, and he points out that " when iron passes 
through the temperature of recalescence, its molecular condition is 
for an instantalmost chaotic. This has now been abundantlyproved 
by Hopkinson. The number of unstable configurations, or, more 
clearly, the number of configurations made unstable because they 
are built up of disintegrating molecules, is therefore at a maximum. 
It follows that the viscosity of the metal must pass through a 
minimum. Physically considered, the case is entirely analogous 
to that of a glass-hard steel rod suddenly exposed to 300°. If all 
the molecules passed from Osmond's /3 state to his u state to- 
gether, the iron or steel would necessarily be liquid. This ex- 
treme possibility is, however, at variance with the weU-known 
principles of chemical kinetics. The ratio of stable to unstable 
configurations cannot at any instant be zero. Hence the mini- 
mum viscosity in question, however relatively low, may yet be 
large in value as compared with the liquid state." 

Mr. Anderson has recently urged that, " when, by the agency 
of heat, molecular motion is raised to a pitch at which incipient 
fluidity is obtained, the particles of two pieces brought into 
contact will interpenetrate or difiuse into each other, the two 
pieces will unite into a homogeneous whole, and we can thus 
grasp the full meaning of tiie operation known as ' welding.' " 
It Ls, however, possible to obtain evidence of interchange of 
molecular motion, as has been so abundantly shown by Spring, 

* Trans. American Soc. Civil Engineers, vol. xvi. (1887), p. 324. 
t Nature, \ol. xli. (1890), p. 369. 
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even at the ordinary temperature, while in the case of steel it 
must take place far below incipient fluidity, indeed, at a com- 
paratively low temperature, as is shown by 
the following experiment on the welding of 
steel. Every smith knows how difficult it is 
to weld highly carburised hard tool steel, but 
if the ends of a newly fractured i inch square 
steel rod, a (Fig. 42), are covered with plati- 
num foil, 6, so as to exclude the air, and if 
the junction is heated in the flame of a Fis. 42. 

Bunsen burner, c, the metal will weld, with- 
out pressure, so firmly that it is difficult to break it with the 
fingers, although the steel has not attained a red heat. * 

The question now arises, what is the efiect of the presence of 
other metals in steel, of which much has been heard recently ? 
Take the case of manganese. This metal enables steel to harden 
very energetically, as is very well known. If much of it be present, 
12 to 20 per cent., in iron, no break whatever is observed in the 
curve which represents slow cooling. (See line marked " Man- 
ganese Steel," Fig. 39.) That is, the iron never shows such a 
change as that which occurs in other cooling masses of iron. Then 
such a material should be hard, however it is cooled. So it is. 
There is one other important point of evidence as to molecular 
change connected with the addition of manganese. Red-hot iron 
is not magnetic, and Hopkinson t has recently stated that the 
temperature of recalescence is that at which iron ceases to be 
magnetic. It may be urged that /3 iron cannot therefore be magnet- 
ised. Steel containing much manganese cannot be magnetised, 
and it is therefore fair to assume that the iron present is in the 
form. Iladfield I has given metallurgists wonderful alloys of iron 
and manganese in proportions var3ring from 7 to 20 per cent, of 
manganese. Professor Ewing and others have specially examined 
the magnetic properties of this material, and Ewing concludes 
that " no magnetising force to which the metal is likely to be 
subjected, in any of its practical applications, would produce more 
than the most infinitesimal degree of magnetisation " in Hadfield's 
manganese steel. It has been seen that quantities of manganese 
above 7 per cent, appear to prevent the passage of /3 iron into 
the a form. In smaller quantities, manganese seems merely to 
retard the conversiob, and to bring the two loops of the diagram 
nearer together. With regard to the efiect of other elements on 
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steel, it need only be added that tungsten possesses the same pro- 
perty as manganese, but in a more marked degree. Chromium 
has exactly the reverse effect, as it enables the change of hard 
/3 iron to soft a iron to take place at a higher temperature than 
would otherwise be the case, and this may explain the extreme 
hardness of chromium steels when hardened in the same way as 
ordinary steels. 

The disappearance of the magnetic properties of iron on heating 
is of much interest in relation to the allotropism of the metal. 
Gilbert appears to have been the first to demonstrate, in his 
treatise de Magnete, published in 1600, that red-hot iron is not 
magnetic ; and nearly half a century later Sir Thomas Browne,* 
with frequent reference to Gilbert's work, states that masses of 
iron, " by the fire, omit whatsoever they had received from the 
earth or loadstone," and he gives evidence of being aware that 
what is now called the " magnetic permeabihty " of iron and steel 
is affected by heating and cooling the metal. These facts have 
been recognised as being of vital importance in modern research, 
and they derive new interest from the sharp identification of the 
loss of magaetism with the temperature at which a molecular 
change in the iron takes place, and from Hopkinson's recent dis- 
covery that an alloy of iron with 25 per cent, of nickel is 
magnetisable if it be previously cooled (by solid carbonic acid) to 
a very low temperature. 

Working of Steel. — There are a few considerations relative 
to the actual working of steel which can but briefly be dealt with, 
notwithstanding their industrial importance. The points a and 
h adopted in the celebrated memoir of Chernoff, to which 
reference has already been made, change in position with the 
degree of carburisation of the metal. It is useless to attempt 
to harden steel by rapid cooling if it has fallen in temperature 
below the point (in the red) a, and this is the point of 
" recalescence " at which the carbon combines with the iron to 
form carbide carbon ; it is called V by Brinell. In highly car- 
burised steel, it corresponds exactly with the point at which Os- 
mond considers that iron, in cooling slowly, passes from the /3 to 
the a modification. Now with regard to the point h of Chern- 
off (or W of Brinell). If steel be heated to a temperature 
above a, but below 6, it remains fine grained, however slowly it is 
cooled. If the steel be heated above 6, and cooled, it assumes a 
crystalline granular structure, whatever the rate of cooHng may 

* Paeudotloxia Epidemica : or Enquiries into Vulgar Errors. Second 
Edition, 1650, p. 45. 
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be. The size of the crystals, however, increases with the tem- 
perature to which the steel has been raised. 

Now the crystalline structure, which is unfavourable to the 
steel from the point of view of its industrial use, may be broken 
up by the mechanical work of forging the hot mass ; and the in- 
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vestigations of Abel, of Maitland, and of Noble, have shown 
how important "work" on the metal is. When small masses of 
hot steel are quenched in oil, they are hardened just as they would 
be if water were used as a cooling fluid. The diagram, Fig. 43, 
shows the way in which the tenacity of steel containing varying 

H 
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amounts of carbon is increased by oil-liardening,* while at tho 
same time the elongation rapidly diminishes. With large masses 
the eflfect of quenching in oil is different. Such cooling of large 
hot masses appears to break up this crystalline structure in a 
manner analogous to mechanical working. If the mass of metal 
is very large, such as a propeller shaft, or tube of a large gun, 
the change in the relations between the carbon and the iron, or 
true " hardening " produced by such oil treatment is only effected 
superficially, that is, the hardened layer does not penetrate to 
any considerable depth, but the innermost parts are cooled more 
quickly than they otherwise would have been, and the develop- 
ment of the crystals, which would have assumed serious propor- 
tions during slow cooling, is arrested. It depends on the size of 
the quenched mass whether the tenacity of the metal is or is not 
increased, but its power of being elongated is considerably aug- 
mented. This prevention of crystallisation probably constitutes 
the great merit of oil quenching, which, as regards large masses 
of metal, is certainly not a true hardening process. 

There has been much divergence of view as to the relative ad- 
vantages of work on the metal and of oil-hardening, but it will 
be possible to reconcile these views if the facts so briefly stated be 
considered. 

The effect of annealing remains to be dealt with. In a very 
complicated steel casting, the cast metal probably contains much 
of its carbon as hardening carbon, and the mass, which has neces- 
sarily been poured into the mould at a high temperature, is crys- 
talline. The effect of annealing is to permit the carbon to pass 
from the " hardening " to the " carbide " form, and, incidentally, 
to break up the crystalline structure, and to enable it to become 
minutely crystalline. The result is that the annealed casting is 
far stronger and more extensible than the original casting. The 
carbide carbon is probably interspersed in the iron in a finely 
divided state, and not in crystalline pallets. It would obviously 
be impossible to " work " — that is, to hammer — complicated cast- 
ings, and the extreme importance of obtaining a fine crystalline 
structure by annealing, with the strength which results from such 
a structure, has been abundantly demonstrated by Mr. J. W. 
Spencer, of Newcastle. 

The effect of annealing and tempering is, in fact, very compli- 
cated, as is shown by the long series of recearches which Barus 
and Strouhal have conducted in recent years. They consider that 
annealing is demonstrably accompanied by chemical change 

* This was well shown in Prof. Akerman's celebrated paper on " Harden- 
ing Iron and Steel," Journ. Iron and Steel Institute, 1879, part ii. p. 504. 
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even at temperatures slightly above the mean atmospheric tem- 
perature, and that the " molecular configuration of glass-hard 
.steel is always in a state of incipient change .... a part of 
■which change must be of a permanent kind." Barus says " that 
during the small interval of time within which appreciable anneal- 
ing occurs, a glass-hard steel rod suddenly heated to 300° is almost 
a viscous fluid,"* and he con.siders that glass-hard steel is con- 
stantly being spontaneously " tempered " at the ordinary tempe- 
ratxu-e, which he says, " acting on freshly quenched [that is, 
hardened] steel for a period of years, produces a diminution of 
hardness about equal to that of 100° 0. acting for a period of 
hours." 

The nature of the molecular change is well indicated in the 
long series of researches which led them to conclude that in steel 
" there is a limited interchange of atoms between molecules under 
stress, which must be a property common to solids if, according 
to Clerk-Maxwell's conception, solids are made up of configura- 
tions in all degrees of molecular stability." 

Barus and Strouhal attach but little importance to the change 
in the relations between the carbon and the iron during the tem- 
pering and annealing of hard steel. They consider that in 
hardening steel the " strain once applied to steel is locked up in 
the metal in virtue of its viscosity " ; tempering is the release of 
this molecular strain by heat. 

Highly carburised steels harden very energetically by very 
slight modifications in thermal treatment, and it will be evident 
that a very hard material is unsuitable for industrial use if the 
conditions of its employment are such as to render it desirable 
that the material should stretch. 

To turn to the class of steel which does not harden, it is 
certain that, although wrought iron passes almost insensibly into 
steel, there can be no question that, not merely the structural, but 
the molecular aggregation of even steel containing only ^-^ per 
cent, of carbon, is profoundly difierent from that of wrought 
iron. The class of steel which was formerly employed for 
weapons and tools belonged to the highly carburised, readily 
hardening class. It was the " mild steel," containing but little 
carbon, which was destined to replace wrought iron, and when 
attempts were made to efiect the general substitution of steel for 
iron, fears as to its character and trustworthiness unfortunately 
soon arose, so that from about the year i860 until 1877, steel 
was viewed with suspicion. This can now be explained. Doubts 
as to the fidelity of steel, even when it was obtained free from- 

* Phil. Ma;/., vol. xxvi. (1888), p. 209. 
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entangled cinder, arose from ignorance of the fact that, on either 
side of a comparatively narrow thermal boundary, iron in steel 
can practically exist in two distinct modifications. The steel was 
" true " enough, but, from the point of view of the special duties 
to be entrusted to it, its fidelity depended on which modification 
of iron had to be called to the front. Artificers attempted to 
forge steel after it had cooled down below the point a of Chernoff 
at which recalescence occurs, and they often attempted to work 
highly carburised steel at temperatures which were not sufli- 
ciently low. 

Classification of Steel. — From the foregoing remarks, it 
will be evident that the use of steel depends almost entirely upon 
its power of being hardened and tempered. It may not be out 
of place, therefore, to indicate the way in which steel may be 
classified from the point of view of its industrial use, according 
to the amount of carbon it contains. Steels may be grouped 
under certain definite percentages of carbon, ranging from -^^ to 
I J per cent. Each class merges into the other, but the members 
at either end of the series vary very greatly. It would be im- 
possible to make from boiler plate a razor which would cut, and, 
conversely, a boiler made of razor steel would possibly fracture 
at once if it were overheated and subjected to any sudden 
pressure of steam. 

Speaking generally, if the steel contains, in addition to carbon, 
j^ per cent, of manganese, each class of steel would be equivalent, 
as regards tenacity and hardening properties, to the one above it. 

The steel used for naval construction contains 0.15 to 0.2 
per cent, of carbon. And when steel faces are used for the 
armoiu' plates, the material contains 0.7 to 0.8 per cent, of 
carbon. 

It may be mentioned that the latest type of battle ship weighs, 
fully equipped, about 10,000 tons, there being about 3400 tons 
of steel in the hull, apart from her armour, which, with its 
backing, will weigh a further 2800 tons. 

With regard to steel used in civil engineering, the most 
remarkable case is presented by the Forth Bridge. The steel of 
which the compression members of the structure are composed 
contains 0.23 per cent, of carbon and 0.69 per cent, of manganese. 
The parts subjected to extension do not contain more than 
0.19 per cent, of carbon.* 

Steel for the manufacture of pens contains about 0.3 per cent. 
of carbon. Steel rails contain from 0.3 to 0.4 per cent, of carbon, 
and in this class .slight variations in the amount of carbon are of 
* Journ. Iron and Steel Institute, vol. ii. (1888), p. 94. 
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vital importance, as in certain climates a variation of o.i per cent, 
in the amount of carbon may be very serious. The great benefit 
which has accrued to the country from the substitution of more 
durable steel rails for the old wrought-iron ones may be gathered 
from the statement of Webb, of Crewe, which shows that " the 
quantity of steel removed from the rails throughout the London 
and North-Western system by wear and oxidation is about 
15 cwts. an hoto-, or 18 tons a day." 

Gun steel contains 0.3 to 0.5 per cent, of carbon, and it may 
contain 0.8 per cent, of manganese. It is in relation to gun steel 
that oil-hardening becomes very important. The oil tank of the 
yaint-Chamond Works (on the Loire) is 72 feet deep, and contains 
44,000 gallons of oU, which is kept in circulation by rotary pumps, 
to prevent the oil being unduly heated locally when the heated 
mass of steel is plunged into it. 

Now with regard to projectiles. The most formidable pro- 
jectiles belong to the highly carburised class of steel. Shells 
contain 0.8 to 0.94 per cent, of carbon, and, in addition, some of 
these have 0.94 to 2 per cent, of chromium. The firm of Holtzer 
showed in the Paris Exhibition a shell which pierced a steel 
plate 10 inches thick, and was found, nearly 800 yards from the 
plate, entire and without ilaw, its point alone being slightly 
distorted. Compound armour plate with steel face, which face 
contains 0.8 per cent, of carbon, is, however, more difficult to 
pierce than a simple plate of steel. 

Lastly, reference must be made to the highly carburised steel 
used for the manufacture of dies. Such steel should contain 
0.8 to I per cent, of carbon and no manganese. It is usual to 
water-harden and temper it to a straw colour, and a really good 
die will strike 40,000 coins of average dimensions without being 
fractured or deformed, but if the steel contain 0.1 per cent, too 
much carbon, it would not strike 100 pieces without cracking, 
and if it contained 0.2 per cent, too little carbon, it would pro- 
bably be hopelessly distorted and its engraved surface destroyed 
in the attempt to strike a single coin. 

The above examples will be sufficient to show how diverse are 
the properties which carbon confers on iron, but, as Faraday said 
in 1822, "it is not improbable that there may be other bodies 
besides charcoal capable of giving to iron the properties of steel." 
The strange thing is that it is not known with any certainty 
whether, in the absence of carbon, other elements do play the 
part of that metalloid in enabling iron to be hardened by rapid 
cooling. Take the case of chromium, for instance ; chromium- 
carbon steels can, as is well known, be energetically hardened, but 
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Busek* has asserted that the addition of chromium to iron in the 
absence of carbon does not enable the iron to be hardened by 
rapid cooUng. Probably by employing the electrical method of 
heating adopted by Pepys a decision will be arrived at as to the 
hardening properties of elements other than carbon. 

A few words must be devoted to the consideration of the 
colours which direct the artist in tempering or reducing the 
hardness of steel to any determinate standard. The technical 
treatises usually give, not always accurately, as Reiser f has 
shown, a scale of temperature ranging from 220° to 330°, 
at which various tints appear passing from very pale-yellow 
to brown-yellow, purples, and blues to blue tinged with 
green, and finally to grey. Barus and Strouhal point out X 
that it is possible that the colour of the oxide film may afi'ord 
an indication of the temper of steel of far greater critical sen- 
sitiveness than has hitherto been supposed. It is, however, at 
present uncertain how far time, temperature, and colour are 
correlated. 

That the colours produced are really due to oxidation was 
shown by Sir Humphry Davy in i8i3,§ but the nature of the 
film has been the subject of much controversy. Barus points 
out that "the oxygen molecule does not penetrate deeper than a 
few thousand times its own dimensions," and that it probably 
passes through the film by a process allied to liquid diffusion. 
The permeable depth increases rapidly with the temperature until, 
at an incipient red heat, the film is sufficiently thick to be brittle 
and liable to rupture, whereupon the present phenomenon ceases 
or is repeated in irregular succession. 

Summary. — Looking back over all the facts dealt with in 
this chapter, it will be evident that two sets of considerations are 
of special importance — (i) those which belong to the relations of 
carbon and iron, and (2) those which contemplate molecular 
change in the iron itself. The first of these has been deliberately 
subordinated to the second, although it would have been possible 
to have written much in support of the view that carburised iron 
is an alloy of carbon and iron, and to have traced with Guthrie 
the analogies which alloys, in cooling, present to cooling masses 
of igneous rocks. This view has been developed with much 

* iStahl und Eisen, vol. ix. (1889), p. 728. 

t Das Harten dee StaJdes, p. 78 (Leipzig, 1881). See also LcBwenheiz, 
Zeitschrift fur Instrwmentenkunde, vol. ix. (1889), p. 322. 

X BuU. 'U.S. Geo. Survey, No. 27 (1886), p. 51. 

§ Sir Humphry Davy, Thomson's Ann. Phil., vol. i. (1813), p. 131, quoted 
by Turner, Proc. Phil. Soc Birmingham, vol. vi. (1889), part 2. 
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ability by Howe,* who even suggests mineralogical names such as 
" cementite," " pearlyte," and " ferrite " for the various associa- 
tions of carbon and iron. 

Such analogies present considerable interest, but the possi- 
bility of molecular change in the iron itself, which results in its 
passage into a distinctive form of iron, is at present the morj 
important subject for consideration, not merely in relation to 
iron, but as regards the wider question of allotropy in metals 
generally. 

Many facts noted in spectroscopic work will, as Lockyer ha.? 
shown, have indicated the high probability that the molecular ■ 
structure of a metal like iron is gradually simplified as higher 
temperatures are employed. These various simplifications maj 
be regarded as allotropic modifications. 

The question of molecular change in solid metals demand* 
continued and rigorous investigation. It is well known what 
impoi-tant discoveries have been made in chemistry by the recog- 
nition of the fact that the elements act on each other in accordance 
with the great law of Mendeleef , which states that the properties 
of the elements are periodic functions of their atomic weights. 
There is little doubt but that it will be shown that the relation 
netween small quantities of elements and the masses in which 
they are hidden, is not at variance with the same law. It has 
elsewhere been shown that this may be true, by a study of the 
efiect of small quantities of impurity on the tenacity of gold, and 
the probability that it may prove true in the case of iron has also 
been dealt with in the previous chapter. 

The future of steel will depend on the care with which the 
nature of the influence exerted by various elements on iron is 
investigated, and by ascertaining the thermal treatment to which 
it may most suitably be subjected. 

Is it not strange that so many researches should have been 
devoted to the relations between carbon, hydrogen, and oxygen in 
organic compounds, so few to the relations of iron and carbon, 
and hardly any to iron in association with other elements ? The 
reason for the comparative neglect of metak as subjects of re- 
search arises from the belief that methods which involve working 
at high temperatures are necessarily inaccurate, but the school of 
Ste. Claire-Deville has shown that they are not, and there are 
signs that our traditional love for the study of metals is reviving. 

* Engineering and Mining Journal, vol. xlvi. (1888), p. 131. See also 
The Madlwrgy of iSted, vol. i. (New York, 1890), p. 165. 
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CHAPTEE V. 

FUEL. 

Classification of Fuel. — The term fuel is applied to sub- 
stances that may be burned by means of atmospheric air with 
sufficient rapidity to evolve heat capable of being applied to 
economic purposes. Only those substances that contain a large 
proportion of carbon and hydrogen can be used economically. In 
some cases the products of combustion are used for effecting 
metallurgical reactions ; in most cases, however, the fuel is con- 
sumed simply for the sake of the heat generated. 

Fuels may be of ancient or modern origin, and may be divided 
into two classes — (I.) Natural fuels and (11.) Prepared fuels. 

The first class includes — (i) wood and the various kinds of 
mineral fuel, (2) turf or peat, (3) lignite, (4) bituminous coal, and 
(5) anthracite. Besides these, various liquid hydrocarbons, such 
as petroleum, are found in sufficient quantity to render their 
employment possible on a large scale. At Pittsburgh in Penn- 
sylvania, and at other localities in the United States, combus- 
tible gas occurs naturally, and is largely used for metallurgical 
purposes. 

The second class includes — (i) compressed fuels, which are com- 
posed of more or less pulverulent material consolidated into 
bricks, with or without cementing agents ; (2) dried fuels, or 
those in which the water and a certain proportion of the more 
volatile constituents have been expelled by heat, examples being 
afforded by wood, lignite, and peat ; (3) carbonised fuels, such 
as coke and charcoal ; and, lastly, (4) liquid and gaseous fuels, 
obtained (a) by the distillation, partial or entire, of natural fuels, 
or (b) by their incomplete combustion. 

The value of all these fuels depends upon the amount of carbon 
and hydrogen they contain. The majority of them contain 
oxygen, nitrogen, sulphur, and phosphorus, as well as a certain 
amount of inorganic material which ultimately forms the ash. 
The amount and nature of this ash is of great importance, and it 
wiU be evident that, if the fuel can be deprived of its ash-giving 
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constituents by treatment before combustion, its value will be 
greatly increased. The hydrogen that is in excess of the quantity 
required to form water with the oxygen in the fuel is alone avail- 
able for combustion, and is termed the disposable hydrogen. The 
remainder of the hydrogen is regarded as being already in com- 
bination as water, and may be viewed as an actual source of loss, 
because this water has to be vaporised when the fuel is burned. 
Cellulose (OgHijOj) contains no disposable hydrogen, whilst cannel 
coal contains a considerable quantity. 

The temperature at which fuels kindle varies considerably, 
since an initial temperature is required before combustion is 
eflfected. Slow oxidation may, it is true, take place at ordinary 
temperatures, but in metallurgical practice it is only compara- 
tively rapid combustion that is really useful. Extreme density 
and, on the other hand, great tenuity equally hinder inflamma- 
bility. For the former reason, anthracite, diamond, and graphite 
are ignited with great difficulty. Fuels richest in hydrogen are 
the easiest to light, the inflammability of resinous wood and of 
bituminous coal being due to this fact. Combustible gases, 
however, do not ignite below a cherry-red heat, on account of 
the extreme dispersion of their molecules.* The inflammability of 
vegetable charcoal depends upon the temperature at which it i.s 
prepared. Thus, when wood is ■ carbonised at 300° to 400°, the 
charcoal ignites at 360°; and when a temperature of 1200° to 
1300° has been employed, ignition cannot be effected below 600° 
to 800°. This is due to the fact that the hydrogen i.': driven off 
almost entirely at the higher temperatures. Peac ignites at 
225° ; pine wood at 295° ; ordinary coal at 325°, the melting- 
point of lead ; coke, anthracite, hydrogen, and carbonic oxide at 
a dull-red heat. 

The length of flame given by fuel in burning is so important 
that coals have advantageously been classed as " long-flaming " and 
" short-flaming." Certain fuels disengage at the moment of 
combustion a large proportion of volatile matter, and these con- 
stitute the long-flaming varieties. The manner in which the fuel 
is burned, however, has a great effect upon the flame. Charcoal, 
for example, if burned with free access of air, merely glows ; but 
if burnt with a limited supply of air in a thick layer so arranged 
that the products of combustion from the lower portion pass 
through the upper, carbonic oxide will be formed, which will 
burn with a blue flame. The volume of the flame depends, 
amongst other conditions, upon the velocity of the current of ai" 

* Frankland, Phil. Mag., vol. xxxvi. (1868), p. 309. 



122 AN INTRODUCTION TO METALLURGY. 

by which the combustion is eflfected, the volume decreasing as the 
velocity rises. 

Calorific Power. — The calorific power of a fuel is the total 
heat generated by the combustion of a unit of weight of the 
fuel. The heat is measured in two ways, either by the number of 
units of weight of water raised i°, or by the number of units of 
water evaporated. The latter method, which was proposed by 
Professor Ilankine, gives numerical results 537 times less than the 
former. In expressing the calorific power of a fuel, the amount 
of heat generated on the combustion of carbon to carbonic 
anhydride is i;akeu as the standard of comparison. This calorific 
power of carbon is expressed by the number of parts by weight 
of water capable of being heated from 0° to 1° by the combus- 
tion of one part by weight of carbon. It is found by direct 
experiment to be 8080 units. The unit of heat varies with the 
thermometric scale and the unit of weight employed. The unit 
most largely adopted, the metric unit or calorie, is the quantity 
of heat required to raise i gram of water from 0° to 1° 0. ; 
whilst the British thermal unit is the amount of heat required to 
raise i lb. of water one degree Fahr. Thus i calorie = 3.96832 
British units, and i British unit = 0.251996 caZorie. Expressed 
in equivalent foot-pounds, i calorie = 1390. 

For experimentally determining the calorific power of a fuel, a 
calorimeter is employed. Count Eumford's calorimeter con- 
sisted simply of a vessel, filled with water, containing a worm-pipe, 
through which the products of combustion passed from a funnel 
outside. In this way they imparted their heat to the water, 
whose rise in temperature was noted. All calorimeters are 
similar in principle to Rumford's. In the more modern instru- 
ments, however, the vessel in which the combustion takes place 
is entirely surrounded by water and by an air jacket.* 

If a fuel consists only of carbon and hydrogen, its calorific 
power may be calculated by multiplying the weight of each of 
the elements in one part of the fuel by their respective calorific 
powers as found by experiment. For example, a fuel consists of 
85.71 per cent, of carbon and 14.29 per cent, of hydrogen. 
What is its calorific power 1 The calorific powers of carbon and 
hydrogen are respectively 8080 and 34,462 calories, and 
85.71 X 8080= 692536.80 
14.29x34462= 492461.98 

1184998.78 

* On calorimeters, consult Ganot's Physics; Watts' Dictionary of 
Chemistry ; Zek. anal. Chem., vol. xxiii. p. 453 ; Journ. Sac. Chem, Ind., 1886, 
p. 63s ; F. J. Rowan, ibid., 1888, p. 195. 
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which is the heat evolved on the combustion of loo parts of 
the fuel. This divided by loo gives 11,849.98 calories as the 
calorific power of the fuel. So simple a case as this is rarely 
met with, it being usually necessary to determine the amount of 
disposable hydrogen in the fuel, and to multiply the result by 
34,462. 

Scheurer-Kestner* has shown that carbon in combination 
develops more heat than carbon in the form of charcoal. Con- 
sequently the calculated values of the calorific powers of coals 
are, as a rule, too low. In order to obtain results approxi- 
mating more closely to the truth, it is advisable to employ for 
carbon the calorific power of 9000 instead of 8080, and for 
hydrogen 30,000 instead of 34,462 calories. Even this correction 
does not apply to certain bituminous lignites, and actual experi- 
ment is the only safe guide for commercial purposes. 

Calorific Intensity. — The calorific intensity, or pyrometric 
efiect of a fuel is the highest temperature which the fuel is 
capable of producing when burnt in air. . Measurements of 
calorific intensity are based on the fact that the heat produced 
by combustion is transferred to the product of combustion, and 
it' may be determined by calculation on the assumption that the 
calorific intensity of a simple combustible body burnt in oxygen 
is equal to its calorific power divided by the product of the 
relative weight of its products of combustion and the specific 
heat of those products, or, expressed as an equation, 

,0 WxO 
t = . 

W X c 

where W represents the weight of the substance, C the calorific 
power of the substance, w the weight of the product of com- 
bustion, and c its specific heat. For example, the calorific in- 
tensity of carbon burnt to carbonic anhydride in oxygen, is^ 

12 X 8080 
7 ; r = 10015 . 

(I2 -I- 32) X 0.22 •* 

The calorific intensity of carbonic oxide burnt to carbonic anhy- 
dride is — 

28 X 240-2 zr - o 

(28-f i6)x 0.22 ^^ 
If the substance is a mixture, the weights and specific heats of 

* Eevue scientifiqiie, 1888 ; translation in Journ. Soc. CJiem. Ind., 1888, 
p. 6ts; Bull, de la Soc. induatrielle de Mulhouse, 1875, p. 241 ; Comptes 
Mendas, vol. Ixvi. pp. 1047, 1220 ; vol. Ixvii. pp. 6S9, 1002 ; vol. Ixviii. p. 608 ; 
vol. Ixix. p. 412. 
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the various products of combustion must be introduced. In de- 
termining the calorific power of hydrogen, the water obtained 
is assumed to be in the liquid state. In determinations of the 
calorific intensity, however, the water is in the form of gas. 
From the calorific power, therefore, must be subtracted the 
amount of heat which would be given out on cooling the steam 
to o°. For one part of water at ioo° this would be 537 calories. 
Again, in raising the product of combustion from 0° to t°, a 
greater amount of heat will be needed to raise it the first 100° 
while that product is liquid than would have been required if 
it had been gaseous. These two amounts of heat are in the 
proportion of the specific heats of steam and water, that is, as 
0.4805 is to I. Hence the extra quantity of heat to be added 
to the 537 calories is (1 — 0.4805) 100, or 51.95 calories. The 
calorific power must, therefore, be decreased by (51.95 + S37) 9, 
or 5300.5 calories, since 1 part of hydrogen yields 9 parts of 
water. Hence the calorific intensity of hydrogen is — 

IX (34462 -5300.5) ^ g^ o_ 
9 X 0.4805 

The calorific intensity is merely a theoretical quantity, as it is 
based on the assumptions that the products of combustion of 
the fuel have constant spe.cific heats for all temperatures, and that 
they absorb all the heat produced. Neither of these assump- 
tions is true, inasmuch as the specific heats of gases generally 
increase with the temperature, and as there is also a consider- 
able amount of heat lost by conduction and by radiation, &iA 
dissociation limits the temperature. The computation of calorific 
intensity has consequently but little commercial value. 

The calorific intensity of a fuel may be found by direct experi- 
ment by means of pyrometers. These are thermometers so con- 
structed as to measure high temperatures. 

Pyrometry. — This term is applied to the measurement of high 
temperatures. It is not possible, it is true, to attain as accurate 
measurements of high temperatures as it is of low ones by the aid of 
thermometers ; nevertheless, very precise determinations have been 
made, and, as the measurement of high temperatures is of great 
importance in metallurgy, some attention must be devoted to the 
principles on which pyrometry is based. 

Weinhold* has thus briefiy set forth the principles on which 
pyrometers have been constructed : — 

* Pogg. .Ann., vol. cxlix. (1873), P- 186. 
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I. Change'' in the volume of 

bodies — 
(a) Contraction of a solid 

body ; 
(5) Expansion of solid bodies, 

or of gases. 

2 Change in the physical state 

of bodies. 

3 Conduction of heat by solid 

bodies. 



Itadiation of heal. 

Production of thermo-electric 
currents. 

Change in the electrical resist- 
ance of conductors. 

Calorimeter methods. 

Dissociation of chemical com- 
pounds. 



Carl Barus * has given the following more extended classification 
in an admirable treatise on the thermo-electric measurement of 
high temperatures : — 



1. Dilatation of solids — 

(a) A single solid ; 

(b) Two solids acting differ- 

entially. 

2. Dilatation of liquids. 

3. Dilatation of gases — 

(a) Expansion measured in 

volume, manometri- 

cally ; 
(6) Expansion measured in 

pressures, manometri- 

cally ; 

(c) Expansion measured in 

volume, by displace- 
ment. 

4. Vapour tension. 

5. Dissociation. 



6. Fusion. 

7. Ebullition. 

8. Specific heat. 

9. Heat conduction. 
Heat radiation. 
Viscosity — 

(a) of solids ; 

(6) of liquids ; 

(c) of gases. 
Spectrophotometry and colour. 

Rotary polarisation. 
Acoustics (wave length). 

14. Thermo-electrics. 

15. Electrical resistance. 

16. Magnetic moment. 

17. Miscellaneous. 



lo. 
II. 



13' 



This classification shows that almost every thermal phenomenon 
has been utilised for pyrometry. It is especially necessary for 
the student to know what appliances afibrda means of estimating 
high temperatures with sufficient accuracy for the ordinary 
purposes of a metallurgical works, and are at the same time 
sufficiently durable to withstand rough usage. For delicate 
investigations there are several instruments that can safely be 
adopted. These will be described subsequently. 

The simplest methods are undoubtedly grouped in class 6 of 
Barus " fusion." For instance, the insertion of a fragment of metal 
of known melting-point in the locality whose temperature is to be 
tested will often afford at once the required information. Thus, 
the temperature of the hot blast may be capable of melting a rod 
of lead (melting-point 335°), though it may fail to melt a similar 
rod of zinc (melting-point 412°). A strip of pure silver will just 

* Bulletin of the United States Geological Survey, No. 54, Washington, 
1889. This contains an exhaustive bibliography of pyrometry. 
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melt at a temperattire at which zinc boils, and this has been 
accurately determined as being 942°, and it follows, therefore, 
that a temperature which will just melt pure silver may safely be 
taken to be under 950°. 

Many appliances, notably such as that devised by Weinhold,* 
may be purchased, the action of which depends upon the method 
of mixtures (No. 8 in Barus' scheme). In such appliances a 
" carrier " of platinum, iron, or clay transfers heat from the 
furnace to a known weight of water, the increase in temperature 
of which affords a means of calculating the unknown temperature. 
The method of mixtures has even been applied to gases. The hot 
blast supplied to a furnace is cooled with a known amount of cold 
air, of which the increase in temperature may easily be ascer- 
tained by means of an ordinary thermometer, and the temperature 
of the hot blast calculated. 

Por rapid determinations of high temperatures in works the 
pyrometer of Carnelly and Burton f (class 9 of Barus) may 
advantageously be used. It is cheap, and does not readily get 
out of order ; moreover, when once placed in position, it requires 
little or no manipulation except the reading off of a couple of 
thermometers and a reference to a table. The principle on which 
it is based is as follows : — If a current of water of known tem- 
perature be allowed to flow at a constant rate through a coiled 
metallic tube, placed in the space the temperature of which is 
required, then the increase in the temperature of the outflowing 
water will be greater the higher the temperature of the space. 

Fig. 44 illustrates the form of the new pyrometer and the 
method of using it. A is a coil of copper tubing placed in the 
space, M, of which the temperature is required. A current of 
water flows from the cistern 0, through the coil A, into the glass 
tube B, and out at the nozzle f. The tube F attached to the 
water-main, feeds the receptacle at sucharate as to maintain asmall 
but continual overflow through the tube G, which is connected 
with the waste-pipe. In this way a uniform head of water is 
obtained, so that the current flows through the coil at a constant 
rate. The eflluent branch of the copper coil projects such a 
distance into the tube B, that the issuing water flows directly on 
to the bulb of the thermometer D. The two thermometers, E 
and D, serve to determine the temperatures of the inflowing and 
outflowing water. They are graduated to ^°, so that tempera- 
tures can easily be read off to J^". The copper tube has an 

* Fogg. Ann., vol. czlix. p. 209. 

t Journ. Ohem. Soc., vol. xlv. (1884), p. 237. 
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internal diameter of 6 millimetres. The coil, which has five 
complete turns, is 8 centimetres high, and has an external dia- 
meter of 8 centimetres. The head of water in the receptacle 0, 
above the outflow f, was 20 centimetres in the inventors' experi- 
ments, the average flow of water at a temperature of 80° being 
813 cubic centimetres per minute measured at a temperature 
of 10°. 
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Fig. 44. 



From a number of experiments made for the purpose of 
graduation, Carnelly and Burton deduced a mean curve showing 
the relation between the temperature of the furnace and the in- 
crease in temperature of the efliuent water. When once the 
pyrometer is placed in position in any given furnace, a certain 
increase in the temperature of the effluent water will always 
indicate to the operator that a desired temperature has been 
reached, independently of any knowledge of what that particular 
temperature may be as measured on an ordinary thermometric 
scale. Each instrument and every variation in the head of water 
will of course require a distinct table; but when once the 
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instrument is fixed, and supplied with a constant head of water, 
one table will be all that is necessary. As, however, in most 
metallurgical operations the actual temperature in so many 
degrees is not necessarily required, it will be sufficient for the 
workman to know the increment in temperature of the out- 
flowing water, and he would soon accustom himself to represent 
all the different states of the furnace in terms of this increment. 
The Siemens electrical pyrometer* (class 15 of Barus) occupies an 
intermediate position between the appliances that are specially 
useful for industrial purposes and those which are adapted for 
scientific research. The measurement of temperatures by this 
instrument depends on the increase which takes place in the 
resistance offered by a metallic conductor to the passage of an 
electric current when the conductor is heated, add on the law, 
that when two branches, or conductors, are substituted for a 
single conductor in part of a circuit through which an electric 
current is passing, the intensities of the separate currents in the 
two branches will be inversely proportional to the resLstance 
offered by each branch. Excellent as the Siemens electrical 
pyrometer is for certain purposes, it is an expensive instrument, 
and, as the resistance of platinum varies with continued heating, 
the instrument has been said to deteriorate after long usage. 
On the other hand, in an admirable monograph on the practical 
measurement of temperature,| H. L. Callendar states that a 
standard for measuring temperatures should always give the 
same indications at the same temperature, should be free from 
secular change of zero, and should possess the widest possible 
range. The results of his elaborate experiments at moderate 
temperatures have led him to the conclusion that the self-con- 
sistency of the platinum pyrometer has been abundantly verified 
in all the experiments undertaken with it. If the wire is pure 
to start with, and care is taken not to alloy it with silicon, carbon, 
tin, or other impurities, and to subject it to strain (such as in- 
crease of length), its resistance is always the same at the same 
temperature. 

The optical pyrometer of Mesurfe and Nouel | has been tested by 
the author, and may also be recommended for approximate detor- 
minations. It belongs to class 12 of Barus, and depends on the 
partial rotation of polarised light by a quartz plate. The rota- 
tion varies with the intensity of the light ; and, as this can be 

* Drawings of this pjrometer are given by Percy, i^t.e^i875), p. 176; 
Galloway, Fuel (1880), p. 78. 

t Flid. Trans. (A), vol. clxxviii. (1888), p. 161. 
J Iiidustriex, vol. vi. (1889), p. 331. 
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measured, the temperature of the substance which emits the 
light can be determined. In the instrument a quartz plate is 
placed between the polarising and analysing prisms, the latter 
being turned until a definite neutral tint between green and red 
is produced. The angle is measured, and the corresponding tem- 
perature derived from a table.* 

For really accurate measurements in scientific research the fol- 
lowing methods may safely be adopted : — 

(i) The modification of the air thermometer devised by De- 
ville and Troost, and (2) the thermo-electric method perfected by 
Le Chatelier. With regard to the former of these, modifications 
of the air thermometer in which glass bulbs were replaced by metal 
were adopted by Prinsep and others early in the present century. 
The great advance Deville and Troost made was the substitution 
of bulbs of porcelain for those of metal. The following is an 
outline of their experimental method : — 

Their apparatus consists of a globular flask of Bayeux porce- 
lain of 280 or 300 cubic centimetres capacity, with a neck 
1 1 centimetres long and 4 millimetres in internal diameter. A 
quantity of iodine is put into the flask, and the neck is nearly 
closed by a small plug of porcelain, which lies loosely in the open- 
ing. "When the flask is now exposed to a high temperature, the 
iodine is vaporised, and the greater part escapes by the neck, 
driving out at the same time nearly the whole of the aii'. After 
the flask has been exposed for about twenty minutes to the tem- 
perature that is to be measured, the flame of an oxy-hydrogen 
blowpipe is allowed to play for an instant on the porcelain plug 
lying in the neck ; the plug is thus melted, and closes the flask 
hermetically. When cold the flask is cleaned and carefully 
weighed ; the end of the neck is broken under boiled water or 
mercury, and the flask is weighed, together with the water or 
mercury which enters ; it is then completely filled with water or 
mercury and weighed again ; lastly, the flask is weighed when 
empty. From the weights thus obtained it is easy to calculate 
the capacity of the flask and the volume of the residual air, that 
is, air which has not been expelled by the iodine vapour. The 
first weighing gives directly the excess of weight of the flask and 
iodine vapour over that of the empty flask. The observations 
which require to be made in each experiment are the follow- 
ing:— 

* Descriptions of pyrometers for measuring hot-blast temperatures will 
be found in Journ. Iron and Steel Inst., 1884, pp. 195, 240; 1885, p. 325 ; 
1886, p. 207; 1888, No. 2, p. no; Proc. Inst. M.E., 1852, p. 53; Journ. 
Soc. C'hem. Ind., 1885, p. 40. 
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Temperature of the balance . . f 
Pressure of the atmosphere . . h millimetres 
Excess of weight of sealed flask 
and iodine vapour at end of ex- 
periment over that of the empty 

flask i grms. 

Capacity of flask . . . . v cubic centimetres 
Residual air o ,. » 

In order to be able to calculate the exact temperature at vjrhich 
the flask was sealed the following constants are necessary : — 

Weight of I c.c. air at o° and 760 mm. pressure = 0.001293 gim. 

Density of iodine vapour referred to air as unity = 8.716 grms. 

Co-eflicient of expansion of air for 1° C. . . = 0.00366 grm. 
Co-efficient of cubical expansion of the porcelain 

for 1° C = 0.0000108 „ 

The required temperature may then be calculated in the follow- 
ing manner :— 

Let I^ = /(^-'^)°-°°i^93 h A ^^^^^ ^^^^j ^^j j^^ ^^ .^^^^^ 
V(i -f 0.00366 <) 760 / 

vapour contained in the flask at the moment of sealing ; then 

I^^^ (i +0.00366 T) 760 _ J 

0.001293 X 8.716 h 

will be the volume of the vapour at the same moment ; but 

T a(i + 0.00366 T) 760 / , o m\ 

I. + A ^ ' ' — = -yl I +0.0000108 T), 

(1 + 0.00366 t) h ^ ' 

and from this equation, in which T, the temperature required, is 
the only unknown quantity, its value is easily found. 

Owing to the belief that the molecule of iodine undergoes dis- 
sociation at high temperatures, this method has been modified, 
atmospheric air being used in place of iodine. 

Barus has devised a form of appliance which he considers to be 
superior to that used by Deville for determining the boiling-points 
of metals. As shown in Fig. 45, it consists of a glazed tube of 
porcelain, d, passed through a hole in the base of a crucible, a. 
The zinc or other metal whose boiling-point is to be determined 
is shown at h. In this case a thermo-couple is used as a pjn^o- 
meter, and it is inserted into the porcelain tube d. A reducing 
atmosphere of gas may be introduced through the tube h. The 
whole is enclosed in a Fletcher gas furnace, F. Gas enters 
through A, and the products of combustion escape at T). 

The most trustworthy thermo-electric pyrometer is that devised 
in 1886 by Le Chatelier, who has greatly improved the appliance 
which had been used by previous experimenters. As early as 
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1836 Pouillet* suggested the use of an iron-platinum couple for 
measuring high temperatures. Solly, in 1841, suggested the 
employment of a copper-iron couple, and Joule, between the 




Figs. 45. 



years 1843 and 1859, actually used such a couple in some memor- 
able researches. Becquerel t made great advances in pyrometric 
measurements, and obtained trustworthy results with couples of 
platinum and palladium, but Le Chatelier J has pointed out that 
couples of platinum with iron or palladium are not satisfactory, as 
it is impossible to render these metals sufficiently homogeneous. 
In 1 886 this distinguished physicist adopted a couple consisting 
of platinum and platinum alloyed with 10 per cent, of rhodiimi. 
The arrangement he proposed has already been described ; but the 



* Comptes Bmdm, vol. iii. (1836), p. 782. 
t Ann. de Ohim., vol. Ixvjii. (1863), p. 49. 
t Bull. the. Ohim. Paris, vol. ilvii. (1886), p. 2 ; 
vol. vi. (1887), p. 23. 
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diagram, Fig. 38, shows the couple arranged for determining the 
temperature of a cooling mass of steel in a research to which 
reference has been made in Chapter IV. of this volume. 

The deflections of the galvanometer may be converted intO' 
thermometric degrees by Tait's formula — 

E = A(T.-T„) + B(T/-T„^), 

in which E is the electro-motive force in terms of the absolute 
temperature T, and T„ of the two elements of the couple. It is 
only necessary to introduce into this formula the values of E 
coixesponding to two fixed points, in order to determine th& 
co-efficients A and B, and to construct a table of ordinary tem- 
peratures corresponding to each millimetre of the scale. L© 
Chatelier, however, showed that the second term of the equation 
(a parabola) ceased to be of importance with the platinum, plabi- 
num-rhodium couple for high temperatures, and that between 
300° and 1200° the equation becomes approximately that of a. 
straight line : 'E = a + bt, 

in which E is the electromotive force, t the observed temperatiu?e^ 
and a and b numerical co-efficients.* 

The graduation, in thermometric degrees, of the scale traversed 
by the spot of Ught is efiected by heating the couple in proximity 
to substances of known melting-points, and fortunately these are^ 
more numerous than is generally supposed. Volatile metals must,. 
however, be avoided, as their vapours combine with the platinum 
and destroy it. Some years ago, Carnelly t determined the melt- 
ing-points of certain substances by the method of mixtures, and 
used them, when enclosed in capillary tubes of glass, to ascertam 
at what temperatui-es substances of unknown melting-points- 
actually fuse. Le ChateUer J has since tested, with the aid of his. 
thermo-couple, the accuracy of Carnelly's experiments, and has 
obtained in many cases very concordant results, as is shown in 
the following table : — 

* For a further development of this formula, see Osmond, Transforma- 
tions du Fer et du Oarhone (Paris, i888), p. 16. 

+ Journ. CJiem. Soc, vol. xxxiii. (1878), pp. 273, 281 ; vol. xiv. (1884)^ 
P- 237- 

J Bidl. Soc. Ohim. Paris, vol. xlvii. (1887), p. 300. 
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Potassium chloride 

Sodium „ 

Calcium „ 

Barium „ 

Tin(SnCl2) „ 

Sodium carbonate 

Barium „ 

Potassium „ 

Sodium sulphate 

Barium nitrate 

Potassium sulphate 

Potassium bichromats .... 

Sodium phosphate 

Potassium chlorate 

Cuprous sulphide 

Pure white pig-iron 

Grey pig-iron 

Grey forge pig-iron 

Nickel 


740° 

775 

7SS 

847 

840 

810 

795 
88s 
867 
592 

lois 
975 
957 
370 

1 100 

"35 
1240 
1220 
1420 


734° 
772 

7'9 
772 
812 
814 

834 
861 

359 



The melting-points of silver, 945°, of gold, 1045°, and of palla- 
dium, 1500°, may be conveniently remembered in connection with 
the above table. 

The student is thus placed in possession of a number of melting- 
points which may safely be trusted. 

I. Natueal Fuels. 

I. Wood. — When dry, wood consists of 96 per cent, of woody 
tissue (cellulose, CgHj^Oj) and 4 per cent, of sap. A small pro- 
portion of inorganic matter is also present, and, when recently 
felled, all wood contains a large proportion of water. The mean 
composition of well-dried wood is— 

Carbon. Hydrogen. Oxygen. Nitrogen. 

50.0 ... 6.0 ... 42.0 ... 2.0 

or, roughly, 50 per cent, of carbon and 50 per cent of chemically 
combined water. Air-dried wood contains 40 per cent, of carbon, 
40 per cent, of chemically combined water, and 20 per cent, of 
hygroscopic water. The proportion of ash-giving constituents 
varies from 1.2 to 2.3 per cent., the average percentage being 1.5. 
The ash consists of about 70 per cent, of calcium carbonate, 
20 per cent, of alkaline carbonates, together with varying amounts 
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of alkaline sulphates and chlorides, silica, phosphoric anhydride, 
magnesia, ferric oxide, manganous oxide, and alumina. The 
specific gravity of wood varies considerably. Air-dried woods, 
with 20 per cent, of moisture, having a specific gravity of more 
than 0.55, are classed as hard ; with a lower specific gravity they 
are classed as soft. After the air has been completely expelled 
from the pores of the wood, the specific gravity is in all cases 
nearly the same, varying only from 1.48 to 1.53. The calorific 
intensity of wood is small, but its combustibility and the amount 
of flame it gives are very great. The large percentage of hygro- 
scopic water renders wood unsuitable as a fuel in cases where 
high temperatures are required, and the rapid demolition of 
forests tends to increase its cost. 

2. Peat. — Peat or turf is the product of the slow decay of 
plants under conditions in which the supply of air is limited. 
It is formed chiefly from the mosses Sphagnum and Hypnuin, 
with other plants. It may be classed, according to the localities 
where it has been produced, as highland and lowland peat, 
according to its age as recent peat, and as old peat with only 
traces of organic texture, and, lastly, according to the mode in 
which it has been extracted, as " cut peat " or " dredge peat." 

Peat deposits are widely distributed throughout the world. In 
Ireland it is estimated that the peat area is not less than one- 
seventh of the island. That of Great Britain covers six million 
acres, with an average depth of 1 2 feet. Extensive deposits are 
met with in Russia, where peat is of metallurgical importancs, 
in North Germany, Austria, and Scandinavia. 

The composition of peat is extremely variable, the proportion 
of water and of ash-giving constituents having so great an 
influence that it is almost impossible to estimate its average 
composition. The best air-dried peat still contains 25 pea- cent. 
of hygroscopic water. From numerous analyses, the composition 
of pure peat, exclusive of moisture, has been found to be as 
follows : — 

Carbon. Hydrogen. Oxygen. Nitrogen. 

49.61063.9 ... 4.7 to 6.8 ... 28.6 to 44.1 ... 0.0 to 2.6 

in which the ratio of the oxygen (with the nitrogen) to the 
hydrogen is as 5 or 6 : i. 

The mean composition of good air-dried peat is approxi- 
mately — 

Hygroscopic Water. Water. Hydrogen. Carbon. 

250 ... 28.S ... 1.5 ... 45.0 

The proportion of ash-giving constituents, however, varies from 
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I to 30 per cent, and more, being rarely below 10 per cent. The 
ash consists chiefly of lime, ferric oxide, and silica, together with 
phosphoric acid, sulphuric acid, and carbonic acid, and, in incon- 
siderable quantities, alkalies, alumina, and magnesia. Eaw peat 
also frequently contains iron pyrites. The high percentage of 
ash and of water, together with its bulk, are the main objections 
to the use of peat as fuel. For an equal evaporative power, its 
bulk is from 8 to 18 times that of coal. 

Numerous methods have been adopted for freeing peat from 
ash and moisture. They consist chiefly in the subdivitsion of the 
peat into minute fragments. These are washed, and dried, with 
or without compression. 

The calorific power of peat varies inversely as the amount of 
water and ash it contains. For peat without ash and water, the 
calorific power is 5237 calories, whilst for ordinary air-dried peat 
it does not exceed 3000 calories. 

The specific gravity of peat varies, with the proportion of ash 
and the mode of preparation, from 0.113 to 1.039. 

3. Lignite. — Brown-coal or lignite occupies an intermediate 
place between peat and true coals, there being no abrupt break 
in the compositions. Indeed, the transition from woody tissue to 
anthracite is gradual, as is well shown by the following tabular 
statement, in which the carbon is represented as a constant 
quantity : — 





Carbon, 


Hjdrogen. 


Oxygen. 




Wood 


ICO 


12.18 


8307 


Peat 


ICO 


9.8s 


55-67 


Lignite 


100 


8.37 


42.42 


Bituminous coal 


100 


6.12 


21.23 


Anthracite .... 


lOO 


2.84 


1.74 



{Percy.) 

The term lignite is used by British and American wiiters as 
synonymous with the brown-coal of the Germans. It is usually 
applied to those varieties of coal which are older than peat and 
more recent than the coals of carboniferous age. Many writers, 
however, erroneously confine the term lignite or brown-coal to 
coals of the Tertiary epoch. Four fairly distinct types of lignite 
may be distinguished — (i) Fossil wood, fibrous brown-coal, the 
lignite of the Germans, which has a distinct ligneous texture ; 
(2) Earthy lignite, without structure and earthy in fracture ; (3) 
Ccnchoidal lignite, without any distinct vegetable structure and 
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with a conchoidal fracture ; (4) Bituminous lignite, a black shiny 
fuel sometimes resembling anthracite, and having a conchoidal or 
earthy fracture. For metallurgical purposes, the first three types 
only are of importance, the fourth type being used more fre- 
quently as material for the production of tar than as a fuel. 

When recently raised from the mine, lignites contain as much 
as 33 per cent, of moisture, and even more. When air dried, 
however, they lose half this amount. The proportion of ash 
varies from 3 to 30 per cent. The ash contains lime, alumina, 
and silica, together with magnesia, some alkalies, and ferric oxide, 
and an appreciable quantity of sulphuric acid, but as a rule no 
phosphoric acid. The mean percentage composition of lignite is 
as follows : — 



Variety. 


Carbon, 


Hjdrogen. 


Oxyaen. 


1. Fibrous . 

2. Earthy . 

3. Conchoidal 

4. Bituminous 


57 to 67 
45 to 70 
65 to 75 
70 to 80 


5 to 6 

5 to 6 
4 to 6 

6 to 8 


28 to 37 
25 to 30 
21 to 29 
12 to 24 



Lignite burns with a long smoky flame. The calorific power 
vaiies considerably, the mean calorific power of the four varieties 
being — (i) 5000, (2) 5700, (3) 6500, and (4) 7000 cafoWes respect- 
ively. The value of lignite as fuel would thus appear to be con- 
siderable, but in practice complete desiccation is hardly attainable, 
and a high percentage of moisture is always retained. The only 
practical method of increasing the calorific power of lignite is by 
removing this moisture, and for this purpose drying in air, heat- 
ing in kilns, or compression has been atteSnpted with consider- 
able success.* 

4. Coal. — Coals, formed previously to the Cretaceous period, are 
distinguished from lignites by their deep-black colour, great den- 
sity, and friability. The fracture is more lamellar, the ligneous 
texture having disappeared. When subjected to dry distillation, 
they yield a greater amount of carbonaceous residue, and the con- 
densed products contain less water than is the case with fuels of 
more recent age. Coals contain very little water, and when dried 
at 100° they are considerably less hygrOiSCopic than wood and lig- 
nite. The specific gravity of pure coal, with a low percentage of 
ash, varies from 1.2 to 1.4, the density being in direct proportion 
to the percentage of carbon. A cubic yard of coal averages 

* Zincken, Physir'graplde der BraunJcolile, Hanover, 1867-71. 
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1 8 cwt. in weight. The proportion of coke left on distillation varies 
from 50 to 90 per cent., and the composition of coal varies within 
the following limits : — 

Carbon. Hydrogen. Oxygen. 

75 to 93 •• 6 to 4 ... 19 to 3 

With the oxygen is included i to 2 per cent, of nitrogen. In 

coals the ratio of the oxygen (with the nitrogen) to the hydrogen 

varies between the wide limits of i : i to 4 : r. 

Coals may be classified according to the length of the flame, and 
the character of the residue which is left when they are subjected 
to dry distillation. The old classification, based solely on the char- 
acter of the coke produced, divided coals into two classes, caking 
and non-caking, according as the coke produced formed a compact or 
pulverulent mass. Percy classed coal into three varieties — ( i ) non- 
caking or free-burning, rich in oxygen; (2) caking ; (3) non-caking, 
rich in carbon. This classification is based on the chemical com- 
position of the coals, and therefore on their calorific power. 
Gruner was led to adopt a more detailed classification, in which 
five types are di.'stinguished — 

(i) Non-caking Coals wilh Long Flam,es. — ^These coals, which 
mobt closely approach lignites, when subjected to dry distillation 
yield 55 to 60 per cent, of pulverulent coke, the evolution of vola- 
tile gases giving rise to a long smoky flame. The composition 
varies within the following limits : — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

75 to 80 ... 4.5105.5 ... 15.0 to 19.5 

the ratio of the oxygen to the hydrogen being 3:1, or 4:1. 
The calorific power varies from 8000 to 8500 calories, and the 
evaporative factor, or number of times its weight of water 
evaporated by a unit weight of coal from 6.7 to 7.5. Coals of 
this type are of common occurrence in Scotland, Derbyshire, and 
StafFotdshire. 

(2) Caking, Long-flame Gas-coal. — Coals of this type contain : — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

80 to 85 ... 5 to 5.8 ... ID to 14.2 

the ratio of the oxygen to the hydrogen being 2 : i, or 3 ; i. They 
yield on slow distillation 60 to 68 per cent, of caked, but very 
friable and porous, coke, and 32 to 40 per cent, of volatile matter, 
of which 17 to 20 per cent, is gas. The calorific power varies 
from 8500 to 8800 calories, and the evaporative factor from 7.6 
to 8.3. 

(3) Bituminous or Fv/mace Goal. — These coals are black, not 
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very hard; they burn with a smoky flame, at the same time 
softening and intumescing in the fire. They contain — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

841089 ... 5*05-5 ••• 5-5*0" 

the ratio of the oxygen to the hydrogen being 1:1. They yield 
68 to 74 per cent, of caked and swollen coke, and 15 to 16 per 
cent, of gas. The calorific power varies from 8800 to 9300 
calories, and the evaporative factor from 8.4 to 9.2. 

(4) Caking Coals with Short Flame. — These contain — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

88 to 91 ... 4.5 to 5.5 ... 5.5 to 6.5 

the ratio of the oxygen to the hydrogen being 1:1. They yield 
74 to 82 per cent, of caked and very compact coke, and 12 to 15 
per cent, of gas. The calorific power varies from 9300 to 9600 
calories, and the evaporative factor from 9.2 to 10. 

(5) Anthracitic Goals. — These burn with a short flame, and have 
the following composition : — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

90 to 93 ... 4 to 4.5 ... 3 to 5.5 

the ratio of the oxygen to the hydrogen being 0.5 : i. These 
coals form the transition to true anthracites. On coking, they 
yield 82 to 92 per cent, of pulverulent or fritted coke, and 12 to 
8 per cent, of gases. The calorific power varies from 9200 to 
9500 calories, and the evaporative factor from 9 to 9.5. Coals of 
this type are met with in South "Wales and in Pennsylvania. 

The percentage of ash yielded by the several varieties of coal 
ranges from i to 30, but seldom exceeds 7. The ash consists 
mainly of silica, with alumina, lime, magnesia, ferric oxide, and 
manganic oxide. Sulphuric acid is also frequently present ; but 
the proportion of phosphoric acid is usually inconsiderable. 

5. Anthracite. — This is the ultimate product of the conver- 
sion of vegetable matter into coal. Its colour is jet black, with 
a vitreous lustre ; its structure homogeneous, and its fracture 
conch oidal. 

The mean of a large number of analyses gave the following as 
the composition of true anthracite, free from ash : — 

Carbon. Hydrogen. Oxygen and Nitrogen. 

93 to 95 ... 2 to 4 ... 3.0 

The proportion of nitrogen varies from 0.55 to 2.85 per cent., and 
that of sulphur from 0.63 to i per cent. ; ratio, i : i to i : 0.5. 
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Anthracite burns almost without flame, and the carbonaceous 
residue remaining after distillation shows no signs of caking. 
The anthracite of Pennsylvania is employed on a large scale in the 
manufacture of pig-iron. In the United Kingdom this is not 
the case, as the anthracites will not stand a high temperature 
without disintegration. 

It must be borne in mind that " coal " is a popular rather than 
a scientific name, as it is frequently applied, not only to beds of 
fossilised vegetation, but to all mineral substances capable of being 
used as fuel. According to Fremy,* true coal may be distinguished 
from lignites by its insolubility in hypochlorites, and its very im- 
perfect solubility in nitric acid. 

Coals having widely different properties may be proved by 
analysis to contain exactly the same amounts of carbon, hydrogen, 
and oxygen, so that in the respective cases the grouping of these 
elements must vary greatly. Coals, in fact, may be isomeric. 

It is found that the calorific power of true coal and lignites 
increases with the proportion of coke left by distillation, and the 
student will do well to bear in mind that the calorific value of a 
coal may be better estimated by weighing the coke left after 
strongly heating the coal in a covered crucible than by calculations 
based on a chemical analysis of the sample. The class to which 
the coal belongs may also be best determined by this method of 
distillation in a closed vessel, which enables the relative amounts 
of water, bituminous matter, and coke to be ascertained. The 
method of coking in a covered crucible also gives valuable infor- 
mation as to the nature of the coke. 

6. Iiiquid Fuels. — Under the general term of petroleum is in- 
cluded a series of natural hydrocarbons. These usually occur in 
nature impregnating clay, marl, sand, and schist, sometimes suffi- 
ciently to render the rock combustible. The high percentage of 
ash in such fuels prevents them from being used direct, and, as a 
rule, renders it necessary to subject them to distillation, which 
yields tar products, oils, and gases. The so-called " Boghead 
mineral," a bituminous schist of the Scotch coal measures, jaelds — 

Ash. Fixed Carbon. Combustible Gases. 

19.60 ... 10.13 ■•• 70.10 

Cannel coal is a fuel of a similar character, but with a low per- 
centage of ash. It burns with a long smoky flame, and has the 
following percentage composition : — 

Carbon. Oxygen. Hydrogen, Ash. 

85.0 ... 8.0 ... 5.0 ... 2.0 

* Coniptes Sendus, vol. lii. (i86l), p. 114. 
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It yields 42 per cent, of volatile matter. The mineral jet is a 
bituminous lignite. When the bituminous constituents of these 
rocks occur in sufficient quantity, naphtha and petroleum springs, 
or deposits of solid asphalt, are formed. At Baku in the Caspia^i 
Sea, and in Pennsylvania, mineral oils are obtained in enormous 
quantities by means of deep bore-holes. The oil regions of Penn- 
sylvania alone have a productive area of 364 square miles, and 
the total output from 1859 to 1884 was 260,990,035 barrels, each 
of 42 gallons. 

Petroleum contains a very high proportion of hydrogen, which 
in the case of the solid bituminous materials may reach 15 per 
cent. On distillation, from crude petroleum a product is obtained 
containing 79 82 to 88.5 per cent, of carbon and 11.5 to 20.18 
per cent, of hydrogen. The boiling-point of petroleum varies 
from 110° to 280°, and the calorific power of the crude oil is 
10,000 calories, a calorific power which is greater than that of 
refi.ned oil. 

The oil is employed in .practice by burning it in a trough, by 
effecting its combustion in a spray or finely divided form by in- 
jecting it with a jet of steam or air, or by converting it into gas 
before combustion.* 

7. Natural Gas. — In the oil regions of Pennsylvania and of 
the adjoining States, natural gas issues from the strata at a depth 
of 500 to 2000 feet below the surface; and when bore-holes are 
sunk to the accumulated gas, it rises under a pressure of some 
200 lbs. per square inch. When first reached, the gas is some- 
times evolved at the enormous pressure of 1000 lbs. per square 
inch. Compared with air the gas has a density of 0.45 to 0.55, and 
varies in volumetric composition within the following limits : — 



CH,. 


H. 


N. 


CjHj. 


C,H4. 


COa. 


CO. 


60 to 80 . . 


,. 5 to 20 .. 


. 1 to 12 .. 


.. I to 8 . 


. . to 2 . 


.- 0.3 to 2 . 


.. trace 



It has a calorific power of 14,000 to 15,600 caZories, and a calorific 
intensity of 2745° to 2765°. Natural gas has long been used in 
Pennsylvania to a limited extent for heating purposes. Since 
1883, however, it has attained a remarkably rapid development 
for industrial purposes, and is now largely used in Pittsburgh in 
the blast furnace, and for other metallurgical purposes. 

The territory containing the source of natural gas includes a 
section of country extending from Western New York, through 
Pennsylvania, into West Virginia and Ohio. It is estimated that 

* On petroleum, consult Crew, Practical Treatise on Petroleum, Phila- 
delphia, 1887. 
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in 1884 as much as ;^292,ooo worth of coal was supplanted by 
natural gas, about two-thirds of this amount representing the 
consumption of the Pittsburgh district. The freedom of the gas 
from sulphur has been an important element in its metallurgical 
value.* 

II. Prepared Fuels. 

1. Compressed Puels. — Numerous attempts have been 
made to prepare a good fuel by mixing some binding material 
with small coal in proportions sufficient to enable the particles 
to cohere so as to be pressed into a block or briquette. Potato- 
meal, soluble glass, asphalt, and turpentine have been used as 
binding materials, but abandoned, whilst coal-tar, pitch, and even 
treacle have been successfully used for the purpose.j 

2. Dried Fuels, — The advantages derived from the expulsion 
of the water and a certain proportion of the more volatile consti- 
tuents of wood, peat, and Hgnite have already been pointed out. 

3. Carbonised Fuels. — On heating fuels without access of 
air, their constituents re-arrange themselves in the form of solid, 
liquid, and gaseous compounds. Por metallurgical purposes, the 
object of this operation is often only to obtain the solid consti- 
tuent, charcoal or coke, which consists of carbon with subordinate 
amounts of hydrogen, oxygen, and ash-giving constituents, and 
which has a high calorific intensity. At the same time, the by- 
products obtained during the carbonisation are frequently utilised. 
The carbonised fuels to be considered are — (a) charcoal and (6) 
coke. 

{a) Charcoal. — This name is given to the carbonised residue 
remaining after the dry distillation of wood. When wood is 
heated to 200° without access of air, it remains unaltered ; at 220° 
it becomes brown ; and at 270° to 300° it sufiers decomposition, 
torrefied wood (JRothholz) being formed. At 350° it is resolved 
into a fixed residue, or charcoal, and volatile products. Good 
charcoal prepared at a temperature of 350° to 400° retains the 
structure of the wood from which it was derived, the volume 
being less. It is black, porous, and burns without smoke, and, in 
separate pieces, without flame. The specific gravity of porous 
charcoal varies from 0.28 to 0.54 according to the nature of the 
original wood, and the temperature at which it was made. 

* On natural gas, consmt Phillips, Sep. Second Oeol. Surv. of Penn- 
sylvania ; Carnegie, Journ. Iron and Steel Inst., 1885, p. 168 ; Ashburner^ 
Travs. Amer. Inst. M.E., vol. xiv. p. 428. 

t Compare Preissig, Die Presshohlenindustrie, Fieilierg, 1888. 
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Charcoal prepared at 350° is considerably lighter tha;n that pre- 
pared at the melting-point of platinum. Hard woods give a 
dense and heavy charcoal, whilst soft woods give soft and friable 
charcoal. The chemical composition also varies considerably, the 
percentage composition of charcoal prepared at 340° (I.), and at 
the melting-point of platinum (II.), being as follows : — 



Carbon. 


Hydrogen. 


Oxygen and Nitrogen, 


I. 75.20 


4.41 


19.95 


[I. 96.52 


0.62 


0.94 



The ash of the first charcoal was 0.48, and of the second 1.94 
per cent. On an average, dry charcoal contains 90 per cent, of 
carbon, 3 per cent, of hydrogen, and 7 per cent, of oxygen and 
nitrogen. 

The charcoal used in metallurgical operations is prepared by 
various methods, which may be divided into two groups — viz., 
methods of coking (i) in the open air and (2) in closed chambers. 
For charcoal burning in the open air, a suitable site is necessary. 
This shoiild be dry, and sheltered from any prevailing wind. 
Water should be at hand for quenching the charcoal when made. 
The wood employed must be mature, cut while free from sap, 
barked, and air dried for some months.* 

When the charring is effected in circular piles, or meUers, the 
bed is made to slope from the circumference to the centre at an 
inclination of i in 15. Three stakes, 10 to 15 feet high, aie 
driven in near the centre, so as to form a central triangular 
chimney. Around this, the timber, cut into suitable lengths, is 
stacked horizontally and radially. The mass is then covered with 
a mixture of line charcoal and clay, and then with sods with the 
grassy side inwards. To keep this covering up, wedges are driven 
in, and props put in so as to form hoops around the lower part of 
the pile. Brushwood is then thrown down the chimney, and 
ignited, vents being made near the top of the pUe. This causes a 
cone, with the apex downwards, of the pile to be charred, and, by 
opening vents lower down, the angle of the cone is enlarged. This 
process is continued until the base is reached. When the smoke 
issuing from the pile is seen, by its blue colour, to be free from 
aqueous vapour, the charring is complete. The charcoal is then 
drawn from the bottom of the pile and in small quantities 
quenched with water or dust. Small piles are carbonised in six to 

* On chareoal buraing, consult G. Svedelius' Handbook for Oharcoal 
Burners, translated from the Swedish by E. B. Anderson and W. J. L 
Nicodemus (New York, 1875). 
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fourteen days ; but if the diameter be more than 30 feet, the 
process occupies a month. 

Logs as much as 24 feet in length may be charred in rect- 
angular piles. They are laid together in the form of a wedge, of 
which the breadth is limited by the length of the logs. The heap 
is 20 to 30 feet long, and 7 to 9 feet high at the upper end, 
and only 3 feet high at the lower end. It is surrounded on 
all sides with a layer of sods and charcoal dust, and by a wooden 
covering supported by vertical stakes. On the top is placed a 
roof of twigs, leave-s, and charcoal dust. At the lower end, a 
horizontal chimney is left. Vents are opened at the opposite end 
so as to give planes of charring. Rectangular piles are used in 
Sweden and in Austria. In China the carbonisation is effected in 
pits provided with a chimney communicating with the bottom. 

Experiments, on a large scale, on the amount of charcoal 
yielded gave the following results : — In France, with circular piles 
of 2 1 30 to 3180 cubic feet, the yield by weight was 17 to 21.3 per 
cent. ; in Belgium, on charring wood fifteen to twenty years old, 
half hard, half soft, the yield at the ordinary rate was 15 to 17 
per cent., but when charred more slowly, 20 to 22 per cent.; in 
Sweden, from pine wood, the yield was 20 to 28 per cent. By 
volume, the yield of charcoal varies from 50 to 75 per cent. 

By using closed ovens or kilns, the yield of charcoal may be 
somewhat increased, but as about 5 per cent, is required for 
heating the oven or retort, the advantages presented are very 
slight. Peat may be charred, like wood, in heaps or in kilns. 
Peat- charcoal, however, on account of its lightness, friability, 
and its high percentage of ash, is not adapted for metallurgical 
purposes, and its application has not advanced beyond the ex- 
perimental stage. 

(6) Coke. — Coke is the carbonaceous residue left on the dry 
distillation of coal. Good coke should possess sufficient strength 
to withstand the pressure in a blast furnace without crushing. 
For this reason, only those coals which give on dry distillation a 
coherent residue can advantageously be used. The coals of the 
second, third, and fourth groups of Gruner's classification are 
suitable for coking. A high percentage of ash has a detrimental 
influence on the coke produced, and must therefore be removed 
by subjecting the coal to a preliminary washing. 

Coke varies considerably in its external characters. It may 
be porous and light, or compact and heavy ; black and dull, or 
light-grey and bright, with a semi-metallic lustre. The porosity 
of coke induces a tendency to absorb gas : for example, Belgian 
locomotive coke contains — 
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Carbon. Hydrogen. Oxjgen. 

97.33 ... 0.35 to 0.50 ... 2. 18 to 2.32 

Like charcoal, coke is hygroscopic, absorbing i to 2.5 per cent, 
cf water from air at the ordinary temperature. When dipped in 
water, coke will absorb 20 to 50 per cent. The calorific power 
of coke, free from ash, is 8000 calories, or almost equal to that 
of pure carbon. 

The earliest method of preparing coke was by carbonising coal 
in the open air in heaps, without any external covering. A 
more economical method is by carbonising the coal in mounds, 
piled round a central octagonal chimney. The mound is ignited 
at the top, and the operation proceeds exactly as in charcoal 
burning. The mounds are usually 12 to 2e feet in diameter, 
and 9 to 1 5 feet high. The yield after five days' coking is 65 per 
cent, of the theoretical quantity. 

In Upper Silesia, rectangular kilns have been used fcr coking 
for many years. They are cheap, easy to work, and give a large 
output, but, like the mounds, they do not yield a uniformly coked 
product. They are chiefly used for coking coal slack. These 
kilns, or Schaumburg coke-ovens, Fig. 46, have two fixed parallel 
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Fig. 46. 



walls 18 yards long and 5 feet high. The walls are 8 feet apart, 
and are provided with a series of square openings 2 feet apart and 
I foot above the sole, the apeitures, c, in one wall being opposite 
those in the other. From each aperture ascends a vertical flue, d, 
which may be closed with a tile. In order to charge the kiln 
one of the open ends is bricked up, and moistened coal slack is 
stampe d in up to the level of the apertures. From the apertures 
in one wall wood stakes are placed across, the ends passing into 
the corresponding apertures on the opposite side, and the whole 
kiln is filled with moistened slack, and covered with loam. On 
withdrawing the stakes, the passages formed communicate with 
the horizontal apertures and with the vertical flues in the side 



FUEL. 145 

walls. The process consists merely in regulating the air current 
in the flues, and is complete in about six days. The flues are 
then closed, and the coke, after cooling for two days, is with- 
drawn at the open end. 

These wasteful methods of coking are now generally superseded 
by coking in ovens of brick or stone, in which carbonisation is 
effected mainly by the heat resulting from the combustion of 
the volatile products evolved during the process, the aim of the 
coke-burner being to bring air into contact with these gases, but 
to prevent its contact with the coke formed. 

The coke-ovens that have been introduced to obviate the loss 
of heat occurring in heaps and kilns are of very various types. 
The simplest form resembles a beehive or a baker's oven. This 
is a sort of covered-in mound or meiler. It is lined with fire- 
bricks, and air is admitted through a doorway closed with loosely 
piled up fire-bricks. There is thus, as in the cases of the mound 
and kiln, partial combustion in the coking space itself, and so 
some coke is burnt. The cavity of the oven is 6 to 1 2 feet in 
diameter, and 4^ to 9 feet in height. The doorway is about 2 J feet 
square, and the coke is drawn through it and quenched in the open 
air. In some cases the coke is cooled in the ovens before it is 
drawn by watering it by means of a hose. This quenching, by 
double decomposition, removes some of the sulphur from the 
coke in the form of sulphuretted hydrogen. Sometimes the 
ovens have the form of a rectangular chamber 10 feet deep, 
12 feet wide, and 10 feet high. The working of the ovens 
is very simple. On the base, heated from the last charge, or on 
a layer of slack, the coal (i^ to 4J tons) is charged in. The 
door is then closed, and carbonisation commenced. If the oven 
was cold, before shutting the door, fire is introduced, and the 
lower holes in the doorway are left open. The coking proceeds 
from the top downwards, the draught-holes being successively 
stopped as the level of the carbonisation sinks. The coking lasts 
twenty-four to forty-eight hours. 

In the improved forms of coke-ovens, air is not admitted into 
the coking space, but into side flues, so as to mis with the 
gaseous products passing through openings in the oven walls into 
the side flues. In this way, use is made of the heat afibrded by 
the ignited gases which are, in the older forms of oven, allowed 
to pass directly into the chimney or into the open air ; there is 
complete combustion of all the gaseous products, and the ovens 
are heated without any coke being actually burnt. 

AH ovens for coking without access of air have a prismatic 
form, with a quadrilateral section. They may be classed, accord- 
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ing to the position, of the principal axis, into three types^i) 
those with a horizontal axis, (2) those with a vertical axis, and 
(3) those with an inclined axis. 

Numerous varieties of ovens with horizontal axes have been 
introduced, and worked with more or less success. In all these 
ovens, the object sought is to utiUse the gases to the highest 
possible degree by effecting the coking by their combustion. At 
first, this led to the adoption of tjomplicated constructions, which 
have recently been greatly simplified, and the main differences in 
the system of heating and in the arrangement of flues depend 
on whether the gases from one coking chamber play on its own 
walls and floor, or whether the gases from two adjacent ovens are 
united for heating both chambers, the object being to mix the 
products of distillation and combustion from coal which has been 
newly introduced with those from coal which has been longer 
in the oven. 

Of ovens with horizontal axes, the Copp^e coke-oven is that 
most generally in use. It is designed for coking finely divided 
coal. The Coppee ovens are usually built in series of thirty or 
forty, and are worked in pairs. The ovens, which are 30 feet long, 
1 8 inches wide, and 4 feet high, have each twenty-eight vertical flues 
leading from the top through the partition-waU common to two 
ovens, to the horizontal flues that pass underneath the chambers in 
the direction of their length. In these horizontal flues, the gases 
from a freshly charged oven mix with those from one in which 
the coking is nearly complete, and combustion is effected by air 
admitted through three small openings. At each end of an oven 
are two metal doors. The coke is removed from the oven by 
means of a ram propelled by a cogged driving-wheel worked by a 
small portable engine. When the coking is complete, the engine 
and ram are placed opposite the end of the oven, and the coke 
is pushed out, the operation lasting about two minutes. A jet of 
water is then applied to the coke. At the same time the lower 
doors of the oven are closed, and coal is fed in through three 
openings in the roof, the openings being then covered by sUding 
doors. The coal is then levelled by means of rakes, and the upper 
doors are then closed. The whole operation, from the opening 
to the closing of the doors, lasts only eight minutes. At Dowlais 
ihere are thirty of these ovens, numbered consecutively ; those 
with odd numbers are drawn in the morning, and the even twelve 
hours later, the coking occupying twenty-four hours. 

Only one oven, with a vertical axis, has been successfully 
adopted. This was invented in 1856 by the brothers Appolt,* 
* Annates des Mines, vol. xiii. (1858), p. 417. 
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and is now largely used on the Continent. It consists of twelve 
or more vertical coking chambers of brickwork, arranged in rows, 
the series being surrounded by walls of brickwork. The ovens are 
rectangular in plan ; they are tapered, measuring, at Saarbriicken, 
4 feet I inch by i foot 7 inches at the lower, and 3 feet 8 inches 
by I foot 2 inches at the upper end, and 16 feet in height. Each 
oven is surrounded by an air space 10 inches in width, and is 
provided above with a lid, and below with a door opening down- 
wards into a vault where the coke may be received in an iron 
waggon. As the charging is also effected by waggons on the top 
of the furnace, the working is extremely simple. The brick- 
work of the ovens is separated by air spaces which communicate 
with one another, and with the interior of the ovens them- 
selves. The products of combustion are carried off to the 
chimney by means of flues, which have fire-brick dampers 
for regulating the draught, and in which there are openings 
to allow of their being cleaned out. The gases from the coal 
pass into the air spaces surrounding the retort, where they 
mix with air introduced through flues in the wide sides of the 
ovens. As in all coke-ovens, the process is conducted by first heat- 
ing the ovens to redness. They are then filled, and the process 
may be carried on uninterruptedly. The charge in each chamber 
is I ton 4 cwt. to I ton 8 cwt., so that the whole oven cokes 
about 1 7 tons of coal in twenty-four hours. The Appolt coke-oven 
presents the advantage of a very great heating surface in propor- 
tion to its capacity, which is easily explained by the fact that 
each chamber is completely surrounded, with the exception of the 
two end planes, by fire. Thus, much less heat is lost by cooling 
from without. Diirre estimates the internal area of the walls 
at 50 to 58 square feet per cubic yard of capacity, and Kerpely 
states that the heating surface is more than i square foot per 
20.5 lbs. of charge. In either case the ratio is double that in 
the case of horizontal coke-ovens. The average yield of coke 
is 70 to 80 per cent, with caMng coal, and very good results have 
been obtained with a mixture of caking and non-caking coals. 
The vertical position of the compartments presents the advantages 
of occupying less space than other ovens ; the coke in dropping 
down exerts no injurious amount of wear on the sides, and the 
pressure of the column of coal produces a coke of greater density 
than that obtained in other ovens. On the other hand, the 
Appolt coke-oven has the disadvantage of high initial cost, which 
is double that of any horizontal coke-oven. The cost of an Appolt 
coke-oven with eighteen chambers is ;£iSoo to ;^2000. Eepair», 
too, are effected with much difficvilty. 
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Coke-ovens with inclined axes are used to some extent in the 
Saarbriicken district. The comphcated character of their con- 
struction has, however, prevented their general adoption. 

Many attempts have recently been made to collect the by-pro- 
ducts — ammoniacal hquors and tar — produced during the carbon- 
isation of coal, Henry Simon* calculates that in the British 
ironworks alone, which produce annually some seven million tons 
of coke, by the collection of by-products an annual saving of 
_;^i, 350,000 might be eflfected. Of the methods in practical 
operation for collecting the by-products from coke-ovens, that of 
Simon-Carvfes has been most largely adopted. The construction 
of this coke-oven is somewhat similar to that of the Ooppee. 
There are charging holes, a, a', a", in the roof of the oven. 
The gases are drawn off through a pipe, h, h', b", which is 
provided with a regulating valve. From here the gases pass 
into a system of pipes common to 30-50 ovens, and kept cool by 
jets of water, so that the tar and ammoniacal liquors are con- 
densed. The lower open ends of the pipes dip into a collector for 
the products of condensation similar to that employed in many 
gas-works. Tho gases from the condenser are then passed 
through scrubbers filled with moistened coke, where the last 
traces of ammonia are removed. The uncondensed gases pass 
onwards to the oven for heating purposes, entering through a 
horizontal aperture, c, c', in the basal flue of the oven above a 
grate, d, that is filled with ignited coke-dust, whilst the air for 
combustion enters from below through the grate. Under the 
base of the oven the burning gases pass to and fro once, then 
rise between two adjacent ovens to the uppermost of the side 
flues, e, e', e", and pass gradually downwards to a large flue, f, which 
conveys them to the chimney or under steam boilers. The ovens 
are 2 to 2 J feet broad and 5|- to 6^ feet high. A greater 
breadth has not been found to answer. The duration of coking 
with the smaller oven is from sixty to seventy-two hours. The 
yield is about 75 per cent. The coke produced possesses sufS.- 
cient resistance to render it suitable for blast-furnace use. In 
1879, at the Bessfeges Ironworks, in France, the amount of coke 
produced from ninety-six ovens of this type was 33,092 tons, to- 
gether with 1099 tons of tar and 4399 tons of ammoniacal liquor. 
The consumption of coke-dust on the grate did not exceed 35 lbs. 
per ton of coke produced. 

In the recent Carves oven, the fireplace and grate are dispensed 
with, and the oven is fired exclusively by the gases escaping con- 

* Journ. Iron and Steel Inst., i88o, p. 137. 
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densation, these entering the lower flue at the place where the 
hearth used to be, whilst air is forced in through an annular 
pipe. In the Simon-Carves oven* the air introduced receives a 
previous heating to some 506° ■ or 600° by its being brought 
into contact with the hot flues conveying away the spent fire- 
gases from the ovens. The two lower flues are thrown into one, 
and, at the part of the bottom flue where the greatest heat is 
sustained, the walls are lined with the best silica bricks. The 
heated air admitted into the bottom flue is purposely insufficient 
for complete combustion of the gas introduced there, the further 
supply of hot air being admitted into the side flues of the oven. 
The arrangement for thus admitting the air is completely con- 
trolled by dampers. At the Bear Park Colliery, Durham, fifty 
of tbese ovens have been erected. Each is charged with 4^ tons 
of coal, the time for coking being a little over forty-eight hours. 
At Messrs. Pease's collieries, near Crook, Durham, there are 
twenty-five of these ovens, each 23 feet long, 6 feet 6 inches 
high, and 19!^ inches wide, with side and bottom flues, the 
capacity being 4^ tons of coal. The average cost of an oven of 
this description, if a hundred were erected, is calculated to be 

The Pernolet coke-oven (Fig. 48) difiers but little from the 
ordinary beehive, but it has a fireplace and grate, and the gas is 
carried into the upper collecting tube «, and returned to the 
bottom flue, b, where it is fired with solid fuel. 

At the Almond Ironworks, Falkirk, Mr. H. Aitkenf adapted 
means for the recovery of by-products to the beehive oven. The 
Aitken coke-oven, as shown in Fig. 49, is a beehive oven fitted 
with two pipes, a, a', for conveying the blast and gas from the 
condensers through small openings in the roof distributed equally 
round the circumference, whilst channels, b, b', b", in the floor of 
the oven conduct the collected by-products to an external pipe, c, 
which leads them to the condensers. The main body of the oven 
measures 5 feet from the opening in the roof for filling in coal to 
the floor, and has a diameter of 9 feet. 

The Jameson coke-oven J is another improvement on the bee- 
hive oven. It is shown in cross-section and in sectional plan in 
Fig- S°- III tlie bottom of the ordinary beehive oven, a, channels 
are formed, covered with perforated tiles, b, b', 5'', connected out- 

* Journ. Iron and Steel Inst., 1883, p. 494 ; 1885, p. 108. 
t Trans. N. Eng.Inst. M.E., vol. xxix. (1879). 

X Jovrn. Soc. Cliem. Ind., vol. ii. (1883), p. 114; Journ. Iron and Steel 
Inst., 1883, p. 504. 
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side the oven with pipes leading to apparatus, c, c', for producing 
a slight suction and for discharging the by-products when re- 
quired. The cost of applying this process is small, and the 
results of a series of trials show that the average yield of coke is 
65.49 per cent., the average yield of ammonium sulphate and of 
oil being 4.6 lbs. and 6.1 lbs. per ton respectively. 
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The Liirmann coke-oven (.Fig. 51) works continuously, and 
yields a good compact coke. It consists of a large chamber, a, 
which may be either a huge tunnel or arched as shown in t^e 
figure. Opening into this are a number of coking chambers, 6, ft', 
into which fine coal is fed continuously by a piston-feed, worked 
by a crank, from hoppers. The gaseous products pa«s into a, 
and, if required to be collected, they are drawn ofi" at an aperture 
at the top, and thence conducted into the spaces, c, c', under the 
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retorts b, b', where they are burnt by means of air admitted for 
the purpose. The coke as it falls from the ends of b, V, is received 
in a, and is removed at intervals. A great advantage presented 
by this coke-oven is that it does not need special fire-bncks. 

4. Gaseous Fuel. — The use of gaseous fuel in metallurgical 
operations has eflfected a great saving in coal. Besides this advan- 
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tage, there are two cu-cumstances that must lead to its more general 
adoption ; these are the possibility of employing inferior fuels and 
waste products, and the high temperatures attainable by the use 
of such fuel. The method of gas-firing is, however, still far short 
of a universal adoption, but it may be predicted that, as the sub- 



154 



AN INTRODUCTION TO METALLURGY. 



ject becomes more widely understood, the examples of any other 
method of treating fuel will become rare. 

The use of gas as fuel is based on the principle that at one 
place all the fuel is converted into combustible gas, which is con- 
sumed by admixture with the necessary amount of air at another. 
These gases are produced by burning the fuel in a long column, 
whereby most of the carbon is burnt to carbonic oxide, whilst the 
hydrogen either remains free or is converted into carburetted 
hydrogen. Directly above the grate carbonic anhydride is formed, 
but this is converted into carbonic oxide on passing through the 
column of heated fuel above it. The reaction is shown by the 
following equation : — CO, + C = 2CO. As a rule, the finer the fuel, 
that is, the more compactly it lies, the lower is the column re- 
quired for the reduction of the carbonic anhydride. Besides the 
products of combustion mentioned above, distillation products 
are formed in the uppsr layers of the fuel and mix with the com- 
bustible gases. Amongst these, heavy carburetted hydrogen 
(CjH^) is that which principally increases the value of the gas as 
fuel, and the drier the fuel used the more of this gas is produced. 

The decomposition of fuel into combustible gas is effected in 
special apparatus, termed producers, from which it is conducted 
to the furnace, and burnt. For the formation of producer-gases 
a certain temperature is required, which must not be exceeded. 
This temperature is dependent on the amount of air introduced. 
If this is large, complete combustion is effected, and the desired 
object is only imperfectly attained. If, however, it is too small, 
the heat is not sufficient for the formation of carbonic oxide, and 
the evolution of gas ceases. The exact amount of air that should 
be introduced into a gas-producer can only be determined by 
experiment. 

The composition of producer-gases is, by weight, as follows : — 



Fuel tJned. 


Nitrogen. 


Carbonic 
Glide. 


Carbonic 
Anhydride. 


Hydrogen. 


Wood . 
Charcoal 
Peat 
Coke . 


53.2 to 55.5 
64.9 
63.1 
64.8 


21.2 to 34.5 

34-1 
22.4 

33.8 


1 1.6 to 22.0 

0.8 

14.0 

1-3 


0.7 to 1.3 
0.2 

O-S 
O.I 



The gas-producer first assumed importance in 1856, on the in- 
troduction of the Siemens regenerative system. In 1861 the 
well-known Siemens gas-producer was patented. It consists 
of a chamber lined with fire-brick, with one side sloping at 
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an angle of 45° to 60', with the grate at the Ibottom. The 
gi'ate thus resembles the step-grate largely used on the Con- 
tinent. The fuel is charged in at the top of the incline, and falls 
in a thick bed upon the grate, where air is admitted. Passing 
from the top of a brick shaft or up-take, 8 to 10 feet high, placed 
above the producer at the back, there is a cooling tube, having 
not less than 60 square feet of surface per producer. Its object 
is to cool the gases issuing from the producer, thus giving them 
increased density, causing an onward movement towards the 
furnace, and rendering it unnecessary to place the producer at a 
much lower level than that of the furnace. This cooling, how- 
ever, results in a condensation of tar, and, to overcome this 
annoyance, modifications have been adopted in the producer and 
its working. In the new type of Siemens producer the volatile 
products of distillation are obliged to descend through highly 
heated fuel, thus causing the tar to undergo decomposition. 

The principal forms of gas-producers are described by Rowan.* 
Since the introdAstion of the regenerative principle, many designs 
for furnaces have been proposed, without separate gas-producers. 
One of the most successful of these is the Boetius furnace, largely 
used for zinc-smelting. 

The WUsdn gas-producer (Fig. 52), working under a shght 
pressure, presents the advantage of burning fine slack coal. Fuel 
is introduced in the chamber A, through a hopper, h. The ashes 
are drawn by two small doors, c, at the bottom every twenty-four 
hours, the operation occupying about twenty minutes. During 
this time the production of gas is stopped. The producer repre- 
sented jn the figure has a diameter of 8 feet, and is constructed 
to bum 4 cwt. of small coal per hour. Air is injected into the 
chamber by two steam jets, b, each having a diameter of ^ inch. 

Analyses of gas from the Wilson producer gave the following 
results : — 





I. 


II. 


III. 




Carbonic oxide 

Marsh-gas 

Hydrogen 

Nitrogen 

Carbonic anhydride .... 

Totals 

Percentage of combustible gas . 


26.89 
1.45 

11-55 

56.11 

4.00 


23-41 

2.22 

13.82 

55-86 

4.69 


23.60 

3-05 

10-55 

57-55 

5-25 


100.00 


100.00 


100.00 


39-89 


39-45 


37.20 



* Min. Proc. Imt. C.E., vol. Ixxxir. n. ^. 
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I. is from a producer using Durham coal. II. is an average 
of six samples of gas taken over a time of one hour from a pro- 
ducer working on fine slack from a Yorkshire colKery. III. is 
from a producer working with coal of the Jemmapes district, 
near Mons, Belgium. 

In 1814 Aubertot first used the waste gases of blast furnaces 
for roasting ore, burning lime, and similar purposes, and these 




Fig. 52. 

gases are now largely used when a very high and uniform tem- 
perature is not required. The composition by weight of the 
waste gases, according to the fuiel used in the blast furnace, is as 
follows : — 





N. 


CO. . 


COj. 


CH,. 


H. 


CjH* 


Charcoal 
Coke . 
Coal . 


597-63-4 
64-4 
56.3 


20.2-29.6 
34-6 
21.5 


5.9-19.4 
.0.9 
15.2 


0.3-1.0 
4.2 


0.1-0.4 
O.I 
1.0 


1.8 
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Water-gas. — The gaseous fuel known as water-gas is made in 
the following manner : — An iron cylinder is lined with fire-brick, 
and provided with the necessary apparatus for introducing the 
coke. When this has been lighted, a current of air is forced in 
until the mass is brought to a high temperature. The blast is 
then stopped, the charging aperture is closed, and a jet of 
steam is passed through the incandescent carbon. The steam is 
decomposed ; its oxygen burns the carbon into carbonic oxide, set- 
ting free the hydrogen. The resulting mixture is known as 
water-gas. It consists of one volume of hydrogen and one volume 
of carbonic oxide, the weights being in the proportion of 2 to 28. 

If, by burning one unit of carbon, it were possible to generate 
one unit of hydrogen, the exchange efiected in the water-gas ap- 
paratus might be a very profitable one. Such a condition of 
things is, however, shown by Sir Lowthian Bell* to be directly 
opposed to the known facts of the case, for 25 per cent, only of 
the carbon used is burnt to the condition of water-gas, whilst the 
other 7 5 per cent, is converted into producer-gas, containing 68 
per cent, of inert nitrogen. From 25 parts by weight of carbon 
there will be generated 62.5 parts of water-gas, containing 4.16 
of hydrogen and 58.34 of carbonic oxide. The producer-gas from^ 
the remainder (75 parts) of the carbon will weigh 551.19 parts, 
of which 376.19 will be incombustible nitrogen and 175 carbonic 
oxide. The following estimate gives the quantity of heat gene- 
rated by the combustion of the two gases : — 



Water-gas . . 4. 16 of H from steam x 29400 = 1 22304 
58.34 of CO „ X 2400=140016 



262320 



62.50 

Producer-gas . 175.00 of CO x 2400 420000 

376.19 of N 



551.19 Calori:s , . 682320 

Had the 100 parts of carbon been burnt direct, the heat gene- 
rated would have been 800,000 calories. The loss is thus 14.71 
per cent. Besides this, as coke was used, there is the loss of com- 
bustible matter which is incurred at the coke-oven, and the labour 
in conducting the process of coking. 

Sir Lowthian Bell calculates that the relative values of coal, 
producer-gas, and water-gas are as follow : — 

Coal 8393 

Producer-gas 7i-'4 

Water-gas and its producer-gas . . . .78.80 

* Journ. Iron and Steel Inst., 1889, No. ii. p. 139. 
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CHAPTER VI. 

MATERIALS AND PEODUCTS OF METALLURGICAL 
PROCESSES. 

Ores. — This term is applied by the metallurgist only to those 
minerals from which, on a large scale, metals may be obtained 
with profit. The ores must be supplied to the works in a suitable 
condition for smelting, the preliminary washing and dressing opera- 
tions being carried out at the mine. Gangue, vein-stuff, or matrix 
is the extraneous earthy matter associated with the ore. 

Ores contain the metals — (i) in the native or metallic state 
(examples— gold, silver, copper, mercury); (2) in combination with 
oxygen as oxides (for example, ferric oxide, tin oxide) j (3) as 
oxides in combination with water (limonite, FojIIjO^) ; (4) in com- 
bination with halogens (silver chloride); (5) in combination with 
sulphur, arsenic, and antimony (galena, PbS) ; (6) in combination 
with acids as salts (anglesite, PbSOJ; ores also occur in 
nature in a state of mixture ; (7) as various combinations of the 
same metal (for example, azurite, 2CuC03 + Cu(HO)j); (8) as 
various combinations of more than one metal in one mineral 
species (for example, pyrargyrite, 3AgjS,SbjS3); lastly, (9) as 
several mineral species occurring together in the ore-deposit, 
galena and blende, spathic iron ore and iron pyrites. 

The value of an ore depends upon the nature of the metal it 
contains and the difficulty with which its extraction is attended. 
Thus, iron ores containing less than 30 per cent, of metal are 
larely smelted. Ores of iron, lead, or zinc are not considered 
rich unless they contain 50 per cent, of metal. Copper ores are 
rich when they contain 25 per cent, of metal, whilst ores yielding 
a few ounces of gold per ton are extremely valuable. 

Fluxes. — In order to separate the extraneous matter usually 
contained in a furnace charge of ore and reducing agent, certain 
materials must be added to form slag. These materials are known 
as fluxes. 

In the smelting processes earthy, alkaline, and metallic sub- 
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stances are used as fluxes. The alkaline fluxes are expensive, and 
are rarely used except in refining processes. Tiie following are 
the principal earthy fluxes in use : — 

1. Lime, which acts as a powerful base for removing silica. 
Lime is used in a pure state or as carbonate. As a rule, limestone 
is used, especially if the furnace is large. Limestone is largely 
used in iron smelting, as most iron ores contain unsaturated 
silica. Dolomite, the carbonate of lime and magnesia, is spe- 
cially useful. 

2. Fluorspar (calcium fluoride), which is a useful flux for ores 
containing silica, barytes, or gypsum. With tbe two latter it 
easily fuses. It has also been used for removing phosphorus 
from iron ores in the blast furnace, bvit on account of its expense 
its employment, though advantageous under all conditions, is 
limited. The greater portion of the fluorspar is found unchanged 
in the slag ; it facilitates the fusion, and increases the fluidity 
of the mass. 

3. Barytes, which acts as a powerful base. It is a good sulphuris- 
ing agent, for example, in the concentration of nickel speise, the 
copper present with the speise being removed and a regulus formed. 

4. Alumina-bearing rocks, such as clay-slate, are used in smelt- 
ing ores very rich in lime. As a rule, however, the charge is so 
mixed that argillaceous and calcareous ores are present in suitable 
proportions. 

5. Siliceous materials, such as quartz, natural silicates, siliceous 
slags, are used when the ores contain an excess of basic materials 
that have to be removed. 

Metallurgical Agents. — The metallurgical agents chiefly used 
are — i. Metals, either for decomposing the combinations of other 
metals, or as a means of concentration. Thus, iron is used for 
decomposing galena, zinc for desilverising argentiferous lead, and 
mercury for concentrating gold. 

2. Metallic oxides are used for purifying the raw metal in re- 
fining processes. Thus, iron ore or hammer-scale is used for 
refining iron. 

3. Slags serve to increase the fluidity of the furnace charge; 
or mixtures of slags may be used for recovering the metals they 
contain, and lastly for preventing " scaffolding " or choking of 
the furnace when pulverised ores are smelted. Their chemi6al 
action varies with their composition ; basic slags are able to take up 
a large proportion of silica, while acid slags readily absorb bases. 
Alkaline slags are rarely used except in crucible processes, as in 
assaying. 

4. Iron pyrites (FeS,) and magnetic pyrites (Fe.Sg^ exert a reduc- 
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ing action on oxides by giving up sulphur and forming sulphurous 
anhydride. Certain sulphides, such as zinc sulphide, infusible 
alone, may be rendered fusible by the addition of iron pyrites. 

In the roasting of ores in furnaces or in piles the following 
chemicals are used : — (i) Salt for the formation of silver chloride 
in the treatment of silver ores ; (2) Lime for the absorption or 
separation of the acids formed on roasting copper regulus, &c. ; 
(3) Ferrous sulphate in the treatment of silver ores containing a 
little iron pyrites. 

Selection of Fluxes. — In the choice of fluxes, when the 
gangue is siliceous, at least two bases must be added in order to 
form a fusible silicate. When the gangue is argillaceous, a 
fdngle base is sufficient to form a double silicate. When the 
gangue is basic, that is, containing lime, magnesia, alumina, or 
iron, a siliceous flux must be added. Quartz alone is sufficient if 
the gangue already contains two or more bases, but, if there is 
but one base, clay or some other silicate must be added with the 
quartz. Siliceous slags may be advantageously used for the 
purpose. 

Slags. — The silicates formed in metallurgical processes by the 
combination of silica with the earths and metallic oxides are 
termed slags. As a rule, slags are smelters' refuse. In the 
refining of metals, however, slags are frequently formed by the 
oxidation of the metallic impurities. Such slags consist largely 
of metallic oxides, and are smelted again in order to recover 
the large proportion of metals they contain. These slags may 
be distinguished as cinder or scoria. The quantities of these 
slags obtained are not very great, and they may therefore be 
more conveniently regarded as ores. 

The bases that occur in silicate-slags, mostly combined with the 
silica, are — Ume, alumina, magnesia, rarely ferric and manganic 
oxides, ferrous oxide, manganous oxide, zinc oxide, more rarely 
baryta, and alkalies in slags of all blast-furnaces using charcoal as 
fuel, and, in addition to these, small amounts of the metals that 
are being smelted are invariably present, partly in chemical com- 
biaation with the silica, and partly in other combinations 
mechanically mixed with the slag. 

Some oxides and earths, such as zinc oxide and alumina, not 
only interfere with the fluidity of the slag, but also cause a scum 
to form which is difficult to separate from the slag. In many 
slags, calcium fluoride is found. This is frequently the case in 
the slag from cupola furnaces, as fluorspar is often used as a flux 
in re-melting pig-iron. The calcium fluoride melts without 
decomposition, and is merely in a state of mechanical mixture 

i< 
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with the slag. This is also the case with the calcium sulphide 
frequently met with in blast-furnace slags. 

The chemical composition of slags is variable. If a slag is 
distinctly crystallised, it may generally be assumed to have a 
definite chemical composition, and a formula may be calculated 
for it. If, however, it is not crystallised, nor even crystalline, 
it must be regarded either as a mixture of several silicates or 
as a solution of one silicate in another. 

Silica consists of one atom of silicon and two atoms of oxygen, 
so that the various silicates have the compositions given 
below. 2EO + SiOj is the monosilicate or neutral silicate of the 
metallurgist. It contains in acid and base equal amounts of 
oxygen, whilst the neutral silicate of the chemist, which has the 
formula EO + SiOj, is termed a bisilicate by the metallurgist, 
because the aoid contains twice as much oxygen as the base. 
Proceeding from the monosilicate, the following series of formulae 
are obtained for silicates : — 



4RO + 
2EO + 



SiOj 
SiO, 



R.SiO. 



RO + SiO^ = 
2RO + sSiOj = 
4RO + 3SiOj = 



Subsilicate 
MonosiKcate 
Bisilicate 
Trisilicate 
R^SijOij Sesquisilicate 



RjSiO, 
RSiO, 
RjSi,0„ 



For bases having the composition RjO, the formulse are — 



4RA 

2RA 

RA 

2R.O3 

4EA 



SSiO, 

3SA 
3SiO, 
gSiO, 
gSiO, 



a-5- - - — 

RjSijOig Subsihcate 
R^SijO,, Monosilicate 
RjSijO, Bisihcate 
R^SiAi Trisilicate 
RjSiAo Sesquisilicate 



The quantities of oxygen in the bases bear the following propor- 
tions to those in the acids in the various silicates : — 

in acid. 





in base : 


Subsilicate . 


. 2 : I 


Monosilicate 


. I : I 


Bisihcate 


. 1 : 2 


TrisiHcate . 


• ^ : 3 


Sesquisilicate 


• 2:3 



Every sesquisilicate may be resolved into a monosilicate and a 
bisilicate; thus E,Si30i, is equal to R^SiO^ -I- 2(RSi03) and 
E'sSisOjj is equal to R^SijOu -1- 2(R3Si305). If a silicate contains 
but one base, it is termed a monobasic or simple silicate, but if 
two or more bases are present, it is termed a double silicate or a 
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multibasic silicate, and in the formula the silicates of the various 
bases are united by a plus sign. 

A classification of the silicates as ortho- a.nd meta-siUcates, 
based upon their analogies to phosphates, wa.s suggested by 
Odling ; * but it has not come into use amongst metallurgists. 

The fusibility of slags is dependent on the amounts of silica 
and bases they contain. The subsihcates are very fusible, form- 
ing a limpid liquid ; they consolidate very rapidly and split up 
in so doing. They have usually a dark colour and, on account 
of the large proportion of bases they contain, a high specific 
gravity. The monosilicates are less fusible, and do not form so 
limpid a liquid. The bisilicates are less fusible still ; they form 
a viscous mass which may be dra-wn out into threads. They are 
usually glassy and consolidate slowly. The trisihcates also flow 
very slowly, consolidate slowly, and require a very high tem- 
perature for their formation. 

The most fusible silicates are those of the alkalies, then follow 
those of lead, iron, manganese, and copper, and finally, the earthy 
silicates. The simple siUcates are always less fusible than the 
double silicates. 

Economic Application of Slags. — The slags obtained in 
smelting metals other than iron are largely used as fluxes in 
various metallurgical processes for taking up either the silica or 
the bases, or, when they are ferruginous, for precipitating pur- 
poses. Occasionally the slags are moulded into bricks, and used 
for walls or other constructions in which no great weight has to 
be sustained. 

The slags obtained in iron smelting are used, if not too glassy, 
for macadamising roads. Por the ballast of railway lines, glassy 
alags may advantageously be used, as the mass is very perme- 
able and keeps the sleepers dry. In the form of large blocks, 
they ,may be used for road making. They may be moulded into 
bricks, the best results being obtained when the moulded bricks 
are kept at a white heat for several hours in. a tightly 
closed space, whereby they are devitrified and become consider- 
ably harder if they are allowed to cool slowly under a cover of 
•coal dust and ashes. Good bricks may be made of granulated 
slag mixed with Hme, the proportions being usually lo parts of 
slag-sand to i part of lime. Blast furnace slag, if. not too acid, 
may be burnt in a state of powder with lime, and gives an 
hydraulic cement almost equal to Portland cement. 

The manufacture of slag cement has of recent years acquired 

• Phil. Mag., vol. xviii. (1859), p, 368. 
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SO considerable a development that it may safely be said that 
an advantageous method of utilising blast-furnace slag has at 
length been found. The following are analyses of slags actually 
used for this purpose : — 





Middles- 
brough. 


Bilbao. 
Spam. 


Saulines. 
France. 


Choindez. 
Switzer- 
land. 


Harz- 

burg. 

Germany. 


Belgium. 


Lime . 
SUioa . 
Alumina 
Ferrous oxide 
Magnesia . 
Calcium sulphide 
Manganese oxide 
Residue 




32.75 
30.00 
28.00 
0.75 
5.25 
1.90 
0.60 
0.75 


47.30 

32.90 

13-25 

0.46 

1-37 
3-42 
I-I3 
0.17 


47.20 

31-65 

17.00 

0.6s 

1.36 

0.8s 
1.29 


45-11 
26.88 
2^.12 

0.44 
1.09 
186 
0.50 


48.59 
30.72 
16.40 

0.43 
1.28 
2.16 

traces 
0.42 


44.7s 
32-51 
13-91 
0.48 
2.20 
4-90 
0.60 
0.65 


Totals . 


100.00 


100.00 


100.00 


ICO. 00 


100.00 


100.00 



The slag is run into water so as to render it easy to obtain 
slag-sand. This is ground under edge-runners, and the pasty mass 
is spread on drying plates. The dried slag is then ground under 
millstones to a fine powder and sifted to exclude coarse particles. 
iVeshly burnt lime is slaked, and then carefully screened, and 
*S per cent, of this slaked lime is thoroughly mixed with 75 per 
cent, of slag-sand. Grosclaude * estimates the entire cost of 
works and plant for an annual output of 6000 tons at ;^6ooo. 

The specific gravity of this cement is very low as compared 
with Portland cement, whilst the time occupied in setting is 
comparatively long. For purposes of storage it compares well 
with Portland cement. By exposure to the air it absorbs car- 
bonic anhydride more rapidly than does Portland cement, but it 
does not deteriorate greatly by long exposure. Owing to the 
closeness of the particles, this cement appears to be weU adapted 
for works under water, such as docks or breakwaters. 

Blast furnace slag is also largely used for the production of 
slag wool, or silicate cotton, which is obtained by causing steam 
to impinge on to a jet of molten slag in such a way that the 
steam jet encounters only a half of the slag jet. Slag wool is 
extremely light and fire proof. It is a good non-conductor of 
heat and of sound, and it is so porous that it will absorb large 
quantities of water. It is used for covering steam and hot-air 
pipes. In Silesia and other localities, where ironworks and 

* Annales TnduatrieUes, 1889, p. 90. 
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collieries are in close proximity, blast-furnace slag is largely used 
for filling the excavations from which the coal has been removed, 
i'inely pulverised blast-furnace slag has been found in Sweden 
to be an excellent manure for moorland which is deficient in Hme, 
as well as for clay and sandy soils. 

The slag obtained in the basic Bessemer process, on account of 
its high percentage of phosphorus, forms a valuable manure. 
Many thousands of tons of slag are annually employed for this 
purpose, it having been found that the phosphorus it contains is 
in a form that is very readily assimilated by the soiL The 
utilisation of basic Bessemer slag is referred to in a subsequent 
chapter.* 

Calculation of Furnace Charges. — In order to obtain the 
greatest possible yield of metal with the least consimiption of 
fuel, care must be taken to have a proper mixture of ore and flux. 
Ores reducible with difficulty should be mixed with fluxes that 
render the charge pasty, so that the slag-forming constituents do 
not melt before the metals are reduced from their combinations. 
When raw coal or coke is used as fuel, the quantity and compo- 
sition of the ash must be taken into consideration, as this always 
contains silica. With charcoal as fuel, this may iDe neglected, as 
the percentage of ash is always low, and the ash itself, which is 
strongly alkaUne, is a useful flux. 

As an example of the calculations necessary, a charge of iron 
ore may be selected which is to be smelted with coke to grey pig 
iron, and for which the necessary amount of lime as flux is re- 
quired to be determined. Experience has shown that in coke 
blast-fm-naces, monosiHcate slags should be produced, whilst in 
charcoal furnaces sesquisihcates to bisilicates are found most ad- 
vantageous. For this example the author is much indebted to 
Professor C. A. M. Balling, Director of the School of Mines at 
Przibram in Bohemia, who has permitted him to borrow it from 
his valuable treatise on metallurgical chemistry.! 

Let it be assumed that there are to be smelted four varieties of 
ore having the following compositions : — 





Pe. 


AljOs. 


CaO. 


MgO. 


SiOj 


A. 


54 • 




2 


— 


12 


B. 


47 


8 


I ... I . 


•- IS 


C. 


38 . 


10 


2 


I 


.. 24 


D. 


40 . 


9 ■ 


2 


I 


20 



In order to simplify the calculations whole numbers are taken, 

• Methods of utilising sl^ are fully described by G. Redgrave, Jowrn. 
Soc. Arts, vol. xxxviii. (1890), p. 221. 
+ Compendium der metaUurgUcfien Chemie, Bonn, 1882. 
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and the percentages of water and carbonic anhydride are disre- 
garded. The ore to be used as flux (I.) and the lo per cent, of 
ash (II.) in the coke have the following percentage composi- 
tions : — 

Fe. AljO,- CaO. MgO. SIO,. S. 

I. 25 ... 4 - 25 ■•■ 4 ■•• 6 - — 
II. 12 ... 35 ... I ... I ... 44 — 0-S 

For the production of loo parts by weight of iron 190 paints by 
weight of coke are necessary. 

In yiew of the large proportion of silica in the ores C and D, 
high percentages of these ores are inadmissible in the charge. 
The ore A, on the other hand, is the best, and must therefore 
form the greater portion of the charge, which is to be mixed so 
as to contain on an average 45 per cent, of iron. Taking into 
account the important constituents of the ores, the following 
■weights would be selected for the charge : — 



OreB. 


OreC. 


OieD. 


Plux. 


Total 


25 


10 


. IS .. 


IS . 


• 65 



It must now be calculated how much iron and slag-giving constitu- 
ents this mixture contains, in order to determine the quantity of 
ore A that must be added to give an average of 45 per cent, of 
U'on. In this way, by proportion the following amounts of the 
various constituents are calculated to be present : — 





Fe. 


AljO,. 


CaO. 


MgO. 


SiOa. 


8. 


25 parts of B contain . 
10 „ C „ . . 
IS .. D „ . . 
IS .. flix „ 

65 Totals . 


II.7S 
3.80 
6.00 
3-75 


2.00 
1.00 

1-35 
0.60 


0.25 
0.20 
0.30 
3-7S 


0.25 

O.IO 

0.15 
0.60 


3-7S 
2.40 
3.00 
0.90 


0.10 


25.30 


4-95 


4-50 


1. 10 


10.05 


0.10 



Regarding this ore-mixture as a single ore the percentage com- 
position will be as follows : — 

Pe. AljOa. CaO. MgO. • SiOj. S. 

38.92 ... 7.61 ' ... 6.92' ... 1.69 ... 15.46 ... 0.15 

With this ore, or rather mixture containing 38.92 per cent, of 
iron, it is required to mix the ore A so as to bring the charge to 
45 per cent, of iron. If the ore mixture is represented by x, we 
have the following equation : — 

X + A = 100 
38.92 X + 54 A = 100 X 45 
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On solving this equation, A is found to be 40.5, and « = 100 —A 
= S9-S parts by weight. The equation thus requires that 40.5 
parts of the ore A should be mixed with 59.5 parts of the 
ore-mixture chosen, and consequently the 65 parts must be re- 
duced by proportion to 59.5, giving the following percentages as 
the definite composition of the charge : — 

Ore A. Ore B. Ore C. Ore D. I'lnx. Total. 

40 ... 23 ... 10 ... 13 ... 14 .. 100 

In this charge the percentages of the various constituents are 
found by proportion to be as follows : — 





Fe. 


AI,0.. 


CaO. 


UgO. 


BIOj. 


s. 


In 40 parts of A . 
23 „ B . 
10 „ C . 

13 .. D . 

14 „ flux . 

100 Totals . 


21.60 

10.80 

3.80 

S.20 

3-5° 


2.80 
1.84 
1. 00 
I.17 
0.56 


0.80 
0.23 
0.20 
0.26 
3- 50 


0.23 
0.10 
0.13 
0.56 


4.80 

3-45 
2.40 
2.60 
0.84 


O.IO 


44.90 


7-37 


4-99 


1.02 


14.09 


0.10 



For the production of 100 parts of iron, 
100 : 45 = a : 100 
a; = 2 2 2 . 2 parts of this charge are required, and in this are contained 
the following weights of iron and slag-giving constituents : — 

Fe. AIiO,. CaO. UgO. SiO^. S. 

99.77 ... 16.40 ... 11.09 ... 2.26 ... 31.30 ... 0.22 

For its production, 190 parts of coke are required, the ash of which, 
according to the analysis, contains : — 

Fe. AljOg. CaO. MgO. , SiO,. S. 

2.28 ... 6.65 ... 0.19 ... 0.19 .... 8.36 ..,' o,9S 
It is therefore necessary to remove as slag: AljOj 23.05; CaO 
11.28; MgO 2.45; 810,39.66; S 1.17. " 

For the formula : Al^SijO,, + CajSiO^ +, Mg,Si0^i, representing a, 
monosihcate, the amount of silica slagged by the bases may be 
found by proportion with the aid of the atomic weights, thus : — 

2AI5O3 ; 3SiO, = 205.6 : 180 = 23.05 : a / a; = 20.18 
2CaO : SiOj = 112 : 60 = 11.28 : y ; y = 6.04' 
2MgO : Si02= 80 : 60 = 2.45 : g ; z,= 1.83 

giving a total (x + y + z) oi 28.05 P^^s l^ weight of silica, so that 
39.66— 28.05 = 1 1 -6 1 parts of silica remain to be converted into 
slag. According to the same proportion, — 

SiO, : 2CaO = 60 : 112 = 11. 61 : a 
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From which a is found to be 21.7 parts by weight of lime base, 
which, as calcium carbonate contains but 56 per cent, of CaO, is 
contained in 38.7 parts of calcium carbonate. 

Similarly for removal as calcium sulphide, the sulphur re- 
quires, according to the proportion S : CaO = 32:56=1. 17: j3, 
/3 = 2.05 parts of lime, which amount is contained in 3.65 parts of 
calcium carbonate. Consequently, altogether there is required 
38.7 + 3.65 = 42.35 parts of calcium carbonate. But as this is 
added in the form of impure limestone containing only some 95 
per cent, of calcium carbonate, the quantity to be added will be 
44.58 parts. As this amount, however, is required for 222 parts 
of charge, 100 parts will require 20.1 parts of limestone as flux. 
In this example, the small quantity of limestone required is ex- 
plained by the fact that 14 parts of fluxing ore, containing 25 per 
cent, of lime, have already been added. 

All these tedious calculations may be reduced to a few multipli- 
cations and additions by employing the accompanying table that 
has been computed by Professor Balling : — 



TABLE A. 

For aecertaining the necessary amounts 
of BaBes to convert given amounts of 
Silica into slag. 


TABLE B. 

For flscertainine the necessary amounts 
of Silica to convert given amounts of 
Bases into slag. 


One part by Weight of Silica 
requires— 


Parts by 
Weight 
of ijases. 


One part by Weight of Base 
requires — 


Parts by 
W eight of 

Silica. 


For Monosilioates — 

Lime .... 

Magnesia . 

Alumina . . 

Ferrous oxide . 

Manganous oxide 
For Bisilicates — 

Lime. 

Magnesia , 

Alumina . 

Ferrous oxide . 

Manganous oxide 
For Sesquisilicates — 

Lirae. 

Magnesia , 

Alumina . 

Ferrous oxide . 

Manganous oxide 


1.86 

1-33 
1.14 
2.40 
2.36 

0.93 
0.66 

0-57 
1.20 
1.18 

1.24 
0.88 
0.76 
1.60 
1-S7 


For Monosilioates — 

Lime. 

Magnesia . 

Alumina . 

Ferrous oxide . 

Manganous oxide 
For Bisilicates — 

Lime. 

Magnesia . 

Alumina . 

Ferrous oxide . 

Manganous oxide 
For Sesquisilicates — 

Lime .... 

Magnesia . 

Alumina . 

Ferrous oxide . 

Manganous oxide 


O.S3S 
0.750 

0.873 
0.416 
0.422 

1.070 
1.500 
1-747 
0.833 
0.845 

0.803 
1.125 
1.310 
0.625 . 
0-633 
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In order to show the simplicity of the use of this table, the 
same problem may be solved -with its aid. For ascertaining the 
amount of sUica converted into slag by the bases in the charge, 
Table B. is used. In the section for monosilicates, the correspond- 
ing figures are found for the bases present, and these figures 
multiplied together give the following products : — 

Al^O, .... 23.05 X 0.873 = 20.12 
CaO .... 11.28 X 0.53s = 6-04 
MgO .... 2.4s X 0.750 = 1.84 



Total = 28.00 

Thus 28.00 parts of silica (28.05 ^^ t^^ previous calculation) are 
converted into slag, and of the total amount, 39.66 parts of sUica 
present, there remain 39.66 — 28.00= 11.66 parts to be converted 
into slag by the addition of Ume. On referring to Table A., it 
will be seen that the corresponding amount of lime is 1.86, the 
product being 11.66x1.86 = 21.69. Lastly, for the formation 

of calcium sulphide, i part of sulphur requires —=1.75 of lime, 

and there is 1.17 part of sulphur to be passed into the slag. This 
requires 1.17x1.75 = 2.047 parts of lime. Thus, altogether 
21.69 + 2.047 = 23.737 parts of lime are required. One part of 

lime is contained in =1.785 of calcium carbonate, the re- 
quired addition of limestone as flux is therefore 23.737 x 1.785 = 
42.37 parts (as compared with 42.35 in the previous solution). 

In order to entirely obviate the necessity for any calculation 
whatever. Professor Balling has devised a method of solving the 
problem graphically. The method is based on the similarity of 
triangles. From any point a (Fig. 53), two lines are drawn at 
right angles, and these form two sides of a right-angled triangle. 
The co-ordinate lines are divided into equal parts. If as many 
parts of one line are taken as there are equivalents of acid in the 
slag to be formed, and, similarly, as many parts of the other 
line as there are equivalents of base, and if the end points of 
the two sides of the triangle are joined by the hypothenuse, then 
it is merely necessary to draw from any given point in one side a 
line parallel to the hypothenuse in order to find on the two sides 
the equivalent amounts of base and acid in the given silicate. 

Fig. 53 is a reduced sketch of the triangles for the monosili- 
cates of the earths that are usually required. For practical pur- 
poses, the best unit of length to adopt is the centimetre, so that 
tenths (millimetres) and half -tenths may be read. As, however, 
the triangles on this soale would be too large, and as only lower 
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figures are used, the triangles may be drawn on a reduced scale, 
for which the following scheme will be found to answer under aU 
conditions : — 

The Umemonosilicate requires for base 2CaO= 2x56=112 units 
of length, and for perpendicular i SiO, = 60. The magnesia mono- 
silicate requires for base 2MgO = 2 x 40 — 80, and for perpendicu- 
lar I SiO, = 60. Lastly, the alumina monosihcate requires for base 
sAljO, = 2 X 102.8 = 205.6, and for perpendicular 3SiO, = 3 x 60 ™ 






15 . 






s « 7 e o 



I I I ^1 I 1 
15 



es 



BASES. 

Via. S3. 

180. These lengths are reduced in the triangles for monosilicates 
of lime and magnesia by one-fifth, and in the triangle for the 
monosilicate of alumiaa by one-tenth. Thus the triangle, a b e, 

is that of the lime silicate, a b containing -2 = 12 units of length 
for sOica, and ao =22.4 units for lime. Similarly, in the 
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triangle, ahd representing the magnesia silicate, a b contains la 
units for siKca, and ad— =i6 units for magnesia. Lastly, in 
the triangle, a ef, representing the alumina silicate, a e contains 

- - = i8 units for silica, and a f^^^= 20.56 units for alumina. 
. 10 

As an illustration of the application of the graphic method, 
let it be assumed that in a coke blast-furnace, a charge has to ba 
smelted in which the constituents to be converted into slag 
average — 

CaO. MgO. A1,0,- SiO,. 

2 ... I ... 6 ... 18 

The amount of lime to be added is determined in the following 
manner : — In order to determine the amount of silica converted 
into slag by the bases already present, from the point I, repre- 
senting the units of base (in this case 2 parts), a line is drawn 
parallel to the hypothenuse 6 c of the lime triangle. This cuts 
the perpendicular, representing the silica units, at the point h, 
and the iMigth a h represents the units of weight of silica which 
slag off the lime already present in the charge. Similarly, the 
line g n drawn parallel to 6 d, shows the amount of sihca required 
by one part of magnesia, and the line » r, drawn parallel to ef, 
that required by 6 parts of alumina. On measuring these lengths 
with the dividers on a decimal scale they are found to be: 
a A= 1.17 ; a<)' = o.75 ; ai= 5.23, givinga total of 7.15 units as the 
amount of siUca slagged by the bases present in the charge, and 
there consequently remains 18 — 7.15 = 10.85 parts of silica to be 
converted into slag by the addition of Ume. If, then, from the 
point A =10.85 parts of silica, a line is drawn parallel to the 
hypothenuse of the Kme sUicate, it cuts the base line at the point 
m, which represents 20.15 pa.rts of Ume, an amount contained in 
20.15 ^ 1-785 = 35.9 parts of calcium carbonate. 

This method is extremely rapid, and, with careful graduation, 
gives results of great accuracy. In order to apply the method to 
bisilicates, the amount of silica must be doubled, or those of the 
bases must be halved. 

Classiflcation of Metallurgical Processes. — Metals may ba 
extracted from their ores by the following methods : — 

I. By liquation — that is, a separation of the easily fusible metals 
or metallic compounds from the infusible ones, or the gangue, 
at a low temperature, by taking advantage of the different 
melting points. In this way, bismuth and sulphide of antt- 
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inony are obtained, and argentiferous lead is separated from 
copper. 

2. By distillation and auhlvmation — that is, heating the ore, 
until the metal is driven off in the form of vapour, and condensed 
in a liquid or solid state. Mercury is extracted from its ore by 
distillation, and arsenic is obtained by sublimation. 

3. By reduction of metallic oxides at a high temperature. In 
the case of metals possessing a slight affinity for oxygen, the 
^■eduction may be effected by merely heating the oxide, whereby 
it splits up into metal and oxygen. The reduction is usually 
effected by heating the oxides with carbon or other substances 
possessing a greater affinity for oxygen than is possessed by the 
metal. In addition to solid carbon the substances used are car- 
bonic oidde, marsh-gas, and hydrogen, as well as sulphur in the 
reverberatory-furnace processes for extracting copper and lead. 
The reactions are shown by the following equations : — 

ZnO + C = Zn + CO. 



2H,0 



4. By decomposing metaUic sulphides by means of iron at a 
high temperature. Lead and antimony are extracted from their 
ores in this way, the equation in the case of lead being — 

PbS -t- Pe = Pb + FeS 

5. By extraction by means of molten lead. The precious 
metals are extracted in this manner. 

(Ag + Cu) + Pb = (Pb -1- Ag) -I- Cu. 

6. By extraction by means of molten zinc, as in the extraction 
of silver and gold from lead by the Parkes process. 

7. By extraction by means of mercury in the cold. This 
process is known as amalgamation. It is used for extracting 
silver and gold from their ores, the mercury being subsequently 
driven off by heat. 

8. By extraction in the wet way and subsequent precipitation, 
as metal or as oxide or sulphide. In some cases the com- 
poimd is dissolved in acids, as in the separation of silver from 
gold, and in the extraction of copper and nickel. In other cases, 
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the metal is first converted into a chloride, which is dissolved in 
a solution of salt or of sodium hyposulphite, as in the extraction 
of silver by Augustin's process, or the metal is converted into a 
sulphate, which is dissolved in water, as in Ziervogel's process. 
The extraction may also be effected by treating oxides with 
salts, as in the Hunt and Douglas method of extracting copper. 
sOuO + 2FeC], = Pe^Oj + CuCl, + Cu,Cl, 

9. By electrolysis, as in the deposition of copper. 

10. By the action of highly oxidisable substances on metallic 
salts, as in the precipitation of gold from its solution as chloride 
by ferrous sulphate, or of aluminium from its chlorides by 
sodium. 

11. By crystallisation, as in Pattinson's method of extracting 
silver. 

Roasting and Calcination. — ^These terms are frequently 
used indiscriminately to indicate the operations of expelling water, 
carbonic anhydride, or sulphur from the ore, by heating the sub- 
stance to a temperature below its melting point. The term cal- 
cination should be confined to the application of heat in the 
expulsion of carbonic anhydride or volatile matters, whilst the 
term roasting should be used in all cases where a chemical change 
is involved, resulting in the addition of an element. 

Roasting is one of the most important of metallurgical pro- 
cesses. In the treatment of almost all ores it is required as 
a preliminary process to render them more porous and more 
suitable for the subsequent smelting, the success of which 
is dependent on the manner in which the roasting has been 
effected. 

There are several kinds of roasting. An oxidising roasting is 
one in which the metalliferous substance is oxidised by heating it 
in contact with air. A reducing roasting consists in heating the 
substance in a reducing atmosphere. When it is required to 
obtain chlorides instead of oxides, the material is roasted with 
salt. This operation is termed a cMoridising roasting. It is 
especially important in the treatment of silver ores. Under the 
action of a high temperature the salt acts on the sulphates present, 
and forms chlorides. Its action may also be due to the formation 
of chlorine by the action of silica and sulphuric anhydride on the 
salt, or to the evolution of hydrochloric acid, due to the presence 
of moisture in the atmosphere in which the material is being 
roasted. In some cases, as a preliminary operation for hydro- 
metallurgical processes, it is necessary to conduct the roasting in 
such a manner that sulphates are formed. It necessitates a low 
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temperature and a limited supply of air. This operation is termed 
■sfulphating roasting. 

Oxidising Agents. — Atmospheric air is the simplest source of 
oxygen. The carbonic anhydride it contains may be neglected. 
Attention, however, must be paid to the aqueous vapour. 
Air, at the ordinary temperature, contains an amount of moisture 
equal to 0.0062 of the weight of dry air, or since water contains 
■|ths of its weight of oxygen, while dry air contains less than a 
•quarter, it follows that the moister the air is the more oxidising it 
will be. ' The cooling action of water-vapour, however, counteracts 
the advantage derived from its excess of oxygen. Moist air is 
■consequently useful only when the hydrogen it contains is set at 
liberty during the reactions and is free to combine with sulphur 
■or certain other metalloids. Air is employed at the ordinary 
pressiu-e or at the pressure of several atinospheres, for the tem- 
perature of combustion increases with the pressure. 

Water is an active oxidising agent in the case of certain metals 
which have a strong affinity for oxygen ; but in other cases its 
■oxidising action is sensible only at a high temperature. The de- 
composition of water absorbs much heat, and aqueous vapour can 
therefore be employed only as an oxidising agent when its cool- 
ing effect is desirable, as in the refining of iron. Aqueous vapour 
is also used for separating zinc from lead. In passing steam over 
sulphides of oxidisable metals at a red heat the sulphur is elimi- 
nated as sulphuretted hydrogen, while the metal is oxidised. 
This reaction is employed in the roasting of sulphides of iron, and 
in the treatment of ■ sulphides, arseno-sulphides and antimonio- 
-sulphides of copper and silver. 

Metallic oxides are fi'equently used as oxidising agents. Oxides 
of manganese, iron and lead are those most generally employed. 
Oxide of copper is used more rarely. Manganese peroxide is 
occasionally useful in the oxidation of impurities in metals. Fer- 
rous oxide, or ferrous silicate, acts as a carrier of atmospheric 
■oxygen. When ferrous silicate, containing less than 30 per cent, 
of silica, is exposed in a molten state to the action of air, the iron 
in excess gradually becomes oxidised, and crystals of magnetic 
-oxide are formed. These render the silicate less fusible, and fall 
by their superior density to the bottom of the mass. Sometimes, 
as when such a slag covers a bath of impure metal, the magnetic 
oxide thus formed gives up its excess of oxygen to the elements 
in the metal to be refined, and again becomes ferrous oxide, and 
thus acts as a carrier of atmospheric oxygen to the carbon which 
iias to be oxidised. -An illustration of this is afibrded by a stage 
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of the puddling of iron, a process which is conducted in the 
presence of a layer of ferruginous cinder. 

Lead oxide is an energetic oxidising agent on account of its 
being readily reducible to the metallic state. It is, however, 
expensive, and yields but 7 per cent, of oxygen. Lead oxide and 
lead sulphide, when heated together, give metallic lead — 
2PbO + PbS = sPb + SOj 

Oxides of copper and antimony serve as oxidisers in the treat- 
ment of these metals. In heating together the sulphide and oxide 
of copper, copper is obtained. Potassium and sodium nitrates are 
employed in refining silver and antimony, and in the " Heaton " 
process sodium nitrate is employed to convert phosphorus and 
vanadium in certain varieties of pig-iron into sodium phosphate 
and vanadate. 

Metallic sulphates are often used as oxidising agents, the sul- 
phate oxidisiag the sulphide and reducing the metal. In the 
case of iron in the blast furnace, carbonic anhydride, as is shown 
in the following chapter, also acts as an oxidiser. 

Seducing Agents. — When a metal is separated from a state 
of chemical combination, it is said to be reduced, and the process 
of separation is termed rechtction. The agents employed for this 
purpose are mainly carbon and hydrogen, or their compounds. 
Occasionally, however, the metalliirgist makes use of iron, man- 
ganese, lead, or of sulphides and arsenides. The efficacy of a 
reducing agent depends on the absence of oxidised or inert 
elements. Thus, on account of the water and oxidised com- 
pounds they contain, wood, peat, and lignite are less energetic as 
reducing agents than coal. Similarly, coals rich in carbon are 
more valuable as reducing agents than coals rich in oxygen. 

Carbon can take up i^rd or 2|rds of its weight of oxygen accord- 
ing to the oxide in whose presence it is used, to the temperature 
at which the reduction is effected, and to the relative proportion 
between the oxygen to be removed and the carbon employed. In 
the first case carbonic oxide is formed, and in the second carbonic 
anhydride. The reduction of metals, of which the oxides are 
easily reduced, such as lead and copper, is complete even if carbonic 
anhydride alone is formed. In the case of iron, however, total 
reduction is not possible unless carbonic oxide is present in 
■excess, on account of the oxidising action of carbonic anhydride. 
Indeed, a mixture of equal volumes of carbonic oxide and carbonic 
anhydride will not reduce iron oxides below ferrous oxide. This 
is also true of manganese oxides. 

Reduction by solid carbon is slow, and is effected merely, by 
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cementation, that is, by a gradual transmitting action, if carbonic 
oxide is not formed. This gas is the most important reducing 
agent. It penetrates to the centre of the oxidised substance, 
absorbs its oxygen, and is converted into carbonic anhydride. In 
this way i part by weight of carbonic oxide gives 1.57 parts of 
carbonic anhydride. Besides this, Gruner* and Sir Lowthian 
Bell t have shown that, even at low temperatures, carbon, in the 
presence of iron, separates out from carbonic oxide, 

2CO = CO, + C, 
and has a powerful reducing action. It continuously converts 
carbonic anhydride into the lower oxide. Reference is made to 
this subject in the description of the blast furnace given in the 
following chapter. 

In addition to the above-mentioned reducing agents, metals, 
and metalloids are sometimes used to remove oxygen. Thus, iron 
deoxidises the salts and oxides of copper, of lead, and of mercury, 
and sodium liberates the metals magnesium and aluminium^ 
from their haloid salts. Sulphides and arsenides are also employed. 
Thus, sulphides of iron and zinc separate copper from certain 
slags. Silicates of iron and zinc are formed, whfle sulphur retains, 
the copper in the regulus. 

Chemical Agents. — Certain sulphurising agents are employed 
in metallurgical processes. These are specially useful in th& 
treatment of silver and copper. The agents are iron or copper 
pyrites, barium or calcium sulphates, and, less frequently, metallic 
sulphides. Nickel and cobalt behave with regard to arsenic as 
silver and copper do in the case of sulphur. These metals may 
be protected, by means of their affinity for arsenic, from the scori- 
fying action of silicates. 

Chlorine is largely used in the treatment of gold and silver 
ores. It is employed in the gaseous state or in the form of 
alkaline hypochlorites. The perchlorides of iron, copper, and 
mercury act as chloridising agents by being converted into lower 
chlorides. They are obtained usually by the direct action of' 
hydrochloric acid on peroxides. Iodine is used in the metallurgy 
of silver, and bromine in that of gold. 

The agents employed for effecting the solution of metallic sub- 
stances are very varied. The most important solvent is water,, 
which is used for dissolving sulphates of iron, copper, and zinc. 
Other salts are dissolved by salt solutions; thus, chloride of 
silver is dissolved by an aqueous solution of sodium chloride, 

* Ann. de Phys. et de Chim., 1872 ; TraiU de M&ailurgie, vol. i. (1875)^ 
p. 172. 
t Clienacal Phenomena of Iran Smelting. 
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Calcium chloride, sodium hyposulphite, and ammonium carbonate 
are also used. Compounds of sulphur, oxygen, and calcium are 
now largely used in the metallurgy of silver. Metallic oxides are 
dissolved by acids, gold and platinum are dissolved by aqua regia, 
and in the amalgamation of gold and silver, mercury is the solvent 
employed. 

In metallurgical processes there are scarcely any limits to the 
use of ordinary chemical reagents beyond those imposed by the 
price of the material. 



( 1'8 ) 



CHAPTEE VII. 

FUENACES. 

Materials used in the Construction of Furnaces. — In 
addition to the ordinary building materials used for the exterior 
portions of furnaces, refractory bricks and materials are required 
for the interior where a high temperature and the scouring action 
of metallic oxides have to be resisted. These materials may be 
used either in the natural state or as bricks. Of the natural 
materials, sandstones are most largely employed, the best varie- 
ties being those in which the quartz grains are cemented by a 
siliceous material. In the form of quartz, silica is able to resist 
all temperatures except that of the oxy-hydrogen blowpipe. 
Coarse-grained sandstones, such as millstone-grit, are frequently 
advantageously used. The Dinas rock found in the Vale of 
Neath, South Wales, is an example of this type. It usually con- 
tains 98 per cent, of sihca. The pulverised rock is mixed with a 
little lime or clay to make it cohere, and is pressed into bricks. 
These resist a very high temperature, and are especially useful 
for the arches of reverberatory furnaces, as they expand with 
heat. Their composition, however, does not enable them to resist 
the action of metallic oxides. In steel-melting furnaces, where 
Dinas bricks are used, the tie-rods must be slackened as the heat 
increases, and tightened when the furnace subsequently cools. 
SUioa bricks should be set as hot as possible, and the temperature 
of the furnace gradually raised. Ganister is a siliceous material, 
somewhat similar to the Dinas stone, found in the lower coal- 
measures of Yorkshire. 

There are three classes of refractory materials : — 

1. Acid, such as Dinas stone and ganister. 

2. Neutral, such as graphite, chrome-iron ore, and fire-clay. 

3. Basic, such as bauxite, dolomite, and magnesite. 

Basic materials are now largely used. Bauxite is used for resist- 
ing metallic oxides, and for that reason it is used for hning 
Siemens furnaces. It is first calcined with 3 per cent, of 
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argillaceous clay containing 6 per cent, of graphite. It is essen- 
tially a hydrated ferric aluminate, and has the following com- 
position : — 

AIjOj. FeaOa. SiO^. HjO. 

50 to 60 ... 24 to 25 ... 3 to S ... 10 to 15 

The use of basic refractory materials has been rendered necessary 
by the extension of the basic Bessemer process. Formerly the 
Bessemer converter, capable of holding 5 tons of metal, was 
invariably lined with ganister or Dinas stone. With such a lining, 
however, it was impossible to get rid of the phosphorus in the 
iron, whilst with a basic lining this is easily accomplished. Lime 
is one of the most refractory substances known, but it cannot be 
used on account of its readiness to become hydrated, and con- 
sequently to disintegrate. Magnesia, too, does not appear to answer 
well ; but magnesite gives excellent biicks. Its great cost, how- 
ever, precludes its general adoption. The mixtures of lime and 
magnesia, obtained by heating dolomite, give the most satisfactory 
results. Coated with tar, they are easily protected from moisture, 
and the proportion of silica they contain is considered advan- 
tageous. A refractory material of this kind containing 

MgrCOj. CaCOa. SiOs. FeaOs.AIjOj- 

88 ... 7 ... 4 ... I 

is largely used. The slag obtained from basic refractory materials 
in the Bessemer converter is being largely used as a fertiliter for 
agricultural purposes on account of the phosphorus it contains. 
Some 400,000 tons of it are annually used in Germany. 

Fire-bricks are mostly made of fire-clay, mixed with quartz, 
burnt clay, or pulverised refractory materials that have previously 
been used. The admixture of graphite is not so usual for fire- 
bricks as for the refractory crucibles in which metals and alloys 
are melted. 

Fire-clays consist essentially of hydrated aluminium silicates, 
having the following composition : — 

SiOj. AI2O3. H2O. 

50 to 55 ... 30 to 35 ••• 10 to 15 

When Hme, magnesia, potash, or soda are present in quantities 
exceeding i per cent, the clay becomes fusible. In aluminous 
clays less than 0.7 per cent, of these oxides does not depreciate their 
refractory value. As a rule, a small amount of these oxides or 
of ferrous oxide is sufiicient to condemn a clay. Thus ordinary 
shale fuses at a comparatively low temperature, on account of its 
lai-ge percentage of alkaline oxides and ferrous oxide. 

The plasticity of clays depends upon the fineness of the particles 
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and the amount of water present. When calcined, clays cease to 
be plastic when moistened, on account of the molecular alteration 
brought about by the calcination. Fire-clays contract when 
heated, even after all their combined water has been driven off. 
Heating, however, up to ioo° does not affect plagtjcity; it merely 
drives off the hygroscopic water. The quality of the clay is 
largely dependent upon the free silica it contains. Windsor fire- 
bricks, which may advantageously be used when the temperatures 
are not high, are made of a mixture of sand and fire-clay in equal 
proportions. 

The mortar employed for setting fire-bricks is prepai-ed from 
the same materials as the bricks themselves, or from good clay. 
Lime mortar must not be employed for work that has to support 
high temperatures.* 

Crucibles. — For special metallui'gical purpc^ies, in the furnaces 
are placed crucibles (manufacture of cast steel, zinc, smalts, 
antimony), or tubes or muffles (Belgian and Silesian methods of 
smelting zinc), or retorts (arsenic smelting), or lastly, pear-shaped 
vessels, open at both ends, termed aludels (mercury smelting). As- 
most of these vessels must be made of refractory materials, they 
may be conveniently discussed here. 

Crucibles are required to resist (i) high temperatures ; (2) alter- 
nating temperatures ; and (3) the corroding action of metallic 
oxides. They must also not be brittle or " tender " when hot. 
They may be made of clay, graphite, gas-carbon, and many other 
materials, according to requirements. When made of clay, two- 
thirds are raw clay and one-third is burnt clay, or pulverised 
material obtained from old but cleaned pots. By this addition, 
contraction on drying is avoided. 

In order to test fire-clay, a piece is fashioned with sharp angles, 
dried, and exposed to a white heat in a muffle ; it is then examined 
to see if the edges have fused. A similar test should be made in 
a reducing atmosphere, the test-piece being placed in a crucible 
packed with charcoal. In order to test the resistance of a crucible- 
to corrosion, it may be half filled with copper, which is then melted, 
and a little borax inserted so as to just form a ring round the 
edge of the molten metal and yet leave the centre free for oxida- 
tion. The borax will absorb the oxide and rapidly corrode the 
crucible unless it be of excellent quality. The behaviour of the 
crucible under the weight of the copper melted indicates the other 
quaUties of the crucible. In selecting clay for crucibles, special 
care must be taken that neither iron pyrites nor more than a 

* Snelus, Journ. Iron and Steel Inst, 1875, P- S'S- 
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minute J)ett!eiitage of potash or soda is present. A small quantity 
of lime is of no importance. 

The so-called plumbago crucibles are made of clay and graphite, 
in the proportion of 51 of the former to 49 of the latter. Only 
certain varieties of graphite can be used for crucible-making, the 
texture being of great importance. This can only be determined 
by experiment. Ceylon graphite contains 79-4 per cent, of 
carbon, 15.5 per cent, of ash, the remainder being volatile matter. 
The ash may contain as much as 12 per cent, of ferric oxide, 
■which must be removed by treatment with sulphuric acid. The 
graphite is picked, ground, sifted, and mixed with the fire-clay, 
and left for some time to " mellow " after it has been kneaded 
damp. The crucibles are moulded, dried, and then burnt in 
kilns. Obviously, an oxidising atmosphere must always be 
avoided. In order to prevent absorption of moisture and salts, 
as in cases of shipment, and to enable rapid alterations of tem- 
perature to be better withstood, the finished crucibles are dipped 
in milk of clay, dried, glazed, and then dipped in tar. Crucibles 
made in this way by the Patent Plumbago Crucible Company, 
of Battersea, will stand 40 meltings of gold without sensible 
deterioration. 

The pots used in the chlorination process for parting gold and 
silver are soaked in borax solution, dried and heated. The 
borax then melts and clogs the pores, and prevents the escape of 
the silver chloride, which is very fluid. 

Classification of Fiirnaces. — The words hearth, forge, and 
furnace are applied to structures in which ores or metals are 
submitted to high temperatures. A furnace is composed of an 
interior part, of fire-resisting materials, and an exterior part 
built for the purpose of consolidating the interior structure. 
Furnaces may be divided into two classes — (i) those in which 
the charge and fuel are in intimate contact, there being no in- 
dependent hearth or fireplace, and (2) those in which the fuel 
and ore are kept separate, the fuel being burnt in an indepen- 
dent hearth. The first class of furnaces may be sub-divided, 
according to their height and construction, into hearths and 
blast-furnaces ; the former are imperfect appliances that usually 
do not work continuously, whilst in the blast-furna&e the action 
is continuous. The second class is sub-divided into (a) rever- 
beratory-furnaces ; a group in which gas-furnaces may be included, 
and (J) retort furnaces. In the former, the charge only comes in 
contact with the flame of the fuel, whilst in the retort-furnaces 
it does not come into contact with tiie combustible gases of the 
fuel at all, but is separated from them by walls that merely 
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transmit the heat. These walls usually ioTm. part of separate 
closed vessels, crucibles, muffles, or retorts, but occasionally they 
are part of the furnace itself. In this classification, the Bessemer 
converter is omitted. It cannot be classed as either a hearth or 
blast-furnace, but it may be described as a vessel usually pear- 
shaped, in which the impurities contained in the metal treated 
constitute the fuel which is burnt by a forced current of air. 
Furnaces may be further divided into those worked by means of 
a natural current of air, and those worked by a forced current of 
air. The classification of furnaces may then be summarised 
thus : — 

I. — Hearths. 

{a) Worked by means of a natural current of air. i. Roasting 
hearth (piles, stalls, pits, kilns) ; 2. Liquation-hearth (hearth for 
liquating argentiferous copper). 

(6) Worked by means of a forced draught (the smith's forge, 
iron refinery). 

II. — Shaft-puenaces. 

(a) Draught-furnaces (iron ore calciners). 

(b) Blsist-furnaces (iron blast-furnace, Rasohette-f urnace, Pilz- 
furnace, cupola-furnace). 

III. — Eeveeberatoey-fubnaces. 

(a) Worked by means of natural draught (puddling-furnace). 
(6) Worked by means of a forced draught (cupellation-furnace). 

IV. — Closed-vessel Furnaces. 

May be divided, according to the form of the vessel employed, 
into — 

(o) Crucible-furnace (Deville blast-furnace). 

(b) retort-furnace (for zinc, mercury). 

(c) tube-furnace (for bismuth), 
{d) muffle-furnace (for arsenic), 

or, according to the process carried out in it, into — 
(a) smelting-furnace (ordinary assay-furnace). 
(6) roasting-fumace (arsenic). 

(c) liquation-furnace (bismuth). 

(d) distillation-furnace (zinc, mercury). 

(e) sublimation-furnace (arsenious acid). 
(/) cementation-furnace (cement steel). 

Whether the furnace is worked by natural or forced draught 
the general principles involved in the combustion of fuel apply. 
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The fuel employed in either case may be the same, but the pro- 
ducts of its combustion may be widely diflferent. The form and 
dimensions of the furnace will obviously give rise to a very varied 
series of results ; since on them depends the amount of fuel that 
can be burnt in a given time, and the degree of perfection of the 
combustion that can be attained, the temperature actually 
engendered being dependent on the calorific power of the fuel. 
There may, in fact, be any variations in heat-units between 
2473 and 8080 calories, the calorific powers of carbon when burnt 
to carbonic oxide and to carbonic anhydride respectively. In a 
furnace without an independent hearth, the most important part 
is that in which the work is principally done. This may be con- 
veniently localised as the zone of combustion. Thus, as Gruner 
expresses it, for a given fuel burnt in a certain way, the heat 
developed will simply be proportional to the weight of fuel 
burnt, whilst the temperature depends on the rapidity of com- 
bustion — that is, on the ratio between the volume of the zone of 
combustion and the weight of coal or coke burnt in an hour. 
The smaller this ratio, the higher the temperature will be. 

In order to show how varied the conditions may be, the follow- 
ing two cases may be cited : — (i) A vat-shaped furnace, such as 
is used in the Cleveland district for calcining ironstone with a 
natural draught of air. One hundred and fifteen tons of iron 
carbonate are calcined in twenty-four hours with a consump- 
tion of 4 tons 12 cwt. of coal. The height of the furnace is 
33 feet, and its total internal capacity is 8000 cubic feet ; but 
the work of the furnace — namely, that of driving oif carbonic 
anhydride and moisture from an iron ore, is not confined to a 
limited zone ; indeed, the volume of this zone of combustion may 
be taken to be 1400 cubic feet. Compare this with (2) a modern 
blast-furnace, such as that used at the Ormsby Ironworks, 
Middlesborough, a furnace to which reference will again be made 
in dealing with the blast-furnace. The height of the furnace is 
76 feet, and its out-turn is 2453 tons per month, or about 80 tons 
of pig-iron in twenty-four hours. In this case heated air is 
driven in, a course which is necessary in order to overcome the 
resistance of the superincumbent and partially fused mass of ore, 
fuel, and flux, and the result is that the combustion of the fuel 
is more or less limited to an intensely hot zone of combustion, 
the capacity of which does not exceed 200 cubic feet. 

Furnaces with independent hearths are usually reverberatory- 
furnaces, although there are cases in which vat-shaped fiunaces 
are supplemented by fire-grates, which are usually symmetrically 
arranged round the base. The object of isolating the fuel from 
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the ore is in order to prevent chemical action of a kind that is 
not wanted, and generally to enable the nature of the products 
of combustion admitted into the furnace to be controlled. It 
would be useless, for instance, to admit torrents of carbonic 
oxide into a furnace where an oxidising action was wanted, and 
conversely the predominance of an atmosphere of carbonic anhy- 
dride would be fatal to a reducing action. 

In France it is usual to consider a reverberatory-furnace as 
consisting of a grate to hold the fuel, and the " laboratory " portion 
in which a given operation is conducted. The nature of thp 
operation may be infinitely varied, and the temperature of the 
laboratory may vary from the duU red heat required for roast- 
ing pyritic ores to the intense heat required for melting steel. 
Obviously, the dimensions of the grate in relation to those of 
the laboratory will vary considerably, and Gruner has given 
valuable data for determining what these ratios should be. He 
shows, for instance, that in conducting certain typical operations, 
it is necessary to burn in an hour the following amounts of fuel, 
in lbs. for every square foot of grate area : — 

Puniace. 
Furnace for roasting sulphides 
Fires for stationary boilers . 
Furnaces used in smelting lead ores . 
Furnaces for copper smelting 
Pudding furnaces 

Steel melting furnaces .... 
Locomotive fires 



Lbs. per sq. ft 


3 to 


8 


8 to 


20 


12 to 


16 


15 to 


30 


20 to 


SO 


41 to 


81 



81 to 102 



Lastly, Gruner has given the relation between the volume of the 
laboratory portion of the furnace and the amount of coal or coke 
burnt in an hour on the grate, distinguishing between furnaces 
in which the heating has to he slow or rapid. In the former 
case, the volume of the laboratory part for every cwt. of coal 
burnt in air is — 

Cubic feet. 
In brick-malcing ... .... 1794 

roasting copper ores 538 

reducing zinc ... .... 101 

whilst in furnaces with rapid heating, it is — 

Cubic feet. 
In fusion of copper regulus at Swansea .... 50 

ordinary puddling 17J to 20 

steel melting on the bed of a reverberatory-furnace . 2J to 3J 

I. Hearths. — A hearth is a low furnace in which the materiiil 
to be treated is exposed to the direct action of sohd fuel. Heaps, 
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stalls, and kilns for roasting ore, are also included in this category, 
as the action of the fuel is the same. Consequently, hearths are 
not necessarily enclosed furnaces, but may exist without the aid 
of any brickwork at all. The pyramidal heaps, in which the 
roasting of copper ores is effected, are free or unwalled, about 30 
feet square at the base, and built upon level ground. A bed of 
wood, about i foot in thickness, is formed, and on this alternated 
layers of ore and charcoal are piled to the vertical height of 
10 feet. Some ironstone from the coal-measures may be roasted 
in heaps without the additioy of fuel. The proportion of bitumen 
in the copper shale of Mansfeld is almost sufficient for its calcina- 
tion. With sulphuretted ores, a bed of fuel is used, the burning 
sulphur keeping up the roasting temperature. Coke-ovens may 
also be classed as hearths, and so also may the primitive liqua- 
tion-hearth formerly employed for separating easily fusible con- 
stituents out of metallic mixtures. 

Hearths worked by means of a forced current of air may be 
employed for melting or for heatiag a substance to a very high 
temperature without altering its state of aggregation, as in weld- 
ing and forging metals that are not readily fusible. 

An example of this class of hearth is the refinery formerly 
largely used in the manufacture of malleable iron. It consists 
of a rectangular hearth, provided with inclined tuyeres, through 
which air is blown upon the surface of the molten iron, so that 
the silicon in the iron is oxidised, forming with a portion of the 
iron a fusible ferrous silicate. This process is now unimportant, 
being confined to forges in a few localities making special qualities 
of malleable iron. 

Further examples are afforded by the shallow hearths used for 
lead-smelting. In the North of England, a furnace of this kind, 
known as the ore-hearth, is often used. It consists of a cubical 
chamber, about 22 inches side, lined with cast-iron. In the back 
wall is fixed a tuyere for the introduction of the blast. In front 
is the work-stone, which is placed at a slight inclination to the 
bottom of the hearth. The melted lead flows from the hearth 
down an oblique channel in the work-stone to a lead pot placed 
before the work-stone. The operation lasts about twelve hours, 
the production being i to i^ ton of lead. Peat was formerly used 
as fuel, but it has now been abandoned and coal is generally used. 

In hearths and kilns of this ' class, the introduction of cold 
material renders the combustion of the fuel, whether gaseous or 
solid, more or less imperfect, so that the products of combustion 
contain an inordinate amount of unburnt gases, especially of 
carbonic oxide. As a rule, in a kiln the position of the zone 
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of combustion is fixed, but it occurred to Hofimann,* a German 
architect, to devise a kiln in which the position of the zone 




w^a* 




Fig. 54. 

of combustion can be varied at will, and he thus succeeded in 
efiecting a considerable economy of fuel. In an ordinary kiln 

* AnnaUs des Mines, voL xx. (1871). 
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there is a contimious ascending column of gas, and a descending 
column of solid material. In the Hoffmann kiln, on the other 
hand, the solid material remains stationary, while the gaseous 
current alone moves. The kiln may be either circular or oval in 
section, the circular being the more usual form. This is shown in 
Mg. 54. It consists of a circular tunnel, MM, which can be 
divided into any number of compartments, twelve or sixteen 
being the usual number. These compartments are, however, in 
direct communication with each other, except at one point, where 
an iron plate, pp, placed across the tunnel, interrupts the con- 
tinuity. This plate may be inserted through the roof of the 
tunnel down grooves, nn, provided for its reception, in the walls. 
Each space between two sets of grooves is provided with an internal 
flue, E.^E„ which, by the removal of a damper, can be placed in 
communication with a central chimney, and each space has also 
a door, BB, in the outer wall. Only two of these doors are open 
at a time. The whole of the tunnel is kept full of material (ores 
to be calcined, or bricks to be burnt), except one compartment, 
which is always empty. The position of the empty compartment 
varies from day to day. Let the plate occupy the position, pp, 
shown in Fig. 54. The newest material has been charged in 
behind it into compartment 16. Air enters in front of it 
through the open door of the empty compartment No. i, and 
through the door, also open, of the next compartment, which 
contains finished material that has been longer in the furnace 
than the rest, and has but little heat to give up to the in-coming 
current of air. This current is drawn by natural draught round 
the entire tunnel, and can only enter the chimney through one 
or more of the flues that have been opened behind the plate. 
After an interval of twenty-four hours from the last charging, 
the position of the iron partition is shifted to the next groove to 
the right, the compartment No. i is filled, and the one, No. 2, 
in front of the plate is emptied. Thus, new material is continually 
kept behind the plate, and finished material in front of it. Air 
entering comes in contact with material which gradually increases 
in temperature, for it will be obvious that the position of the 
hottest pai-t of the furnace mus-t be continually travelling round 
the circle, and that in a number of days, corresponding with the 
number of compartments, the zone of combustion will have 
travelled completely round the circuit. The air and the material 
to be treated enter and leave the furnace in a cold condition, so 
that there can be no waste of heat, provided that the adjustment 
of the dampers in the flues through which the gases pass to the 
chimney, is carefully efiected. In order to remedy local irregu- 
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Fig. 55. 



laiities of combustion, air may, if necessary, be admitted through 
suitable orifices in the roof. 

The volume of each compartment may vary from 282 to 1765 
cubic feet. In order to facilitate charging 
and to secure perfect uniformity of tem- 
perature, the height of the tunnel should 
not exceed 9 feet. 

In Catalonia, a low hearth, the Catalan 
furnace (Fig. 55), is still occasionally to 
be met with. It is used for the produc- 
tion of malleable iron direct from the ore. 
It is made of blocks of cast-iron and has a 
sandstone bottom. The tuyere is made of 
sheet copper. The blast is supplied by a 
water-blowing machine, or trompe, which 
may be made from a hollow tree trunk, 
1 5 feet high, at the top of which is a water- 
box with a plug. The water falls down the pipe into the wind- 
box, carrying air with it, and causing a pressure of i|^ to 2 lbs. 
per square inch in the hearth. 

2. Shaft-furnaces. — In all the members of thLs group the fuel 
and ore are charged into a common receptacle, the axis of which 
is vertical. Certain of them, as the kilns in which limestone 
or ore is calcined, are worked by a natural current of air, the 
furnace itself forming a capacious chimney. 

The form of these furnaces is very varied, according to the 
nature of the ore and of the fuel employed. Furnaces of this 
kind may be egg-shaped, cylindrical or conical. Small kilns with 
circular horizontal section effect the most uniform roasting, give 
rise to the least loss of heat by radiation, and wear well. They, 
however, necessitate the use of expensive bricks of special shape. 
The height is dependent on the size of the pieces and on the 
fusibility of the ore. The width is dependent on the quantity of 
ore to be roasted. In large kilns of circular section it is difficult 
to maintain a uniform temperature. Large kilns have conse- 
quently an elliptical or rectangidar section. In the latter case 
the corners are rounded off. 

The best examples of this type of furnace are afforded by the 
kilns employed for calcining iron ores. One of the best forms is 
that of Gjers (Fig. 56), which is extensively used in the Cleve- 
land district. The drawing, to the scale of 10 feet to the inch, 
shows this kiln partly in elevation and partly in section. The 
body is of fire-brick cased with malleable iron plates. The bottom 
of the brickwork rests on a cast-iron ring, a, and the whole is 
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supported by cast-iron pillars, b, leaving a clear space between the 
bottom of the kiln and the floor. The latter is covered by iron 
plates, c, on the centre of which is fixed a cast-iron cone, d, 
8 feet in height and 8 feet in diameter at the base. This causes 
the descending roasted ore to pass outwards. Fresh ore and coal 




, B'iG. S6. 

are constantly being .added from, the filling gallery, e. Around 
the lower tier, of plates are openings,/, which are usually closed by 
doors, but which ser*e for the adinission of air or tools in case of the 
ore becoming clotted. These Mlna are usually 33 feet. in. height, 
24 feet in diameter at the widest part, and have a capacity of 
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8000 cubic feet. They calcine 800 tons of iron ore per week, the 
consumption of coal amounting to i ton for 25 tons of ore. 

In Styria, kUns are used provided with step-grates. A kiln of 
this kind is shown in Fig. 57, in vertical section drawn to the 
same scale as the preceding figure. The masonry, », is of rubble- 
work, the lining, b, of the kiln is of fire-brick, the grate, c, and the 
bottom, d, are of cast-iron. 

In all blast-furnaces carbonic oxide is the main reducing agent, 
but in certain forms, such as those employed in the smelting of 
lead ores where only moderate temperatures are required, care 
is taken that the atmosphere is not too reducing, or intractable 
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masses of iron will be produced which will impede the action of 
the furnace. The generation of carbonic oxide in front of tuyeres 
supplies the heat to melt the slag and metal, whilst the gas itself 
is the reducing agent throughout the process. Usually by far 
the most important point to consider is the temperature actually 
attained in the zone of combustion — that is to say, the portion of 
the furnace near the tuyeres where the fuel is actually burnt. 
The temperature will depend on the relation between the volume 
of the zone of combustion and the weight of fuel burnt in a 
an hour. The smaller this ratio is, the higher the temperature 
will be. 
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Fig. s8. 
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The most important member of the group of furnaces without 
separate hearth is the blast-furnace. ~As its name implies, it is 
worked by a forced current of air supplied by a bellows or by 
blowing-engines. The blast-furnace in which pig-iron is made is 
shown in Fig. 58. In former times charcoal was exclusively the 
fuel employed, whilst at the present time coke is mostly used. 
Raw fuel (coal or anthracite) is only adopted in special cases. 
The modem blast-furnace, in which coke is used as fuel, is 70 to 
80 feet in height, some of the larger examples attaining to 100 
feet. Charcoal blast-furnaces are considerably smaller Formerly, 
the blast-furnace was a heavy conical mass of masonry some 30 
feet in height. It is now a much lighter structure, formed of a 
wrought-iron casing lined with brickwork. In order to dis- 
tinguish it from the older forms, it is termed a cupola blast- 
furnace. In the upper opening, or throat, fuel or ore are 
charged, being allowed to fall into the furnace, usually through 
some form of appliance for distributing the charge. In the lower 
narrow portion of the furnace, highly compressed air is forced 
through a number (usually five to eight) of horizontal nozzles 
or tuyeres arranged in a circle. When the - blast is previously 
heated, the water-tuyere is always employed. It consists of a 
hollow truncated cone, through which a current of water circulates. 
In the space in front of the tuyeres, the consumption of the fuel 
is effected, which is' already highly heated in its descent through 
the furnace, and a temperature of more than 2000° is obtained. 
The plane in the blast-furnace where the greatest diameter is 
reached is termed the boshes, and the cylindrical portion at the 
base is the hearth, G, in which the molten material collects. The 
top of the furnace is surrounded by a charging gallery, and is 
usually covered in by an iron cup and cone, A, the latter of which 
may be lowered by a counterpoise and winch or by an hydraulic 
cylinder, when material is to be charged in, the waste gases 
passing through a side tube, F, whence they are led to the stoves 
for heating the blast, or are burnt under boilers. The stack is 
carried on an iron ring resting upon iron columns, the object being 
to have all the working parts of the furnace readily accessible so 
that they can be repaired from time to time. In front of the 
hearth an opening extends from the hearth-bottom to a little 
above the level of the tuyeres. The arch above this opening is , 
called the tymp arch. The sides of the opening are prolonged 
outwards into a rectangular cavity, the yore hearth, which is 
bounded in front by a firebrick wall called the dam, carried up 
to the tuyere level and supported by a cast-iron dam plate, a,. 
semicircular notch, the cinder notch, in the top edge serving as a 
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passage for the slag. The tap-hole for withdrawing the molten 
iron is a narrow vertical opening in the bottom of the dam. The 
iron is run into sand moulds, forming pigs about 3 feet long. 

A large modern blast-furnace produces 75 to 100 tons of pig- 
iron in twenty-four hours, whilst small charcoal blast-furnaces 
yield only 5 tons in the same time. Sometimes a furnace charge is 
obstructed in its descent. When the lower portion is melted, the 
obstructed unreduced portion, or scaffold, is apt to give way 
suddenly and fall into the hearth. 

Notwithstanding that iron-smelting dates from a very early 
period, the chemical changes that occur were very imperfectly 
understood in this country, until the subject was investigated by 
Sir Lowthian Bell * and Dr. 0. R. Alder Wright.t The ores em- 
ployed are usually subjected to a preliminary calcining, so as to 
convert ferrous carbonate into ferric oxide, to expel water, and to 
open out the texture of the ore. In some cases, however, the ore 
exists naturally as ferric oxide. The general composition of the 
ores chiefly used is : — 

Bed haematite : — Ferric qxide, with little or no earthy matter. 
Magnetic ore : — Ferric and ferrous oxides, with earthy matter. 
Spathic ore : — Ferrous carbonate and manganese carbonate, crys- 
talline. 
Clay ironstone : — Ferrous carbonate and much earthy matter. 
Brown hasmatite : — Hydrated ferric oxide and earthy matter. 

When the carbonate is not calcined before use, it soon loses its 
carbonic anhydride, leaving behind an oxide of iron. This occurs 
in the top portion of the furnace, so that virtually the ores used 
may be regarded as consisting essentially of some form of iron 
oxide with a varying amount of earthy matter. The fuel used is 
usually coke or charcoal. When raw coal is employed it is com- 
pletely coked in the top portion of the furnace, so that the fuel 
burnt at the tuyeres is invariably earbon. This carbon is either 
burnt directly to carbonic oxide, or if burnt first to carbonic anhy- 
dride, it is immediately converted into carbonic oxide by the in- 
candescent carbon. Most of the nitrogen of the blast remains 
unchanged, and any moisture in the blast is converted into a mix- 
ture of carbonic oxide and hydrogen. The amount of the latter 
necessarily varies with the hygrometric state of the atmosphere. 
The influence of the small quantity of hydrogen in blast-furnace 
gases is insignificant, since the gases issuing from the top of the 
furnace contain as much free hydrogen as that brought in by the 

* Ohemieal Phenomena of Iron Smelting, London, 1872. 
t Proc. Boy. Inst, of Oreat Britain, yoL vii. (1874), p. 248. 
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blast. Indeed, the Kberation of hydrogen is injurious to the action 
rather . than advantageous, for experience shows that the more 
moisture enters the furnace the more fuel is required to do the 
work. Virtually, therefore, the air passing into the blast-furnace 
becomes converted into a mixture of about two volumes of nitrogeni 
and one volume of carbonic oxide. This ascends through the 
furnace and produces a number of complex chemical changes as it 
comes in contact with the ore. These changes are indicated by 
Dr. Alder Wright by the following equations : — 

[A] ■ Reduction of higher oxide to lower oxide and metal by 
gaseous carbonic oxide. 

(i) Fe^Oy + CO = Fe„Oy_i + CO, 

(2) Fe^Oy + yCO = xFe + yCO, 

[B] Oxidation of metal and lower oxide to higher oxide by car- 
bonic anhydride. 

(3) xFe + yCO, = Fe,Oy + yCO 

(4) Fe,Oy_, + 00, = Fe.Oy + CO 

[C] Reduction of carbonic oxide to carbon. 

(5) xFe + yOO = Fe^Oy + yO 

(6) Fe,,Oy_i +. 00 = Fe^Oy + C 

[D] Reaction of reduced carbon on iron oxide forming carbonic 
anhydride. 

(7) 2Fe,0y + C = 00, + 2Fe,0y_, 

(8) 2Fe^0y + yC = yCO, + 2xFe 

[E] Reaction of carbonic anhydride on reduced carbon. 

(9) CO, + C = 2OO 

Although carbonic oxide exerts no action on ferric oxide at 
ordinary temperatures, yet its influence is appreciable at 150°, 
whilst in the converse changes [B] the oxidising effect of carbonic 
anhydride is scarcely appreciable at a temperature of 300°, but is 
noticeable at 400° and is very considerable at 600°. As regards 
equation (2) it may be remarked that it is impracticable to reduce 
the whole of the ferric oxide by means of carbonic oxide at any 
temperature short of a white heat. In fact, iron decomposes car- 
bonic oxide at temperatures below this in virtue of equation (5). 

At any given point in the blast-furnace, aU the chemical ten- 
dencies thus indicated are at work simultaneously, with more or 
less vigour according to circumstances. The action actually taking 
place at this point is, therefore, that due to the single resultant 
of the vaxious forces involved — namely, the iron-reducing ten- 
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dencies [A] and [D], the iron-oxidising [B] and [0], the carbon- 
reducing [0], and the carbon-oxidising [D] and [E] tendencies. 
Knowledge of the relative magnitude of these forces has been 
gained from the careful experiments of Sir Lowthian Bell and 
Dr. Alder- Wright. In tracing out the general chemical changes 
undergone by the oxide of iron, the furnace may be conveniently 
divided into three regions. In the uppermost region, tendencies 
[A] and [D] jointly are stronger than [B] and [0] jointly, and 
consequently rapid reduction of ferric oxide takes place. In this 
region, too, tendency [C] is more powerful than tendencies [D] 
and [E], and consequently carbon deposition takes place to a large 
extent. Here, too, the limestone flux is for the most part cal- 
cined into quicklime, raw coal, if used, is coked, and if iron car- 
bonate is used, instead of oxide, it becomes converted into oxide, 
the reducing and carbon-depositing reactions going on simulta- 
neously with the formation of the oxide. 

In the middle region, the iron-reducing tendencies are almost 
balanced by the iron-oxidising ones, whilst the carbon-depositing 
tendencies are equalled by the carbon-oxidising ones. Here re- 
duction takes place, but only languidly, the chief effect produced 
in passing through this region being an increase of temperature. 

In the lowest region, the reduction of the residual iron oxide is 
completed chiefly through the agency of cyanides formed in the 
vicinity of the tuyeres ; the reduced iron melts dissolving a cer- 
tain amount of the flnely divided carbon in contact with it, to- 
gether with small quantities of silicon, phosphorus, and sulphur 
reduced by subsidiary reactions. The non-metallic constituents 
of the ore and the lime of the limestone also fuse, forming slag. 

The nitrogen brought into the f virnace acts solely as a diluent, 
except in the lower portions of the furnace. It has long been 
known that when nascent potassium or sodium vapour finds 
itself simultaneously in contact with carbon and nitrogen, the 
three elements combine, forming a metallic cyanide. The cyanide 
thus formed acts on the last portions of unreduced oxide of iron, 
converting it into metal and becoming itself changed to cyanate. 
This is probably decomposed with the formation of an alkaline 
carbonate and the elimination of nitrogen. The alkaline salts 
condensed in the upper portions of the furnace are again brought 
down to the level of the tuyeres as the materials sink. Conse- 
quently each particle of alkali metal does duty over and over 
again, the alkalies introduced in small quantities in the fuel 
accumulating in the furnace to a very large extent. As much as 
4 cwt. of alkali metals and 2 cwt. of cyanogen per ton of iron 
made have been repeatedly found in the gases near the level of 
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the tuyeres. This concentration of alkali explains the fact that 
furnaces reduce more readily after they have been some time in 
blast. 

In order to effect the smelting of iron, a definite amount of 
heat is required to perform the general work of the furnace, the 
various items in the appropriation of heat in an 8o-foot blast- 
furnace, during the production of 20 cwt. of pig-iron from Cleve- 
land ore being aa follows : — 

Constant requirements of furnace — 

Cwt. Heat-rnltl. 
Eeduction of iron from ferric oxide . . 33,108 
Impregnation with carbon . ' . . . Ii44<3 
Eeduction of phosphorus, sulphur, and 

silicon 4,174 

Fusion of pig-iron 6,600 

Radiation from walls of furnace . . . 3,658 
Cooling tuyeres by water .... i,Si8 
Other sources of loss 3,202 

54,000 

Variable sources of loss of heat — 

Fusion of slag 16,720 

Expulsion of carbonic anhydride from lime- 
stone S,t>S4 

Decomposition of carbonic anhydride . . 5,248 
Decomposition of water in blast . . . 2,720 
Evaporation of water in coke . . . 313 

30,055 

Carried out by escaping gases 8,85o 

Total 92,915 

Brought in by hot blast ii,9i9 

Heat produced by combustion oE coke .... 80,996 

In order to produce this heat with a minimum expenditure of 
fuel, it is necessary that the whole of the carbon used as fuel 
should be oxidised to carbonic anhydride, an ideal that can only 
be realised in the reduction of lead oxide. The relative strengths 
of the forces involved in the nine reactions described are, in the 
case of iron ores, such that it is not possible to convert more 
than 35 or 40 per cent, of the carbon burnt into carbonic 
anhydride, the rest necessarily escaping as carbonic oxide. Con- 
sequently more fuel must be used to do the work of the furnace. 

CO 

The most economical results are obtained when the ratio ^ 

is greatest. This ratio, however, itself is modified by the tem- 
perature, the velocity, and the distribution of the gaseous current. 
Care must be taken to lessen, as far as possible, the amount of 
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the carbon burnt by the carbonic anhydride. The solid carbon is 
divided into two portions — one burnt in the zone of fusion, and 
the other in the zone of reduction. In the second case the 
reduction is effected with consumption of solid carbon, whilst in 
the former case, it is effected solely by the gases. The ideal case 
would be that in which carbon descends to the level of the 
tuyeres, and is there converted into carbonic oxide. 

A convenient classification of blast-furnaces is that' based on 
the ratio of the maximum diameter to the height. In this 
manner the following three classes may be distinguished : — 

I. Squat furnaces, in which the height is less than, or equal 



to. 



three times the diameter, — - 



H 



Ordinary furnaces, in which the ratio — varies between 3 



H 



and 4, but is usually about 3.5. 

3. Elongated furnaces, in which the ratio t^ is greater than 4, 

The following table gives comparative data of the dimensions 
and workings. of ten typical blast-furnaces used for the smelting, 
of iron : — 





Cubic 


Total 


Diameter 
at 


Diameter 

at 


Diameter 
at 


Diiily 
Out- 


Time 
in Fur- 


Fuel per 
Ton of 




Capacity. 


Height. 


Hearth. 


Boshes. 


Throat. 


turn. 


nace. 


Metal. 




cnb. ft. 


ft. ins. 


ft. ins. 


ft. ins. 


ft. ins. 


tons. 


hours. 


lbs. 


I 


30,000 


85 


8 


28 


19 


70 


150 


2308 


2 


18,000 


80 


II 


22 


16 


270 


21 


1863 


3 


15,000 


75 


II 


20 


IS 4 


175 


24 


2116 


4 


14,000 


75 


8 


21 


14 


107 


36 


2130 


5 


8,824 


73 8 


9 6 


IS 6 


II 9 


142 


20 


1943 


6 


6,676 


72 4 


8 6 


IS 


9 6 


114 


19 


1697 


7 


2,000 


50 


S 6 


10 


5 ^ 


48 


8 


1870 


8 


1,872 


49 8 


4 6 


10 4 


3 4k 


24 


10 


1365 


9 


1.23s 


37 34 


S 8 


8 44 


3 14 


24 


4 


1653 


10 


1,000 


37 6 


5 6 


7 


3 


20 


7 


1585 



In the first six furnaces coke is the fuel employed, whilst 
charcoal is used in the last four. The names and situations of 
the furnaces are : i. Newport, England ; 2. Edgar Thomson " F," 
Pittsburgh, United States ; 3. North Chicago, No. 6, Chicago, 
United States; 4. North Lonsdale, No. 3, Lancashire; 5, Union, 
No. 3 and No. 4 ; 6. Union, No. 2, Chicago ; 7. Midland, Craw- 
ford County, Missouri, United States ; 8. lieibach, Austria ; 9. 
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Perdinand, Hieflau, Austria; lo. Wrbna, Eisenerz, Austria. 
The first four of these furnaces belong to the second class, in 

which — is less than 4, whilst the last six are elongated furnaces 
in which the ratio ^ is greater than 4. The following are 
examples of the first class, in which —is less than 3. 



II 

12 
13 
14 


Name. 


Cubiii 
Capacity. 


Height. 


Diameter 

at 
Throat. 


Diameter 

at 
Boshes. 


Daily 
Oat-lum, 


Longwy, France 
Clarence (old type) 
Thornaby „ 
Ormesby 


cub. ft. 
14,656 
6,003 
12,784 
40,984 


ft. 
65 
50 
60 
90 


ft. ins. 

13 6 
7 10 

14 9 

15 9 


ft. ins. 
23 
16 6 

20 
30 


tons. 
40 
30 



In furnaces of this type, the working is irregular on account of 
the contraction at the throat, which renders it difficult to apply 
any mechanical method of distributing the charge uniformly. 

Mr. E. "Walsh * shows that by placing the boshes, or widest 
diameter of the furnace, entirely within the zone of complete 
fusion a constant supply of fuel at the level of the tuyeres would 
be secured. He also concludes that, within practical limits, the 
narrower the furnace-shaft is constructed the more energetic the 
actions of reduction and carbon-impregnation will be. This view 
is supported by the outlines of the ten furnaces shown in Fig. 59. 
It may be noted that the Union No. 2 (6 in table) and the 
Treibach No. 3 (8 in table) do not owe their low fuel consumption 
to great capacity, to the employment of high temperature of blast, 
nor to the great length of time the materials are allowed to re- 
main in the furnace. 

It was formerly the practice to allow the waste gases to burn at 
the throat of the furnace. Since the introduction of the hot blast, 
however, it has become usual to apply some arrangement for 
closing the throat of the furnace and for collecting the waste gas. 
The cup and cone, invented by Parry, is the arrangement gene- 
rally used. The throat is closed by an iron cup-shaped casting, 
the diameter of which at the lower end is about one-half of that 
of the throat of the furnace. Beneath this cup, a cast-iron cone 
is suspended from its apex, and when the charge has descended 

• Engineering, vol. xlii. (1886), p. 513 ; Trans. Amer. Inst. M.E., 1886. 
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No. I, 



No. 2. 



No. 3. 



No. 4. 




No. 5. 



No, 6. 



No. 7. No. 8. 

Fig. 59. 



No. 9. No. 10. 



200 



AN INTEODUCTION TO METAILUKGY. 



from the cup which forms a hopper, the cone is .raised so as to- 
completely close the throat, anct the gases pass out through a 
■ lateral pipe. A method of closing the top is shown in Fig,, 60. 

In Gtermany, arrangements are largely used by means of which 
the gases are withdrawn from the centre of the throat instead of 
from the sides. The apparatus of Langen and of Von Hoff afford 
good examples. In the former, the bell-shaped tube which: 
closes the throat is raised, whilst in the latter it is lowered, in 




Fig. 60. 



order to allow the charge to fall into the furnace. In both cases, 
gas-tight joints are obtained by the aid of water troughs. 

Numerous attempts have been made to ascertain the changes in 
the materials during their descent in a blast-furnace, with reference 
to the arrangement of the constituents. A valuable series of experi- 
ments have been made by Profs. R. Et. Eichards and E. W. 
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Lodge * ■with a view to elucidate this subject. They constructed 
a model consisting of a vertical section of a furnace at the Edgar 
Thomson works, 40 inches in height, and made to the scale of half 
an inch to the foot. The horizontal section of the space through 
which the charge falling'at any point in the descent is i^ inch, 
multiplied by the diameter of the furnace at that place. The 
back and sides of the model were of wood, and the front of glass, 
the intermediate space measuring i J inch. Below was a small 
hopper into which the charge fell, and from which it was shovelled 
back to the cup and cone. Every shovelful withdrawn settled 
the contents of the stack sufficiently to receive a new charge 
above, and in this way a great variety of feeds were tried, and 
the arrangement caused by them observed through the glass. 
The material used for the charges was composed of pebbles and 
clean quartz sand, the diflferent sizes being mixed in the following 
proportions per cent. : — 





Lot I. 


Lot z. 


I-ots. 


Lot 4. 


Through J in. sieve on J in. sieve . 
i in. „ i in. „ . 

„ xVin- ■ .. iVin- i> ■ 
„ -^ in. sieve 


38.74 
2.56 

13.67 

4.56 

40.46 


51.66 

1.81 

11.17 

3-32 
32.02 


64.0 
2.0 
9.0 

2.3 
22.7 


76.08 
2-43 
6-39 
1.40 

13.69 



Each lot of materials so mixed was used for a series of tesbs, and 
in every case, as soon as the model had got into normal working, a 
photograph of the condition of the charge was taken. These 
photographs are in series, with two variables, namely, the kind of 
cone or distributor, and the proportion of coarse and fine in the 
material used. A similar model may be seen " in the author's 
lecture-room, where it has been found very useful. 

An examination of the photographs shows : — i. That a cone 
which is large in reference to the stock line, always gives the 
charge in three columns, the two outer being fine and the one 
inner being coarse. 2. That a cone which is small in reference 
to the stock line and which is kept full fed, always yields the 
charge in five columns ; the centre is coarse, then a ring of fine, 
and then margins of coarse again. 3. That a furnace fed with- 
out a cone, and whose top is smaller than the stock line, will give 
a fairly even mixture, the coarse material being slightly concen- 



(18 



Transactions of the American Institute of Mining Engineers, vol. xvi. 
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trated in the margin. 4. That a furnace fed ■with a central 
funnel gives three columns, one fine in the centre and two coarse 
columns on the sides. 5. That if the stock line be varied from 
high to low, with a small cone, the arrangement of material 
resulting will vary from five to three columns. 6. Columns of 
coarse materia] appear to settle more rapidly, and those of fine 
material less rapidly. 

With a view to produce a better distribution of heat, Truran 
proposed, in 1857, to increa.se the sectional area of the blast- 
furnace from the hearth to the throat. This plan was adopted 
by Easchette in 1862. His furnace in section is a narrow 
rectangle with six or eight tuyeres on each side, placed so as not 
to be directly opposite. Under the hearth, there is a chamber 
containing a grate, communicating with channels traversing the 
masonry of the stack The masonry may by this means be dried, 
and the construction of the furnace is not dependent on the season 
of the year. As the blast is distributed over a large section 
in the zone of fusion, the combustion in this furnace is perfect, i 
and a large out-turn is possible. The Raschette furnace is used 
in the Ural for smelting iron ores, but it has not been found 
to answer for this purpose in other parts of Europe. It is, how- 
ever, largely used for smelting lead and copper ores. Tiie : 
Raschette furnace used for smelting lead ores in the Upper Hartz 
is 20 feet high, 7 feet 6 inches long, 4 feet 10 inches wide at top, 
and 3 feet at bottom. There are five tuyeres at each side, and, 
in the more recent furnace, one at each end. 

Rectangular furnaces of the Raschette type are largely used 
in Colorado for lead-smelting. The furnaces used at LeadviUe 
are described in great detail by Mr. S. F. Emmons.* The fur- 
nace is formed of two independent parts, the masonry stack, a, 
(Eigs. 61,62) supported on a main cast-iron plate, b, resting 
on cast-iron pillars, c, and the crucible upon which rest the water 
jackets. These constitute one of the greatest improvements 
ever introduced in the construction of blast-furnaces. They are 
hollow boxes, made of cast-iron, malleable iron, or steel boiler- 
plate, in which water circulates freely, so that the temperature 
of this portion of the furnace wall, where the most intense heat 
prevails in the interior, never exceeds 70°. The water-jacket 
arrangement is always sectional, so as to afibrd every facility for 
the removal of the jackets when the furnaces need important 
repairs. This arrangement must be highly commended, as it 

* Geology and Mining Industry of LeadviUe, Colorado, Washington, 1886, 
p. 659. 



FURNACES. 



203 




Fig. 6i. 



Fig. 62. 
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admits of the expansion and contraction of this portion of the 
furnace without altering the relative positions of the parts. The 
importance of this arrangement will be appreciated when it 
is stated that smelting campaigns of thirteen months are known 
at Leadville. 

The Leadville rectangular furnace is shown in the accompany- 
ing figures, 6i and 62, which are drawn to a scale of 9 feet to the 
inch. The dimensions of the furnaces vary at the different works, 
as the daily smelting capacity varies from 15 to 40 tons. The 
water-jackets, d, are, in the furnace represented, twelve in number, 
bolted together and provided with openings for the tuyeres, e. 
A cold-water pipe runs round the furnace, and supplies water to 
the water-jackets. The lower ends of the latter rest on the 
hearth, f, which consists of cast-iron plates lined with fire-bricks 
or brasque. The usual form of the bottom is 
shown at g. The hearth-plates enclose the lead- 
well, h, and the channel, i, through which the 
molten lead rises to the level that it occupies in 
the furnace, and can be ladled into moulds with- 
out interrupting the work. At the side of the 
furnace, an opening is left in the water-jacket 
for tapping off the slag, which runs down the 
gutter, k, when the clay stopping the aperture is 
pierced. A hood, I, is placed so as to carry off 
any fumes evolved during tapping. When cold 
blast is employed, the tuyeres are connected to 
the blast-pipes by flexible canvas hose, n, and a 
slide, m, at the elbow of the nozzle, admits of 
looking into the interior of the furnace. 

The feed openings, 0, are closed by counter- 
poised doors, p, and the furnace terminates in a 
short chimney, q, communicating by a flue, r, with dust- 
chambers. 

Blast-furnaces of the Pilz type are also used in Colorado ; but 
the rectangular furnace of the Raschette type is generally pre- 
ferred, as it is less expensive in construction. In Europe, on the 
other hand, the former has almost entirely superseded the latter. 
The Pilz furnace, which is generally employed for smelting mixed 
ores of lead and copper, is circular in section. Its internal profile, 
which is shown in Fig. 63, differs from any of the types given 

in Fig. 59. In this case =- is more than three, but the widest 

part is at the top, the contraction being gradual to the " crucible " 
nortion of the furnace in which the tuyeres are placed. The 




Fig. 63. 




Fig. 64. 
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actual area at the throat is, however, much restricted by a 
cylinder of wrought iron through which the charge is introduced. 
The appearance of the exterior of the furnace, in its most recent 
form as used at Freiberg, is shown in Fig. 64. 

3. Beverberatory Furnaces; — These are constructed of very 
varied forms and dimensions, but their construction is guided by 
principles common to them all. Reference to Figs. 65 and 66 will 
show that the reverberatory furnace consists of two main portions, 
the fire-place (either an ordinary grate or a producer), and the labo- 
ratory part, the fuel being separated from the ore, or the material 
to be heated, by means of & fire-bridge, which is simply a wall of 
refractory brick, usually furnished with an air-channel to keep it 
cool, and sometimes provided with orifices which admit air into 
the furnace. As the flames pass over this bridge and reverberate 




Fig. 65. 



into the laboratory part, it will be evident that its height in re- 
lation to the position of the roof has to be regulated with much 
care, for on it will depend whether the flames act directly or by 
radiation on the material to be heated. 

The laboratory part is connected, by means of a flue, with a 
chimney, which serves for the withdrawal of the consumed gases, 
and in many cases also for the production of draught. A damper 
at the baise of the chimney or in the flue enables the current of 
air to be regulated; and, taken in connection with the thick- 
ness of the layer of fuel burnt on the fire-place, the atmo- 
sphere may be rendered oxidising, neutral or reducing at will. It 
is now necessary to consider the way in which the details and 
dimensions of the furnace may be varied. Figs. 65, 66, exhibiting 
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two extreme cases, show how much the dimensions of the labo- 
ratory part in relation to the fire-place may vary. In Fig. 66 
a more or less pulverulent material has to be kept compara- 




tively cool at the end of the furnace furthest from the fire-place, b, 
and to be gradually advanced to the hottest part, which is, of 
•course, in close proximity to the fire-place. On the other hand. 
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in Fig. 65, a puddling furnace, the material, although energeti- 
cally stirred, retains its original position on the bed, a, and has to 
be actually melted. In the former case the bed of the furnace is 
a plane, which may slope, but which is usually horizontal. In 
cases similar to the latter, in which the charge has to be wholly 
or partially melted, the bed is concave. The nature of the 
material of which the furnace-bed is composed is very varied. 
In cases where the temperature is not high, as in the calcination 
of lead ore, fire-bricks, which need not be very refractory, are 
used. In copper-smelting furnaces some 2 feet of sUioeous sand 
is rammed tight. Brickwork is unsuitable for this purpose, as 
the regulus, or copper, resting on it works down through the 
joints. In Swansea the furnace bottoms are made of a mode- 
rately refractory sand containing 88 per cent, of silica. In 
certain lead-smelting furnaces the working bottom of the fur- 
nace is made of the grey slag supplied by the furnace itself. 
The bed of the puddling furnace introduced by Cort was made 
of sand. In 1818 the iron bottom was substituted with great 
advantage. 

In order to show the way in which the dimensions of furnaces 
employed for different purposes are related, it will be well to give 
the following examples based on data furnished by Gruner : — 

1. In a reverberatory furnace used at Swansea for the refining 
of copper, in which anthracite is burnt, the volume of the labora- 
tory is 158 cubic feet, the sectional area of the fire-place is 
19 square feet, the consumption of anthracite is 2.30 lbs. per 
square foot of fire-place per hour, the cubic contents of the 
laboratory is 8.3 cubic feet for every square foot of the fire-place, 
and the weight of the material treated is 10 tons. The tempera- 
ture attained is high, as copper has to be melted ; but it falls far 
short of that required in the puddling furnace where wrought 
iron has to be kept near its melting point. 

2. In a puddling furnace it will be seen- that the volume of the 
laboratory in relation to the sectional area of the fire-place is rela- 
tively much smaller. Thus, in a puddling furnace in operation 
in South Wales, the volume of the laboratory is 35 cubic feet, 
the sectional area of the fire-place is 9 square feet, the consump- 
tion of coal is 3.6 lbs. per square foot of fire-place per hour, the 
cubic contents of the laboratory is 3.9 cubic feet for every square 
foot of the fire-place, and the weight of the material treated 
only 4 cwt. 



FURNACES. 



209 



D 



s 
> 

K 

rt 



Ed 

•«! 
X 



•soBomj 


=■ o\ 


o 


o 


o 


o> 






aonsiiedno qauaaa 
■8 


' «■ " 


■* 


N 


- 


>" 






•(sJuiKjoiooqos 

8IH m gpoK) 
ooDaana aaiipptij 


.2 '^^ 


a. 


0\ 




VO 





43 




9«iI8pjojBB»8 mnog 


e 












A 


i 














CO 


•93BUlrij-pB31 


.S O 


>o 


^O 


m 


o\ 


o» 




"mswia 


„ 


o\ 


« 


•* 


,^ 


o 


1 


•9 


a - 














•aoBiunj-pBai 


.s ^ 


o 


«5 


vo 


VO 


o 




Sauioij 


^ 


r^ 


C4 


N 


w 


^ 


1 


S 


£ u 














■(•Mtaj) 


_g. VO 


\o 


VO 


o 


■* 


* 


o 


ajBiuni-JsdJoo 
















9Wna 


«■ ? 


M 


■* 


•* 


N 


" 


a 


■* 
















■(Ami) 
saoBnjiii-iandoo 


.s ° 


o 


O 


o 


VO 






(saiBM. 'S) 


^ >o 


N 


■4- 


■* 


CO 


i 


1 


noiy nu»o 


a - 


^ 












•8 
















•(saioff) 


.s "= 


>o 


00 


en 


m 


« 




saMiunj-jsddoo 














I 


(IIWO) B«PTO 


s "S 


2 


1/^ 


in 


"» 


M 


1 


B 
















■jaarap;,! pappaq 


a ° 


o 


VO 


VO 








-Suo^ UBiujao 


^ o\ 


a\ 


VO 


^ 


i 


1 


1 


I 


a m 
























(U 


• 


• 












bo 
































'S 
















.2 










" 






■s 


^ 


■ 






o 






43 




. 








iS 






^ 


•a 










1 










■ 






s 


n 

£ 
^ 


"ft 


"ft 

1 


! 


1 


a 

a 

o 




o 


■s 


"S 


■g 


*4H 

o 


■s 


*s 




,J2 


5 


5 


^ 


j:ti 


4:> 


s 




Em 


« 


i-:i 


« 


^ 


.Sf 


bo 




1 


b: 


N^ 


S 


S 





210 AN INTKODUCTION TO METALLURGY. 

In the table on the preceding page the dimensions of typical 
reverberatory furnaces are given. No. i is a German furnace for 
roasting galena, a long-bedded ealciner (^FortschaufeliMigsofen). 
There are four working doors ; 15 cwt. of raw ore are charged in 
every six hours at the flue end of the furnace. The furnace is 
thus able to calcine 3 tons of ore in twenty-four hours. No. 2 is 
a reverberatory furnace for smelting copper, used in ChUi. The 
same dimensions apply to the furnaces used for ore-smelting, for 
smelting for " blue metal," and for roasting-smelting for Chili 
bars. In the ore-smelting furnace, the length of the operation is 
seven and a half hours, the charge 3.52 tons, and the consump- 
tion of fuel 0.52 ton of bituminous coal. 

No. 3 is the South Wales copper-furnace, the same dimensions 
applying to the furnaces for ore-smelting, for the smelting of the 
different kinds of regulus known as " blue metal," for white metal 
and for blister copper. No. 4 is an American furnace used for 
ore-smelting. The charge is 3.3 tons, and the duration of the 
operation five hours, the consumption of fuel amounting to 10 cwt. 
of bituminous coal. No. 5 is the so-called flowing furnace used 
for lead-smelting by the Cornish method. There are two doors 
on each side. The charge is 2 tons of calcined ore, which is 
spread over the sloping bed. It melts in about three hours. The 
charge is then mixed with lime and anthracite and 2 cwt. of 
scrap iron are placed in the furnace at the tap-hole. The charge 
is then re-melted, and the furnace tapped by means of an iron 
bar. The reduced lead flows into a pot outside the fiu-nace, and 
is followed by regulus formed in the reduction of lead sulphide 
by iron in the second fusion. Finally, the slag begins to flow 
and runs along a gutter into a pit outside. The whole operation 
occupies eight hours, the consumption of coal being 9 cwt. per ton 
of ore. No. 6 is the Flintshire furnace used for lead-smelting. 
There are three doors on each side, the front ones being used for 
stirring the charge, and the back ones for tapping the slag. The 
roof is low and inclines towards the flue end. In the middle 
there is a hopper for charging. The bed slopes from all sides to- 
wards a well, in front of the tap-hole, where reduced lead collects. 
The usual charge is 2 1 cwt. of ore, the consumption of coal being 
12 to 16 cwt. No. 7 (Fig. 65) is a South Staffordshire puddling 
furnace, which may be taken as typical of this class. There is a 
model of it at the School of Mines, London. The roof is a low, flat 
arch with a slight slope towards the flue end. The working door, 
placed at one side of the furnace, is about 10 inches above the 
furnace bottom. It is closed by a fire-brick slab, suspended from 
a lever. Below the door is the tap-hole, which is closed with sand 
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during the working of the furnace. No. 8 is the English cupel- 
lation-f urnace, in which lead is separated from silver by the joint 
action of air and heat. The bed of this furnace is movable and 
is made of bone-ash, a material that resists the corroding action 
of the litharge (lead oxide) formed during the process. The 
movable bed, or test, consists of an oval wrought-iron frame lined 
with bone-ash. One end of the test is perforated with a number 
of holes through which the litharge, as it forms, flows into a 
receptacle below. A large portion of the litharge is, however, 
absorbed by the bed. Air is supplied by means of a tuyere. In 
the German cupellation-furnace, which is also of the reverberatory 
type, the roof is movable and the bed fixed. The latter is 
concave and circular, 8 to lo feet in diameter; it is made of marl. 
The roof consists of a movable iron cover lined with clay. A 
pair of inclined tuyeres at one side of the bed supply the necessary 
air, and the litharge flows off through an opening on the opposite 
side. 

The most important reverberatory furnace in which gaseous 
fuel is employed is the regenerative open-hearth steel-melting 
furnace of Sir W. Siemens. Steel is produced in this furnace by 
three methods: (i) by the fusion of a mixture of pig iron and 
scrap iron ; (2) by the fusion of pig iron with rich oxides of iron ; 
and (3) by a combination of these two processes (the Siemens- 
Martin process). 

The regenerative furnace of Siemens is composed of a multiple 
series of passages in refractory bricks piled one over the other. 
These passages are traversed alternately by the burnt gases which 
give up their heat, and by the air or gas which enters to perform 
the work required in the metallurgical operation. By giving the 
conduit sufficient length and the hot gases a slight velocity they 
may be made to issue almost cold, whilst the air which it is pro- 
posed to heat gradually reaches hotter and hotter regions. The 
heating appliances vary in character according to whether the 
gas and air are at high or low tension. When the tension is low, 
chambers or conduits in refractory brick will be sufficient ; but 
when the tension is high, the entire system of heating appliance 
must be enveloped in a case of sheet-iron, in which air may be 
compressed. 

The usual form of regenerative furnace resembles an ordinary 
reverberatory furnace symmetrically arranged at its two ends 
instead of having the grate at one end and the flue at the other. 
Chambers beneath are filled with brick so piled that air or gas 
can freely circulate. The combustible gas enters by a tunnel into 
one of these chambers, and the air to effect the combustion enters 
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by another tunnel into another chamber. The gas and air are 
both led to the hearth, where they meet, and the air bui'ning the 
gas, the flame produced plays freely on the material on the 
hearth. The burnt gases then pass into two other chambers, 
and in slowly passing through them give up their heat to the 
bricks and finally reach the chimney. In the direct passage 
which the gases traverse there are two valves, by means of 
which the direction of the current may readily be reversed. 
"When the bricks have acquired a temperature but little lower 
than that of the burnt gas, the valves are turned through an 
angle of 90°. The combustible gases then enter one of the 
chambers just heated, and the air enters the other, and in slowly 
ascending through the chambers they become heated at the ex- 
pense of the bricks; they meet at the hearth as before, and 
in burning develop a degree of heat, the intensity of which 
depends on the extent to which they have been heated. The 
products of combustion, after having done their work on the 
hearth of the furnace, pass through the chambers first men- 
tioned to the chimney. When these chambers become heated, 
the direction of the current is again reversed, and so on. 

By this alternate play of the valves the air and the combus- 
tible gas are heated ; the temperature of combustion is thus in- 
creased, and a very high temperature may be obtained. At the 
same time, even if the temperature that would be obtained with- 
out this preliminary heating were sufficient for the required 
operation, it is obvious that by heating the air and combustible 
gas, a great economy in fuel can be effected. 

In order to ensure that the gas shall not escape into the 
chimney at a temperature higher than 100° to 150°, it is neces- 
sary for there to be 14 or 15 sq. ft. of brick surface for every 2 lbs. 
of coal burnt between two reversals. The arrangement of the 
bricks in the chambers is not a matter of indifference. They 
should be so disposed as to leave as much space free as full. At 
the base, however, the passage should be restricted in order to 
force the gas to pass in a more uniform manner through the 
mass. The drying, the lighting, and the raversal of the valves 
must be effected with precaution. It is necessary to avoid explo- 
sive mixtures of air and gas. This is easily effected by diminishing 
the supply of air. 

The great advantage of the regenerative furnace is that an 
oxidising, neutral, or reducing atmosphere may be obtained at 
will by regulating the supply of air. 

The gas, it will be noted, does not come from any fire-place in 
the furnace itself, but is generate 1 in a separate appliance. This 
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gas-producer consists essentially of a fixe-grate on which a thick 
layer of fuel is maintained. The combustible part of the coal, 
usually small coal, is converted into carbonic oxide, hydrogen, 
and hydrocarbons, which are carried forward through flues to the 
furnaces in which they are burnt. '''\ 

The gases on leaving the producer have an initial temperature 
of about 350°. By a curious sjrphon-like arrangement^ they are 
made to rush forward with increased velocity. .. They are cooled 
in the vertical part of a tube, and then, as their density is thus 
increased, they rush down the tube with increased velocity. 

Mr. F. Siemens has modified the original open- hearth furnace 
by substituting a domed roof for the flattened one previously 
used. The ports in this furnace are horizontal, and consequently 
the gas burns in an enlarged chamber above the bed out of contact 
with the roof or the charge. The work is thus done by radiation, 
by which means the durability of the furnace has been much 
increased. 

In a new form of Siemens furnace, described by Mr. J. Head * and 
Mr. P. Pouff, the gases leaving the furnace-chamber are directed, 
partly through an air regenerator and partly under the grate of 
the producer, there to be reconverted into combustible gases, and 
to do the work of distilling hydrocarbons from the coal. In 
fact, the gas-producer in this case utilises the heat formerly 
deposited in the gas-regenerators, and in doing so transforms 
spent gases into combustible gases. For the propulsion of the 
gases through the converter-producer, a steam jet is employed. 
The steam is superheated by the waste gases from the furnace, 
and mixing with them forms a very hot blast under the grate. 
This form of furnace may be constructed in various ways, the 
one shown in Fig. 67 having been successfully used in heating 
and welding iron. It is a radiation-furnace, heated by means of 
a horse-shoe flame. This form of flame oflTers advantages, but its 
adoption is not obligatory, as the flame may be made to tra- 
verse the heating chamber from end to end in the usual manner. 
A, A', are reversible regenerators for air, on the top of which is 
built the gas-producer or converter B, of which F, F', are the 
charging hoppers and N, W, the grates. The heating-chamber 
E, adjoins the producer resting on the ground, or in some cases 
a pit may be provided below it. C, C, are the flues leading the 
combustible gas to the furnace chamber E, the passage of the 
gas in these flues being controlled by the valves D, D', at the two 
ends of a rocking-beam, so that the outlets are opened and shut 

* Journ. Iron and Steel Inst., 1889, No. ii; p. 256. 



214 AN INTEODUCTION TO METALLUEGY. 




FURNACES. 215 

alternately to convey the gas to one or other of two ports (one 
shown) Gr, of the heating-chamber E. H, H', are the air-ports of 
the heating-chamber, communicating through the flues K, K', with 
the regenerators A, A'. I, I', are steam-jets, placed in the return 
flues, for directing a portion of the waste products of combustion 
to the grates of the converter. J is the valve for reversing the 
direction of the air flowing into the furnace, and of the products 
of combustion through the regenerators to the chimney-flue. 
0, 0', are hinged caps for alternately admitting and shutting off 
the products of combustion from the heating-chamber to the 
converter. These caps are worked automatically by means of 
the connections 0, 0', attached to the rocking-beam, the same 
movement which closes D opening O', and that which closes D' 
opening O. Q, q, are doors for giving access to the grates of the 
converter for clearing them. 

The mode of working the furnace is as follows : — Gas from the 
converter B passes through the flue C and the valve D' to the 
gas-port G', and into the combustion-chamber h' g'. Air for 
combustion passes through the regenerator A', the air-flue K', 
and the air-port H' into the combustion-chamber, where it meets 
the gas from the converter, and combustion ensues. The horse- 
shoe flame sweeps round the heating-chamber E, the products of 
combustion passing away by the second combustion-chamber 
A g, go partly through the regenerator A, and reversing valve 
J into the chimney-flue, and partly down the flue G, whence 
they are drawn by means of the steam jet I through the capped 
inlet O under the grates of the producer B, there to be con- 
verted into combustible gases. From time to time the direction 
of the flame in the furnace is reversed by manipulating the 
rocking-beam, carrying the valves D, D', and the reversing valve J 
in the usual manner of working regenerative gas-furnaces. An 
auxiHary steam-jet is provided for suppljring air to start the 
producer when the furnace is first heated up. 

Besides the advantages in the saving of fuel, labour, and metal, 
the simplicity of design of the new furnace renders its cost of 
construction not much greater than that of a solid-fuel furnace, 
while its cost of maintenance is very much less. The cost 
of construction of the new furnace is found to be about two- 
tifths of that of the old form of regenerative gas-furnace, of the 
same productive capacity, with separate gas-producers and gas- 
regenerators, and the space occupied below ground is also 
considerably reduced. 

In order to ecomonise labour, various modifications of the re- 
verberatory furnace have been invented. The laboratory has been 
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considerably- increased in height, and the material allowed to fall 
as a shower of dust. through a shaft that is trayersed from 
bottom to top by the flame from a lateral fire-place. In some 
cases the dust falls freely ; in others there are obstacles in the 
way. The most successful furnace of the former class is that 
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Fig. 69. 

of Stetefeldt for roasting argentiferous ores. The furnaces of 
Gerstenhbfer and Hasenclever may be taken as types of the 
latter class. 

In the Stetefeldt furnace, the pulverised ore, mixed with salt, 
is charged in at the top of the shaft a (Figs. 68 and 69) by the 
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aid of a mechanical feeder arranged at b oil the top of the shaft. 
The ore falls in a slow stream down the shaft and encounters the 
flames proceeding from the fire-places, e, e. For the ore which is 
carried along the flue,y, through which the gases escape, a third 
fire-place, I, is provided. This assists the action of the main shaft, 
and causes the ore to reach the flue m in a completely roasted and 
chloridised state, if it has not already been discharged through 
the door d upon the cooling floor. At h there are cast-iron 
plates, which form the bottom of the flue, and which allow any 
dust settling to fall into the chamber i, whence it is removed 
through the door k. The flue bridges, g, g, are of cast-iron. The 
fire-places and arches are of fire-brick ; the remainder of the furnace 
is of common brick. 

The vertical shaft is usually 30 to 35 feet in height, and 4 to 
5 feet square at the base. These furnaces roast about 40 tons of 
ore in twenty-four hours. In Utah as much as 64 tons are 
treated daily. In the Stetef eldt furnace the chloridising roasting 
action is very rapid and complete, whilst the expenditure of 
labour and of fuel is small.* 

4. Closed-vessel Furnaces. — In furnaces of this class the 
material to be heated is separated from the fuel by an envelope, 
in the form of a closed vessel. The vessel is heated by being in 
contact with the fuel, or by the flame developed from a fire on a 
grate, or lastly by the gases from a producer. The form of the 
vessel is determined by the process that is to be undertaken. 
Thus, for simple heating, the muffle is employed, whilst for fusion 
crucibles are used. Retorts and similar vessels are used exclu- 
sively for distillation and sublimation. 

The ordinary assay furnace may be taken as typical of the 
wind-furnaces used by the brass-founder. These furnaces vary 
according to the size and number of crucibles inserted in them. 
The crucible gas-furnace used for melting steel consists of a long 
hearth on which the crucibles are placed in pairs. This hearth 
has a movable roof through which the crucibles may be with- 
drawn, and on the long sides are the flues from the regenerators, 
the construction of which is similar to that of other regenerative 
furnaces. 

The best example of a retort-furnace is afforded by the furnace 
used in Belgium for smelting zinc ores. In this furnace the ores 
are reduced in a number of fire-clay retorts with a bellied fire-clay 
nozzle in which the zinc condenses, and a sheet-iron tube in which 

* Kustel, "Boasting of Gold and Silver Ores," 1871; "The Stetefeldt 
Furnace; San Francisco, 1878" ; Engineering, 1885, Sept. 25. 
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the zinc oxide is collected. The retorts are placed in rows in a 
vertical arched chamber, with a fire-place at the base. In recent 
furnaces of this kind the fire-place is arranged for gaseous 
firing. 

The furnaces are usually built in pairs, back to back. At 
Angleur* they contain i6o retorts on either side. The charge 
for each retort is 25 lbs. of a mixture of equal weights of pow- 
dered roasted blende and non-caking coal. 




Fig. 70. 

An external view of the Belgian zinc furnace is shown in 
Fig. 70. 

Retort-furnaces are also used for smelting mercury ores, the 
condensers sometimes consisting of earthen pipes, or aludels 
(Fig. 71), thrust one into another. The ore is roasted in a cir- 
cular kiln with a system of openings connecting with a series of 
ranges of aludels resting on the doubly inclined surface of a 

* See article Zinc, by de Lalande, in Wurtz, Diet, de Chem. 
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terrace. In the recent furnaces at Almaden there are sixteen of 
these ranges.* 



Fig. 71. 

The tube-furna«e is occasionally employed in the extraction of 
bismuth from its ores by liquation. Native bismuth melts at 
264°, and advantage was taken of this fact to separate it from 
the more or less infusible materials accompanying it. This pro- 
cess has, however, been almost entirely supplanted by ordinary 
smelting and wet methods. The liquation-furnace, used at 
Schneeberg, in Saxony, contains a series of cast-iron tubes, oval 
ill section, and inclining towards the front, where the ore is 
placed. The liquated metal is received in iron vessels heated by 
a separate fire. 

A furnace of the closed-vessel type is used in the manufacture 
of steel by the addition of carbon to malleable iron, a process 
termed cementation. The furnace (Fig. 72) consists of a rect- 
angular chamber supplied with chimneys, c c, and divided into 
two parts by a fire-place, a, on either side of which is a rectangular 
fire-brick vessel, or converting-pot, b, varjdng from 8 to 1 5 feet in 
length and 3 feet in width and depth. These pots are thoroughly 
heated by the flames, and the products of combustion reach the 
conical hood, e, some 40 feet in height, which serves to prevent 
loss of heat by radiation as well as to carry off the smoke. At d 
there is a man-hole, buUt up during the working of the furnace, 
but opened for cooling down and for the withdrawal of the 
charge. 

The Bessemer Converter. — This furnace has the shape of a 
pear, the form originally given it by Bessemer. Unlike all other 
smelting furnaces, the converter is usually not fixed but sup- 
ported on standards by trunnions. To one of these a pinion is 
keyed, by means of which the vessel can be moved through an 
angle of 170°, so that the molten metal may be poured from its 
mouth. The other trunnion is hollow and admits the blast to the 
vessel. A pipe from this trunnion passes to the tuyere-box, forming 
the bottom of the converter, which is perforated by ten to nineteen 
circular holes, into each of which is placed a conical fire-clay 
tuyere, perforated with twelve holes each | inch in diameter. 

* Bevista Minera, 1889, p. 129. 
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The Bessemer process was first patented on October 17, 1855, 
and was described in a paper read before the British Association, 
in which the inventor claimed a method of making wrought- 
iron without using fuel, but it must be remembered that the com- 
bustion of the carbon, silicon, 
and other elements in the 
pig-iron during their elimina- 
tion provides the heat neces- 
sary for maiutaitiing even 
molten wrought-iron in a 
fluid state. The process 
consists essentially in blow- 
ing large quantities of com- 
pressed air through numerous 
small jets into a molten mass 
of pig-iron, thereby effecting 
the rapid combustion of the 
carbon, silicon and manga- 
nese present in the metal. 
The excitement caused by the 
invention in all iron-making 
countries was immense, as it 
was thought that the wrought- 
iron industry was doomed, 
since the quantity of pig-iron 
(about 3 tons) that a puddling 
furnace could treat in twenty- 
four hours, could be dealt with 
in the Bessemer converter in 
twenty minutes. It was, how- 
ever, soon found that the 
expectations were not com- 
pletely fulfilled ; good steel 
could not be obtained from 
all kinds of pig-iron, as all 
the impurities could not be 
removed. Phosphorus, of 
which I to 2 thousandths 
suffice to render steel brittle 
and cold-short, remained completely unattacked. It was, there- 
fore, necessary to employ pure pig-iron containing but a low pro- 
portion of phosphorus. Previous to 1855, the annual production 
of steel in Great Britain was 51,000 tons, at a price of about 
^50 per ton. At the present time, in Sheffield alone, 830,000 
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tons are produced annually, and throughout Europe 3,000,000 
tons, at a price oi jQ"] to ;^io per ton. 

Bessemer's original rotating converter was spherical,* so as to 
reduce the loss of heat hy radiation as far as possible. Some of 
his early experiments were made in an upright fixed cylindrical 
vessel, very similar to the Bessemer converters recently intror 
duced for treating small charges. 

The charge of pig-iron is either melted in a cupola or run 
directly from the blast-furnace into the converter. The blast is 
turned on, and combustion goes on in two. stages : — 

1. Scorifioation, during which stage the graphitic carbon 
passes into the combined state, silicon becomes oxidised, and 
silicates of iron and manganese are formed. This stage lasts from 
four to six minutes. 

2. Ebullition, Axsxmg which stage the carbon is rapidly oxidised 
by the blast, carbonic oxide being evolved in large quantities. 
This stage lasts six to eight minutes. 

The first stage is accompanied by a reddish-yellow flame, the 
second by a more brilliant display of flame and sparks, and 
numerous small detonations. The first stage yields but little 
flame, as the products are solid — oxides of silicon and manganese. 
The products of the second stage, however, being gaseous — oxides 
of carbon — that stage is accompanied by a greater evolution of 
flame. As soon as the carbon has gone, the flame drops. A 
trained eye notices this immediately, and the operation must be 
stopped, or iron will be oxidised. It is usual to eliminate all 
the carbon, and then to add the required amount in the form of 
spiegeleisen. The manganese in the spiegeleisen is also useful — 
indeed, essential. It probably acts on dissolved oxides in the 
metal, and " masks " the action of the sulphur. When manganese 
only is required, ferro-manganese is added. This contains con- 
siderably more manganese than spiegeleisen does in proportion to 
its carbon. 

The duration of a " blow " varies with the variety of pig-iron, 
its quantity, and the pressure of blast used. When the iron con- 
tains little silicon and manganese, the duration may be fifteen to 
twenty minutes ; when the iron contains much of these elements, 
thirty minutes may be required. The loss of iron rarely exceeds 
9 to 1 2 per cent, when the pig-iron is run direct, but it may reach 
15 per cent, when the metal is remelted in a cupola. With a pair 
of converters working in conjunction, ten to fifteen blows per 

* Sir H. Bessemer gives sixteen drawings of early forms of converters, 
Journ. Iron and Stedlnst., 1886, p. 638. 
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twenty-four hours may be obtained, and when movable bottoms 
are applied to the converters, as many as twenty can be obtained 
in that time. 

The details of the construction of the Bessemer converter may 
be seen from Fig. 73, which is from a drawing specially prepared 
for this work by Mr. P. C. Gilchrist. It represents the best form 
of converter for the basic Bessemer process. 

The phosphorus is not eUminated in the " acid process," because 
the converter lining consists almost exclusively of silica and the 
oxides of phosphorus have a weaker acid reaction than the silica has. 
A basic slag is absolutely indispensable for the removal of the 
phosphorus, and even if the slag was not rich in silica derived from 
the silicon in the pig-iron, it could never acquire a basic character, 
since silica would be obtained from the lining. In 1835 Berthier 
showed that in the puddling process, the phosphorus was removed 
by the aid of basic slag (tap cinder), and attempts were made by 
von Tunner and by Gruner to replace the acid lining of the 
Bessemer converter by a basic one, so as to eUminate the phos- 
phorus, but difficulties of various kinds presented themselves, until 
three School of Mines men, Snelus, Thomas, and Gilchrist, directed 
their attention to the problem. Dolomite, a mixture of calcium 
and magnesium carbonates, is calcined at a high temperature, then 
powdered, and mixed with heated anhydrous tar, and moulded 
into bricks under a pressure amounting to 200 atmospheres. The 
bottom of the converter is rammed out of the same material, 
and heated to incipient redness, whereby the greater portion of 
the tar is expelled. In a converter lined with this material, if 
lime be added to the charge, a basic slag may be produced, which 
combines vvith the phosphorus burnt to phosphoric anhydride. 

If a pig-iron is selected for the basic Bessemer process contain- 
ing as much silicon as that employed in the acid process, a large 
addition of Ume is necessary, and so much slag is produced as to 
render the process almost impracticable. It is therefore found 
advisable to employ a white pig-iron containing a small percentage 
of sUicon. In this case, although cold at first, the blow is very hot 
at the end, owing to the oxidation of the phosphorus. In this 
process it is necessary to melt the pig-iron in a cupola at a high 
temperature, to add hot lime, and to have large tuyeres and consi- 
derable pressure of blast. 

The most suitable pig-iron for the basic Bessemer process 
contains — 



Silicon. Sulphur. Phosphorus. Maneanese. Carton. 

0.5 to 1.8 ... under 0.3 ... 0,8 to 3.0 ... under 2.5 ... about 3.0 
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As the amount of sulphur is not sensibly reduced, 0.3 per cent. 
is the limit which may be present in the pig-iron. 

One important feature of the basic process is the value of the slag 
incidentally produced. It consists chiefly of lime and phosphoric 
anhydride. Of the latter there is as much as 13 to 20 per cent. 
Both these materials are used as fertiUsers by the agriculturist, 
and basic slag, as might have been expected, has been found 
to be a valuable manure. According to Gilchrist,* in 1889 
as much as 600,000 tons of this slag were made, containing 
1 7 per cent, of phosphoric anhydride and 60 per cent, of lime. It 
is, of course, not a suitable fertiliser for all soils, calcareous ones 
for instance, but for sour, peaty, and clay soils it is of great 
value, as is shown by the fact that all the 600,000 tons were sold 
at from 20s. to 30s. per ton at the works. It is interesting to 
note that the phosphoric anhydride is combined with the lime 
in an unusual manner. Instead of being an insoluble tribasic 
phosphate, it is a readily soluble tetra-basic phosphate, and, if 
it be finely ground, the phosphorus it contains is readily assimi- 
lated by plants. At first attempts were made to treat it by 
various chemical methods, but it has been found best to simply 
grind it and use it in fine powder. 

Of late years an attempt has been made to revert to a type of 
converter employed by Sir Henry Bessemer in his earlier ex- 
periments. It is of small size and has horizontal tuyeres. In 
the case of the Clapp-Griffiths converter t these are symmetrically 
arranged in the walls of the converter near the base. There is a 
very low pressure of blast, 5 to 6 lbs. per square inch, and the 
valves are adjusted automatically. The converters are adapted to 
charges varying from i to 3 tons. The Robert converter J is small, 
and is adapted to charges of i ton or more, the charges in no 
case exceeding 3 tons. By the action of the blast through 
a range of tuyeres inclined at difierent angles, a rotary motion 
is gradually imparted to the fluid metal. These tuyeres are 
placed high up in the converter, and by tilting it and by manipu- 
lating the blast-valve, the operator can change the volume and 
pressure of the blast. The converters are mounted on trunnions 
in the usual way, and are revolved by means of hand-gearing. 
The main point about these little appliances is that they bring 
the production of soft steel within the reach of small manu- 
facturers. In Clapp-Griffiths' practice it has been found that by 

* Journ. Iron and Sted Inst., 1887, No. i.p. 212, where there is also a biblio- 
graphy of the subject. 

+ ibid., 1883, No. ii. p. 705. 

X I". L. Garrison, Ibid., 18S9, No. ii. p. 266. 



FURNACES. 225 

keeping the carbon low, a certain amount of phosphorus may be 
allowed to remain in the steel without injury to the properties of 
the metal. 

The Bessemer converter has been modified and employed for 
smelting copper regulus. The early experiments were not 
successful. In 1880, however, Pierre Manhes, the proprietor of 
the Vedenes copper works, Department of Vaucluse, France, 
obtained patents for its use in copper smelting, and smelting 
works were erected at Eguilles, near Avignon.* 

The saving in fuel effected by the use of the converter is very 
considerable, and it is claimed that the Manhes process renders 
copper smelting possible in countries where, owing to the high price 
of fuel, the Welsh process is out of the question. As will sub- 
sequently be shown, the Welsh process consists of six to eight 
successive roastings aud fusions in order to obtain coarse copper 
from the ore, all the operations being effected in large reverbera- 
tory furnaces. In the Manhes process from one to three of these 
operations are effected by blowing air through copper regulus in a 
converter which differs considerably from that employed for iron- 
smelting 

Its later form is a horizontal cylinder, holding about i ton of 
regulus, and turning on axial trunnions, through one of which the 
blast passes to a row of tuyeres, parallel to the axis. The level of 
the tuyeres can be altered as the " blow " progresses, and the 
copper as it is reduced sinks to the bottom of the converter, which 
is gradually turned so as to permit the blast to pass into the 
regulus above the level of the copper, which thus escapes chilling. 
The blow lasts 15 to 20 minutes, and at one operation "blister 
copper " may be obtained from the " white metal " of the Welsh 
smelter. For poorer regulus of 50 to 60 per cent, of copper (bluo 
metal), it is well to blow twice in separate converters. The 
regulus may be run into the converter direct from the smelting 
furnace. 

*Aiin,ales des Mines, 8th series vol. iii. p. 429. 
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CHAPTER VIII. 

MEANS OF SUPPLYING AIR TO FURNACES. 

Methods of Producing Draught. — In every furnace it is 
necessary to conduct away the gaseous products of combustion to 
«nable fresh air to enter and to give up its oxygen to the fuel. 
This passage of the fire gases from the furnace and of the air to the 
furnace may be effected in two ways : — First, by exhausting the 
products of combustion ; and, second, by forcing in air for combus- 
tion. In the former method, a space containing rarefied air is 
formed in the furnace, and atmospheric air flows in from outside 
so as to preserve the equilibrium, whilst in the latter method the 
pressure ui the furnace is greater than that of the air outside, 
and consequently the air and the fire gases are forced out. 
Although the current is usually the same in both cases, the 
influence on the combustion may be different when the movement 
is effected by the compression or rarefaction of the air. 

The exhaustion of the air is usually effected by means of chim- 
neys. The chimney or stack may be regarded as a vertical pipe 
containing heated and expanded gaseous products of combustion. 
The column of gas within the chimney is, in consequence of the 
■expansion due to heat, considerably lighter than a column of air 
of the same height at the ordinary temperature. The consequence 
is, that owing to the difference of weight, there is an excess of 
pressure of air under the grate, and movement ensues. This 
■difference in the weight of the hot and cold columns is equal to 
the weight of the increase in volume that would be produced by 
heating the cold column of air to the temperature of the chimney. 
If the elongation thus produced be represented by h, the velocity 
of the movement v = ij2gh ; but h is dependent both on the height 
■of the cold column of air and on the difference of temperature 
withia and outside the chimney, whence it follows that theoretically 
the velocity of a current of gas within a chimney increases pro- 
portionately with the square root of the height and the square 
root of the difference of the external and internal temperatures, 
■and that consequently the action of equal iacrements of height 
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and temperature becomes continually smaller. But the action of 
a chimney does not depend so much on the velocity produced as 
on the weight of air supplied in a given period of time. The 
higher the products of combustion are heated, when they pass into 
the chimney, the greater is their volume, and with equal velocity 
the less weight of gas would actually pass through the same 
chimney. The velocities, it has been shown, increase with the 
difference of the external and internal temperatures, but only in 
proportion to the square roots, whilst the relative weight of the 
gases decrease in direct proportion to the temperature by ^-^ of 
the original volume for every degree Centigrade. There must 
therefore be a limit where the action of the chimney reaches its 
maximum, and it has been calculated that this maximum is 
attained when the difference of temperature amounts to 273°, or, 
in other words, when the external air is at the mean temperature, 
and the chimney gases have a temperature of 300°. Similarly 
it has been calculated that the quantities of air supplied to the 
chimney between 200° and 400° differ but slightly, so that for the 
chimney-draught these temperatures appear to be the most 
suitable, whilst for the utilisation of heat in the furnace the lower 
chimney temperature is obviously to be preferred, and even when 
the temperature of the chimney gases is only 100°, the quantity 
of air drawn in is to that drawn in by a chimney having a tem- 
perature of 300° as 7 : 8. 

The amount of gas passing out of the chimney could be deter- 
mined from the height and temperature of the shaft and the specific 
gravity of the gases, if only the resistance given by friction to 
the gases in motion and the so-called " free section " were known. 
The term " free section " is applied to the sum of the areas of 
the interstices between the lumps of fuel on the grate. The 
smaller this free section is, the quicker is the motion of the air in 
it, and the more perfect the combustion, provided that the reduc- 
tion in section is due to a diminution of the area of the grate 
and not to undue clogging of the layers of fuel which, by increas- 
ing the friction, at once diminishes the action of the shaft as the 
volume of air supplied is necessarily lessened. For this reason 
small grates give rapid combustion and large grates slow com- 
bustion, with the same chimney. It has, however, previously been 
shown that a rapid motion of the air, in this case equivalent to 
rapid combustion, facilitates the production of carbonic anhydride, 
whilst a slow motion facilitates the production of carbonic oxide. 
As a rule, therefore, for the production of heat and for high tem- 
perature, rapid combustion on a small grate is to be preferred to 
slow combustion on a large grate. 
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The height of the stack must increase with (i) the rapidity of 
the combustion ; (2) the height of the layer of fuel on the grate ; 
and (3) the resistance to which the current is exposed in passing 
from the grate to the foot of the stack. On the other hand, the 
height of the stack must increase in inverse ratio to the tempera- 
ture of the evolved gas. 

Por furnaces in which the combustion is not rapid, and in 
which there is but slight frictional resistance, as in furnaces 
from which the gases pass directly to the shaft, the height of 
the stack need not exceed 33 feet. Welding, puddling and 
other furnaces, in which the combustion is rapid, require a shaft 
at least 50 feet in height, if the gases pass into it at a high tem- 
perature ; but if they are cooled on their way, and have great 
frictional resistance to overcome by being utilised, before they 
reach the shaft, for other purposes, as for heating steam-boilers, 
it is advisable to make the shaft 65 to 80 feet, or even 100 feet if 
the length of the flues is considerable, and if they are narrow 
and crooked. 

A chimney is frequently arranged so as to be common to 
several furnaces, and in this the gEises from all the furnaces 
unite. Its section is calculated on the assumption that the 
minimum velocity of the gases in the chimney (6^ feet per second) 
is not exceeded, even if only one of the furnaces be working and 
the others are cold. At the same time,, in order to prevent an 
unduly decreased velocity when all the furnaces are at work, 
the common shaft must be made of considerable height, usually 
130 to 165 feet. To ensure the successful working of chimneys of 
this kind, it is important that the up-currents should pass into the 
shaft in parallel directions, so as to prevent suction being arrested 
by the. impact on each other by converging streams of gases. In 
order that cold air shall not be drawn into the shaft from a 
furnace that is not being worked, every flue passing from the 
furnaces to the shaft must be furnished with a damper. 

The vertical projection of the interior of the shaft may be 
either of the same width above or below, or there may be a slight 
narrowing at the top. The tapering shape increases the stability 
of the shafts, especially when they are exposed to the action of 
storms. It has been proved theoretically that a slight diver- 
gence towards the top gives a better draught. The angle at 
which the sides are inclined to the perpendicular should be 0.5 
to 1.5 degree. 

Any cooling of the gases interferes with the draught. For this 
reason brick shafts are preferable to iron ones, and thte interior 
should be made as smooth as may be, so as to lessen friction. 
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The first researches on chimney gases are due to Peclet, who 
published some analyses in 1828 ; but his results and those of 
different experimenters who followed him, were open to the 
objection that the samples taken for analysis were only small 
fractions of the total gases in the flues, and, as they were not 
taken with sufficient frequency, they could not represent the 
mean composition. This grave defect was, however, remedied 
by Scheurer-Kestner in an elaborate research on the composition 
of the flue gases of boiler furnaces, which will always form the 
basis of future experiments in this direction. 

A series of experiments conducted by this distinguished 
chemist and Meunier, in 1868, on the combustion of fuel in 
boiler furnaces, showed the difficulty of burning fuel completely 
on the grate of a furnace; and the analyses of the gases made 
by them led to the conclusion that the products of combustion 
always contain unburned constituents, even in the case of a thin 
layer of fuel and an excess of air of more than 50 per cent. ; that 
is to say, with volumes of 240 cubic feet of air for every lb. 
of coal burnt, instead of 128 to 160 cubic feet. They also 
showed that the mean proportion of unburned hydrogen reached 
20 per cent, of the total amount present. This points to the 
fact that hydrogen is more difficult to burn, even under favourable 
conditions, than carbonic oxide, and that with a thin layer of 
incandescent fuel, the unburned carbon in the gas exists more 
often in the form of a hydrocarbon than in that of carbonic 
oxide. 

In securing a representative sample of gas, the position of the 
flue from which the gases are withdrawn, is by no means a 
matter of indifference. With a view to collect soot, it should, of 
course, be as near to the incandescent fuel as possible; laut 
Cailletet has shown that the gaseous products from furnaces 
must not be collected immediately after being liberated from the 
fuel, for a current of gases from a mass of incandescent fuel may 
contain notably more carbonic oxide than the same gases do 
when cold — that is, during the cooling, combination of carbonic 
oxide and oxygen takes place. 

In a series of tests made by the author* in connection with 
an exhibition opened with a view to abate the nuisance arising 
from smoke, 85 cases showed that the relation by weight between 
the carbon completely burnt to carbonic anhydride, and that 
present in the form of hydrocarbons or carbonic oxide, varies 
between the limits of 1000 : 4 and 1000 : 375. There were, how- 

* Report of Smoke Ahatement Committee, London, 1882, in which volume 
there are references to the literature of the subiect. 
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ever, only 9 cases in which a ratio of 1000 : 200 was exceeded, 
and but 3 in which the ratio was less than 1000 : 10. 

In 17 cases given by Soheurer-Kestner, this relation varied 
from 1000 : 10 to 1000 : 211, the result being mainly dependent 
on the amount of air introduced to effect the combustion. With 
reference to the hydrogen, it is to be observed that in these 
experiments, the proportion of carbon completely burnt to 
carbonic anhydride to the hydrogen present either in the free 
state or as hydrocarbons, varies from tooo : 3 to 1000 : 16. The 
loss of carbon in the form of soot never exceeds i per cent, of 
the fuel burnt, while the mean loss is probably between 0.5 and 
0.75 per cent.* 

Blowing Engines. — The mechanical appliances employed for 
the production of a stream of compressed air are so varied in 
their details that it is impossible to do more than allude to them, 
the construction and the pi-inciples involved falling more in the 
province of the mechanical engineer than in that of the metal- 
lurgist. 

In early times the blast was obtained solely from leathern 
bellows, which were at first single-acting and subsequently double- 
acting, but as leather soon becomes inflexible and brittle, it wa^ 
found advisable to employ wooden bellows. In this way was 
evolved the box-blower, with single-acting movement of a piston. 
In the course of time cast-iron was substituted; for wood, and the 
iron blast-cylinder, one of the forms of blowing engines still in 
general use, was obtained. In addition to this, for low pressures 
and large volumes of blast, fans and blowers are largely used. 

A blowing cylinder consists of a cast-iron cylinder fitted with a 
piston receiving a reciprocating motion from the crank-shaft of 
the engine. At every stroke air is drawn into the cylinder on one 
side, and on the other compressed air is forced into a reservoir 
or into the blast-main. The interior of the cylinder is connected 
with the atmosphere on the one hand, and with the blast-main 
or reservoir on the other, by means of flap- or disc-valves fitted 
in the cylinder-covers. The piston is actuated by engines of 
the vertical direct-acting, or of the beam-engine type, the 
former being now generally preferred. On the Continent the 
blowing engines are frequently of the horizontal, direct-acting, 
condensing or compound class. The amount of blast required to 
be delivered is often very considerable, as is shown by the follow- 
ing examples : — 

* For fuller Information on this subject the student is referred to 
Griiner's ZraiU de MStallurgie, and Ledebur, Die Oefen. 
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The celebrated blowing engine at Dowlais, in South Wales, 
has a blowing cylinder 144 inches in diameter, and a stroke of 
144 inches. The areas of the admission and discharge valves 
are 56 square feet and 16 square feet respectively, the former 
being equal to half the area of the piston. The steam-cylinder 
is of 55 inches diameter, and its piston has a stroke of 13 feet. 
The volume of blast delivered is 51,000 cubic feet per minute, 
at a pressure of 3 J lbs. 

At Newport, near Middlesborough,* there are four direct- 
acting blowing engines, with steam cylinders of 32 inches, and 
blowing cylinders of 66 inches," and 4 feet stroke. These are 
supplied with steam at a pressure of 55 lbs. per square inch by 
eight Cornish boilers, fired by waste gas, 35 feet long and s|- 
feet in diameter, with an internal flue of 2| feet in diameter. 
The engines make twenty-four revolutions per minute, and de- 
liver 8000 cubic feet of blast per minute to each furnace, at a 
pressure of 4J lbs. 

At the Lucy furnace in Pittsburgh, where the greatest out-turn 
of iron for one day was 340 tons, for one week 1946 tons, and 
for one month 7919 tons, the diameter of the blowing cylinder is 
84 inches, that of the steam cylinder 42 inches, the length of 
stroke 60 inches, and diameter of fly-wheel 24 feet.-f- 

For foundry purposes the blast is usually supplied by centri- 
fugal fans or by blowers. The fan, although possessing the 
advantage of great simplicity, has but limited application, since it 
is useless when pressures exceeding about 6 inches of water- 
column are required to be produced. In such cases, the Root's 
blower, or a machine of similar type, may be advantageously 
employed. It consists of an iron casing, in which are placed a 
pair of revolving cast-iron waf ters driven by belts off pulleys, and 
making about 400 revolutions per minute, the smallest possible 
clearance being left between the two curved surfaces as they 
revolve. 

The blast is conveyed in air-tight rivetted sheet-iron or steel 
pipes or mains of ample cross-section, to the hot-blast stoves. 

Hot-blast Stoves. — The temperature of combustion increases 
with the temperature of the air consumed up to the limits which 
are fixed by dissociation. Hot air economises, in the blast- 
furnace, a sum of calories equal to that which it brings, but if 
this heat has to be initially imparted to the air by the combustion 
of a fuel of equal value to that consumed in the furnace, it is 

* Journ. Iron and Steel Inst., 1887, p. 92. 
+ Ibid., 1888, No. i. p. 3LI. 
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evident that the economy will be at best but doubtful. In all 
cases the advantage of hot blast will be in direct proportion to 
the cheapness of the fuel that is burnt in heating the blast. 
There is a great advantage when the waste heat of the furnace 
can be utilised in this way. By employing a fuel identical with 
that burnt in the blast-furnace, it would appear, however, that 
there is still a distinct advantage due to the more perfect com- 
bustion of the carbon that is attained in the furnace, there being 

produced a greater proportion of 
carbonic anhydride as compared 
with that of carbonic oxide. 

The apparatus in which the blast 
is heated before passing to the fur- 
nace is heated by solid fuel or bj- 
the waste gases from the furnace. 

Two substances are employed to 
transfer the heat. These are iron 
and fire-brick. The first appliances 
for heating the blast date from 
1828, when they were introduced 
by Neilson at Glasgow. This dis- 
covery, that 100 lbs. of coal burnt 
in heating the blast was able to 
save 300 or 400 lbs. of fuel burnt 
in the furnace, was received with 
disbelief, and ironmasters were 
very slow in availing themselves 
of one of the most important in- 
ventions which had been made in 
connection with the metallurgy of 
iron. 

The cast-iron hot-blast stoves 
now used in metallurgical works 
may be referred to two types, both 
introduced at the same date. In 
1833 Faber du Paur invented a 
hot-blast stove, consisting of six- 
teen cast-iron pipes united by semi- 
circular bends, forming one long serpentine pipe enclosed in a 
chamber heated by the waste gases from the blast-furnace. It 
was placed directly above the throat of the furnace. The second 
type of iron hot-blast stove differs from the former in that the 
blast-current is split in its passage through the stove. It con- 
sists of an oblong fire-brick chamber, containing a series of 




Fig. 74. 
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/^-shaped cast-iron pipes, that connect two parallel horizontal main 
pipes, embedded in the masonry on either side of the rectangular 
fire-place that extends throughout the stove. 

A modification of this second type is the so-called pistol-pipe 
stove (Fig. 74). In this case the arch is replaced by a single pipe 
divided longitudinally, the division reaching nearly to the top, 
which is enlarged in the form of the stock of a pistol. 

Two types of regenerative hot-blast stoves are employed. These 
are based on the principle of the intermittent absorption of heat 
by masses of fire-brick and the transference of the heat to the 
blast. The first stove of this type was constructed by Cowper in 
i860 ; it is similar in arrangement to a Siemens regenerator. It 
is enclosed, however, in an iron case so as to withstand the pres- 
sure of the blast. The first stove of the second type was con- 
structed by Whitwell in 1865 for the Thornaby works at Stockton. 
It is essentially a serpentine pipe-stove constructed of fire-brick. 

The Cowper stove, which is represented in sectional elevation 
and plan in Figs. 75 and 76, consists of a sheet-iron tower I, of 
circidar horizontal section, closed with a dome-shaped roof B, 
and lined internally with fire-brick. A circular flame-flue F, 
extends from the base to the dome, whilst the remainder of the 
stove is filled with fire-brick chequer-work, and forms the re- 
generator B.. The waste gases from the blast-furnace pass in 
by the valve G, and are burnt at N, the necessary air for com- 
bustion entering by the valve A. The flame descends through the 
chequer-work and passes out by the chimney-valve V. In this 
way the brickwork becomes heated. The valves G, A, and V 
are closed, and cold blast, admitted through the valve C, is passed 
through in the reverse direction. It absorbs heat from the 
chequer-work and is delivered as hot-blast by the valve H. The 
chequer-work is constructed of Cowper's honeycomb bricks. Two 
stoves are worked in conjunction, one being heated while the 
blast passes through the other. It is advisable to have a third in 
reserve. These stoves are 40 to 65 feet high and 26 to 28 feet 
in diameter. Compared with pipe-stoves the saving of fuel is 
about 20 per cent, and the increased make is also 20 per cent. 
An exact average of over 100 stoves shows the saving in fuel to 
amount to a little over 5 cwt. of coke per ton of iron.* In 1883 
there were 360 of these stoves at work in Europe and America. 

The Whitwell stove is shown in Fig. 77. It is merely a brick- 
work serpentine pipe formed by vertical walls, and enclosed 
in a cylindrical case. The waste gases from the furnace enter 

* E. A. Cowper, Journ Iron and Steel Inst,, 1883, p. 576. 
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at A and are burnt by air admitted through the passages*, a. 
The flame passes up and down the passages formed by the dividing 




walls, and escapes to the chimney by the passage C. When 
the stove is heated, the gas and chimney valves are closed, and 
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cold blast is admitted at D, and passes out heated at B. The 
walls forming the regenerator consist of 5-inch brickwork. The 




Fig. 77. 



older forms of Whitwell stove were 25 feet in height. Recently 
the height has been greatly increased, the largest size adopted 
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being about 70 feet high and 25 feet in diameter. A domed top 
is now used. 

The relative merits of fire-brick and iron hot-blast stoves may- 
be seen from the following comparison drawn by Lurmann :* — 



Fire-brick stoves may be heated 
to very Hgh temperatures without 
interfering with their working, if 
the dust contained in the blast-fur- 
nace gases contains no basic con- 
stituent which has a detrimental 
action on the fire-brick. 

The heating surface of fire-brick 
stoves must be considerable if the 
temperature of the blast is not to 
be altered too rapidly, and if the 
working is not to be interrupted too 
often. The cost of erection of these 
stoves is consequently high. The 
cost of maintenance, on the other 
hand, is very low. 



The older forms of fire-brick 
stoves are not easily cleaned. By 
rendering cleaning possible, the 
construction becomes more com- 
plicated, and the cost is conse- 
quently increased. 

Fire-brick stoves require a skilled 
attendant, as the working is inter- 
mittent. 



Iron stoves can only be heated to 
the temperature at which the cast- 
iron, of which they arc made, 
softens. 



Iron stoves, with sufficient heat- 
ing surface for the amount of blast 
to be heated, necessitate a smaller 
expenditure of capital than the 
older forms of fire-brick stoves, and 
give uniform temperatures. They, 
however, present the danger of the 
working being interfered with on 
account of pipes having to be re- 
placed, and consequently the cost 
of maintenance is high. On the 
other hand, -the value of the worn- 
out material of the iron stoves is 
higher than that of the fire-brick 
ones. 

Iron stoves are easily cleaned. 



Iron stoves may be entrusted to 
the ordinary workmen, and demand 
no special skiU. 

Fire-brick stoves, as compared with those of iron, possess the 
advantage of effecting a saving in heat by lowering the temperature 
at which the products of combustion enter the chimney. The 
quantity of coke consumed when fire-brick stoves are employed 
being less than when iron stoves areused,the weight of furnace gases 
is correspondingly affected. Sir Lowthian Bell t assumes that for 
20 units of iron made there are 122 units of gas in the former 
against 129 units in the latter. Allowing 10 per cent, of free 
atmospheric air in the burnt gases as they leave the stoves, their 
weight may be taken at 2 1 2 and 240 units respectively per 20 units 
of iron produced. The two accounts may be stated as follows : — 



*-StaM und EiKri, 1882, p. 361. 

+ Journ. Iron and Steel Inst., 1883, p. 119. 
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FiEB-BEiCK Stoves. 

Heat from combustion of furnace gases . . 83,700 calories 
Less loss of sensible heat in products 
of combustion — 2J2 wt. x 189° temp. 
XO.24SP. bt. . . . . = 9,616 

Allow loss of 10 per cent, for radiation = 8,370 

17,986 

Leaving available 65.714 

Contained in blast ...... i6,oiS 



Leaving for other purposes 49,696 

lEON-piPB Stoves. 

Heat from combustion of furnace gases . . 88,500 calories 
Less loss of sensible heat in products 
of combustion — 240 wt. x 624° temp. 

X0.24SP. ht =35,942 

Allow loss of 10 per cent, for radiation = 8,850 

44,792 

Leaving available 43,7o8 

Contained in blast ..... 11,584 



Leaving for other purposes . . . . 32,124 

Whether heated in brick or in iron stoves, the blast is conveyed 
to the furnace in mains lined with fire-brick. 
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CHAPTEE IX. 
TYPICAL METALLURGICAL PROCESSES. 



Classification of Processes. — The methods that are adopted 
in extracting metals from their ores may conveniently be grouped 
in the following manner : — 

A. Dry Pbocesses. 

I. a. By Simple Fusion with Suitable Fluxes. 
(a) In blast or rever-. i. Gold . . / 



beratory furnaces. 



(6) In tube furnace. 



Silver 
Platinum 
Copper 
Bismuth 



This process is only appli- 
cable to metals in an uncom- 
bined form. 

By liquation. 



(o) In kilns or rever- 
beratories. 
(5) In retorts. 



0. £i/ Simple Heating. 
I. Mercury 



From its sulphide, the pre- 
sence of air being necessary. 
2. Arsenic . From sulphides of arsenic 
and iron, air excluded, always 
with appliances for condensing 
the volatilised metal. 



II. By Beduction of Oxide by Carbon. 



(«) In blast furnaces i. 

or, more rarely, in 2. 

hearths or crucibles. 3. 

4- 

1: 

(i) In reverberatory 8. 
furnace. 9. 


Copper 
Lead . 
Antimony . 
Nickel 
Iron 
Nickel 

Manganese . 
Tin. 
Bismuth. 


(c) In retort furnaces. 10. 
II. 


Zinc . 
Arsenic 


12. 


Sodium. 


(d) In furnaces heated 13 
electrically. 


Aluminium. 



Usually after previous roast- 
ing of sulphide or arsenide ; 

Usually with simultaneous 
carburisation of the liberated 
metal. 



Always after roasting the 
ore ; and with volatilisation of 
the liberated metal. 
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III. By Concentration as Sulphide ; 

usually followed by reaction between sulphide and oxide, 

or between sulphide and sulphate. 



(a) In 
furnaces. 



reverberatory 



1. Copper 

2. Lead . 



(6) In 
Dace. 



liquation fur- 3. Antimony 



Usually after partial roast- 
ing ; sometimes, in the case 
of lead and antimony, the 
removal of the sulphur and 
precipitation of the metals 
is aided by a cheaper metal, 
iron. 



IV. By Concentration in /Sulphide, or Arsenide, 
and subsequent smelting as in II. or III. 
reverberatory or i. Gold. 



In 

blast furnaces, 



2. Silver. 

3. Nickel. 
4- 



Cobalt. 



y. By Concentration in Other Metals, hy Fusion. 



Usually in blast fur- 
naces ; but often in re- 
verberatory furnaces. 



1. Gold. The metal is subsequently 

2. Silver. concentrated or extracted by 

3. Platinum. (i) cupellation, (2) crystallisa- 
tion (Pattinson process), (3) 

liquation, (4) recourse to wet 
methods, (5) superior affinity of 
a third metal (zinc in Parkes' 
process), (6) distillation (treat 
ment of gold amalgam). 

YI. By Reduction of a Haloid Salt. 

In reverberatory fur- I. Aluminium, f The halogen is removed 

■naoes or in crucibles. 2. Magnesium. { by sodium. 



B. Processes Involviitg the Use op Mebcurt. 



(a) In cradles, flumes, stamp' 
Tsatteries, concentrators . 

(6) In pans and appliances 
■of varied form .... 

(a) In heaps 

(b) In barrels 

(c) In copper-lined tubs . 1 

(d) In cast-iron pans . . J 



1. Gold 



2. Silver 



As part of the operation 
of dressing the ore. 



f Patio process. 
J Old Freiberg process. 
' 1 Cazo process. 
(Modern pan-amalgamation. 



C. Wet Processes. 

a. Methods oj Solution, 

These processes are usually conducted in earthenware vessels, 
■or cast-iron pans, or wooden vats, usually lined. 
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I. Solution in Acids. 



1. Gold . 

2. Platinum 

3. Silver . 

4. Bismuth 

5. Nickel. 

6. Cobalt. 

7. Zinc . 

8. Copper 

9. Lead . 



In aqua regia. 

Ditto. 

In nitric or sulphuric acid. 

In hydrochloric acid. 

] The oxides, obtained by 
1 roasting sulphides orarsenides, 
fare dissolved usually in hydro - 
j chloric acid. 



II. Boasting to Sulphate, and extracting with Water. 
Silver . . (Ziervogel process.) 



I. 

2. Copper 



The naetal is precipitated by 
iron. 



III. Roasting with Salt, Soluble Chloride being formed. 

1. Silver . , (Augustin and Von Patera 

processes.) 

2. Copper . (Longmaid and other pro- 

cesses.) 

IV. Formation 0/ Soluble Chloride by Gaseous Chlorine. 

1. Gold . . Plattner's process and its 

modifications. In some cases, 
chlorine is replaced by bro- 
mine, a soluble bromide being 
formed. 

2. Silver . . Any silver chloride, formed 

in the treatment of gold, may 
be dissolved out by sodium 
hyposulphite or brine. 

/3. Methods of Precipitation. 



1. Silver . 

2. Copper 

1. Gold . 

2. Platinum 

1. Bismuth 

2. Nickel 

3. Cobalt 

4. Zinc . 

5. Lead . 



Replacement by a cheaper 
metal. 

By a precipitating agent. 
By a reducing gas. 

By precipitation, followed 
•by reduction in the dry 



D. Electrolytic Methods. 

At the present time, electrolysis is mainly employed in the 
refining of copper. Numerous electrolytic methods of extracting 
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metals from their ores have frequently been brought forward; 
few, however, have advanced beyond the experimental stage. 

1. Copper . From bUster-oopper or regu- 

lus. 

2. Lead . . Keith's process. 

3. Gold . . By nascent chlorine pro- 

duced eleotrolytioally. 

4. Aluminium From aluminium in its fused 

haloid salt. 

5. Antimony . Borchers' process.* 

It is impossible in a work of this description to deal fully with 
the methods that are adopted in extracting even the principal 
metals from their ores, nor is it desirable to attempt to do this, for 
the student has an abundant technical literature at his disposal. 
It is far more important that at the outset of his work he should 
make himself familiar with the nature of metallurgical operations 
generally, so that he may see in what points they differ from 
those conducted either in the laboratory or in purely chemical 
works. With this object in view, a few typical metallurgical 
processes have been chosen for somewhat full treatment, care 
having been taken to select those which present considerable 
complexity of detail, since a knowledge of such groups of processes 
as those adopted in industrial centres like Swansea, Denver, and 
Freiberg gives the student a clearer insight into metallurgy than 
desultory reading affords. 

Welsh Method of Copper-smelting. — ^This method, in 
modified forms, conducted in reverberatory furnaces, is employed 
for a large proportion of the world's production of copper. In 
Germany a blast-furnace method is employed. The one broad 
distinction between this method and the Welsh method consists 
in the fact that in the latter copper sulphide is the reducing 
agent, whilst in the German process it is carbonic oxide. Both 
processes depend essentially on the aifinity which copper has for 
ulphur, which enables it to form a regulus while the associated 
metals are eliminated in an oxidised form. 

In the Welsh method (Fig. 78) comparatively poor ores, con- 
sisting of copper pyrites with a considerable proportion of iron 
pyrites, containing 5 to 1 5 per cent, of copper, richer ores of the 
same composition containing 15 to 25 per cent, of copper, and 
copper pyrites with oxidised ores, are mixed so as to contain 
9 to 1 5 per cent, of copper. The smelting method varies with 

* Dingler's Folytechnisches Journal, vol. cclxvi. (1888), p. 283. Oa 
electrolytic methods consult Balling, Die Electro-Metallurgie. 
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the nature of the ore, but it 
usually comprises six distinct 
processes : — 

1. Gdlaination of Miosed Ores. 
-r-This consists in roasting the 
pyritic ores, whether rich or 
poor, containing iron pyrites, 
arsenic, and antimony. The 
roasting is always incomplete, 
iind the extent to which it is 
carried depends on the proportion 
of sulphides available for the 
subsequent operations. 

2. Fusion of the Boasted Ores 
for Regulus. — The ores are fused 
with slag rich in cuprous oxide, 
known as metal-slag, from the 
fourth operation. Fluorspar is 
useful as a flux, and is added with 
oxides and carbonates. The 

00 operation gives two products — a 
^ regulus, coarse-metal, in which it 
g has been attempted to concen- 
trate all the copper, and a slagj 
orefurnaoe slag which seldom 
contains more than 0.5 per cent, 
of copper and is mostly thrown 
away. The regulus contains 30 to 
34 per cent, of copper and 23 per 
cent, of sulphur. It also contains 
a notable quantity of arsenic, 
antimony, and tin. 

3. Calcination of Coojrse-metal. 
— This calcination is always in- 
complete, but its degree of per- 
fection depends on the quantity 
of oxidised ores which it is 
possible to reserve for the sub- 
sequent operation. 

4. Fusion of Calcined Goarse- 
m,etal. — In this operation roasted 
regulus and sulphuretted ore 
rich in copper, and containing 
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but little sulphide of iron, are employed. Oxidised ores of copper, 
free from arsenic, antimony, and tin, are also added. Two products 
are obtained, regulus, containing 65 to 80 per cent, of copper, and 
18 to 22 per cent, of sulphur. The slag, metal-slag, is a ferrous 
silicate, contaiaing a little oxide of copper and shots of metallic 
copper, the total amount of copper it contains being 2 to 3 per 
cent. This slag is melted in operation 2. 

5. Roasting the Segulun. — This operation is very complex, 
and comprises a series of fusions and roastings in an oxidising 
atmosphere. Its object is to purify the regulus and to scorify 
the iron, and to bring as much as possible of the copper to the 
metallic state. To operations of this character the Welsh smelter 
applies the term roasting, as distinguished from calcining. Two 
products are obtained, blister-copper, containing about 98 per 
cent, of copper, and a slag, roaster-slag, which always contains 
oxide of copper, shots of metallic copper, and often a small pro- 
portion of arsenic, antimony, and tin. This slag is usually added 
to the charge in operation 4. 

6. Refining and Toughening. — The object of this operation is 
to purify the copper by oxidising the foreign bodies that it con- 
tains. The refining should bring the metal to a malleable state, 
marhetable copper. The slag obtained, refinery-slag, is very rich 
in copper, about 55 per cent., and is added to the charge in 
operation 4. 

In the Welsh method of copper smelting, reverberatcM-y fur- 
naces are exclusively employed, the axea of the grate being 
generally about one-fifth of that of the hearth. The furnaces 
used for calcination have very deep fireplaces, so as to give 
reducing gases ; but they have an abundant supjdy of oxygen 
from the air, which is admitted through holes in the fire-bridge. 
The ore is charged-in through a flat hopper, in which it is allowed 
to dry for some time before being introduced into the furnace. 
The internal dimensions of the calcining furnaces are usually 
30 feet by 12 feet, or 21 feet by 12 feet. The charge is 3 to 6 
tons of ore, the calcination occupying 12 to 24 hours. The doors 
are then closed, and the temperature raised in order to decompose 
the sulphates. The gas evolved may consist of 10.6 per cent, of 
sulphurous and carbonic anhydrides, 9 per cent, of oxygen, and 
80 per cent, of nitrogen. 

The furnaces, in which the fusion for regulus is efiected, are so 
arranged as to give a high temperature, and the fireplace is con- 
sequently large in comparison with the laboratory portion. The 
bed consists of a series of layers of compressed sand cemented' 
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with metal-slag. It is about 15 to 20 inches in thickness, and 
slopes in all directions towards a tap-hole. There is a door in 
proximity to the flue, and through this door the slag is skimmed 
without allowing the air to pass over the regulus and oxidise it. 
In front of the tap-hole is a perforated receptacle, which can be 
lowered by a crane into a tank full of water. The bed is about 
14 feet long, the distance between the top of the bridge and the 
roof being 23 inches. The charge is usually 2 tons of ore. Slags 
from subsequent operations are added, and fluorspar, if much 
earthy gangue is present. The materials used in this first fusion 
for regulus are chiefly oxides and sulphides of copper and iron, 
and the operation consists essentially in obtaining copper sulphide, 
thus ; — 

zCujO + 2FeS + 2Si02 = aCu^S + 2FeSiO, 

Ret:ulu8. Slag. 

The sulphides must be in excess, otherwise copper will be 
absorbed in the slags, and copper will be obtained. 

The calcination* of the regulus is effected in a furnace similar 
to that used for the first calcination. The charge is 3 J to 6^ tons 
of regulus. The reactions taking place are similar to those in 
the first calcination. The process occupies twenty to thirty-six 
hours, and 1 2 per cent, of the sulphur is eliminated. 

The second fusion is conducted in a similar manner to the first 
fusion for coarse-metal. The charge is 2 tons of calcined coarse- 
metal and 12 cwt. of slag and oxidised ores. The regulus 
obtained consists of white-metal (75 per cent, of copper), or blue- 
metal (60 per cent, of copper), or pimple-metal (81 per cent, of 
copper). The slag is a silicate of iron, with about 4 per cent, of 
copper. The reactions are similar to those that obtain in the first 
fusion for regulus. Blue-metal contains some sulphide of iron, 
and pimple-metal contains an excess of the oxidised copper com- 
pounds. When very impure ores are dealt with, it is often found 
advisable to allow a little coarse copper to form as bottoms. 

The roasting of these different varieties of regulus is conducted 
in a reverberatory furnace with a deep hearth. The process is 
prolonged as much as possible, and thus the arsenic and antimony 
may be caused to escape before the actual reducing action com- 
mences. When the pasty mass has collected at the bottom of 
the furnace the temperature is raised, and the reaction between 

* Copper smelters call these operations calcination, but roasting would 
be more accurate. 
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the sulphide and the oxide takes place, metallic copper being 
formed. The chief reactions may be expressed thus — 

CujS + 2Cu,0 = 6Cu + SOj 
Cu,S + 2CuO = 4Cu + SO, 

This impure copper, blister-copper, is refined in furnaces 
similar to those used for fusion, except that the bed is deeper and 
the fireplace larger. The charge consists of about lo tons of 
blister-copper in the form of pigs, which are loosely stacked, and 
an abundant supply of air is provided, so as to oxidise the metal as 
much as possible. The temperature is raised gently to the melt- 
ing-point of copper; it is then moderated in order that the 
fusion may be prolonged and oxidation occur. The melting 
occupies five to six hours, and the moderate heating is continued 
for five to six hours more, in order that the iron, antimony, arsenic, 
<S5C., may be completely oxidised. The temperature is then raised 
much higher for three to four hours more, when the oxidised 
products form a thin slag, containing a considerable quantity of 
copper oxide. This is raked off, and the surface covered with a 
layer of the purest anthracite or charcoal. A long pole of wood, 
green wood by preference, is pushed beneath the surface of the 
molten metal and held, down by a suitable metal bar. The violent 
evolution of gas from the wood causes the metal to splash up 
amongst the carbonaceous covering, and this, with the gases from 
the wood, reduces, to the metallic state, the copper oxide that 
exists dissolved in the copper to the extent of 4 per cent. A small 
amount of the oxide must be left, and the workman judges, from 
a sample that he takes from time to time and tests by breaking in 
a vice, whether it is stUl " dry" or at " tough-pitch," that is, ready 
for market, or " overpoled." If the last, he removes the carbon 
covering, and exposes the metal to the action of the air.* 

Smelting of Gold and Silver Ores in Colorado. — The old 
works of the Boston and Colorado Smelting Company at Black 
Hawk have disappeared, and the modification of the Swansea 
system adopted, which was fully described by Dr. Egleston t in 
1875, has been so far changed in the method now practised at 

* Fuller information on the Welsh method of copper smelting wiU be 
found in the following works : — Percy, MetdUurgy, vol. i. (London, 1861), 
p. 314 ; Vivian, Copper Smelting: Its History and Processes, 1881 ; Howe, 
Copper Smelting, Washington, 1885 ; Le Hay, ProcMs MitaUurgiques em- 
ployes dans le Pays de GaUes, Paris, 1848 ; Rivot, Prineipes giniraux du 
Traitement des Mineravxc mitcdliqms, Paris, 1871. 

t Trans. Amer. Inst. M.E., vol. iv. p. 276. 
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the Argo works, near Denver, as to be scarcely recognisable, 
excepting so far as the general principles are involved. The follow- 
ing is a short sketch, borrowed from Mr. R. Pearce's Presidential 
Address, delivered at the meeting of the American Institute of 
Mining Engineers, in June 1889. 

About 200 tons of ore is smelted per day, the ores including 
a great variety of copper, silver, and gold ores from Colorado, as 
well as from other Western States and Territories, and averaging 
40 to 60 oz. of silver and ^ to i oz. of gold per ton, and 2 to 3 
per cent, of copper. About 90 per cent, of the ore contains no 
copper, the other 10 per cent, furnishing that metal in sufficient 
quantity to make up the general average to 2 to 3 per cent. 
Half the ore, 100 tons per day, is roasted in furnaces or in Idlns, 
but the operation is not complete in either case, as sulphur 
is always allowed to remain to the extent of 5 to 7 per cent. 
The other 100 tons are smelted without roasting. The roasted 
ore and siliceous ores are mixed so as to yield a slag containing 
40 per cent, of silica and a regulus (ore metal) containing 40 per 
cent, of copper and 400 oz. of silver and 6 oz. of gold per ton. 
The capacity of each furnace is about 25 tons of ore per day, 
with 2 tons of rich slags added from other operations. In this 
smelting 13 tons charged yield i ton of ore-metal. This regulus 
always contains a certain amount of lead, but the proportion 
rarely exceeds 10 per cent. 

In the next stage of the process, the charge consists, of a 
mixture of two-thirds of roasted ore-metal and one-third of un- 
roasted ore-metal, together with rich siHceous silver ore, in 
quantities sufficient to prevent corrosion of the furnace by the 
iron in the regulus. The concentration-furnace in which this 
operation is effected stands 3 feet above the level of the ore-fur- 
nace, so that the rich slag from the former may, when skimmed^ 
flow directly into the latter, where it is reduced to the condition 
of ordinary ore-furnace slag. This effects a great saving in the 
cost of re-smelting these rich slags. The white-metal obtained 
contains 700 to 800 oz. of silver and 10 oz. of gold per ton, 
together with 60 per cent, of copper, each ton representing 
20 to 2 1 tons of ore. The white metal is now ready for the 
extraction of the silver, which comprises the following opera- 
tions : — 

Rough roasting. 

Fine grinding. 

Fine roasting for silver sulphate. 

Lixiviation, and the precipitation of the silver. 

Refining and melting of the cement silver. 
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The white-metal is crushed so as to pass through a screen of 6 
meshes to the inch, and roasted for twenty-four hours. The bulk of 
the sulphur is driven off, and oxide of copper is formed, the mass 
stiU containing sufficient sulphur for the subsequent operation of 
roasting for silver sulphate. After cooling, the roasted omaterial 
is ground fine under edge-roUers and passed through a 6o-mesh 
screen. It is then ready for fine roasting or conversion of the 
sulphide into a sulphate. 

This operation, based on principles pointed out by Ziervogel, 
lasts about five hours. The first stage is conducted at a low tem- 
perature, and lasts about an hour and a half, copper sulphide 
being oxidised with evolution of heat. In the second stage, at a 
slightly increased temperature for an hour and a half, the 
material increases in volume, and assumes a porous appearance 
from the formation of copper sulphate. In the third stage, the 
temperature is further increased for an hour or until the silver is 
completely changed into sulphate. If cuprous oxide is present 
at this stage, it will, during the operation of lixiviation with 
water, cause the reduction of the silver sulphate to metallic 
silver. The charge is consequently vigorously stirred, and turned 
over, in the fourth and last stage, in order to completely oxidise 
any cuprous oxide. The results of the operation are very 
materially affected by arsenic, by antimony, and, above all, by 
bismuth, metals which form insoluble silver compounds. The 
lixiviation of the roasted regulus is effected in tubs, and nothing 
but hot water is required. The solution, charged with silver 
sulphate, is allowed to flow over copper plates for the precipita- 
tion of the silver, a process requiring but Httle attention. The 
solution enters tank No. i , charged with silver, and leaves tank 
No. 2, charged with copper, and without a trace of silver. It 
finally flows over scrap iron for the precipitation of the copper. 
In the precipitated silver, some copper is found in the form of 
cuprous oxide or as metal. This is removed by prolonged boiling 
with water containing a small quantity of sulphuric acid, into 
which air is injected by a small steam-jet. The copper sulphate 
formed, is carefully washed out of the silver, which is then dried 
and melted into bars of an average fineness of 999. 

The residues from the silver exitraction contain about 40 oz. 
of silver and 10 oz. of gold per ton, and 65 per cent, of copper 
as cupric oxide. They also contain lead and bismuth as sulphates 
and iron as ferric oxide. They are mixed with pyritic ores con- 
.taining gold, pyrites rich in sulphur and poor in silver, and 
siliceous gold ores, and are smelted direct for regulus with 65 per 
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cent, of copper, and lo to 15 oz. of gold and 80 oz. of silver per 
ton. The slag, which is similar in composition to that from the 
ore-furnace, is thrown away. 

The regulus is treated so as to obtain a rich copper-gold alloy. 
This process involves two operations — -(i) a combined roasting and 
smelting, and (2) a refining of the crude alloy. The aim of the 
process is to concentrate the gold contained in the regulus into a 
rich gold- silver-copper alloy, containing also the bulk of the 
impurities existing in the regulus. This process is similar to the 
Swansea method of making "best selected copper." At Argo, 
about 12 tons of slabs of regulus, residue metal, are placed on 
the hearth of a large reverberatory furnace, and melted after 
partial oxidation. In the last stage of the melting, a reaction 
takes place between the oxide and sulphide, and a certain amount 
of metallic copper is liberated. This contains nearly all the gold, 
together with any foreign metals present in the regulus. The 
charge is tapped into sand-moulds, and the first few pigs nearest 
the tap-hole are found to have, under the enriched regulus, 
plates of this impure copper, commonly known as metallic bottoms. 
The proportion of these to the whole tap of regulus, or pimple- 
metal, is about I to 15. The bottoms contain 100 to 200 oz. of gold 
to the ton, and about 300 oz. of silver. They are subjected to pro- 
cesses of refining and sepai'ation, whereby the gold is recovered. 

The pimple- metal, if the operation has been properly conducted, 
contains o.i to 0.2 oz. of gold per ton, 90 oz. of silver, and 77 per 
cent, of copper. It is crushed, roasted, ground fine, and again 
roasted to form silver sulphate. In fact, it is treated by the 
Ziervogel process in precisely the same manner as the rich sUver 
regulus ; but, as it contains no gold, a separate set of furnaces is 
used. The residue consists almost entirely of copper oxide with 
less than 10 oz. of silver per ton. It is dried, packed in barrels, 
and sold to the manufacturers of sulphate of copper, or is reduced 
to black copper by melting with small coal slack in a reverberatory 
furnace. 

Freiberg Process. — The smelting works at Freiberg,* in 
Saxony, were originally established to treat the ores obtained from 
the mines of the district. At the present time, ores from all parts 
of the world are also smelted. There are also two works, of which 

* Descriptions of the various operations conducted in these works 
will be found in the following books -.—Freibergs Berg- und Hiittenweseiff 
Freiberg, 1883; Festschrift zum hundertjahr. Jubildum der k. BergahademU 
m Freiberg, Dresden, 1866 ; Percy, Lead, p. 203 Silver and Gold, p. 543 ; 
Arche, Die Qewinnurig der MetaUe, part i., 1888. 
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the more important is situated about three miles from the town of 
Freiberg, the other being somewhat more distant. 

The ores treated consist chiefly of the sulphides of lead ; but 
silver and copper are always present in the mixture of ores which 
constitutes the furnace-charge. The plant also includes furnaces 
for the treatment of ores of zinc, arsenic and antimony fume. 
As an incidental jproeess, sulphuric acid is made both by the or- 
dinary lead-chamber method, and by a process in which the gases 
containing the sulphurous anhydride are stated to be passed over 
perforated clay slabs covered with platinised asbestos. Bismuth is 
also extracted from the portions of the cupeUation hearths in which 
is collected the greater part of the bismuth that was originally con- 
tained in the lead treated. Provision is also made for the extrac- 
tion of copper, nickel, and cobalt present in the ores. The relation 
borne by the respective sections to each other and to the general 
plan of operations is indicated by the accompanying diagrammatic 
scheme (Fig. 79). The various departments of the work are kept 
distinct, and the treatment, as a whole, centres round the smelting 
of the lead ores, the various residues from the treatment of other 
ores, frequently rich in the precious metals, being added to the lead- 
smelting charge. It is in this latter treatment that the distinctive 
features of the Freiberg smelting-process are found, the lead 
ores being smelted in admixture with the copper ores and 
argentiferous and auriferous residues. For this purpose the Pilz 
water-jacketed furnaces (Fig. 64) are used. They were originally 
introduced about the year 1865 to replace the older types of blast- 
furnace which had long been employed. The extraction of silver 
by the classical Freiberg amalgamation process, conducted in 
barrels, was also abandoned about this period, and was replaced by 
the method still in use, by which the precious metals are collected 
in the smelted lead. The main features of this process are as 
follows : — In order to impart the necessary degree of strength and 
coherence to enable them to be treated in the blast-furnace, as well 
as to obtain them in pieces of a size adapted to such treatment, 
the ores are first roasted at a temperature sufficiently high to 
clot the mass. This is effected by subjecting a suitable mix- 
ture of ores to an oxidising roasting in a long-bedded reverberatory 
furnace. The sulphur of the ore is in this way oxidised, and the 
metals are left chiefly in the form of oxides. Towards the end of 
the roasting the temperature of the furnace is raised to a degree 
sufficient to partly fuse the oxidised charge then present; the 
roasted material can in this state be withdrawn from the furnace 
into sheet-iron wheel-barrows, in which it is allowed to solidify. The 
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solidified material is afterwards broken up into pieces of the desired 
size, and classified according to the completeness with which the 
roasting has beetti efiectedjas indicated by the presence or absence of 
unroasted sulphide. It is then smelted down in the Pilz furnaces, 
in admixture with coke and brown coal. Large quantities of 
iron are present in the material charged into the furnace, and cold 
blast has therefore to be employed to prevent too great a reduc- 
tion of that metal and the consequent formation of unfused masses 
of reduced iron in the furnace. The products of this smelting are 
(i) lead; (2) a regulus, or mixture of fused sulphides of lead and 
copper ; (3) a slag ; and (4) a lead fume. A small quantity of 
speise, containing nickel and cobalt, is also occasionally obtained. 
The lead produced contains the greater part of the precious metals 
originally present in the charge, together with some copper and 
other impurities. Such lead has always to be subjected to a refin- 
ing process before being desilverised by the method in use at the 
works, and, if very impure, a secondary refining process of liquation 
has also to be used. To avoid the necessity of this the charge is 
usiially maintained as free from impurities as possible, the per- 
centage of the copper being at the same time kept low. The slag 
from the ore-smelting always contains lead in too large a quantity 
to admit of its being thrown away. It has therefore to be re- 
treated, and, as the lead obtained from this source is always very 
impure, any impure materials that it may be necessary to deal 
with are generally treated simultaneously with the slag, provided 
they are not too rich in the precious metals. The percentage 
of copper admissible in the furnace-charge for this slag- 
smelting is also greater than in that for the treatment of the ore. 
The ore-slag is treated in admixture with materials poor in silver 
and in lead, in a manner similar to the method adopted when 
smelting the ore. The products are the same as before — lead, 
speise, regulus, slag, and fume. The lead, however, is much less 
in relative quantity, and more impure than that obtained from 
the ore-smelting; speise is a more frequent product, the regulus 
obtained is richer in copper, and the slag is so poor in silver and 
lead that it may be thrown away. 

The further treatment of these various products is as follows : — • 
Lead. — The slag-lead, and occasionally the ore-lead, is first sub- 
mitted to a liquation process, which consists in melting the lead 
at as low a temperature as possible, on the sloping bed of an 
ordinary reverberatory furnace in a deoxidising atmosphere. By 
this means the lead melts and flows into a sump or hollow at the 
foot of the sloping bed of the furnace, leaving the greater por- 
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tion of the copper it originally contained, together with iron and 
other impurities, the melting-points of which exceed that of lead, 
on the furnace-bed. Nearly all the silver present in the lead 
charged into the furnace, and with it the gold, passes into the 
liquated product, owing to the low melting-points of the silver- 
lead and gold-lead aUoys there present. This liquated lead, 
together with the ore-lead, is then submitted to an oxidising 
fusion in a reverberatory furnace, the result being that the 
arsenic, antimony, tin, and other impurities present, which had 
failed to be eliminated by the liquation process, are oxidised, 
and a portion of the lead being simultaneously oxidised and 
fused, they pass into this oxide scum, and can be removed 
with it. Owing to the varying degree of oxidisability of the 
several impurities, the fused litharge obtained at different stages 
of this process contains relatively larger or smaller quantities of 
the various impurities. These litharges, after removal from the 
furnace, are kept separate, and are known b}' the name of the 
more important impurity they contain. Each of them is after- 
wards reduced by itself in a small blast-furnace, the product 
being in each case a readily-marketable hard lead, the impure 
litharge being first fused with a small percentage of carbon 
to reduce a portion of the lead, and in this way to collect any 
silver that may be present in the reduced lead formed. Any 
copper, too, that may have passed into the liquated lead is 
also oxidised, but the bismuth remains with the lead. Small 
quantities of the precious metals always pass into the fused oxide 
layer on the surface of the lead, but by far the larger proportion 
of that originally charged into the furnace remains with the 
purified lead. This lead is then treated by the ordinary Pat- 
tinson process, the lead being first melted at a low tempera- 
ture and then allowed to cool gradually, the lead crystals poor in 
silver being separated from the richer molten portion. This 
treatment is repeated in the ordinaiy manner until the lead con- 
tains O.I per cent, of silver. Instead of continuing to treat this 
lead by the Pattinson process, the Parkes process of desilveri- 
sation by the aid of zinc is employed for the purpose of extracting 
the remaining silver and gold, the lead from this treatment 
being dezincified by an oxidising fusion, after which it is ladled 
into moulds and is ready for the market. The rich Pattin- 
sonised lead is cupelled in cupeUation-furnaces of the German 
type, with non-absorbent marl beds. The cupellation is so con- 
ducted that the lead, being charged into a hearth of large size, 
is oxidised until the residual material contains about 80 per 
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cent, of the precious metals. This requires a higher tempera- 
ture for its further treatment, and it is therefore removed from 
the large furnace to a similar but much smaller one, in which 
the remaining portion of the lead is eliminated, the fused gold 
and silver being granulated by pouring into water, the granules 
dried, and the gold and silver parted by the aid of sulphuric acid. 

The litharge, if of a yellow colour, is reduced to the metaUie 
state by a reducing-fusion in a small Pilz furnace, but any red 
litharge that is produced is sold as such. The beds of both the large 
and the small cupellation-fumaces show green spots at the places 
where the final products, rich in gold and silver, collected ; the 
bismuth, not being removed by oxidation until nearly all the lead 
has been oxidised, passes into these portions of the marl-beds, 
colouring them green. These green patches are carefully re- 
moved, dissolved in hydrochloric acid, and the bismuth oxychloride 
is precipitated by dilution with water. This is either sold as such 
after purification, or else is reduced to the metallic state by 
fusion in crucibles with iron. The other portions of the marl 
cupellation beds, being rich in lead, are on this account added to 
the various smelting-charges. 

ZiTic. — The argentiferous zinc ores are roasted, the sulphurous 
anhydride evolved being collected and converted into sulphuric 
acid. The desulphurised ore is then mixed with charcoal, and 
placed in the retorts, which are heated in a regenerative furnace 
by gaseous fuel. The zinc distils over, and is collected in fire-clay 
receivers, and, after lefining in a special reverberatory furnace, 
is sent to market. The residues left in the retorts contain the 
precious metals, and are charged into the Pilz furnaces with the 
lead-ores. 

The zinc rich in silver and gold obtained by the Parkes process 
is distilled in an ordinary Morgan furnace, which consists of a 
hooded crucible contained in a wind-furnace. This completes 
the lead -smelting process proper, both the gold and silver present 
in the original materials treated having been collected, and the 
desilverised lead obtained in a form in which it is ready for the 
market. 

The cupi'iferoiis regulus resulting from the ore-smelting contains 
usually but a few per cent, of copper, and consists chiefly of the 
sulphides of iron and lead. It may be mentioned that it is 
necessary to have considerable quantities of iron present in the 
furnace-charge, partly on account of the desulphurising action of 
the reduced metal, and partly because considerable quantities of 
zinc are usually present, and the zinc-oxide, passing into the slag. 



254 AN INTRODUCTION TO METALLUEGY. 

would render it exceedingly pasty and difficult to fuse, were it not 
for the counteracting influence of large quantities of ferrous 
oxide. 

This regulus, if its composition is such that this treatment is 
admissible, is roasted in kilns, the sulphurous anhydride produced 
being utilised in the manufacture of sulphuric acid. When 
roasted the regulus is added to the slag-smelting charge ; the 
greater portion of the lead-oxide contained in the roasted regulus 
is then reduced to the metallic state, and a second regulus is pro- 
duced, which is poorer in lead but richer in copper than was the 
one resulting from the ore-smelting. This regulus is too rich in 
copper to admit of its being roasted in kilns, the tendency of the 
pieces of regulus to clot together during the roasting being 
too great ; it is therefore roasted in " stalls " which are built of 
brick, and much resemble ordinary cattle-stalls ; they are roofless, 
with low surrounding walls and a slightly sloping bed. On 
this bed wood is placed, the regulus to be roasted being piled 
up on it, and then covered over with a compact layer of finely 
divided roasted pyrites or regulus. The stalls are placed in rows 
side by side, and back to back, a tunnel being left between every 
two such rows. Into this tunnel the gases resulting from the 
roasting are drawn through perforations in the back walls of the 
stalls, and are led away to the sulphuric-acid chambers. The 
combustion is started by lighting a small fire in a grate outside 
the stall ; this kindles the wood, the heat evolved by the com- 
bustion of the sulphur in the regulus being afterwards sufficient 
to continue the process without the addition of any other fuel. 
This roasted second regulus is then treated as before, until a 
regulus is produced which contains about 35 per cent, of copper. 

Instead of this repeated roasting and treatment with the slag- 
charge, the regulus, after having been roasted, may be treated in 
a cupola, together with lead-slags and other fluxing and reducing 
additions. The product is a comparatively rich regulus, the 
lead originally present being reduced to the metallic stat«, taking 
with it the silver, the enriched regulus retaining but little of 
the precious metals. When enriched to the degree mentioned 
above, the regulus is brought, by a single roasting in an ordinary 
Welsh reverberatory furnace, to a " white " or " pimple " metal 
containing about 75 to 80 per cent, of copper. This is not further 
treated at the Muldenhiitte, the principal works at Freiberg, 
but is sent to the Halsbriicke works, where it is roasted sweet, 
and the copper converted into copper sulphate by treating the 
roasted material with sulphuric acid. Any lead and gold that 
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may have been present remain undissolved, as does also the 
greater portion of the silver, the small quantity that passes into 
solution heing reprecipitated by metallic copper. The undissolved 
lead residue is added to the blast-furnace treatment. 

Speise. — This is a comparatively rare product. The nickel and 
cobalt it contains are concentrated by a process resembling that 
for the concentration of the copper in the regulus, the speise being 
first roasted and then re-melted with fluxes, such as lead-slags, and 
with reducing agents, in a small blast furnace. Metallic lead is 
obtained, which contains the greater portion of the precious metals 
originally present in the speise, and the latter is much richer in 
nickel and cobalt after this treatment than it was before. In this 
concentrated state it is sold to outside works, where it is treated by 
the wet process, the residues, which contain the gold and silver of 
the speise, being bought back by the Government works. 

The ore-slag is treated in the manner that has been described, 
the resulting slag, poor in lead, being thrown away. This contains 
about 2 J per cent, of lead and 0.0045 per cent, of silver, the ziinc- 
oxide also present occasionally reaching some 20 per cent. 

The fume contains large quantities of lead-oxide, together with 
zinc-oxide and arsenious anhydride, which is collected and sold 
after a further sublimation. The oxides of lead and zinc remain 
on the bed of the furnace, and are added to the blast-furnace 
charge. 

Thus, the general scheme of treatment is .as follows : — The ores 
are mainly those of lead, copper, zinc, and silver. The products 
are, lead, zinc, bismuth, silver, gold, arsenic, as metals, and copper, 
mainly recovered as sulphate. Besides these, there are also inci- 
dental products, such as sulphate of iron and sulphate of manganese. 
Nickel and cobalt are recovered as arsenides — that is, in the 
form of speise ; and the arsenic is recovered partly as metal, but 
mainly as powdery arsenious anhydride, and as red, yeUow, and 
white arsenical glass. 

The ores come partly from surrounding mines, and partly 
from foreign sources, the latter being smelted mainly for the 
copper, silver, and gold they contain. Almost all the ores are 
argentiferous. The principal portion of each charge consists of 
lead-ores, and these are divided into galenas with 30 per cent. 
or more of lead, and poor lead ores with 15 to 20 per cent. 
In the mean they contain generally 40 per cent, of lead, and 
0.015 P^"^ *'^'^*- °^ silver. The following, however, is a general 
statement respecting the ores : — 
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Galenas (i) 

„ (2) . . . 

„ (3) . • • 

„ (4) . • . 

Poor lead ores . 

Quartzose ores . . . 

Quartzose and pyritlo ores 

Pyritio ores 
Sulphuretted ores 



Lead ores with arsenic 
Zino-blende 



Lead. 



per cent. 
79 
74 
65 
80 
26 
27 



23 
3) 

Ziiie. 

38 
40 



Silver. 



per cent. 
0.01 1 
0.012 
0.012 
0.008 
0.060 
0.020 
0.026 
0.050 
0.0 10 
0.015 
0.540 
0.600 
0.240 
0.03s 
0.450 
0.100 

0.044 
0.020 



Sulphur. 



per cent. 



16 

13 
20 

31 

30 

35 

Arsenic. 

16 



The lead in the ore is only paid for when it reaches 15 per cent.^ 
additional payment being made for every 5 per cent, above 20 
per cent. — that is, for 25, 30, 35, and so on. Those ores in which 
only the silver or gold is of a value sufficient to cause them to be 
paid for are called " Diirrerze," and the class is subdivided inti* 
— ^pyritic, 20 to 40 per cent, sulphur; quartzose, 10 to 19 per 
cent, sulphur ; and spathose, o to 9 per cent, sulphur. 

The sulphxir is paid for when it exceeds 24 per cent., and every 
additional 5 per cent, is paid for. Each per cent, of copper is. 
paid for, but fractions of i per cent, are not taken into account. 

The zinc-ores must not contain more than 5 per cent, of lead, 
and in ores that are not described as zinc-ores, only 3 to 4 per cent, 
of zinc may be present. 

The copper-ores contain from i to 1 5 per cent, of copper, arseni-- 
cal-ores from 10 per cent, arsenic, zinc-ores from 30 to 40 per- 
cent, zinc, sulphur-ores from 25 per cent, sulphur. 

The arsenic in an ore is paid for when it reaches 10 per cent.> 
and fractions of 5 per cent, are accounted for. 

Gold is paid for from 0.0005 per cent, and upwards, and silver- 
0.004 per cent, and upwards. 

The weighing takes place in the presence of representatives of 
the mine and of the works. About 5 cwt. is weighed at a time. 
The accuracy of the weighing depends on the richness of the ore; 
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o.oi to 0.05 per cent, silver accurate to 10 lbs., 0.50 to 5 per cent, 
silver accurate to o.i lb., 5 per cent, and upwards, accurate to 
0.02 lb. Ores rich in gold are always weighed to 0.02 lb. 

Samplimg. — ^A small scoopful is taken from every 2 cwt. and is 
thrown into two or more wooden dishes, according to the amount 
weighed off. The ore is then put into the ore-house, and a board 
is inserted in the ore-heap, showing the character of the ore, its 
quality, &c. The moisture is determined by heating 75 grammes 
in a copper shovel ; the calculation of the moisture is accurate to ^ 
per cent. The mixing takes place in the ore-house. The various 
ores are spread out in layers, the thickness of which depends on 
the nature of the material, layer over layer. Then a definite 
portion is cut off one end of the heap, and the ore so removed is 
thrown up into a conical heap, which is then considered to be 
sufficiently mixed. 

Roasting. — A charge for roasting and smelting may contain 
2500 cwt. roasted material from the Gerstenhofer furnaces, 600 
cwt. roasted residues from kilns and arsenic furnaces, 3000 cwt. 
raw ore, 200 cwt. residues from zinc-smelting. 

Heaps of from 6000 cwt. to 7000 cwt. supply four roasting-fur- 
naces for a week and a half ; one furnace will treat 180 cwt. a day. 
The roasting-furnace is a single-bedded reverberatory, upwards of 
40 ft. long and about 10 ft. broad ; it has eleven doors on each side, 
and one, which is used for roasting pure galena, has fifteen doors 
on each side. It is worked from both sides at the same time. 
The fire-bridge is hollow, and the bed consists of a layer of fire- 
bricks, made from two parts of raw and one part of burnt clay - 
they contain 60 to 70 per cent, of silica. These bricks rest on 
common bricks supported by an iron plate, resting in turn on 
pillars. If the hearth, or fire-bridge, becomes worn the work 
is not stopped, but, by means of a long iron ladle, a ball consist- 
ing of one part of clay and two parts of poor quartz-ore, is in- 
serted. This is beaten down so as to repair any defective place. 

Each charge of ore consists of 34 cwt., and there are five such 
charges on different parts of the furnace-bed at one time. The 
charge near the fire-bridge is allowed to clot, and is then removed. 
The other charges on the furnace-bed are then advanced towards 
the fire-biidge the distance of two doors at a time. The fire-place 
is divided in the centre, so that really there are two fire-places, or 
grates, to each furnace, as the breadth is too great to permit one 
fireman to stoke the whole. 

These long-bedded calcining furnaces are in connection with long 
brick chambers for the condensation of the fume, the collection of 
which takes place every six months, when some 2700 cwt. to. 

A 
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3000 cwt. of material is collected, containing — o.oi to 0.02 per 
cent, silver, 10 to 28 per cent, lead, 40 to 50 per cent, arsenious 
anhydride. The sulphurous anhydride from these flues cannot 
be used, as the gases are far too dilute and impure. 

The charge for roasting generally consists of — galena 30 to 40 
per cent. ; poor lead ore 20 to 30 per cent. ; poor quartzose ore 
10 to 15 per cent.; and residues 5 to 10 per cent. 

The cost of roasting each hundredweight of ore is as follows : — 
Fuel, jd.; transport, 0.71^.; wages, 2.5^. ; wear and tear, o.id.; 
tools, 0.5^. ; total, 4.8d. 

The roasted ore still contains from 5 to 7 per cent, of sulphur 
when the semi-fluid charge is withdrawn from the furnace into 
barrows of sheet-iron. The roasted charge is tipped out when 
solid, and broken into pieces about the size of the fist, and sorted 
by sight into (i) well roasted, (2) ordinary, and (3) badly roasted, 
according to whether much or little undecomposed galena is seen 
to be present. The men are paid accordingly. 

There are several large Pilz furnaces, each with eight tuyeres, 
and one small one with four tuyeres. The following is a charge 
for the ore-smelting : — Ore, 450 cwt. ; pyritic ore, 80 cwt. ; roasted 
residues, 40 cwt.; slag, 550 cwt.; quartzose ore, 20 cwt.; total, 
1 140 cwt. This gives 88 cwt. of argentiferous lead, containing 0.4 
to I per cent, of copper, and 20 cwt. of regulus, and very often a 
speise forms as weU. In charging, the coke is thrown towards 
the centre, and the larger pieces of ore to the side. 

If an obstruction or "bear" forms in the furnace, it is usually 
a ferruginous one ; but it may contain much zinc-sulphide, and 
it generally forms at the top of the boshes. In order to remove 
it, bricks are removed below the bear, and the obstruction is 
knocked away while hot. The bear often has the form of a 
ring. The hearth of the furnace is buUt upon an iron plate. 
Then follow three layers of common bricks placed flat, and 
then two layers of fire-bricks, these together being about 16 in. 
thick. Then follows another layer, 16 in. thick, of the fire-bricks 
already described. The pressure of the blast is about lof to 
13 J inches of water when smelting ore, and 7 to 10 inches 
when smelting slag. For driving the blast there is a twenty- 
horse-power water-wheel, used during the day for the liquation- 
and refining-f urnaces, and duriug the night for the blast-furnaces ; 
it also drives a small water pump. There is also a twenty-horse- 
power steam-engine for the blast- and liquation-furnaces, a fifteen- 
horse-power steam-engine for the blast-furnaces and smithy, and 
an eight-horse-power steam-engine for the blast-furnaces and 
steam -lift. 
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In twenty-four hours each blast-furnace smelting ore treats 
about 1 400 cwt. to 1 5 00 cwt. The charge would consist of — roasted 
ore, 600 cwt. to 700 cwt. ; slag from- previous smelting, 500 cwt. 
to 560 cwt.; and other additions, 250 cwt. to 300 cwt. This 
charge requires some 115 cwt. to 120 cwt. of coke, or about 
I cwt. of coke to 12 cwt. of the ore-charge. The result of 
the smelting is about 115 cwt. of lead, and 36 cwt. of lead 
regulus. 

The charge described above is worked by five men at each 
furnace. They work in shifts of twelve hours. Below, one smelter 
and three assistants ; above, one charger. The wages amount to 
about ^d. for each cwt. of ore. 

The hearth is allowed to fill until some of the regulus is seen 
to come out with the slag, which is tapped continuously from one 
or other of two tap-holes. 



The lead contains 


0.5 to 0.6 per cent, of silver 


The lead regulus , 


. 25.0 to 30.0 „ „ lead 




6.0 to 15.0 „ „ copper 




0.2 to 0.25 „ „ silver 



The slags contain 0.3 per cent, of copper, 4 to 5 per cent, of 
lead, 0.003 to 0.004 per cent, of silver. 

Smelting the Rich Slag. — The slags may be viewed as three 
equivalents of m.onosilicate with one equivalent of bisiUcate, and 
slags that do not contain more than o.ooi to 0.002 per cent 
of silver, and 1.5 per cent, of lead are thrown away. 

The charges in slag-smelting are very varied. The following 
are examples : — 

(i) Slag 900 cwt.; plumbiferous material 45 cwt.; broken-up 
hearths 12 cwt. ; which yielded 52 cwt. of poor lead, 85 cwt. of 
coke being required. 

(2) For every 2 cwt. of a mixture of 5 cwt. roasted regulus 
from slag, 12 cwt. roasted ore-regulus, 2 cwt. roasted copper; 
regulus, 5 cwii. roasted liquation residues, is added 4^^ cwt. of slag 
from galena-smelting, and 4 cwt. of common slag. 

(3) Three cwt. of ore-slag, 3 cwt. of various residues rich in 
lead, li cwt. once-roasted ore-regulus, 0.5 cwt. of coke. To this 
charge there is added, in the working-day of twenty-four hours, 
12 cwt. of marl, 12 cwt. of hearth, and 12 cwt. of lead- 
skimmings. 

(4) Twelve, cwt. of slag, 25 cwt. of twice-roasted regulus, 40 
cwt. of slags from the smelting of the litharge. 

Products of the Slag-Smelting.— Slag-lea,d containing 0.4 pet- 
cent, of silver, regulus containing 10 to 20 per cent, of lead, or 



260 AN INTKODirCTION TO METALLURGY. 

regulus containing 20 to 30 per cent, of copper, poor slag contain- 
ing 0.0015 per cent, of silver and 1.5 to 2 per cent, of lead. 

Sometimes a speise of nickel and cobalt is also formed. The 
regulus is only about one-third of the amount of lead produced. 
The slags often contain 9 per cent, of oxide of zinc. The regulus 
is broken up and roasted in kilns, or stalls, and is then added to 
a smelting charge similar to that by which it was formed, or is 
concentrated in a Pilz furnace, or goes to a reverberatory for 
concentration with silica and barium-sulphate. 

Smelting the Speise. — The charge in 150 cwt. of speise, 675 
cwt. ore-slag, 4 cwt. impure litharge, 44 cwt. lead residues, 5 cwt. 
hearth, 40 cwt. iluor-spar, 75 cwt. coke. The products are 54 
cwt. of lead, 12 cwt. concentrated speise. 

The speise is concentrated by continuous and alternate roast- 
ings and smeltings, untU it contains 20 per cent, of nickel, when 
it is sold. The poor lead goes to the liquation-furnace. The 
regulus is roasted in kUns and stalls, then fused to concentrate 
it, until it contains 30 per cent, of copper; it is then called 
" copper " regulus. It is afterwards treated in a reverberatory 
to form pimple metal. Incidentally, large quantities of impure 
lead and substances containing lead-oxide are produced. 

The process employed for the reduction of the lead from such 
substances consists of a reducing-fusion. One such substance, the 
litharge derived from the rich argentiferous lead, contains about 
78 per cent, of lead. The furnace used is a small Pilz furnace 
with four tuyeres. The charge in twenty-four hours is, 1500 
cwt. litharge, 450 cwt. lead-slags, 50 cwt. slags from a previous 
smelting, 130 cwt. coke. The products are, (1) a variety of 
lead, which, according to its purity, is either first liquated and 
then refined, or is taken to the Pattinson pots, and (2) a slag 
containing 10 per cent, of lead. Part of this slag goes to the 
next charge, and part to the first ore and slag smelting. 

Liquating the Impure Lead. — This is done at Freiberg on the 
incHned bed of a reverberatory furnace, 500 cwt. .being treated 
daily. The copper, with some lead, remains solid in the form of 
liquation-residues. The lead, before the liquation, contains 
0.5 per cent, copper, afterwards it still retains 0.07 per cent. 
The residues are about 5 per cent, of the total lead ; they consist 
principally of lead with 15 to 18 per cent, of copper, and are 
added to the slag-smelting in the Pilz furnace. 

The scum from the Pattinson pots is also treated in this 
reverberatory, in admixture with lignite. When antimonial 
lead is liquated the temperature must be kept low, but a little 
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wood must be kept kindled in the well of the f tirnace to prevent 
the lead solidifying. 

If the lead contains 1.5 per cent, of silver, it is cupelled at 
once — that is, it is added to lead that has been already enriched 
by the Pattinson process. If it is impure, the lead is refined and 
Pattinsonised. 

In refining, the lead is fused in an oxidising atmosphere on the 
bed of a reverberatory furnace. The products are a variety of 
different kinds of litharge to which the name of " Abstrich " is 
given. They are nothing but impure litharge, and as the nature and 
proportion of the impurities vary greatly, the appearance is very 
dissimilar ; some are dark-grey and stony, others are light-yellow 
and are crystalline in structure : — (i) Powdery tin Abstrich; (2) 
fused tin Abstrich; (3) arsenical Abstrich; (4) antimonial .46- 
gtrich; {^) ixwpwce Mtharge Abstrich ; (6) Tpwce litharge Abstrich. 
There is a fractional oxidation of the various impurities, the tin 
and arsenic going first. The time required to refine 400 cwt. of 
lead is about fifty hours. 

The products, in the case of lead smelted from ore, are as 
follows : — 10 cwt. of tin Abstrich, or about 3 per cent, of the total 
lead, containing 11.3 per cent, of tin, 14.4 per cent, of arsenic, 

2.8 per cent, of antimony ; 20 cwt. arsenical Abstrich, or about 5 
per cent, of the total lead, containing 8.5 per cent, of antimony, 

8.9 per cent, of tin, 8.7 per cent, of arsenic;. 10 cwt. of anti- 
monial Abstrich, about 3 per cent, of the total lead, containing 
6.8 per cent, of antimony, 1.3 per cent, of tin, 4.4 per cent, of 
arsenic; 10 cwt. impure litharge, about 3.2 per cent, of the total 
lead, containing 3.1 per cent, of antimony, ^ per cent, of tin, 2.0 
per cent, of arsenic. 

In refining lead produced from the smelting of slag, very 
similar varieties of Abstrich are obtained, except that they are not 
so rich in tin, as when lead from ore is refined. At the Hals- 
briicke Works, a hollow pipe through which steam is passed is 
sometimes used as a mechanical stirrer when refining. In de- 
silverising the tin Abstrich, about 90 cwt. of slag-lead is placed on 
the bed of the refining furnace and then, on that, 15 cwt. of the 
Abstrich, mixed with 4 per cent, of coal ; the charge is melted 
down in three hourc-., and then another 15 cwt. of Abstrich and 
4 per cent, of coal is added, and so on until the furnace is full. 
The desilverised Abstrich is taken off (the silver passing into the 
lead) and run down in a small Pilz furnace. 

The lead is refined and Pattinsonised. The antimonial Abstrich 
is desUverised in the same manner, except that 24 cwt. of it is 
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added instead of 15 cwt., as it melts easier. Tlie arsenical 
Abstrich and impure litharge are directly revivified by being run 
down in a small Pilz furnace for metallic lead, the lead obtained 
being then refined. The impure lead is added in part as a plum- 
biferous addition to the Pilz furnace smelting ore. 

The desilverised tia Absirich is smelted in a Pilz furnace, the 
charge being 100 parts of Abstrich to 100 to 150 parts of poor lead- 
slag, 50 per cent, of slags from the same working, and 20 per 
cent, of himestone. The lead obtained is revivified and poled in 
a Pattinson pot. The various kinds of Abstrich obtained are 
desilverised over and over again, until they contain comparatively 
no silver. The composition of the hard lead obtained from the 
stanniferous Abstrich is very varied. One variety contains 18 per 
cent, of tin, 10 per cent, of antimony, and 2 per cent, of arsenic. - 

The desilverised antimonial Abstrich is smelted in a Pilz 
furnace with slag and 10 per cent, of limestone. In twenty-four 
hours, 100 cwt. to 150 cwt. are sent through. The hard lead is 
liquated and poled, and contains about 10 per cent, of antimony, 
3 per cent, of arsenic, and i per cent, of tin. Each refining- 
fumace is worked by one refiner and two assistants, 

Pattinson Process as conducted at Freiberg. — In this process, 
the silver is concentrated in fluid lead by straining off crystals of 
lead which separate from the bath. The pots have a thickness 
at the bottom of 2.36 to 2.76 inches, and 1.9 inch at the sides. 
They are 5 feet in diameter at the top, and 2 feet 9 inches at 
the bottom. They hold about 15 tons, and last about 500 
crystallisations. Each pot has a separate fire ; there are sixteen 
pots, sometimes worked in two batteries of eight pots each. 
They are worked by the one-third system. Each pot is kept at a 
determined percentage of silver, and assays are made daily. 
When fresh lead is added, it is introduced into the pot contain- 
ing the same percentage of silver. At Freiberg it is usually the 
third pot from the left. The rich lead contains from i J per cent, 
to 2 per cent, of silver, and the poor 0.0018 per cent. The scum 
from pots I to 4 is liquated by itself, and similarly those from 
pots S to 8, and from 9 to 15 by themselves. In a case in wljich 
the enrichment had not been carried far enough, the following 
were assays of the contents of the pots : — (i) 1.07 silver, (2) 0.80 
silver, (3) 0.42 silver, (4^ 0.33 silver, (5) 0.30 silver, (6) 0.26 
silver, (7) 0.18 silver, (8) o.ii silver, (9) 0.08 silver, (10) 0.04 
silver, (11) 0.02 silver, (12) 0.012 silver, (13) 0.007 silver, (14) 
0.0035 silver, (15) 0.0015 silver, (16) 0.001 silver. The poor 
lead never contains more than 0.05 per cent, of copper, 0.2 per 
cent, of iron, and traces of arsenic and antimony. The fuel 
used is a mixture of lignite and small coke. To each battery of 
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sixteen pots there is one fireman, and to every two pots there are 
two men. There is also one lead ladler. The men work for 
eleven hours, but the fireman works for twelve hours. 

Cupellation at Freiberg. — The hearth is formed of 48 cwt. of 
fresh marl mixed with | cwt. of clay. The marl is of three 
kinds: — 

I. II. III. 

Calcium carbonate . . .50 ... 68 ... 66 
Magnesium carbonate . . 13 ... 27 ... 6 

Iron carbonate ... z ... 2 ... 2 

Clay ...... 14 ... 3 ... 25 

Any pyrites present is carefully removed. 

The greatest depth of the hearth from a line on a level with 
the_ tuyeres ought not to be more than 7.8 inches. The fire- 
resisting material with which the roof is lined consists of one 
part of clay and two parts of silica ; 100 cwt. to 200 cwt. of 
lead is placed on the damp hearth, and this is covered with sawdust 
and chips ; the roof is then put on, the wood lit, and the 
roof luted on with clay; the fire is kindled, and the blast 
turned on ; the lead melts down in sixteen to eighteen hours. 
The temperature is gradually raised, and lead is added, 700 cwt. 
being the total charge. The litharge, as it forms, is removed 
until the remaining lead on the bed contains 60 to 80 per cent, of 
silver. This is taken out, and the extraction of the silver com- 
pleted on a similar but much smaller hearth. If the red litharge 
obtained contains less than 0.02 per cent, of silver, it is sold. It 
is said that if the lead contains 0.2 per cent, of bismuth no red 
litharge will be produced. At the end of the process, where 
the concentrated lead and silver settle on the hearth, there is a 
dark spot which indicates the presence of bismuth, and which is 
broken away and the bismuth subsequently extracted, this por- 
tion of the hearth having been previously hollowed to collect the 
rich lead. There are two men attending to each furnace, and 
they are paid a little over a penny for every hundredweight of 
lead treated. It takes 120 to 140 hours to cupel 700 cwt. of 
lead. The silver obtained is granulated by running it into water. 
It is aboiit 990 fine, and is sent to the Halsbriicke works to 
have the gold parted froin it. 

Solution of the ReguVus. — The concentrated copper regulus is 
sent to the Halsbriicke works, where it is roasted nearly sweet. 
It stiU contains about i per cent, of sulphur. It is then passed 
through a rather fine sieve, and the larger pieces are crushed and 
re-roasted. The roasted regulus is dissolved in sulphuric 'acid in 

* Pattinson's process is now supplemented by Parkes' process, a joint- 
process being used. 
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wooden vats lined with hard lead. The sulphate of copper is 
crystallised out, and, after purification byre-crystallisation, is sold. 
Such copper-sulphate as does not crystallise out but remains 
in solution is removed by scrap-iron. The solution of copper- 
sulphate before crystallisation is made to pass over metallic copper, 
in order to remove any silver it may contain. The residue, after 
the treatment of the regulus with sulphuric acid, contains the 
lead, and most of the silver originally present in the regulus 
treated. This is sent back to the Pilz furnace, with a view to 
concentrate the silver in the lead produced from the lead ores. 

Wet Processes for Treating Argentiferous Copper Ores. 
— In certain cases copper pyrites is converted into copper sul- 
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phate by the action of air and moisture. The sulphate is dis- 
solved in water, and the copper precipitated from the solution by 
iron. When, however, argentiferous ores are dealt with, con- 
taining much copper but not much lead, the processes are more 
complicated. The principal processes in vogue are : — 

1. Ziervogel's process, which consists in submitting the regulus 
to an oxidising roasting, yielding cupric oxide and silver sul- 
phate. The latter is dissolved in water and precipitated on 
copper. The cupric oxide is recovered from the residues by 
smelting (Fig. 80). 

2. Augustin's process, which consists in submitting the regulus 
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to an oxidising and subsequently to a chloridising roasting, yield- 
ing cupric oxide and silver chloride. The latter is dissolved in 
hot brine and precipitated on copper. The cupric oxide is re- 
covered from the residues by smelting (Fig. 8i). 

3. Longmaid's or Henderson's process, which is applied to the ore 
after roasting, and which consists in dissolving the copper and 
silver from the ore roasted with salt by water and dilute hydro- 
chloric acid. The copper is precipitated by scrap iron, and the 
silver is recovered by the Claudet process (Fig. 82). 

4. In Claudet's process the silver is precipitated as silver iodide 
from a solution of copper and silver chlorides . by zinc iodide 
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regenerated during the process, ziac being used to precipitate the 
silver. 

These four processes are illustrated by the accompanying 
schemes, Claudet's process forming part of the scheme (Fig. 82). 

The plant used in the Ziervogel process is illustrated in Fig. 83. 

The charge of roasted material is placed in tubs A, provided 
with false bottoms, and hot water is introduced through the pipe 
6 until the liquors begin to flow through the tap c. The pipe b 
is then closed, and acidulated hot water is admitted through the 
pipe a. The silver sulphate solution flows into a long tank, 
divided into two compartments B, C, whence it is distributed into 
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precipitating tubs D, provided with false bottoriis on which 
cement copper is placed, with copper bars above it. Most of the 
silver is precipitated, and the liquors pass to a trough E, on the 
bottom of which is a layer of pieces of sheet-copper, and thence 
to the tubs P, also containing a little copper. The desilverised 
liquors are conveyed by the gutter g' to a leaden pan, and again 
utilised. The precipitated silver is treated with sulphuric acid in 
the tubs H, and finally washed with hot water. The liquors rise 
through L, and are conducted by the trough M over metallic 
copper into tanks containing scrap-iron. The water from the 
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final washing is run off at N, and conducted to a lead-lined tank. 
The silver is moulded into blocks and refined. 

Chlorination of Gold Ores. — Plattner's method of extract- 
ing gold from its ores by means of chlorination is based on the 
fact that chlorine gas transforms gold into soluble gold chloride 
without sensibly attacking the earths or metallic oxides with 
which the gold is mixed. 

The ore is crushed and roasted with salt, S to 9 lbs. of salt 
per ton of ore having been added. Any lead, bismuth, or silver 
present is thus converted into chloride. The iron sulphide pre- 
sent, however, will first be converted into iron sulphate, and this 
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must, be decomposed to form ferric oxide by raising the tempera- 
ture of the roasting furnace. The base chlorides are soluble in 
water, and are removed by treating them in wooden vats. The 
residue is then acted upon in a moist state in wooden pitch- 
lined vats by gaseous chlorine. The gold is thus converted into 
chloride, but the ferric oxide remains unchanged. The gold 
chloride is dissolved in hot water, and precipitated by ferrous 
sulphate solution in another set of wooden vats. The insoluble 
residues left in the " gassing " vat are now treated with sodium 
hyposulphite solution in order to remove the silver chloride, 
which may be precipitated by means of calcium sulphide, and 
reduced by heating in air. 




Fig. 83. 

Ifumerous modifications of the chlorination process have been 
introduced, and large sums of money have been sunk in the for- 
mation of companies to work the processes. Only indifferent re- 
sults have, however, been obtained. 

Dr. Hears, of Philadelphia, was the first to lay stress on the 
influence of pressure in increasing the solvent action of chlorine. 
With certain ores, however, it has been found that as good re- 
sults are obtained without pressure as with the highest pressure. 

The largest chlorination plant in the world is at the Mount 
Morgan mine in Queensland. According to M'Dermott and 
Duffield,* the ore averages 5 oz. of gold per ton, and 1500 tons 

* Losses in Gold Amalgamation, London, 1890, p. 30. 
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is worked per week, while the tailings contain only 3 dwt. per 
ton. The process consists in drying, crushing between rolls, 
roasting, and working in revolving barrels by the aid of chloride 
of Hme and sulphuric acid. The total cost is 30*. per ton. The 
ore is roasted for two and a half hours, and worked in wooden 
barrels 5^ feet in length. Each barrel takes a charge of i ton of 
ore, with 30 lbs. of chloride of hme, 33 lbs. of sulphuric acid, and 
80 gallons of water. The gas pressure does not exceed 20 lbs. 
per square inch at its maximum development. The barrels are 
slowly revolved for two hours, and the charge is then filtered on 
gravel and sand beds, and the solution precipitated by filtration 
through charcoal filters, which are subsequently burnt in a rever- 
beratory furnace. 

Wet Process for Treating Nickel and Cobalt Ores. — The 
wet methods for the extraction of nickel and cobalt from a com- 
plex regulus or arsenide consist, in the first place, of a roasting 
operation having for its object the volatilisation of the sulphur 
and arsenic, and, it may be, antimony and the conversion of the 
iron, nickel, cobalt, and other metals present into oxides. Fefric 
oxide formed in this manner at a high temperature is but little 
soluble in acids, whUst the other oxides may be readily dissolved. 
On treating the roasted material repeatedly with hydrochloric 
acid or with dilute sulphuric acid, a residue is obtained contain- 
ing but little or no cobalt or nickel, and consisting mainly of 
ferric oxide. Some iron will, however, have passed into solu- 
tion. Should the solution contain lead, bismuth, or copper, these 
metals may be precipitated by sulphuretted hydrogen ; but it is 
customary to precipitate the copper at a later stage of the opera- 
tions. The bismuth, too, may be precipitated from a hydro- 
chloric acid solution by dilution with water. 

The next operation consists in the precipitation of the iron. 
Any ferrous oxide which may have passed into solution is con- 
verted into ferric oxide by careful addition of chloride of lime, 
followed by the addition of lime, which precipitates the iron. 
Arsenate of iron is, at the same time, also precipitated if arsenic 
is present. Should the temperature of the solution exceed 40° C. 
some nickel and cobalt are precipitated, as, also, is some copper. 

Instead of an addition of lime as the precipitant, caustic soda 
or sodium carbonate is occasionally employed to prevent the pre- 
cipitation of calcium sulphate when working with sulphuric acid 
solutions. Care must be taken to avoid using an excess of the 
precipitant as the precipitation is a fractional one, and as soon as 
the iron has been precipitated oxides of the other metals present 
begin to be thrown down. 
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The next stage of the process consists in the precipitation of 
the copper. This is effected by raising the temperature of the 
solution to 70° C, and then precipitating the copper by the 
carefid addition of either calcium carbonate, milk of lime, or a 
solution of soda. If an excess of the precipitant is employed, 
nickel will be thrown down. When a test with potassium ferro- 
cyanide shows that the whole of the copper has been thrown 
down, the cobalt is precipitated from the filtered solution by the 
careful addition of a solution of chloride of lime to the perfectly 
neutral, hot, and not too dilute filtrate. If too much chloride of 
lime is added the precipitate becomes nickeUferous, and this 
must be carefully avoided. The nickel is next precipitated, either 
by calcium carbonate, milk of Ume, or soda. The nickel hydrate 
is filtered, dried, heated with sodium carbonate, to decompose any 
calcium sulphate that may be present, washed with acidulated 
water, and finally dried and reduced by carbonaceous materials to 
the metallic state. 

This process, being dependent on the fractional precipitation with 
the same precipitants of the several metals present in the ore or 
metallurgical product under treatment, is frequently subject to 
slight alterations of procedure, and the following is a description 
of the process as carried out at a works in the United King- 
dom: — 

About 3 cwt. of fine ore or speise A, that has been thoroughly 
roasted, is charged with hydrochloric acid in granite jars, into 
which steam is passed. The mass is kept boihng for twelve hours. 
It is allowed to settle, and run ofi'into tubs C. Steam is conducted 
into the tubs, and when the liquid begins to boil, bleaching powder 
(chloride of lime) is added to peroxidise the U'on, and the mass is 
allowed to boil for about three hours. The arsenic and iron come 
down together. If n© iron be present in the solution some must 
be added. The liquid is then run oif through filters D, to under- 
ground tanks E, whence it is pumped to tanks F, in which the 
mass is treated with sulphuretted hydrogen. Adjoining these 
tanks, of which there are six, there are also three lead retorts, 
in which sulphuretted hydrogen is produced. In these tanks, the 
copper is precipitated and the nickel and cobalt solution is 
sia'ained through filters G, and drains into a second underground 
tank H. It is then pumped into a tank J, and there successively 
mixed with iron, chalk, chloride of Hme, and water from tubs 
placed above the tank, with a view to precipitate, first, any copper 
that may have passed into solution diu'ing filtration, and then 
the iron which has taken the place of the copper. The charge is 
first boiled by the aid of steam pipes so as to expel the sulphuretted 
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hydrogen. It is then run off to a tank L for stock. It is next 
pumped up into a dividing tank M, and heated with chloride of 
Hme, the cobalt being precipitated as oxide at a temperature of 
40°. The solution containing nickel is allowed to run off into 
another tank 0, in which milk of lime is added, and the nickel 
precipitated as hydrated oxide. The liquid is allowed to run off 
as waste. The oxides are pumped into presses, and the water is 
drained off. The nickel oxide is dried on the roof of a muffle, 
heated, and crushed. It is then mixed with charcoal, and heated 
in a crucible in a reducing furnace for eight or twelve hours. A 
rough powder is obtained, and in this form the metal is sold, or the 
nickel oxide is mixed into a paste with flour and water, which is 
heated and cut into cubes. These cubes are placed in crucibles 
with charcoal, and heated to a temperature above the melting 
point of copper. The nickel oxide is reduced by the charcoal and 
by the carbonised flour. The metal does not melt, but preserves 
the form of cubes. The cobalt oxide is removed from the dividing 
tanks to stone jars, and treated by a process similar to that 
■described, so as to remove the last trace of nickel. The cobalt is 
finally sent to market in the form of oxide. 

System of Teaching Metallurgy. — Aa the choice of a 
particular course of metallurgical study is of much importance to 
the student, it will be well to consider the various systems which 
have been adopted for teaching the subject. 

Krst, there is the one that long prevailed in the Royal School 
of Mines of this country, which, from its foundation in 1851 to 
within the last few years, trusted to lectures and ordinary 
laboratory work, supplemented, since 1880, by visits to some 
metallurgical district. 

Second, there is the system which receives its fullest develop- 
ment in the Berg-Akademie at Freiberg, in Saxony, where the 
subject is studied theoretically in the lecture-room and laboratory, 
the main feature of the course being the attendance of the 
students, during a considerable portion of their time, in one or 
other of the celebrated works of the district in which the school 
is situated. 

Third, there is the widely different plan adopted iii certain 
American schools, notably at the School of Mines, Columbia 
■College, New York, and at the Massachusetts Institute of 
Technology, Boston, where, in addition to lectures and laboratory 
work, the students actually conduct pperatiops, often on a con- 
siderable scale, with small metallurgical plant. 

This is the system which the author unhesitatingly prefers, 
j)rovided that the importance of laboratory wwk and research is 
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not lost sight of. An industrial district is not, in his opinion, the 
best situation for the chief metallurgical and mining school of a 
nation. Such an institution derives great advantages from being 
placed in a metropolitan centre of education ; but, apart from the 
question as to locality, it may be urged that an attempt to derive 
practical knowledge mainly from ordinary metallurgical works is 
attended with very distinct disadvantages. It is difficult to bring 
home to young mining engineers the fact that failures in mines 
and works quite as often result from errors in judgment as from 
the poverty of the ores, or defects in the processes, and upon 
this point Prof. E.. H. Richards,* of Boston, well observes that 
the great advantage of teaching students by the aid of small 
metallurgical plant consists in their " finding out by their own 
experience that little losses taking place everywhere in the course 
of their work mount up enormously in their final account of stock 

large works cannot afford to spoil a furnace-charge to 

show a student what happens from a little carelessness, and a well- 
regulated establishment may go on a long time without such a 
slip, and a student maybe months at a works without finding out 
what is the key to its successes." At the School of Mines, 
Royal College of Science, this system of teaching with the aid 
of small plant is gradually being adopted, and there can be no 
question that the actual use of such apphances is most advan- 
tageous to the student, and that it enables him to acquire a better 
idea of the relations of metallurgical art to the sciences than is pos- 
sible from mere theoretical work. As a type of such appliances 
the stamps for crushing quartz, and the concentrator, known as 
the Frue vanner, designed by Mr. R. E. Commans for the author's 
laboratory, have been placed as the frontispiece of this book. 

The total height of the stamps is about 12 feet, and they 
are capable of treating from i J to 2 tons of material in the course 
of a day. By the aid of this plant it is easy to determine what 
is the most effective speed to give to the stamps when working 
upon ores of various hardnesses and compositions. A wide range 
of problems connected with the concentration of minerals may be 
studied, and considerable insight may be obtained into the 
difficulties of collecting the precious metals by amalgamated 
metallic plates. The degree of success of each operation is, of 
course, controlled by the results of assays. 

This system of teaching with the aid of small plant is gradually 
being adopted by the author, whose laboratory at the School 
of Mines is already fairly well equipped. It is not, of course, 

* Trans. American Inst, Mining Engineers, 1879, vol. vi. 
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urged that such a metallurgical laboratory would in any sense 
be a substitute for the works in which alone the professional edu- 
cation of a metallurgist can be fully developed, and no such claim is 
made on behalf of the engineering laboratories of which the 
country now possesses so many. Their success abundantly 
justifies their existence, and all the arguments which have been 
urged in favour of the kind of training they afford, may be 
applied to mining and metallurgical laboratories. 

It is to be hoped that the growth of such laboratories will be 
fostered in this country, and that other institutions will foUow 
the example of the Technical School of Sheffield, which wiU possess. 
a small Siemens regenerative furnace, in which the problems 
connected with the production of steel may be worked out, and 
the efficiency of the several methods of applying gaseous fueL 
may be compared. 
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CHAPTER X. 

ECONOMIC CONSIDERATIONS. 

Object of the Metallurgist. — ^Viewed in its commercial aspect, 
"the object of the metallurgist is to render science subservient 
■to manufacturing art, or, what is equivalent, to make science 
remunerative. If, as has been well observed, we hope to urge on 
practical metallurgists the importance of combining scientific 
with practical knowledge, it must be demonstrated that the 
combination will be of pecuniary advantage to themselves, as 
they can have no inducement for investing capital to carry into 
practice an invention, however beautiful and attractive in a 
scientific point of view, apart from the consideration of gain. 
This being the case, it will be well for the student to bear in 
jnind a few of the principles by which the relations of capital 
-and labour are guided, and the economic conditions under which 
metallurgical works are carried on. 

Capital and Latoour. — In the early stages of the metallur- 
gical art, when the metals were extracted from their ores either 
by the direct action of heat, or by the aid of simple reactions, 
man was, as Gruner shows, in a measure the sole mechanical agent 
in this industrial art ; but when machines and appliances were 
devised, the agency of man became less apparent. In order to 
■ obtain these machines. Capital is necessary, and capital has been 
defined as " accumulated work," stored, that is, from some period 
anterior to that in which it has been brought into play. This 
..accumulated work also demands payment when it is utilised, and 
this payment is the interest received by the capitalist who fur- 
nishes the equivalent of work. Manual labour is still necessary, 
and its influence is always considerable, even though it bears a 
less direct relation than formerly to the cost price of the product. 
It must be remembered, however, that there has always existed 
between capital and labour, between the employer and the 
employed, antagonism which it is very difl&cult to entirely banish. 
The utmost care should nevertheless be devoted to reducing it to 
ihe smallest possible limits, and as the condition of operative."* 
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lias materially improved during the last quarter of a century, it 
is certain that the efforts that have been made on their behalf 
have not proved fruitless. 

Both masters and workmen should remember that industrial 
enterprise rests on three principal elements, knowledge, capital, 
and labour, although it is difficult to determine the relative im- 
portance of these elements. In uncivilised nations, labour is 
almost the sole element in the selling price of the manufactured 
product. In modem works, the selling price of the product is 
composed of widely different elements : cost of material, interest 
on capital, cost of direction, wear and tear of machinery, and 
price of labour. But, as no modern works can be carried on 
without capital, it will be well to consider this element first. 
The risks to which capitalists, who invest money in mining or 
metallurgical undertakings, are exposed, are too often imper- 
fectly appreciated. The element of uncertainty is greater in 
mining than in metallurgy, but even in the latter industry, not- 
withstanding the observance of due care, the results are often 
disappointing. As M. Soupart * has recently pointed out, during 
the last twenty-five years in Belgium, in Hainaut and Namur 
alone forty-three smelting companies were established, and of these 
thirty-nine have been in liquidation and eleven have ceased to exist. 
In the province of Liege, fifteen companies have resulted in nine 
liquidations, and in two complete failures; a sum estimated 
at _;^2,4oo,ooo has been entirely lost. Similar examples might 
have been borrowed from metallurgical enterprise in other 
countries. The failure is owing in most cases to rapid changes 
in the conditions under which the industry is conducted, to the 
adoption of new appliances and processes, and to the legitimate 
competition of rival works. It may fairly be asked what would 
have become of the labouring population if capitalists had 
elected to invest their capital in Government securities which, 
while affording no possibility of a high rate of interest, were at 
least safe. It would seem, therefore, that if capitalists are ex- 
posed to such great risks, they should unquestionably, in the 
•event of success, receive the greater part of the profits. 

Now, with regard to the remuneration of technical knowledge 
as distinct from that of either capital or labour, there is less 
difiiculty as to its place. It should obviously be less than that of 
the capitalist, for, however indispensable knowledge may be, the 
possessor does not risk the loss of it, although knowledge is 

* Bapport prisenti au Oroupe XI. Exposition universelle de Paris, 1889. 
Brussels, 1889. 
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capital of a kind, and the personal responsibility involved in its 
application may be very great. 

Finally, the operative brings to the common stock labour 
which may be considered to be current work as distinguished from 
accumulated work or capital. He, however, risks nothing ; he 
changes his field of labour easily, and consequently cannot be 
entitled to as high a reward as either capital or knowledge. 

To sum up, capital, intellectual work, and manual work, are 
the three factors of every metallurgical product, and misunder- 
standings that result in disaster are in nearly all cases due to the 
existence of false ideas respecting the relative values of these three 
factors. 

The cost of labour in a modern steelworks, such as Dowlais, 
with an army of ten thousand people, does not exceed 25 to 30 
per cent, of the total expenditure, and in an ordinary ironworks 
the proportion is not more than 1 5 to 20 per cent. It will, how- 
ever, be evident that in addition to the actual sum paid in wages 
to the workman, much will depend on his skill, intelligence, 
and care. The importance of manual labour is therefore not 
measurable simply by the sum set down to labour in the accounts 
by which the selling price of the product is regulated. Cogni- 
sance must also be taken of the method of organisation of the 
labour and of the activity with which it is effected. It is there- 
fore necessary to examine the methods of remunerating the work- 
men, and of organising the work. 

Work may be paid for by the hour or day, by contract, or by 
piecework. 

Payment by the day is the simplest of all methods, and has 
been very widely adopted. It consists in simply fixing the 
duration of the period of work, and the price to be paid for it. 
In very small works employing but few hands, the method may 
be found advantageous, but in large works it wiU ensure neither 
an efficient employment of time, nor a satisfactory performance. 
The supervision, moreover, that it is necessary to exercise, is of 
a kind that is peculiarly irritating to the men. Further, the 
method does not take into sufficient account the difference in the 
ability or industry of the workpeople. It should be adopted 
only in cases where the nature of the work is constantly varying. 

In the system of work by contract, the work is allotted to con- 
tractors, who employ workpeople at a daily wage under their 
own immediate supervision. In this case, the supervision is 
perhaps more irksome than in the former, as the contractor, being 
an interested person, will be more exacting than an ordinary 
foreman. 
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Piecework is the system generally adopted. This consists in 
paying the workmen,in proportion to the amount of work executed, 
at a, settled rate. It is the only system that conduces both to 
the interest of the employer and the employed. The first and 
most considerable difficulty consists in fixing the price of the 
piece, or the unit of work, and the adjii.-<tment of the contract 
affords abundant opportunity for the exercise of forbearance and 
equity on the part of the employer. The arrangement is more 
complicated where, instead of agreeing with a single workman, 
it is necessary to entrust work to several workmen associated 
as partners. It is then impossible to divide the work equally, 
for some of the workmen are more experienced than others. 
In this system it is also difficult to ensure that the work executed 
is of good quality. This difficulty, however, can be overcome by 
careful supervision. 

Remarkable results have been attained with this system at the 
Creusot, Terre Noire, and other French steelworks, where the 
wages have increased 50 to 60 per cent., and the production has 
been doubled in the space of a few years, and that without in- 
creasing the number of hours of work. A special stimulus, too, 
is given by progressive payments — that is to say, by increased 
payment for the supplementary tons in excess of the normal out- 
turn of iron or steel. 

The adoption of this system of giving premiums has been 
attended with marked success. At the great Belgian zinc- works 
of La Vieille Montagne, all systems of payment are adopted ; but 
the smelters and mill-men receive, in addition to a fixed wage, a 
premium calculated on the out-turn, and a special premium is also 
given for unwonted energy. In some cases, the firemen receive 
a similar premium, based on the time their furnace lasts without 
repair. In other cases the workmen receive a premium when 
they obtain from the ores a greater amount of metal than that 
which they are calculated to yield. Two-thirds of this premium 
is paid periodically with the regular wage. The remaining third 
is retained until the end of the year, and it is not paid then un- 
less the workmen have worked regularly throughout the year. 

At the Dowlais ironworks, the system of giving premiums is 
adopted in some instances — ^for example, puddlers are paid so 
much a ton for their work with a supplemental wage if they work 
a full number of turns during the week. The majority of men in 
iron and steelworks are paid per unit of work — ^that is to say, by 
the ton or quantity of work they turn out. 

At the Eoyal Mint, London, a somewhat peculiar system is 
adopted. Prior to 1870, the workmen were paid on an average 
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2S. 8d. per looo accurately struck coins, andwlieii the Mint was. 
not at work they received a small payment amounting to from 
6s. to los. per week. The objections to this system are obvious. 
When the department was in. full work, the men received an 
average of ^2 15s. per week, and during the remainder of the 
year they received allowances insufficient to maintain them, or to 
prevent their forming other engagements. The result was, on 
the one hand, that the more improvident among them contracted 
liabilities and returned to work in debt, and, on the other hand, 
that the more skilful workmen were induced to accept employ- 
ment elsewhere, and the Mint lost their services. The rate paid 
for piecework was therefore slightly reduced, and a uniform pay- 
ment of j£i per week for the men, and los. to 15s. per week for 
the boys, as " subsistence money " as it is termed, was set on foot. 

There can be no doubt that the system of premiums renders it 
possible to retain the services of good workmen, as well as to 
stimulate and encourage their intelligence. It is the best method 
of enabling him to share in the profits, and at the same time it 
indirectly augments those of the employer. 

We now come to a question that has been discussed with 
much interest in recent years. Certain economists and philan- 
thropists urge that it would entirely remove antagonism between 
capital and labour, if the operatives directly participated in the- 
profits of an undertaking. Others contend that this sharing of 
profits, far from efiecting a better understanding between capital 
and labour, would only give rise to further troubles. In one- 
shape or another participation of profits has found a good deal of 
favour on the Continent, where many works have adopted it 
with generally very beneficial results to all parties concerned. 
This has notably been the case at the ironworks of Godin, at 
Guise, France.* 

M. P. Leroy-Beaulieu, editor of L'Hconomiste frangcdse, states 
that the system of participation in profits, viewed as a general 
method of organising labour, is both deceptive and dangerous. 
It may be possible to admit superior workmen and foremen to- 
participation in profits ; but in this country, at least, workmen 
are not ready for the change. Everything goes well as long as 
the works are carried on at a profit ; but in bad times discontent 
soon breaks out. The system is not viewed with favour by 
the workmen themselves. They are perfectly willing to share 
in the profits, but they object to be answerable for their share 
of loss, and are even reluctant to contribute to a reserve fund 

• Joum. Iron and Steel Inst. 1888, No. I. p. 102. 
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to cover the losses of future bad years. A workman cannot 
either wait for better times, or turn out products at a loss in 
order to retain his employment. Moreover, the final participa- 
tion appears too remote; the workman cannot appreciate the 
relation that exists between his work and the annual profit. 

Among the methods that have been adopted for giving the 
men a permanent interest in the works, the following may be 
enumerated : — 

1. The method of paying over to the workmen a share in an 
annual cash bonus. 

2. Retention of the share for an assigned period, in order 
ultimately to apply it, together with its accumulated interest, for 
the workman's benefit. 

3. An annual distribution of a portion of the workmen's share 
and an investment of the remainder. This third method is 
adopted at the La Vieille Montagne zinc works, where the 
results have been found to be most beneficial, and have entirely 
prevented strikes. 

Whatever method be adopted, no eifort should be spared to 
induce the men to exercise the utmost care in the conduct of 
their ordinary occupations. To illustrate this, Mr. Kenward, 
the manager of Messrs. Chance's works, near Birmingham, states 
that in such an apparently routine occupation as superintending 
a machine punching holes in a metal plate, a thoroughly active 
workman could realise a surplus wage three times as great as 
that obtained, under identical conditions, by a less strenuous but 
not less skilful fellow workman. With due care, a large amount 
of the waste that occurs in every trade could be avoided. In 
metallurgical industries, this waste is often apparent, and in 
some cases the dimensions of the scrap-heaps are a source of 
wonderment to foreigners who visit this country. 

Quite apart from the methods of remunerating labour, much 
wUl depend upon the personal relations between employer and 
employed, and more especially upon the moral example set by 
the heads of the firm, and upon the amount of care and interest 
they display in providing for the wants of their people in the 
way of schools, gardens, savings banks, Ubraries, and hospitals. 
In this country the provision made in this respect at such works 
as Crewe, Elswick, and Dowlais deserves especial commendation. 
At Crewe there is a well-organised institute, in which competent 
teachers prepare the younger operatives for the various techno- 
logical examinations throughout the country. Similar institutes 
have been founded at many other works. 

No doubt where, as in the Royal Mint and other Government 
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establisliraents, pensions can be given, they afford the most 
powerful inducements to industry and fidelity. 

It is not necessary here to dwell upon the importance of 
technical education. The advantages that craftsmanship con- 
stantly reaps from scientific knowledge are standing proofs of 
the necessity for special training. All may be summed up in 
a few words borrowed from the writings of a former French 
Minister of Finance, Jules Simon : — 

" The practised eye and the sure hand are much, but they do not 
replace Science. The smith who knows the drawbacks of too 
rapid oxidation, who knows why throwing water on the surface 
of fuel increases the heat at the centre of the mass, the puddler 
who takes into account the effect of an oxidising or reducing 
flame, and who exposes metals to one or the other at the right 
moment — such are evidently the best workmen, more skilful for 
current needs, less disconcerted by an accident, less embarrassed 
by having to describe an observation, less slaves to routine, and 
quicker to adopt new processes." He points to the fact that so 
many of the modern inventions are due to workmen, and justly 
urges that the more intelligent the workman becomes, the better 
he will understand the skiU possessed by those who direct him, 
and the more he will appreciate work that differs from his own. 

In spite of all the advantages that technical education offers, it 
must be remembered that many metallurgical works in this 
country are successfully conducted by so-called practical men; 
not the kind of man so forcibly described by Sir Frederick 
Bramwell,* as one "whose wisdom consists in standing by, seeing, 
but not investigating, the new discoveries which are taking place 
around him, the aim and object of such a man being to ensure 
that he should never make a mistake by embarking his capital or 
his time in that which has not been proved by men of large 
hearts and large intelligence ; " nor the man who accepts no rule 
but the rule of thumb, but practical men possessing technical 
knowledge of a high order, whose careful observations enable 
them to use the results of past experience in dealing with 
circumstances and conditions analogous to those they have met 
with before, and with which long practice has made them familiar. 
It would be difficult to ovei'rate the value and importance of such 
knowledge as theirs, and, when we remember the scale on which 
smelting operations are carried on, it will be obvious that this 
kind of knowledge can only be gained in the works, and not in 
the laboratory or lecture-room, for, however careful metallurgical 

* Brit. Assoc. Bep. 1872, p. 238. 
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teaching in a school may be, it is only practical in a limited sense. 
At the same time, it must be borne in mind that a man trained 
to scientific methods starts with the enormous advantage of being 
able to deal with circumstances and conditions that are new to 
him, and with which, therefore, he cannot be said to be familiar. 
The technical skill that time and opportunity can alone give him 
will then rest on a solid basis. It is necessary, however, to guard 
against undervaluing the teaching of experience unaided by 
reasoning that we should recognise as scientifi.e, for it is only 
necessary to witness such operations as the roasting of a large 
mass of ore on the bed of a furnace, or the forging of many tons 
of iron under a steam hammer, to appreciate the value of the 
subtle skill of sight and touch on which success depends. 

The relation between scientific and technical men is thus 
traced, as hitherto there have been misunderstandings on both 
sides, or, as Dr. Williamson* so well observes, " Men of detail do 
not sufficiently appreciate the value and usefulness of ideas or of 
general principles ; and men of science, who learn to understand 
and control things more and more by the aid of the laws of 
Nature, are apt to expect that all improvements will result from 
the development and extension of their scientific methods of 
research, and not to do justice to the empirical considerations of 
practical expediency which are so essential to the realisation of 
industrial success in the imperfect state of our scientific know- 
ledge." 

While it is no longer necessary to justify the scientific teaching 
of metallurgy, it is as important as ever that the true relation of 
Theory and Practice should be clearly understood. It rarely 
happens that a process can be transferred from the laboratory to 
the works without important modifications ; and it must be 
remembered that metallurgy is a manufacturing art, and that, 
when the truth of a theory has been demonstrated, a dividend 
has to be earned. This would, indeed, often be difficult without 
the aid of the practical man. Practical men have, however, 
ceased to undervalue science, and the most practical body of men 
in the world, in the best sense of the term, the ironmasters of 
this country, on whom its prosperity so largely depends, formed 
themselves, in 1870, into an Iron and Steel Institute, of which 
many of the members possess high scientific attainments, and are 
distinguished for scientific research. 

Turn, then, to the advice given by those who are accustomed 
to deal with metals on a large scale. In 1873 Sir Lowthian 

* iDaugural Lecture, University College, London, 1870. 
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Bell * stated : " If we would avoid the failure of what may be 
designated unscientific practice, or the failure of impracticable 
science, we must seek to combine commercial intelligence with a 
knowledge of those natural laws which form the only trustworthy 
groundwork of the complicated processes in which we are en- 
gaged." 

Again, Sir W. Siemens,t in 1877, said, " It is not many years 
since practical knowledge was regarded as the one thing requisite 
in an iron smelter, whilst theoretical knowledge of the chemical 
and mechanical principles involved in the operations was viewed 
with considerable suspicion." 

As regards the preliminary training in metallurgy, the utmost 
efforts of the student should be devoted to securing a thorough 
acquaintance with scientific methods and metallurgical principles, 
and, at the same time, to gathering as many well-ascertained 
facts as possible, remembering that applied science is nothing but 
the application of pure science to psirticular classes of problems. 
It consists of deductions from the general principles, estabUshed 
by reasoning and observation, which constitute pure science. No 
one can safely make these deductions until he has a firm grasp of 
the principles, and he can obtain that grasp only by personal 
experience of the processes of observation and of reasoning on 
which they are founded. 

Production of Metals. — According to a diagram prepared 
by order of the French Minister of Public Works, and shown at 
the Paris Exhibition of 1889, the world's production of metals in 
1887 was as follows : — 



Pig-iron 

Silver 

Gold 

Copper 

Lead. 

Zinc . 

Tin . 

Mercuiy 

The world's production of coal during the same year amounted 
to 435,024,000 tons, valued at 3,000,652,000 francs. 

The amount of pig-iron produced per head of population in the 
principal iron-producing countries is as follows : — 



Qmntity. 


Valne. 


Tons. 


Francs. 


22,731,000 


. 1,155,297,000 


3.383 • 


700,500,000 


158 . 


629,600,000 


291,000 


324,908,000 


474.000 . 


180,785,000 


333.000 . 


129,795,000 


3S.OOO . 


95,123,000 


3.794 ■ 


19,780,000 



* Jcmrn. Iron and Steel Inst. 1873, p. 12. 
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lbs. 

Great Britain 463 

Ii«lginm 282 

United States 238 

Sweden 207 

Germany 187 

France 88 

Austria-Hungary 42 

Pric?e of Metals. — In an able paper* published in 1887, 
Er. D. A. Wells contends that depression in trade is largely the 
result of depression in the prices of metals and other metallur- 
gical products. It is interesting, therefore, to consider past 
experience in the production and price of metals. 

In the case of iron Sir Lowthian Bell fixed the world's produc- 
tion of pig-iron in 1870 at 11,565,000 tons, which increased to 
14,345,000 tons in 1872. From that date production remained 
stationary until 1879, when it was 14,048,000 tons. After 1879 
the average make for the ensuing five years was i8,coo,ooo tons, 
and in 1883 it rose to 21,063,000 tons, or nearly 50 per cent, 
more than it was in 1879. While the production of iron in- 
creased in the United Kingdom at the rate of 131 per cent, from 
1870 to 1884, the increase in the production of the rest of the 
world during the same period had been 237 per cent. 

Under such circumstances the price of pig-iron throughout 
the world has rapidly declined. 

In America, pig-ii'on was 45 dollars per ton in 1870 ; in 1885 it 
was 16 dollars. Cleveland pig-iron was ^£4 17s. per ton in 1872, 
^2 los. in 1880, 37s. 2d. in 1887, and 33s. in January 1888. In 
1874 Bessemer steel rails were ;^I2 per ton; in 1887 they were 
^4.. Since 1870 there has been a marked increased production 
on the same expenditure in capital and labour. In Great Britain, 
the yield of iron per workman per year was 173 tons in 1870, 194 
tons in e88o, and 261 tons in 1884. During the period undercon- 
sideration, there has been a large substitution of steel for iron. A 
ship of 1700 tons requires 17 per cent, less material if made of 
steel than if of wrought iron ; at the same time its efficiency is 
7 per cent, greater in the former case. Again, on account of the 
greater durability of steel, a rail of this material has a life probably 
three times as long as that of an iron one. An iron rail is replaced 
after eight to twelve years, whilst a steel one lasts for twenty-four 
years. The consequence is that the British railways require only 
200,000 tons annually of steel rails for replacement. If, however, 
they were of iron, 500,000 tons would be required. The same 

• Contemporary Beview, 1887, p. 523. 
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period has witnessed a great dimimition in the production of 
puddled iron. This, it has been computed, has resulted, in the 
ten years from 1875 to 1885, in the loss of ^4,66'j,ooo of capital 
invested in puddling furnaces in England alone. 

Other metals have also undergone great fluctuations in price ; 
in most cases there has been a decline. In the case of copper, the 
increased annual production for the year 1885, compared with 
i873,was97 per cent., the increase being chiefly in the United States, 
Spain, and Portugal. In 1886 copper reached its lowest price, it 
having been, at New York, 9 J cents per lb., whilst in 1880 it was 
25 cents per lb. In January 1887, ChUi bars cost ;^40 per ton. 
Many mines had to stop working, for at such prices they could 
only work at a loss. The great mines alone kept on, but their 
dividends were considerably reduced. This state of things led to 
speculation in copper, and endeavours were made to buy up a 
certain quantity of this metal, to raise the price, and then to sell at 
a profit. A syndicate was formed in Paris, and large quantities of 
copper were bought. The first I'esults exceeded all expectations. 
Copper rose in a short time from ;^40 to j£So. It was then re- 
solved to make the afiair permanent, and the syndicate contracted 
with the leading copper mines to buy their output at a given 
price. It undertook, in fact, to take 1 50,000 tons a year, involv- 
ing an outlay of at least ^9,000,000. Besides this, in order to 
keep up the price and the monopoly, it was necessary for the 
syndicate to buy all the output of those mines which declined to 
contract. One of the chief factors in the afiair, however, was 
overlooked. Consumers did not come forward as in previous 
years. Copper came into the market from all directions, and, 
owing to the high prices, old sheathing was melted down, meeting 
the consumption, and copper in many cases was superseded by 
iron or steel. In short, the stock of the . syndicate swelled daily 
in alarming proportions, and in February 1889 the final crash came, 
and copper fell to ^^39. Since this date it has steadily risen, 
until it is now (September 1890) ;^S7 per ton. 

From 1880 to 1885, the world's production of lead increased 
about 30 per cent., and the price fell in the same proportion. In 
the latter year, there was great commercial distress among British 
lead miuers and smelters. The price is now about ^i^ per 
ton. 

Nickel, not many years ago, was a scarce metal of limited uses, 
hut now the annual production amounts to from 800 to 900 tons. 
This exceeds the demand, and hence it is quoted at a compara- 
tively low figure. The New Caledonian and Canadian ores are 
capable of yielding an immense supply of this metal ; but until 
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recently there has been no market for it. In January 1887 the 
price was 2s. 3^. per lb. It is now 3s. 

Prom i860 to 1864, the demand for tin exceeded the produc- 
tion, and consequently prices ruled high. In 1872 the price was 
as much as ;£i59 per ton. The large yield of the Australian 
mines from 1872 to 1878 brought the price down to £^^2 in the 
latter year. Since then, however, the Australian output has 
diminished, but the supply from the Straits has augmented. The 
demand has also increased, and prices have been ;^i 10 in January 
1887, ;^i67 in January 1888. It is now fy^. 

Better plant and the revolution in the price of iron has caused 
the production of tin plates to be doubled for the same price 
during the last fifteen years. In 1872 the price perboxwas 26s., 
in 1887 it was 13*., and in 1890 15s. dd. 

The price of mercury in 1874 was £26 per flask. In 1884 it 
fell to ^5 2S., and in 1888 it rose to £\o •js. The decline in 
price of this metal was due to the increased production of California, 
which yielded 30,000 flasks in 1870, and 80,000 flasks in 1877. 
The demand for mercury in the treatment of silver ores is 
diminishing on account of the more general adoption of the lead 
method for extracting silver. 

The annual supply of silver increased from 1872 to 1885 from 
50,275,000 oz. to 95,908,000 oz., and during the same period the 
price of the metal fell very considerably. It is now 4*. ■^d. per 
ounce; but, as the cost of production of the metal does not 
exceed is. 8rf. per ounce, it is very probable that its market 
value will again fall considerably below the present rate. Indeed, 
its market price might have been expected to faU below the lowest 
point actually reached had it not been for the artificial stimulus 
imparted by recent coinage legislation in the United States of 
America. 

This estimate of the cost of production of silver was based on 
the world's production in 1883, and was prepared by the author 
for the Eoyal Commission on the Recent Changes in the Relative 
Values of the Precious Metals (1887). The metallurgical processes 
involved in the extraction of silver from its ores, though very com- 
plex, admit of being classified under four heads, shown in the fol- 
lowing table, whioh also gives an estimate of the cost of produc- 
tion of silver by each of these processes, as weU as the resulting 
mean cobt : — 
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Section. 


Method bj which Silver was obtained. 


Weight 

Prodoocd in 

Ounces. 


Cost per Ounce 

of 

Fine tilver. 


I 
2 

3 
4 


Refining of native gold , 
Desilverisation of lead . 
Desilverisation of copper and cupri- 
ferous products .... 
Treatment of silver ores 


508,000 
30,726,000 

7,200,000 
49,920,733 


s. d. 

2^ 
2 

1 II 

I 5 


Total 


88.354.733 


I 8 



This result appeared to the Director of the United States Mint 
to be far too low, and a considerable portion of his Report on the 
" Production of the Precious Metals in the United States for the 
Year 1887," is devoted to a critical examination of it. Dr. Kim- 
ball gives the results of an elaborate inquiry, in the course of which 
circulars requesting information as to the cost of mining and re- 
duction of silver ores were sent to " all the mines in the United 
States known, or believed, to be producing gold and silver." The 
general conclusion at which Dr. KimbaU arrived is that the mean 
working cost per ounce of silver is 2S. i^d., and it is remarkable 
that it should differ so little from the estimate given in the above 
table, which was made with limited data at command, and dealt 
■with the whole of the silver production of the world. (See also 
Eeport of the Eoyal Mint, 1888, pp. 23 & 56.) 



CONCLUSION. 

The foregoing pages will have shown the student that the 
adaptation of metals for use is an important part of the metal- 
lurgic art, which is by no means limited to the extraction of 
metals from their ores. The author considers that in the imme- 
diate future the most marked technical advance may be expected 
not from improvements in smelting operations, but from the study 
of the properties of metals and alloys as influenced by thermal or 
mechanical treatment, and by the presence of foreign matter. It 
may be urged that such questions should be left to the Physicist 
and to the Engineer, but the Metallurgist must devote attention 
to them as their practical solution has to be effected by him, and 
he alone can appreciate the economic difficulties which present 
themselves. 
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information not to be met with in other books, epitomised for him in this._ We know of 
no work that contains so much, or such full and varied information on all subjects connected 
with the Science and Practice of Medicine." — Lancet. 

"The Seventh Edition of this important Text-Book fully maintains its reputation. 
. . . Dr. Aitken is indefatigable in his efforts. . . . The section on Diseases of 
the Brain and Nervous System is cbmpletely remodelled, so as to include all the most 
recent researches, which in this department have been not less important than they are 
numerous.'-*: — British Medical JoumaL 



OUTLINES 

OF THE 

SCIENCE AND PRACTICE OF MEDICINE. 

A TEXT-BOOK FOR STUDENTS. 
Second Edition, Crown 8vo, 12/6. 

" Students preparing for examinations will hail it as a perfect godsend for its' conciseness." 
^AthemEum. 

"Well-digested, clear, and well-written, the work of a man conversant with every 
detail of his subject, and a thorough master of the art of teaching;"— ^nVliA Medical 
journal. 
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10 CHARLES ORIFFIN & CO.'S PUBLICATIONS. 

WORKS by A. WYNTER BLYTH, M.R.C.S., F.C.S., 

Public Analyst for the County of Devon, and Medical Officer of Health for 
St. Marylebone. 

I. FOODS: THEIR COMPOSITION AND 

ANALYSIS. Price i6/. In Crown 8vo, cloth, with Elaborate Tables 
and Litho-Plates. T/m'd Edition. Revised and partly rewritten. 
General Contents. 

History of Adulteration— Legislation, Past and Present-— Apparatus useful to the 
Food Analyst— "Ash"— Sugar— Confectionery— Honey — Treacle— Jams and Preserved 
Fruits —Starches— Wheaten- Flour— Bread— Oats — Barley— Rye— Rice— Maize— Millet 
—Potato— Peas— Chinese Peas— Lentils— Beans— Milk — Cream— Butter— Cheese— Tea 
— Coffee — Cocoa and Chocolate — Alcohol — Brandy— Rum — Whisky— Gin- Arrack- 
Liqueurs— Beer — Wine — Vinegar — Lemon and Lime Juice — Mustard— Pepper — Sweet 
and Bitter Almond— Annatto-OHve Oil — Water. Appendix: Text of English and 
American Adulteration Acts. 

" Will be used by every Analyst."— Za«£"^/. 

" Stands Unrivalled for completeness of information. ... A really ' practical ' 
work for the guidance of practical men." — Sanitary Record. 

"An admirable digest of the most recent state of knowledge. . . . Interesting 
even to lay-readers." — CJtemical News. 

*** The New Edition contams many Notable Additions, especially on the subject 
of Milk and its relation to Fever-Epidemics, the Purity of Water-Supply, the 
Margarine Act, &c.j &c. 

COMPANION VOLUME. 

II. POISONS: THEIR EFFECTS AND DE- 

TECTION. Price i6/. 

General Contents. 

Historical Introduction — Statistics — General Methods of Procedure — Life Tests — 
Special Apparatus — Classification : I. — Organic Poisons : (a.) Sulphuric, Hydrochloric, 
and Nitric Acids, Potash, Soda, Ammonia, &c ; [b.') Petroleum, Benzene, Camphor, 
Alcohols, Chloroform, Carbolic Acid, Prussic Acid, Phosphorus, &c. ; (c.) Hemlock, 
Nicotine, Opium, Strychnine, Aconite, Atropine, Digitalis, &c. ; (rf.) Poisons 
derived from Animal Substances; {e.) The Oxalic Acid Group. II. — Inorganic 
Poisons : Arsenic, Antimony, Lead, Copper, Bismuth, Silver, Mercury, Zinc, Nickel, 
Iron, Chromium, Alkaline Earths, &c. Appendix i A. Examination of Blood and 
Blood-Spots. B. Hhtts for Emergencies: Treatment — Antidotes. 

"Should be in the hands of every medical practitioner." — Lancet. 

" A sound and practical Manual of Toxicology, which cannot be too warmly re- 
commended. One of its chief merits is that it discusses substances which have been 
overlooked." — CAemicat News. 

"One of the best, most thorough, and comprehensive works on the subject."— 
Saturday Review. 

HYGIENE AND PUBLIC HEALTH (a Die- 

tionary of) : embracing the following subjects : — 

I. — Sanitary Chemistry : the Coniposition and Dietetic Value of 
Foods, with the Detection of Adulterations. 
II.— Sanitary Engineering : Sewage, Drainage, Storage of Water, 
Ventilation, Warming, &c. 
III.— Sanitary Legislation: the whole of the PUBLIC HEALTH 
ACT, together with portions of other Sanitary Statutes, in a 
form admitting of easy and rapid Reference. 
IV.— Epidemic and Epizootic Diseases : their History and Pro- 
pagation, with the Measures for Disinfection. 
V. — HYGiiiiNE- Military, Naval, Private, Public, School. 
Royal 8vo, 672 pp., cloth, with Map and 140 Illustrations, 28/. 

"A work that must have entailed a vast amount of labour and research. . . . Will 
become a Standard Work in Public Health." — Medical Times and Gazette, 
" Contains a srcat mass of information of easy reference."— i'awtVarj/ .Record. 
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Now Ready. Large Crown Svo. Handsome Cloth, 6s, 

FOODS AND DIETARIES; 

a niianual ot Clinical H)ietetics. 

BT 

R W. BURISTET, M.D., 

Member of the Royal College of Physiciaru of London; Physician to the Great Northern 
Central Hospital^ <fcc. 



In Dr. Burnetts " Foods and Dietaries/' the rationale of the 
special dietary recommended, is briefly stated at the beginning 
of each section. To give definiteness to the directions, th6 
HOURS of taking food and the quantities to be given at each 
time are stated, as well as the kinds of food most suitable. In 
many instances there is also added a list of foods and dishes 
that are unsuitable to the special case. References are given, 
where required, to the Recipes for Invalid Cookery, which form 
the Appendix, and which have all been very carefully selected. 



GENERAL CONTENTS. 

DIET in Diseases of the Stomach, Intestinal Tract, Liver, Lungs and 
Pleursp, Heart, Kidneys, &c. ; in Diabetes, Scurvy, Ansemia, Scrofula, Gout 
(Chronic and Acute), Obesity, Acute and Chronic Rheumatism, Alcoholism,' 
Nervous Disorders, Diathetic Diseases, Diseases of Childreu, with a Section 
on Prepared and Predigested Foods, ancL Appendix on Invalid Cookery. 



" The directions given are unifohmlt judicious and characterised hy good-sense. 
. . . May be confidently taken as a keliable guide in the art of feeding the Bick." — 
Brit. Med. Journal. 

" To all who have much to do with Invalids, Dr. Burnet's book will be of great use. 
. . . It will be found all the more valuable in that it deals with bkoad and accepted 
VIEWS. There are large classes of disease which, if not caused solely by errors of diet, have 
a principal cause in such errors, and can only be removed by an intelligent apprehension of 
their relation to such. Gout, Scurvy, Kickets, and Alcoholism are instances in point, and 
they are all teeated with admieable sense and judgment by Dr. Burnet. He shows a 
desire to allow as much range and vaeiety as possible. The careful study of such books as 
this will very much help the Practitioner in the Treatment of cases, and powerfully aid the 
action of remedies." — Lancet. 

*' Dr. Burnet's work is intended to meet a want which is evident to all those who have 
to do with nursing the sick. . . . The plan is methodical, simple, and peactical. . . . 
Dr. Burnet takes the important diseases sei-iatim . . . and gives a Time-table of Diet, 
with BiQ ot Fare for each meal, quantities, and beverages. . . . An appendix of cookery 
for invalids is given, which will help the nurse when at her wits' end for a change of diet, 
to meet the urgency of the moment or tempt the capricious appetite of the patient."— 
Glasgow Herald. 
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Fourth Edition, Packet-Size, Leather, is, 6d. With very Numerous Illustrations. 

A SURGICAL HANDBOOK,. 

3foc ipractfttoners, Stiiacnts, IbousesSurgeons, anJ) 2)ressers. 
By F. M. CAIRD, M.B., F.R.C.S. (Ed,), 

AND 

C. W. CATHCART, M.B.',' F.R.C.S. (Eng. & Ed.)J 

Assistant-Surgeons, Royal Infirmary, Edinburgh, 



GENERAL CONTENTS. 

Case-Taking— Treatment ofPatients before and after Operation— Anaesthetics: 
General arid Local — Antiseptics and Wound-Treatment — Arrest of HEemorrhage 
— Shock and Wound Fever — Emergency Cases — Tracheotomy : Minor Surgical 
Operations — Bandaging — -Fractures — Dislocations, Sprains, and Bruises — 
Extemporary Appliances ' and Civil Ambulance Work — Massage — Surgical 
Applications of Electricity— Joint-Fixation and Fixed Apparatus — The Syphon 
and its- Uses— Trusses and Artificial Limbs — Plaster-Casting — Post-Morlein 
Examination — Sickroom Cookery Receipts, &c., &c., &c. 



" Thoroughly practical and trustworthv. Clear, accurate, succinct."— T'A^ Lancet. 

"Admirably arranged. The best practical little work we have seen. The matter is as 
good as the manner." — Edinburgh Medical Journal, 

"This excellent little work. Clear, concise, and very readable. Gives attention to 
important details, often omitted, but absolutely necessary TO svQCZ'iS.^'—AthencEurn, 

"A dainty volume." — Manchester Medical Chronicle, 



In Extra Crown Svo, with Litho-^lates and Numerous Illustrations. Cloth, Zs, 6d, 

PHARMACY AND MATERIA MEDICA 

(A Laboratory Course of): 

Including the Principles and Practice of Dispensing. 

2l6aptc^ to tbc StuSs of tbc JSritisb Ipbarmacopoeia an6 tbe IRcquicemcnts 

ot tbc private Stiiftent. 

By W. ELBORNE, F.L.S., F.C.S., 

Laie Assistant-Lecturer i?i Materia Medica and Pharmacy in the 
Owens College, Manchester. 



" A work which we can very highly recommend to the perusal of all Studer.ts of Medicine. 
. . . Admirably adapted to their requirements," — Edinburgh Medical Journal. 

*' Mr. Elborne evidently appreciates the Requirements of Medical Students; and there can 
be no doubt that any one who works through this Course will obtain an excellent insight into 
Chemical Pharmacy."' — British Medical J oumal. 

"The system . . , which Mr. Elborne here sketches is thoroughly sound." — Chemist 
and Druggist. 
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GRIFFIN'S MEDICAL SERIES. 
Standard Works of Reference for Practitioners and Students, 

ISSUED UNIFORMLY IN LIBRARY STYLE. 
Large 8vo, Handsome Cloth, very fully Illustrated. 

/■'ttll Catalogue, 'u.ith Specimens of the Illustrations, sent Gratis on application, 

VOLUMES ALREADY PUBLISHED. 



HUMAN ANATOMY. 

By ALEXANDER MACALISTER, M.A., M.D., F.R.S., F.S.A., 

Professor of Anatomy in the University of Cambridge^ and 
Fellow 0/ St. John's College. 36s. 

" By far the most important work on this subject which has appeared in recent years." 
— The Lancet. ■ 

" Destined to be a main factor in the advancement of Scientific Anatomy. . . . The 
fine collection of Illustrations must be mentioned." — Dublin Medical Journal. 

" This Splendid ^o^vl.''^— Saturday Review. 



HUMAN PHYSIOLOGY. 

By Professor LANDOIS or Greifswald 

* AND 

WM. STIRLING, M.D., Sc.D., 

Brackenbury Professor of Phvsiology in Owens College and Victoria University, Manchester; 

Examiner in the University of Oxford. Fourth Edition. 2 Vols., 42s. 

"The Book is the most complete rhumk of all the facts in Physiology in the language. 
Admirably adapted for the Practitioner. . . . With this Text- book at command, no 
SrcjD'^NT cifLD fail IN HIS EX'AMiNATiN — The Lattcet. 

"One of the most practical viorks on Physiology ever written. Excellently clear, 
ATTRACTIVE, and succinct." — British Medical J ournal. 



EMBRYOLOGY (An Introduction to). 

By ALFRED C. HADDON, M.A., M.R.I.A., 

Professor of Zoology in the Royal College of Science, Dullin. i8s. 

"An EXCELLENT RESUME OF RECENT RESEARCH, well adapted for self-study. . . . Gives 
remarkably good accounts (including all recent work) of the development of the heart and 
other organs. . . . The book is handsomely got up." — Tlie Lancet. 
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Griffin's Medical ^'e^te.'s— Continued. 



CLINICAL DIAGNOSIS. 

Ufte (Ibcmical, ilBici'oscopicat, an6 ffiacteriological EviSence of Biscasc. 
By Dr. von JAKSCH, of Prague. 

From the Second German Edition, by Jas. Cagney, M.A.,M.D., of St. Mary's 
' Hospital. With an Appendix by Prof. Stirling, M.D., Sc.D. 

With all the Original Illustrations, many printed in Colours. 25s. 
"Prof. V. Jaksch's * Clinical Diagnosis' stands almost alone in the width of its range, the 
THOROUGHNESS OF ITS EXPOSITION and the clearnessof its style. . . . A standard work, 
as TRUSTWORTHY as it is scientific."— iirtKCf^i 



GOUT (A Treatise on). 

By Sir DYCE DUCKWORTH, M.D.Edin., F.R.C.P., 

Physician to, and Lecturer on Clinical Medicine at,, St. Bartholomew's Hospital. 255. 
"At once thoroughly practical and highly philosophical. The practitioner will find in it an 

EXORMOUS AMOUNT OF INFORMATION."— /"rac/Z^/oW^J'. 



RHEUMATISM AND RHEUMATOID ARTHRITIS. 

By arch. E. GARROD, M.A., M.D.OxoN., 

Assistant-Physician to the West London Hospital, &c. 21s. 

'^ We gladly welcome this Treatise. . . . The amount of information collected and the 
manner in which the facts are marshalled are deserving of all praise."— ZflKCffA 



DISEASES OF THE SKIN. 

By T. M'CALL ANDERSON, M.D., 

Professor of Clinical Medicine in the University of Glasgow. 255. 

"Beyond doubt, the most important work on Skin Diseases that has appeared in 
EnglanfJ for many years." — British Medical J ounial. 



DISEASES OF THE EYE. 

By Dr. ED. MEYER, of Paris. 

Jfi-om tbe 'EbirS jfccncb 3E6ition, 

By a. FREELAND FERGUS, M.B., 

Ophthalmic Surgeon, Glasgow Royal Infirmary. 25s. 

"An EXCELLENT TEAKSL/vTiON of a Standard French Text-Book. , , . Essentially a 
practical work. The publishers have done their part in the tasteful and substantial manner 
characteristic of their medical publications." — Ofikthaltnic Jvevieiv. 
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Griffin's Medical Series — Gontmued. 



THE CENTRAL NERVOUS ORGANS 

(The Anatomy of), in Health and Disease. 

By Professor OBERSTEINER, of Vienna. 
Translated by ALEX. HILL, M.A., M.D., 

Master of Downing College, Cambridge. 255. 

"Dr. Hill has enriched the work with many Notes of his own. . . . Dr. Obersteiner's 
work is admirable. . . . I11VAI.V ATll.li AS aIext-Book."— British MeiiicalyaurKal. 



MENTAL DISEASES: 

With Special Reference to the Pathological Aspects of Insanity. 
By W. BEVAN lewis, L.R.C.P, (Lond.), M.R.C.S. (Eng.), 

Medical Director of the West Riding Asylum, Wakefield. 285*. 

"Without doubt the best work in English of its kind.''— yor^jyiai qfMe^ztal Science. 

*'This ADMIRABLE Text-Book, places the study of Mental Diseases on a solid basis. 
. . . The plates are numerous and admirable. To the student'the work is indispensable." 
— Practitioner, 



The SURGERY of the SPINAL CORD. 

By WILLIAM THORBURN, B.6., B.Sc, M.D., F.R.C.S., 

Assistant-Surgeon to the Manchester Royal Infirmary. 12s, 6d. 

*' Really the fullest recokd we have of Spinal Surgery, and marks an important advance," 
—British Medical Journal. 



^k\\}Hk^ INJURIES: 

With Special Reference to those of the Back and Nervous System, in their 
l\/ledicQ-Legal and Clinical Aspects, 

By HKRBERT W. page, M.A., M.C. (Cantab), F.R.C.S. (Eng.), 

Surgeon to St. Mary's Hospital ; Dean, St. Mary's Hospital Medical School, &c., &c. 6s. 
"A work INVALUABLE to those who have many railway cases under their care pending 
litigation. ... A book which every lawyer as well as doctor should have on his shelves." 
— British Medical Journal. 



THE SURGERY OF THE KIDNEYS. 

Being the Harveian Lectures, 1889. 
By J. KNOWSLEY THORNTON, M.B., M.C, 

Surgeon to the Samaritan Free Hospital, &c. 

In Demy Svo, with Illustrations, Cloth, 5s. 

"The name and experience of the Author confer on the Lectures the stamp of authority." — 
British Medical Journal. 
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Griffin's Medical S-k-riks— Continued. 



TO BB ISSUED SHORTLY. 

DISEASES OF THE HEART 

(THE DIAGNOSIS OF). 
By a. ERNEST SANSOM, M.D., F.E.OP., 

Physician to the London Hospital ; Uonsj.iltin3: Physician, North -Eastern Hospital for Children ; 

Examiner in Medicine, lloyal College ofPliysicians (Conjoint Board for England), and 

University of Durham ; Lecturer on Medical Jurisprudence and Public Health, 

London Hospital Medical College, &c. 

[^Shortly. 



GYN>ECOLOGY 

(A PRACTICAL TREATISE ON). 

- BY 

JOHN IIALLIDAY CROOM, M.D., F.R.C.P.E., F.E.C.S.E,, 

Physician to tiie Eoyal Infirmary and Boyal Maternity Hospital, Edinburgh; Examiner in 
Midwifery, B.C.P., Edinburgh ; Lecturer, Edinburgh Sehool of Medicine, &c., &c. 

WITH THE COLLAEOKATION OF 

MM. JOHNSON SYMINGTON, M.D., F.R.C.S.E., and 
MILNE MURRAY, M.A., M.B., F.R.C.P.B. 

[Shm-tly. 
*»* Voluitie^ on other subjects in active preparation. 



B@=Por a COMPLETE RECORD of the PAPERS read before 
the MEDICAL SOCIETIES throughout the United Kingdom 
during each year, mrfe" THE OFFICIAL YEAR-BOOK OF THE 
SCIENTIFIC AND LEARNED SOCIETIES OF GREAT 
BRITAIN AND IRELAND" (page 48). 

"The value of these Lists of Papers can hardly be overrated." — Lancet. 
" Indispebsable to any one who may wish to keep himself abreast of 
the Scientiiio work of the day. " — Edinburgh Med. Journal. 
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Students' Text-Books. 


Anatomy, . 


PfiOF. Macalisteu, . 
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AiNswoETH Davis, . 


. 26 


Botany (Elementary), 


AiNSwoETH Davis, . 
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Quantitative „ 
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Eye, Diseases of the, 
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. 14 
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Wyntek Blytii, 
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Gynaecology, 


Halliday Croom, 


. 16 


Histology, . 


Prof. Stirling, 
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9 
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L. Humphry, . 


. 18 
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H. G. Landis, . 


. 18 
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W. Blbokne, 


. 12 
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Human, 


Landois and Stirling, 


. 13 


Practical, . 


Prof. Stirling, . '. 


. 20 
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Prof. Anderson, 
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Fifth Edition. In Extra Crmvn %vo, with Numerous 
Illustrations, Cloth, y. dd. 

NURSING (A Manual of): 

^e&fcal an5 Surgical. 

By LAURENCE HUMPHRY, M.A., M.B,, M.R.C.S, 

Assistant-Physician to, and Lecturer to Probationers at, Addenbrooke's 
Hospital^ Cavihridge. 



GENERAL CONTENTS. 

The General Management of the Sick Room in Private Houses — General 
Plan of the Plunian Body — Diseases of the Nervous System — Respiratory 
System — Heart and Blood-Vessels — Digestive System — Skin and Kidneys — 
Fevers — Diseases of Children — Wounds and Fractures — Management of Child- 
Bed — Sick-Room Cookery, &c., &c. 



' A Full Prospectus Post Free on Application. 



" In the fullest sense Mr. Humphry's book is a distinct advance on all previous 
Manuals. . . . Its value is grSatly enhanced by copious woodcuts and diagrams of the 
bones and internal organs, by many Illustrations of the art of bandaging, tpy Temperature 
charts indicative of the course of some of the most characteristic diseases, and by a goodly 
array of Sick-room appliances with which every Nljrse should endeavour to become 
acquainted." — British Medical Journal. 

" We should advise all nurses to possess a copy of the work. We can confidently re- 
commend it as an excellent guide and companion."— /fo^zVa/. 



HORSLEY (Victor A., M.B., F.R.S., Assistant- 

Surgeon, University College Hospital; Professor of Pathology, University 
College, &c.): 

THE NERVOUS SYSTEM : Its Structure and Function?. Being 
the FuUerian Lectures on Physiology for 1 891. In Demy 8vo, with 
Numerous Illustrations. Cloth. 

LAND IS (Henry G., A.M., M.D., Professor of 

Obstetrics in Starling Medical College) : 

THE MANAGEMENT OF LABOUR AND OF THE LYING-IN 
PERIOD. In 8vo, with Illustrations. Cloth, 7/6. 

" Fully accomplishes the object kept in view by its author. . . . Will be found 
of GREAT VALUE by the young practitioner."— G^aj^(3a/ Medical journal. 
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LINN (S.H., M.D., D.D.S., Dentist to the Imperial 

Medico-Chirurgical Academy of St. Petersburg) : 

THE TEETH : How to preserve them and prevent their Decay. A 
Popular Treatise on the Diseases and the *Care of the Teeth. With 
Plates and Diagrams. Crown 8vo. Cloth, 2/6. 

LONGMORE (Surgeon- General, C.B., Q.H.S., 

F.R.C.S., Stc, Professor of Military Surgery, Army Medical School); 

THE SANITARY CONTRASTS OF THE CRIMEAN WAR. 
Demy 8vo. Cloth limp, 1/6. 

" A most valuable contribution to Military Medicine, " — British Medical youmal. 
" A most concise and interesting Review." — Lancet. 

PARKER (Prof. W. Kitchen, F.R.S., Hunterian 

Professor, Royal College of Surgeons): 

MAMMALIAN DESCENT: being the Hunterian Lectures for 1884. 
Adapted for General Readers. With Illustrations. In 8vo, cloth, 10/6. 

"The smallest details of science catch a living glow from the ardour of the author's 
imagination, ... we are led to compare it to some quickening spirit which makes 
all the dry bones of skulls and skeletons stand up around him as an exceeding great 
army." — Prof, Romanes in Nature, . 

" Get this book ; read it straight ahead, . . you will first be interested, then 
absorbed ; before reaching^ the end you will comprehend what a lofty ideal of creation is 
that of him, who, recognising the unity and the continuity of Nature, traces the gradual 
development of life from age' to age . . . and has thus learned to ' look through 
Nature up to Natures God,' " — Scotsman. 

"A very striking book ... as readable as a book of travels. Prof, Fakkek 
is no Materialist," — Leicester Post. 



Fourth Edition, Revised and enlarged. Foolscap 8ot, Koan, with 152 Illustrations 
and Foldiiig-plaie. %s. bd. 

THE SURGEON'S POCKET-BOOK. 

SpeciallB abapteO to tbe ipubllc ^eMcal Services. 
By SURGEON-MAJOR J. H. PORTER. 

Feaised and in great part rewritten 

By BRIGADE-SURGEON C. H,~Y. GODWIN, 

Assistant-Professor of Military Surgery in the Army Medical School, 

" Every Medical Officer is recommended to have the ' Surgeon's Pocket-Book,' by Surgeon- 
Major Porter, accessible to refresh his memory and fortify his judgment,"— PrSai of Field- 
Service Medical Arrangements for Afghan War. 

"The present editor— Brigade-Surgeon, Godwin— has introduced so much that is new and 
practical, that we can recommend this ' Surgeon's Pocket-Book ' as an invaluable guide to 
all engaged, or likely to be engaged, in Field Medical Service,"— i.«K«A 

"A complete vade tnecum to guide the military surgeon in the field."— British Medical 
Journal. 

LONDON: EXETER STREET, STRAND, 
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By WILLIAM STIRLING, M.D., Sc.D., 

Professor in the Victoria University, Brackenbury Professor of Physiology and Histology 
in the Owens College, Manoheeter; and Examiner in the University of Oxford. 



Second Edition. In Extra Grown Svo, icith 234 Illustrations, Cloth, 9,9. 

PRACTICAL PHYSIOLOGY (Outlines of): 

Beingr a Manual fop the Physlolog'iGal Laboratory, including 

Clieniical and Experimental Physiology, ^vith 

Reference to Practical Medicine. 

PART I,— GHKMICAL PHYSIOLOGY. 

PART IL— EXPKRIMKNTAL PHYSIOLOGY. 

*^* In the Second Edition, revised and en.larged, the number of Illustra- 
tions has been increased from 142 to 234. 

" A VERT EXCELLKNT and COMPLETE TREATISE."— ZtmCfi^. 

" The student is enabled to perform for himself most of the experiments usually shown in 
a systematic course of lectures on physiology, and the practice thus obtained must prove 
isvAiiUABLK. . . . May be conQdently recommended as a guide to the student of 
physiology, ani, we doubt not, will also find its way into the hands of many of our scieniilJc 
and medical practitionei s." — Glasgow Medical Journal. 

" This valuable little manual. , . . The general conception of the book is exchllfnt : 
the nrrangement of the exorcises is all that can be desired ; the descriplions of experiments 
are oleak, concise, and lo the point," — British Medical Journal. 



In Extra Crown ^vo, with 344 Illustrations, Cloth, 12s. 6c?. 

PRACTICAL HISTOLOGY (Outlines of): 

A Manual for Students. 

*J^ Dr. Stirling's " Outlines of Practical Histology" is a compact Hand- 
book for students, providing a Complete Labora'^oe-Y Course, in which 
almost every exercise is accompanied by a drawing. Very many of the 
illustrations have been prepared expressly for the work. 

" The general plan of the work is admirable . . . It is very evident that the sug- 
gestions given are ihe outcome of a prolonged experience in teaching Practical Histology, 
combined with a kemakicable judgsiest in the selection of mktuods. . . . Merits the 
highest praise for the illustrations, wuich are at once cleai- and faithful."— ^n'to/Ai/edi'cai 
Journal. 

" We can confidently recommend ihis Birinll but coxclsely-writtrn and admirably 
ILLUSTRATED work to Students. They will fiuii it to be a very useful and reliable guide 
in the laboratory, or in their own roura. All the principal siethods of preparing tissues lor 
pection are given, with such precise dii-ections that little or no difficulty can be felt in fol- 
lowing them in their most minute details. . . . The volume proceeds from a master in 
his craft."— iance^ 

LONDON: EXETER STREET, STRAND. 
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GENERAL SCIENTIFIC WORKS 

RELATING TO 

CHEMISTRY (Theoretical and Applied) ; ELECTRICAL 
' ^ SCIENCE ; ENGINEERING (Civil and Mechanical) ; 
GEOLOGY, &c. 



THE DESIGN OF STRUCTURES: 

A Ppactieal Treatise on the Building of Bridges, Roofs, &c. 

By S. ANGLIH, C.E., 

Master of Engineering, Royal University of Ireland, late Whitworth Scholar, &c. 

With very numerous Diagrams, Examples, and Tables. 

Large Crown 8vo. Cloth, i6s. 



The leading features in Mr. Anglin's carefully-planned " Design of Struc- 
tures " may be briefly summarised as follows : — 

1. It supplies the want, long felt among Students of Engineering and 
Architecture, of a concise Text-book on Structures, requiring on the part of 
the reader a knowledge of Elenientary Mathematics only. 

2. The subject of Graphic Statics has only of recent years been generally 
, applied in this country to determine the Stresses on Framed Structures ; and 

in too many cases this is done without a knowledge of the principles upon 
which the science is founded. In Mr. Anglin's work the system is explained 
from FIRST principles and the Student will firid in it a valuable aid in 
determining the stresses on all irregularly-framed structures. 

3. A large number of Practical Examples, such as occur in the every-day 
experience of the Engineer, are given and carefully worked out, some being 
solved both analytically and graphically, as a guide to the Student. 

4. The chapters devoted to the practical side of the subject, the Strength of 
Joints, Punching, Drilling, Rivetting, and other processes connected with the 
manufacture of IBridges, Roofs, and Structural work generally, are the result 
of many years' experience in the bridge-yard ; and the information given 
on this branch of the subject will be found of great value to the practical 
biidffe-builder. 



"Students of Engineering will find this Text-Book invaluable "—^re/MV«T^ 

"The author has certainly succeeded in producing a thoroughly practical Text- 
Book. ' — Builder. 

"We can unhesitatingly recommend this work not only tothe Student, as the best 
Text-Book on the subject, but also to the professional engineer as an exceedingly 
VALUABLE book of reference."— iT/^f^a«/f«/ World. 

"This work can be confidently recommended to engineers. The author has wisely ■ 
chosen to use as little of the higher mathematics as possible, and has thus made his book of 
REAL USE TO THE pkactical ENGINEER. . . . After Careful perusal, we have nothing but 
praise for the work." — Naijtre. 

LONDON: EXETER STREET, STRAND. 
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With numerous Tables and Illustrations. Crown 8vo. Cloth, 10/6. 
Second Edition; Revised, 

ASSAYING (A Text-Book of): 

For the use of Students, Mine Managers, Assayers, do. 



C. BERINGER, F.I.C., F.C.S., 

Late Chief Assayer to the Rio Tinto Copper Company, London, 

AND 

J. J. BERINGER, F.I.C., F.C.S., 

Public Analyst for, and Lecturer to the Mining Association of, Cornwall. 



General Contents. 

Part I.— Introductory; Manipulation: Sampling: Dr^-ing; Calculation of Re- 
sults — Laboratory-books and Reports— Methods : Dry Gravimetric; Wet Gravimetric- 
Volumetric Assays ; Titrometric, Colorimetric, Gasometric — Weighing and Measuring- 
Reagents— Formulae, Equations, &c. — Specific Gravity. 

Part IL — Metals: Detection and Assay of Silver, Gold, Platinum, Mercury, Copper, 
Lead, Thallium, Bismuth, Antimony, Iron, Nickel, Cobalt, Zinc, Cadmium, Tin, Tungsten, 
Titanium, Manganese, Chromium, &c. — Earths, Alkalies. 

Part III. — Non-Metai,s : Oxygen and Oxides; The Halogens — Sulphur and Sul- 
phates — Arsenic, Phosphorus, Nitrogen — Silicon, Carbon, Boron. 

A^Pefidix. — Various Tables useful to the Analyst. 

"A REALLY MERITORIOUS WORK, that may be safely depended upon either for systematic 
instruction or for reference." — Nature. 

" Of the fitness of the authors for the task they have undertaken, there can be no ques- 
tion. . . . Their book admirably fulfils its pukpose. . . . The results given of 
an exhaustive series of experiments made by the authors, showing the effects of varying 
CONPiTiONs on the accuracy of the method employed, are of the utmost importance."^ 
/jidustries. 



In Preparation. Large Svo. 

PHOTOGRAPHY (A Text-Book of) : 

Its History, Processes, Apparatus, and Materials. Comprising 
Working Details of all the more important Methods. 

By a. brothers, F.R.A.S. 

With Illustrations by many of the Processes described. 
LONDON: EXETER STREET, STRAND. 
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MINE-SURVEYING (A Text-Book of): 

For the use of Managers of Mines and Colleries, Students 
at the Royal School of Mines, do. 

By BENNETT H. BROUGH, F.G.S., 

Instructor of Mine-Surveying, Royal School of Mines. 

With Diagrams. Third Edition. Crown 8vo. Cloth, 7s. 6d. 

General Contents. 

General Explanations— Measurement of Distances— Miner's Dial— Variation of 
the Magnetio-Needle— Surveying with the Magnetic-Needle in presence of Iron- 
Surveying vtith the Fixed Needle— German Dial— Theodolite— Traversing Under- 
ground—Surface-Surveys with Theodohte— Plotting the Survey— Calculation of 
Areas— Levelling— Connection of Underg-round- and Surface-Surveys— Measuring 
Distances by Telescope — Setting-out— Mine-Surveying Problems— Mine Plans- 
Applications of Magnetic-Needle in Mining — Appendices. 

" It is the kind of book which has long been wanted, and no English-speaking Mine Agent 
or Mining Student \yill cpnsider his technical library complete without it. —Nature. 
^ Supplies a long-felt want."— /«j». 

"A valuable accessory to Surveyors in every department of commercial enterprise."— 
CallUry Guardian. 



By WALTER R. BROWNE, M.A., M. Inst. C.E., 

Late Fellow of Trinity College, Cambridge. 



THE STUDENT'S MECHANICS 

An Introduction to the Study of Force and Motion. 

With Diagrams. Crovim 8vo. Cloth, 4s. 6d. 

" Clear in style and practical in method, 'The Student's Mechanics' is cordially to 
recommended from all points of view."— ^^>5^?^(SMW. 



FOUNDATIONS OF MECHANICS. 

Papers reprinted from the Engineer. In Crown 8vo, is. 



FUEL AND WATER: 

A Manual for Users of Steam and. "Water. 
By Pkof. SCHWACKHOFER and W. R. BROWNE, M.A. (See p. 44). 

LONDON: EXETER STREET, STRAND. 
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CHARLES GRIFFIN & CO.'S PUBLICATIONS. 



PRACTICAL GEOLOGY 

(AIDS IN): 

JV/TH A SECTION ON PALAIONTOLOGY. 

BY 

GRENVILLE A. J. COLE, F. G. S., 

Professor of Geology in the Royal College of Science for Ireland. 
With Numerous Illustrations and Tables. Large Crown 8vo. Cloth, los. fid. 



This work is, intended as a companion to any ordinary Text-book of Geology; 
and will be of special service to those students who have made excursions into the 
field, and who wish to determine their specimens for themselves. 

A large section of the book has been devoted to rocks and to the ordinary 
minerals of the earth's crust, since these will always present themselves to the 
observer during any expedition or in any country. 

The section on Blowpipe-work has been inserted as .an aid to Travellers; while 
the description of the hard parts of fossil invertebrates will probably assist, those 
readers who find it impossible to distinguish genera by means of mere names and 
figures. 

GENERAL CONTENTS. 

PART I.— Sampling of the Earth's Crust. 

Observations in the field. | Collection and packing of specimens. 

PART IL— Examination of Minerals. 

Blowpipe-tests. 



Some physical characters of minerals. 
Simple tests with wet reagents. 
Examination of minerals with the blowpipe. 
Simple and characteristic reactions. 



Quantitative flame reactions of the felspars 

and their allies. 
Examination of the optical properties of 

minerals. 



PART in.— Examination of Rocks. 



Introductory. 

Rock-structures easily distinguished. 
Some physical characters of rocks. 
Chemical examination of rocks. 
Isolation of the constituents of rocks. 
The petrological microscope and microscopic 
preparations. 



The more prominent characters to be ob- 
served in minerals in rock-sections. 

Characters of the chief rock-forming minerals 
in the rock -mass and in thin sections. 

Sedimentary rocks. 

Igneous rocks. 

Metamorphic rocks. 



PART IV.— Examination of Fossils. 



Introductory. 

Fossil generic types. — Rhizopoda ; Spongise ; 

Hydrozoa ; Actinozoa. 
Polyzoa ; Brachiopoda. 
La mellibranchiata. 



Scaphopoda ; Gastropoda ; Pteropoda ; 

Cephalopoda. 
Echinodermata ; Vermes. 
Anthropoda. 
Suggested list of characteristic invertebrate 

fossils. 

*' A more useful work for the practical geologist has not appeared in handy form." — 
Scottish Geographical Magazine. 

" This EXCELLENT MANUAL . . . wiU bc A VERY GREAT HELP. . . . The SeCtion 

on the Examination of Fossils is probably the best of its kind yet published. , . . Fuirt- 
of well-dige5ted information from the newest sources and from personal research." — Annals 
of Nat. history. 



LONDON : EXETER STREET, STRAND. 
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SEWAGE DISPOSAL WORKS 

A GUIDE TO THE CONSTRUCTION OF WORKS FOR 

THE PREVENTION OP THE POLLUTION BY 

SEWAGE OF RIVERS AND ESTUARIES. 



W. SANTO CRIMP, M.Inst.C.E., F.G.S., 

Assistant-Engineer, London County Council. 

With Tables, Illustrations in the Text, and 33 Lithographic Plates. 
~ Medium 8vo. Handsome Cloth, 25s. 



PART I.— Introductory, 



Introduction. 

Details of River Pollutionsand Recommenda- 
tions of Various Commissions. 

Hourly and Daily Flow of Sewage. 

The Pail System as Affecting Sewage. 

The Separation of Rain-water from the Sewage 
Proper. 



Settling Tanks. 
Chemical Processes. 
The Disposal of Sewage-sludge. 
The Preparation of Land for Sewage Dis- 
posal. 
Table of Sewage Farm Management. 



PART II.— Sewage Disposal Works in Operation- 
Construction, Maintenance and Cost. 



-Their 



Illustrated by Plates showing the General Plan and Arrangement adopted 
in each District. 



1. Doncaster Inigation Farm. 

2. Beddington Irrigation Farm, Borough of 

Croydon. 

3. Bedford Sewage Farm Irrigation. 

4. Dewsbury and Hitchin Intermittent Fil- 

tration. 
S Merton, Croydon Rural Sanitary Autho- 
rity. 

6. Swanwick, Derbyshire. 

7. The Ealing Sewage Works. 

8. Chiswick. 

g, Kingston-on-Thames, ABC. Process. 
TO. Salford Sewage Works. 
II. I3radford, Precipitation. 



12. New Maiden, Chemical Treatment and 

Small Filters. 

13. Friern Barnct. 

14. Acton, Ferozone and Polarite Process. 

15. Ilford, Chadwell, and Dagenham Sewage 

Disposal Works. 

16. Coventry. 

17. Wimbledon. 

18. Birmingham. 

19. Newhaven. 

20. Portsmouth. 

21. Sewage Precipitation Works, Dortmund 

(Germany). 

22. Treatment of Sewage by Electrolysis. 



"All persons interested in Sanitary Science owe a debt of gratitude to Mr. Crimp. . 
His work will be especially useful to Sanitary AuTHOkiTiHa and their advisers . • . . 

RMINENTI.Y PRACTICAL AND USEFUL . . . giveS plans and descriptions of MANY OF THE 

MOST IMPORTANT SEWAGE WORKS of England . . . With Very valuable information as to 
the COST of construction and working of each. . . . The carefully-prepared drawings per- 
mit of an easy comparison between the different systems" —Lancet 

"Probably the most complete and best treatise on the subject which has appeared 
in our language. . . . Will prove of the greatest use to all who have the problem of 
Sewage Disposal to face. . . . The general construction, drawings, and type are all 
excG:WGat"—£^inburgk Medical J our7ial. 
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^V^ O UK S 

By J. R. AINSWORTH DAVIS, B.A., 

PROFESSOR OF BIOLOGY, UNIVERSITY COLLEGE, ABERYSTWYTH 



BIOLOGY (A Text-Book of): 

Comprising Vegetable and Animal Morphology and Physiology. In Large 
Crown 8vo, with 158 Illustrations. Cloth,_ 12s. 6d. 



GENEEAt. CONTENTS. 

Part I. Vegetable Morphology and Physiology. — Fungi — ^Algse — The 
Moss — The Fern — Gymnosperms — Angiosperms. 
Comparative Vegetable Morphology and Physiology — Classification of Plants. 

Part II. Animal Morphology and Physiology. — Protozoa — Coelenterata — 
Vermes — Arthropoda — MoUusca — ^Amphibia — ^Aves — MammaUa. 
Comparative Animal Morphology and Physiology — Classification of Animals. 
With Bibliograjihy, Exavi.-Questions, coinpleie Glossary^ and 158 Illustrations, 



" As a general work of reference, Mr. Davis's manual will be highly serviceable to 
medical men." — British Medical J oumal. 

" Furnishes a clear and comprehensive exposition of the subject in a systematic form.'"— 
Saturday Review. 

" Literally packed with information."— G^f^ow Medical Journal 



THE FLOWERING PLANT, 

AS ILLUSTRATING THE FIRST PRIKCIPLES OF BOTANY. 

Specially adapted for London Matriculation, S. Kensington, and University Local 
Examinations in Botany. Large Crown 8vo, with numerous Illustrations. 3s. 6d. 

" It would be hard to find a Text-book which would better guide the student to an accurate 
knowledge of modern discoveries in Botany. . . . The scientific accuracy of statement, 
and the concise exposition of first principles make it valuable for educational purposes. In 
the chapter on the Physiology of Flowers, an adfitirable res^mzi is given, drawn from Darwin, 
Hermann MtiUer, Kerner, and Lubbock, of what is known of the Fertilization of Flowers." — 
Journal of the JLinnean Society. 

"We are much pleased with this volume . . . the author's style is most clear, and 
his treatment that of a practised instructor. . . . The Illustrations are very good, 
suitable and helpful. The Appendix on Practical Work will be invaluable to the' private 
student. '. . . We heartily commend the work." — Schoolmaster. 

*#* Recommended by the National Home- Reading Union ; and also for use in the 
University Cori:espondence Classes. 

LONDON : EXETER STREET, STRAND. 
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Prof. Davis's Works— Continued, 



A ZOOLOGICAL POCKET-BOOK; 

Op, Synopsis of Animal Classification. 

Comprising Definitions of the Phyla, Classes, and Orders, with explanatory 
Remarks and Tables. 

By Dr. EMIL SELENKA, 

Professor in the University of Erlangen. 

Authorised English translation from the Third German Edition. In Small 
Post 8vo, Interleaved for the use of Students. Limp Covers, 4s. 

"Dr. Selenka's Manual will be found useful bjr all Students of Zoology. It is a compre- 
hensive and SUCCESSFUL attempt to present us with a scheme of the natural arrangement of 
the animal world. "-^£(f/«. Med. Journal. 

"Will prove very serviceable to those who are attending Biology Lectures. . . . The 
translation is accurate and clear."— Z««ci?^. 



INORGANIC CHEMISTRY (A Short Manual of). 

By a. DUPRE, Ph.D., F.R.S., and WILSON HAKE, 

Ph.D., F.I.C., F.C.S., of the Westminster Hospital Medical School. 
With Coloured Plate of Spectra. Crown 8vo. Cloth, 7s. 6d. 

" A well-written, clear and accurate Elementary Manual of Inorganic Chemistry. . . 
We agree heartily in the system adopted by Drs. Dupr^ and Hake. Will make Experi- 
mental Work trebly interesting because intelligible." — Saturday Review. 

"There is no question that, given the perfect grounding of the Student in his Science, 
the remainder comes afterwards to him in a manner much more simple and easily acquired. 
The work is AN example of the advantages of the Systematic Treatment of a 
Science over the fragmentary style so generally followed. By a long way the best of the 
small Manuals for Students."— ^«a4rs<. 



HINTS ON THE PRESERVATION OF FISH, 

IN REFERENCE TO FOOD SUPPLY. 
By J. COSSAR EWART, M. D,, F. R. S. E., 

Kegius Professor of Natural History, University of Edinburgh. 
In Crown 8vo. Wrapper, 6d. 

LOJJDON: EXETER STREET, STRAND. 
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Royal Svo. With numerous Illustrations and 17 Litliographic Plates. 
Handsome Cloth. Price 30^. 

BRIDGE-CONSTRUCTION 

(A PRACTICAL TREATISE ON) : 

Being a Text-Book on the Construction of Bridges in 
Iron and Steel. 

FOR THE USE OF STUDENTS, DRAUGHTSMEN, AND ENGINEERS. 

BY 

T. CLAXTON FIDLER, M. INST. C.E., 

Prof, of Engineering, University College, Dundee. V 



"Of late years the American treatises on Practical and Applied Mecliauica 
have taken the lead . . . since the-opening iip of a vast continent has 
given the American engineer a number of new bridge -problems to solve 
. . . but we look to the present Treatise on BKiDaE-CoNSTEuoiioN, and 
the Forth Bridge, to bring us to the front again." — Engineer. 

" One of the very best riobnt works on the Strength of Materials and its 
application to Bridge-Construction. . . . Well repays a careful Study." — 
Engineering. 

"An indispensable handbook for the practical Engineer."— iVato«. 

"The science is progressive, and as an exposition of its latest advances 
we are glad to welcome Mr. Fidler'a well-written treatise." — Architect. 

" An admirable account of the theory and process of bridge-design, at onoe 
scientific and thoroughly practical. It is a book such as we have a right 
to expect from one who is himself a substantial contributor to the theory of 
the subject, as well as a bridge-builder of repute." — Saturday Iteview. 

"This book is a model of what an engineering treatise ought to be." — 
Industries. 

"A SCIENTIFIC TREATISE OF GREAT MERIT." — Westminster Review. 

"Of recent text-books on subjects of mechanical science, there has 
appeared no one more able, exhattstive, or useful than Mr. Claxtoii 
Fidler's work on Bridge-Construction." — Scotsman. 

LONDON: EXETER STREET, STRAND. 
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FOSTER (C. Le Neve, D.Sc, Professor of Mining, 

Royal College of Science; H.M. Inspector of Mines, Llandudno) : 

ORE AND STONE MINING (A Text-Book of). With numerous 
Illustrations, Large Crown 8vo. Cloth. [Shortly. 

GRIFFIN'S ELECTRICAL PRICE-BOOK : 

For the Use of Electrical, Civil, Marine, and Borough Engineers, Local 
Authorities, Architects, Railway Contractors,, &c., &c. Edited by 
H. J. Dowsing, M.In'st.E.E., &c. In Crown 8vo. Cloth. \_Al Press. 

GRIFFIN (John Joseph, F.C.S.) : 

CHEMICAL RECREATIONS : A Popular Manual of Experimental 
Chemistry. With 540 Engravings of Apparatus. Tenth Edition, Crown 
4to. Cloth. , , 

Part I. — Elementary Chemistry, 2/. 

Part II. — The Chemistry of the Non-Metallic Elements, including a 
Comprehensive Course of Class Experiments, 10/6. 
Or, complete in one volume, cloth, gilt top, . . 12/6. 

GURDEN (Richard Lloyd, Authorised Surveyor 

for the Governments of New South Wales and Victoria) : 

TRAVERSE TABLES: computed to Four Places Decimals for every 
Minute of Angle up to 100 of Distance. For the use of Surveyors and 
Engineers. Second Edition. Folio, strongly half-bound, 21/. 

'•j* Published with Concurrence of the Surveyors- General for New South 
Wales and Victoria. 

" Those who have experience in exact Survey-work will best know how to appreciate 
the enormous amount of labour represented by this valuable book. The computations 
enable the user to ascertain the sines and cosines for a distance of twelve miles to .within 
half an inch, and this by reference to but One Table, in place of the usual Fifteen 
minute computations required. This alone is evidence of the assistance which the Tables 
ensure to every user, and as every Surveyor in active practice has felt the want of such 
assistance, few knowing of their publication will remain without them." — Bn^^nrer. 

GUTTMANN (O., A.M.I. C.E.): 

ROCK-BLASTING (A Text-Book of). The use of Explosives as 
applied to the blasting of Rocks, &c. With numerous Illustrations. 
Large Crown 8vo. Cloth. [At Press. 

HUGHES (H. W., F.G.S.): 

COAL MINING (A Text-Book of). With numerous Illustrations 
and Tables. Large Crown 8vo. Cloth. [Shortly. 
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Griffin's Standard Publications 

FOR 

ENGINEERS, ELECTRICIANS, ARCHITECTS, BUILDERS, 
NAVAL CONSTRUCTORS, AND SURVEYORS. 



Applied Mechanics, . 

„ (Student's), 

Civil Eng-ineering, . 
Bpidge-ConstFuetion, 
Desig-n of Structures, 
Sewage Disposal Works, 
Traverse Tables, . 

Marine Engineering, 
Stability of Ships, 

The Steam-Engine, . 

„ (Student's), 

Boiler Construction, 
„ Management, 

Fuel and Water (for 
Steam Users), 

Machinery and Millwork, 
Hydraulic Machinery, 

Useful Rules and Tables 

for Engineers, &e.. 

Electrical Poeket-Book, 

Nystrom's Pocket-Book, 

Electrical Price-Book, . 



Peop. Eankine, 
W. E. Beowne, 
Peof. Eankine, 
Prof. Pidlee, 
S. Anghn, . 
Santo Ceimp, 

E. GUEDEN, . ' 

A. E. Seaton, . 
SiE E. J. Eeed, 
Pkop. Eankine, 
Peof. Jamieson, 
T. W. Teaill, . 
E. D. MuNEO, . 

f SCHWACKHOFEE AND ) 

[ Browne, . j 

Peof. Eankine^ 

Prof. Eobinson, 
f Phofs. Eankine and 1 
I Jamieson, . f 

MuNEO AND Jamieson, 

Dennis Maeks, . 

H. J. Dowsing, . 



PAGE 

39 
23 
39 
28 
21 
25 
29 
45 
41 
40 
32 
46 
33 

44 

39 
43 

40 

35 
35 

29 



For a COMPLETE RECORD of the PAPERS read before 
the ENGINEERING, ARCHITECTURAL, and ELECTRICAL 
SOCIETIES throughout the United Kingdom during each year, 
vide "THE OFFICIAL YEAR-BOOK OF THE SCIENTIFIC 
AND LEARNED SOCIETIES OF GREAT BRITAIN AND 
IRELAND" (page 48). 
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Griffin's Standard Publications 



MINE OWNERS AND MANAGERS, GEOLOGISTS, 
METALLURGISTS, AND MANUFACTURERS. 



Geologry (StFatigpaphieal), 
„ (Physical), . 

„ (Practical), . 

Mine-Surveying, 

Coal Mining", 

Ore and Stone Mining, . 

Rock-Blasting, . 

Metallurgy, 

,, (Introduction to), 

Assaying, .... 

Electro-Metallurgy, 



PAGE 

E. Etheridge, . . 37 

Prof. Seeley, . . 36 

Pkof. Oole, . . 24: 

B. H. Brough, . . 23 
H. W. Hughes, . 29 
Prof. Le Neve Foster, 29 
o. guttmann, . . 29 
Phillips and Baueeman, 38 
Prof. E.oberts-Adsten, 42 

C. & J. J. Beringee, 22 

W. M'MlLLAN, . . 34 



Griffin's Students' Text-Bool<8. 



Biology, . . . Davis, 26 

Botany, . . . Davis, 26 
Chemistry— 

Inorganic, Duprg&Hake, 27 

Qual. Analysis, Sexton, 44 

Quant. „ „ 44 

Recreations, Griflan, 29 

Experiments, Wright, 47 



Magnetism and Electricity, 

Jamieson, 33 
Mechanics, . Rankine, 40 

Physics (Experiments), 

Wright, 47 
Physiology, . Stirling, 

steam -Engine, Jamieson, 



Zoology, 



20 

.32 
Davis, 27 
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"W O H K S 

By ANDREW JAMIESON, M.Inst.C.K, F.R.S.E., 

Professor of Engineerings Glasgow and West of Scotland Technical College' 



Sixth Edition, Revised and Enlarged. Crown 8vo, Cloth, 7s. 6d. 

A TEXT-BOOK ON STEAM AND STEAM-ENGINES. 

With over 200 Illustrations, FoiTr Folding-Plates, and 
Examination QtrESTioNS. 

" Professor Jamieson fascinates the reader by bis clearness of conception and 
SIMPLICITY OF EXPRESSION. His treatment recalls the lecturing of Faraday." — AtJiencBnm. 
' ' The Best Book yet published for the use of %Vu^^r^X's>" ^Engineer, 
" Undoubtedly the most valuable and most complete Hand-book on the subject 
that now exists." — Marine Engineer. 



A POCKET-BOOK of ELECTRICAL RULES and TABLES. 

FOR THE USE OF ELECTRICIANS AND ENGINEERS. 

Pocket Size. Leather, 8s. 6d. Eighth Edition, revised and enlarged. 
(See under Munro and Jamieson.) 



ELECTRICITY & MAGNETISM (An Advanced Text-Book on) 

For the Use of Science and Art, City and Guilds of London, and oth:r 
Students. With Illustrations. 

\Sho-tly. 



Prof. Jamieson's Elementary Manuals for 
First- Year Students. 



1. STEAM AND THE STEAM-ENGINE 

(AN ELEMENTARY MANUAL ON) ; 

Forming an Introduction to the larger Work by the same Author. With very 
numerous Illustrations and Examination Questions. Second Edition. 
Crown 8vo. Cloth, 3s. 6d. 

■'* Quite the right sort of Book . . . well illustrated with good diagrams and drawings 
cfreal engines and details, all clearly and accurately lettered . . . Cannot fail to he 
A MOST SATISFACTORY GUIDE to the apprentice and Student."— ^^z^^w^^r. 

" Should be in the hands of every engineering apprentice." — Practical Engineer. 
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PROF. JAMIESON'S ELEMENTARY MANUALS— Comimwed 



Second Edition. Crown 8to, with very numerous Illustrations. 

2. MAGNETISM AND ELECTRICITY 

(AN ELEMENTARY MANUAL ON). 
With very Numerous Diagrams and Examination Questions. 

Part I.— Magnetism. Part II.— Voltaic Electricity, Part III.— 

Electro-Statics, or Frictional Electricity. 

Complete in One Volume, 3s. Bd. 



'* The arrangement is as ffood as it well can be, . . . the diagrams are excellent. 
. . . The subject treated as an essentially practical one, and very clear instructions 
eiven. Teachers are to be conp^ratulated on having such a THOROUGHLY trdstworthy 
Text- Book at their disposal."— iVaiare. 

" An excellent and very practical elementary treatise."— SecWcoZ Meview. 

"An ADMIRABLE Introduction to Magnetism and Electricity . . . the production 
of a skilled and experienced teacher. , . . Explained at every point by simple 
experiments, rendered easier by admirable illustrations."— i?n7is/i Medical Journal. 

"A CAPITAL TEXT- BOOK. . . . The diagrams are an important feature."— 
Schoolmaster. 

3. APPLIED MECHANICS (An Elementary Manual on). 

With Diagrams and Examination Questions. Crown 8vo. 

iShortly. 

In Crown Svo, very fully Illustrated. Cloth, 3s. 6d. 

STEAM - BOILERS: 

their defects, management, and construction. 
By R D. MUNRO, 

Engineer o/ihe Scottish Boiler Insurance and Engine Inspection Co. 
This work, which is written chiefly to meet the wants of Mechanics, 
Engine-keepers, and Boiler-attendants, also contains information of the 
first importance to every user of Steam-power. ' It is, above all, a practical 
work written for pkactical men, the language and rules being throughout 
of the simplest nature. 

GENERAL CONTENTS. 

Explosions caused by Overheating of Plates : (a) Shortness of Water : 
(6) Deposit— Explosions caused by Defective and Overloaded Safety- Valves 
—Area of Safety-Valves— Explosions caused by Corrosion— Explosions 
caused by Defective Design and Construction, &c., &o. 

" The volume is a valuable companion for workmen and engineers engaged 
about Steam Boilers, and ought to be carefully studied, and always at 
HAND."— CoWiery Guardian. 

" The subjects referred to are handled in a trustworthy, clear, and practical 
manner. . . . The book is very useful, especially to steam users, 
artisans, and young engineers."— .Emffiweer. 
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ELECTRO-METALLURGY (A Treatise on) 

Embracing the Application of Electrolysis to the Plating, Depositing, 
Smelting, and Refining of various Metals, and to the Repro- 
duction of Printing Surfaces and Art-Work, &c. 



By WALTER G. M'MILLAN, F.I.C., P.C.S., 



Chemist and Metallurgist to the Cossipore Foundry and Shell-Factory; Late Demonstrator 
of Metallurgy in King's College^ London. 



With numerous Illustrations. Large Crown 8vo. Cloth, 10s. 6d, 



GENERAL CONTENTS. 



Introductory and Historical — Theoreti- 
cal and General— Sources of Current — 
General Conditions to be observed in 
Electro-Plating— Plating Adjuncts and 
Disposition of Plant— Cleansing and Pre- 
paration of Work for the Depositing-Tat, 
and Subsequent Polishing of Plated Goods 
—Electro-Deposition of Copper— Electro- 
typing — Electro-Deposition of Silver — of 
Gold — of Nicltel and Cobalt— of Iron — of 
Platinum, Zinc, Cadmium, Tin, Lead, 
Antimony, and Bismuth; Eleotro-ohromy 



—Electro-Deposition of Alloys— Electro-.^ 
Metallurgical Extraction and Refining 
Processes — Recovery of certain Metals 
from their Solutions or Waste Substances 
—Determination of the Proportion of 
Metal in certain Depositing Solutions- 
Glossary of Substances commonly em- 
ployed in Electro-Metallurgy— Addenda : 
Various useful Tables— The Bronzing of 
Copper and Brass Surfaces — Antidotes to 
Poisons. 



"This excellent treatise, . . . one of the best and most complbtb 
manuals hitherto published on Electro-Metallurgy." — EUctrkal Review. 

" Well brought up to date, including descriptions such as that of Elmore's 
recent process for the manufacture of seamless copper-tubes of extraordinary 
strength and tenacity by electro-deposition of the pure metal. . . . Illus- 
trated by well-executed and eflFeotive engravings." — Journal of Soc. of Chem. 
Industry. 

" This work will be a standard." — Jewdler. " 

" Any metallurgical process which keducbs the cost of production must of 
necessity prove of great commercial importance. . . , We recommend this 
manual to all who are interested in the peactical application of electrolytic 
processes. " — Nature. 
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MUNRO & JAMIESON'S ELECTRICAL POCKET-BOOK. 

Eighth Edition, Revised and Enlarged. 

A POCKET-BOOK 

OF 

ELECTRICAL EXILES & TABLES 

FOR THE USE OF ELECTRICIANS AND ENGINEERS. 
BY 

JOHN MUNRO, C.E., & Prof. JAMIESON, M.Inst.C.E., F.R.S.E. 

With Numerous Diagrams. Pocket Size. Leather, 83. 6d. 

This work is fully illustrated, and forms an extremely convenient Pocket 
Companion for reference on important points essential to Electricians and 
Electrical Engineers. 



GENERAL CONTENTS. 



.Units of Measurement. 

Measures. 

Testing. 

Conductors. 

Dielectrics. 

Submarine Cables. 

Telegraphy. 

Electro-Chemistry. 



Electro-Metallurgy. 

Batteries. 

Dynamos and Motors. 

Transformers. 

Electric Lighting. 

Miscellaneous. 

Logarithms. 

Appendices. 



" WoKDERFULLY PERFECT. . . . Worthy of the highest commendation we can 
give it." — Electriczan. 

"The Sterling Value of Messrs. Munro and Jamieson's Pocket-Book."— 
Electrical Review. 



NYSTROM'S POCKET-BOOK 

OF 

MECHANICS & ENGINEERINa 

revised and corrected by 
W. DENNIS MARKS, Ph.B., C.E. (vale s.s.s.), 

Whitney Pn/essor of Dynamical Engineering, University of P'ennsylvailid. 

Pocket Size. Leather, iSs. Twentieth Edition. Revised and greitly 

enlarged. 
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Demy Svo, Handsome cloth, 18s. 

Physical Geology and 

PALiEONTOLOGY, 

OJV TEE BASIS OF PEILLIPS. 

BY 

HARRY GOVIER SEELEY, F. R. S., 

PROFESSOR OF GEOGRAPHY IN KING'S COLLEGE, LONDON. 

TKHtb jFrontfspfece in CbromosXltbograpbB, an5 Jllustratfons, 



" It is impossible to praise too liighly the research which Professor Seeley's 
' Physical Geology ' evidences. It is far more than a Text-book — it is 
a Directory to the Student in prosecuting his researches." — Extract from the 
Presidential -Address to the Geological Society, 1885, by Rev, Professor Bonney, 
D.Sc, LL.D., F.R.S. 

" Professor Seeley maintains in his ' Physical Geology ' the high 
reputation he already deservedly bears as a Teacher. . . . It is difficult, 
in the space at our command, to do fitting justice to so large a virork. . ■ . 
The final chapters, vi'hich are replete with interest, deal with the Biological 
aspect of Palaeontology. Here we find discussed the origin, the extinction, 
succession, migration, persistence, distribution, relation, and variation of species 
— with other considerations, such as the Identification of Strata by Fossils, 
Homotaxis, Local Faunas, Natural History Provinces, and the relation of 
Living to Extinct forms." — Dr. Henry Woodward, F.R.S., in the " Geological 



' ' A deeply interesting volume, dealing with Physical Geology as a whole, 
and also presenting us with an animated summary of the leading doctrines and 
facts of Palaeontology, as looked at from a modern standpoint." — Scotsman. 

" Professor Seeley's work includes one of the most satisfactory Treatises 
on Lithology in the English language. ... So much that is not accessible 
in other works is presented in this volume, that no Student ;of Geology can 
afford to be without it." — American Journal of En^neering, 

" Geology from the point of view of Evolution." — Westminster Review. 

" Professor Seeley's Physical Geology is full of instructive matter, 
whilst the philosophical spirit which it displays will charm many a reader. 
From early days the author gave evidence of a powerful and eminently original 
genius. No one has shown more convincingly than the author that, in all 
ways, the past contains within itself the interpretation of the existing world." — 
Annals of Natural History. 
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Demy 8vo, Handsome cloth, 34s. 

Stratigraphical Geology 

AND PALtEONTOLOGY, 

ON 

THE BASIS OF PHILLIPS. 

BY 



ROBERT ETHERIDGE, F. R. S., 

THE NATURAL HIST. DEPARTMENT, BRITISH MUSEUM, LATE PAL.CONTOLOGIS'l TO T 

GEOLOGICAL SURVEY OF GREAT BRITAIN, PAST PRESIDENT OF THE 

GEOLOGICAL SOCIETY, ETC. 

Mitb ^ap, mumeroua Zstolcs, an6 XTbfrtgssfj plate©. 



"In 1854 Prof. John Morris published the Second Edition of his 'Catalogue 
of British Fossils,' then numbering 1,280 genera and 4,000 species. Since 
that date 3,000 genera and nearly 12,00a new species have been described, 
thus bringing up the muster-roll of extinct life in the British Islands alone to 
3,680 genera and 16,000 known and described species. 

"Numerous TABLES of ORGANIC REMAINS have been prepared and 
brought down to 1884, embracing the accumulated wealth of the labours of 
past and present investigators during the last thirty years. Eleven of these 
Tables contain every known British genus, zoologically or systematically placed, 
with the number of species in each, showing their broad distribution through . 
time. The remaining 105 Tables are devoted to the analysis, relation, 
historical value, and distribution of specific life through each group of strata. 
These tabular deductions, as well as the Palseontological Analyses through the 
text, are, for the first time, fully prepared for English students." — Extract front 
Author's Preface. 

*,* Prospectus of the above important work — perhaps the MOST elaborate of 
its kind ever written, and one calculated to give a new strength to the study 
0/ Geology in Bi itain — may be had on application to the Publishers, 



It is not too much to say that the work will be found to oooupjr a place 
entirely its own, and will become an indispensable guide to every British 
Geologist. 

" No such compendium of geological knowledge has ever been brought together before."— 
Westminster Review. 

" If Prof. Sf.elev's volume was remarkable for its originality and the breadth of its views, 
Mr. Ethbridge fully justifies the assertion made in his preface that his book differs in con- 
struction and detail from any known manual, . . . Must take HIGH RANK AMONG WORKS 
OF REFERENCE." — Atnemeum, 
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Third Edition, Heiiised by Mr. H. Bauerman, F.O.S. 

ELEMENTS OF METALLURGY! 

A PRACTICAL TREATISE ON THE ART OF EXTRACTING METALS 
FROM THEIR ORES. 

By J. ARTHUR PHILLIPS, M.Inst. C.E., F.C.S., EG.S., &c., 

AND 

H. BAUERMAN, V.P.G.S. 

With Folding Plates and many Illustrations. Med. Svo. 
Handsome Cloth, 36b. 



GENERAL CONTENTS. 



Refractory Materials. 

Kre-Clays. 

Fuels, &c. 

Aluminiiim. 

Copper. 

Tin. 



Antimony. 

Arsenic. 

Zinc. 

Mercury. ! 

Bismuth. 

Lead. 



Iron. 
Cobalt- 
Nickel. 
Silver. 
Gold. 
Platinum. 



*»* Many notable additions, dealing with new processes and developments, 
will be found in the New Edition. 

" The value of this work is almost inestimable. There can be no question 
that the amount of time and labour bestowed on it is enormous. . . . There 
is certainly np Metallurgical Treatise in the language calculated to prove of 
such general utility." — Mining Journal. 

'"Elements of Metallurgy' possesses intrinsic merits of the highest degree. 
Such a work is precisely wanted by the great majority of students and 
practical workers, and its very compactness is in itself a first-rate recom- 
mendation. The author has treated with great skill the metallurgical opera- 
tions relating to all the principal metals. The methods are described with 
surprising clearness and exactness, placing an easily intelligible picture of each 
process even before men of less practical experience, and illustrating the most 
important contrivances in an excellent and persjMcuous manner. . . . In 
our opinion the best work ever written on the subject with a view to its 
practical treatment." — Weslmimler Review. 

" In this most useful and handsome volume is condensed a large amount of 
valuable practical knowledge. A careful study of the first division of the 
book, on Fuels, will be found to be of great valiie to every one in training for 
the practical applications of our scientific knowledge to any of our metallurgi- 
cal operations. — Athenceum. ' 

"A work which is equally valuable to the Student as a Text-book, and to 
the practical Smelter as a Standard Work of Reference. . . . The Illustra- 
tions are admirable examples of Wood Engraving."— C'/iemicaZ News. 
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SCIENTIFIC MANUALS 



BY 



W. J. MACQUORN RANKINE, C.E., LLD., F.R.8., 

Late Regius Professor of Civil Engineering in the University of Glasgow. 

Thoroughly Revised by W. J. MILLAR, C.E., 

Secretary to the Institute of Engineers and Shipbuilders in Scotland. 
In Crown 8vo. Cloth. 



r. RANKINE (Prof.): APPLIED MECHANICS: 

comprising the Principles of Statics and Cinematics, and Theory of Struc- 
tures, Mechanism, and Machines. With numerous Diagrams. ThiHeenth 
Edition, 12/6. ^ - 

"Cannotfail to be adopted as a text-book. . . . The whole of the infoimation is so 
admirably arranged that there is every facility for reference." — Mining; jQurnal, 

II. RANKINE (Prof.): CIVIL ENGINEERING: 

comprising Engineering Surveys, Earthwork, Foundations, Masonry, 
Carpentry, Metal-work, Roads, Railways, Canals, Rivers, Water-works, 
Harbours, &c. With numerous Tables and Illustrations, Eighteenth 

Edition i 1 6/, ^ i -j ^ 

" Far surpasses in merit every existing work of the kind. As a inanualior the hands 
of the professional Civil Engineer it is sufficient and unriva:lled, and even wheri we say 
this, we fall short of that high appreciation of Dr. Rankine's lahours which we should 
like to express." — Th£ Engineer. 

III. RANKINE (Prof.): MACHINERY AND 

MILLWORK: comprising the Geometry, Motions, Work, Strength, 
Construction, and Objects of Machines, &c. Illustrated with nearly 300 
Woodcuts. Sixth Edition, 12/6. 

, " Professor Rankine's ' Manual of Machinery and Millwork * fully maintains' the high 
reputation which he enjoys as a scientific author ;■ higher praise it is difficult to award to 
any book. It cannot fail to be a lantern to the feet of every engineer." — The Engineer. 
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Prof. Rankinb's Wo&ks— [Continued), 

IV. RANKINE (Prof.): THE STEAM EN- 

GINE and OTHER PRIME MOVERS. With Diagram of the 
Mechanical Propeities of Steam, Folding-Plates, numerous Tables and 
Illustrations, Thirteenth Edition, 12/6. 



V. RANKINE (Prof.): USEFUL RULES and 

TABLES for Engineers and others. With Appendix ; Tables, Tests, 
and Formula for the use of Electrical Engineers ; comprising 
Submarine Electrical Eng^neermg, Electric Lighting, and Transmission 
ofPower. By Andrew Jamieson,C.E.,F.R.S.E. Seventh Edition,ioj(). 

"Undoubtedly the most useful collection of engineering data hitherto produced."— 
Mining Joumat. 

" Every Electrician will consult it with profit" — Engineering, 



VL RANKINE (Prof.): A MECHANICAL 

TEXT-BOOK, by Prof. Macquorn Rankine and E. F. Bamber, 
C.E. With numerous Illustrations. Fourth Edition, 9/. 

" The work, as a whole, is very complete, and likely to prove invaluable for furnishing 
a useful and reliable outline of the subjects treated ai."— Mining jfoumal. 

•«• The Mbchanical Text-Book forms a simple introduction to Fkofessor Rankinb's 
Series of Manuals on Engineering and Mechanics. 



VII. RANKINE (Prof.): MISCELLANEOUS 

SCIENTIFIC PAPERS. Royal 8vo. Cloth, 31/6. 

Part I. Papers relating to Temperature, Elasticity, and Expansion of 
Vapours, Liquids, and Solids. Part II. Papers on Energy and its Trans- 
formations. Part III. Papers on Wave- Forms, Propulsion of Vessels, &c. 

With Memoir by Professor Tait, M. A. Edited by W. J. Millar, C.E. 
With fine Portrait on Steel, Plates, and Diagrams. 

" No more enduring Memorial of Professor Rankine could be devised than the publica- 
tion of these papers in an accessible form. . . . The Collection is most valuable on 
account of the nature of his discoveries, and the beauty and completeness of his analysis. 
. , . ^ The Volume exceeds in importance any work in the same department published 
in our time." — Architect, 
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Royal 8m, Handsome Cloth, 25a, 

THE STABILITY OF SHIPS, 

BY ; ^ ,. . 

SIR EDWARD J. REED, K.CB., F.R.S., M.P., 

KNIGHT OF THE IMPERIAL ORDERS OF ST. STANILAUS OF ' RUSSIA ; FRANCIS JOSEPH OF 
AUSTRIA; MEDJIDIH OF TURKEY," AND RISING SUN OF JAPAN; VICE- 
PRESIDENT OF THE INSTITUTION OF NAVAL ARCHITECTS. 

Wii^ numerous Illustrations and Tables. 

This work has been written for the purpose of placing in the hands of Naval Constructors, 
Shipbuilders, Officers of the Royal and Mercantile Marines, and all Students of Naval Science, 
a complete Treatise upon the Stability of Ships, and is the only work in the English 
Language dealing exhaustively with the subject. 

"l^he plan upon which it has been designed is that of deriving the fundamental principles 
and definitions from the most elementary forms of floating bodies, so that they may be 
clearly understood without the aid of mathematics ; advancing thence to all the higher and 
more mathematical developments of the subject. 

Tde work also embodies, a very full account of the historical rise and progress of the 
Stability question, setting forth the results of the labours of Bouguer, Bernoulli, Don 
J UAN d'U LLOA, EuLER, Chapman, and RoMME, together with those of our pwn Countrymen, 
Atwood, Moselev, and a number of others. . ' ' 

The mcdern developments of the subject, both home and foreign, are likeiwisq ^treated 
with much fulness, and brought down to the very latest date, so as to include the labours not 
only of Dakgmes, Reech (whose famou? ^f/mozV^, hitherto a sealed book to, the, majority 
of English naval architects, has been reproduced in the present work), Risbec, Ferrantv, 
DupiN„Guyou, and Davmard, in France, but also those of Rankine, Wooi^ley, Elgar. 
John, White, Gray, Denny, Inglis, and Benjamin, in Great Britain. 

In order to render the work complete for the purposes of the Shipbuilder, whether at 
home or abroad, the Methods of Calculation introduced by Mr. F. K. Barnes, Mr. Gray, 
M. ReecHj(,M. Daymard, and Mr. Benjamin, are all given separately?!, illustrated by 
Tables and worked-out examples. The book contains more than 200 Diagrams, and is 
illustrated by a large number of actual cases, derived from ships of all descriptions, but 
especially from ships of the Mercantile Marine. 

The work will thus be found to constitute the most comprehensive and exhaustive. Treatise 
hitherto presented to the Profession on the Science of the Stability of Ships! 



" Sir Edward Reed's ' Stability of Ships ' is invaluable. In it the Student, new 
to the subject, will find the path prepared for him, and all difficulties explained with the 
utmost care and accuracy ; the Ship-draughtsman will find all the methods of calculation at 
present in use fully explained and illustrated, and accompanied by the Tables and Forms 
employed ; the Shipowner will find the variations in the Stability of Ships due to differences 
in forms and dimensions fully discussed, and the device.<; by which the state of his ships under 
all conditions may be graphically represented and easily understood ; the Naval Architect 
will find brought together and ready to his hand, a mass of information which he would other- 
wise have to seqjc in an almost endless variety of publications, and some of which he would 
possibly not be able to obtain at all elsewhere." — Steatnskip, 

" This important and valuable work . . cannot be too highly recommended to 
all connected with shipping interests." — Irofi. 

."This very important treatise, . . . the most intelligible, instructive, and 
COMPLETE, that has ever appeared." — Nature. 

"The volume is an essential one for tho shipbuilding profession."— JfVj/w/«j/fr 
Review. 
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In Large Crown 8uo, Handsome Cloth, with Numerous 
Illustrations, 7s, 6d. 

METALLURGY 



(AN INTRODUCTION TO THE STUDY OF). 



W. C. ROBERTS-AUSTEN, C.B., F.R.S., 

CHEMIST AND ASSAYER OF THE KOYAL MINT; PROFESSOR OF METALLURGY IN 
THE ROYAL COLLEGE OF SCIENCE. 



general contents. 

Relation of Metallurgy to 

Chemistry. 
Physical Properties of 

Metals, 
Alloys. 
The Thermal Treatment 

OF Metals. 
Fuel. 



Materials and Products of 
Metallurgical Processes. 

Furnaces. 

Means of Supplying Air to 
Furnaces. 

Typical Metallurgical 
Processes. 

Economic Considerations. 



" No English text-book at all approaches this one either in its method of 
treatment, its general arrangement, or in the COMPLETENESS with which the most 
modern views on the subject are dealt with. Professor Austen's volume will be 
INVALUABLE, not Only to the student, but also to those whose knowledge of the 
art is far advanced." — Chemical News. 

" This volume amply realises the expectations formed as to the result of the 
labours of so eminent an authority. It is remarkable for its originality of con- 
ception and for the large amount of information which it' contains.' . . . The 
enormous amount of care and trouble expended upon it. . . , "We recom- 
mend every one who desires information not only to consult, but to STUDY this 
work." — Engineering, 

" Will at once take front rank as a text-book. — Science and Art. 
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Medium 8vo, Handsome cloth, B5s. 

HYDRAULIC POWER 

AND 

HYDRAULIC MACHINERY. 



HENRY ROBINSON, M. Inst. C.E., F.G.S., 

FELLOW OF king's COLLEGE, LONDON ; PROF. OF CIVIL ENGINEERING, 

king's college, etc., etc. 

Tffilitb numerous TKHooficuts, anB 43 Xftbo. iplatea. 



General Contents. 



The Flow of Water under Pressure. 

General Observations. 

Waterwheels. 

Turbines. 

Centrifugal Pumps. 

Water-pressure Pumps. 

The Accumulator. 

Hydraulic Pumping-Engine. 

Three-CyUnder Engines and 

Capstans. 
Motors with Variable Power. 
Hydraulic Presses and Lifts. 
Movable Jigger Hoist. 
Hydraulic Waggon Drop. 
The Flow of Solids. 
Shop Tools. 
Cranes. 

Hydraulic Power applied to Bridges. 
Dock-Gate Machinery. 



Hydraulic Coal-discharging 

Machines. 
Hydraulic Machinery on board 

Ship. 
Hydraulic Pile Driver. 
Hydraulic Excavator. 
Hydraulic Drill. 
Hydraulic Brake. 
Hydraulic Gun-Carriages. 
Jets. 

Hydraulic Ram. 
Packing. 

Power Co-operation. 
Cost of Hydraulic Power. 
Tapping Pressure Mains. 
Meters. 

Waste Water Meter. 
Pressure Reducing Valves. 
Pressure Regulator. 



"A Book of great Professional Usefulness.'— /ro». 
A full Prospectus of the above important work— giving a description of the 
Plates — may be had on application to the Publishers. 
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SCHWACKHOFER and BROWNE: 

FUEL AND WATER : A Manual for Users of Steam and Water. 
By Prof. FRANZ SCHWACKHOFER of Vienna, and WALTER 
R. BROWNE, M.A., C.E., late Fellow of Trinity College, Cambridge. 
Demy 8vo, with Numerous Illustrations, 9/. 

General Contents Heat and Combustion— Fuel, Varieties of— Firing Arrange- 
ments : Furnace, Flues, Chimney — The Boiler, Choice of— Varieties— Feed-water 
Heaters— Steam Pipes— Water : Composition, Purification— Prevention of Scale, &c., &c. 

" The Section on Heat is one of the best and most lucid ever written." — Engineer. 
** Contains a vast amount of useful knowledge. . . . Cannot fail to be valuable to 
thousands compelled to use steam power."— i2rt//zw^ Engineer, 
" Its practical utility is beyond question." — Mining Journal, 

SHELTON-BEY (W. Vincent, Foreman to the 

Imperial Ottoman Gun Factories, Constantinople) ; 

THE MECHANIC'S GUIDE : A Hand- Book for Engineers and 
Artizans. With Copious Tables and Valuable Recipes for Practical Use, 
Illustrated. Second Edition, Crnwn 8vo. Cloth, 7/6. 

General Contents. — Arithmetic — Geometry— Mensuration — Velocities in Boring 
and Wheel-Gearing — Wheel and Screw-Cutting — Miscellaneous Subjects and Useful 
Recipes — The Steam Engine — The Locomotive— Appendix : Tables for Practical Use. 

"The Mechanic's Guide will answer its purpose as completely as a whole series of 
elaborate text-books." — Mining J ourtial. 



WORKS by Prof. HUMBOLDT SEXTON, F.I.C, F.C.S., F.R.S.E., 

Glasgow and Wesl of Scotland Technical College. 



OUTLINES OF QUANTITATIVE ANALYSIS. 

^ FOR THE USE OF STUDENTS. 
With Illustrations. Third Edition. Crown 8vo, Cloth, 3s. 

" A practical work by a practical man . . will further the attainment of accuracy and 
Tn&i\\oA'"~-Jourfial 0/ Edncatioji. 

"An ADMIRABLE little volume . . . well fulfils its purpose." — Schoolmaster. 

"A COMPACT LABORATORY GUIDE for beginners was wanted, and the want has been well 
supplied. . . . A goad and useful bcok." — Laircet. 

" Mr. Sexton's book will be welcome to many teachers ; for the processes are well chosfn, 
the principle which underlies each method is always clearly explained, and the directions 
are both simple and clear."— ^n'/. Med. Journal. 



By the SAME Author. 

OUTLINES OF QUALITATIVE ANALYSIS. 

FOR THE USE OF STUDENTS. 
With Illustrations. Third Edition. Crown 8vo, Cloth, 3s. 6d. 

" The work of a thoroughly practical chemist ... and one which may be unhesitat- 
ingly recommended." — Britisk Medical Joitmal. 

■ " Compiled with great care, and will supply a want."— /(?«?-»«/ 0/ Education, 
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Now Ready, Tenth Edition, Revised and Enlarged, Price 18s, 

Demi/ Syo, Cloth. With Numerous Illustrations, reduced from 
Working Drawings. 

A MANUAL 

OF 

MARINE ENGINEERING: 

COMPniSING 

THE DESIGNING, CONSTRUCTION, AND WORKING OF 
MARINE MACHINERY. 

Lecturer on Marine Engineering io the Royal Naval College, Greenmch ; Member of the 

Just, of Cinl Engineers; Member of Council of tlie Just, of Aaval Architeclt; 

Member of the Imt.of Mech. Engineer, 'ibc. 



GENKRAL CONTENTS. 



Part I.— Principles of Marine 
Propulsion. 

Part II. -Principles of Steam 
Engineering. 

Part III.— Details of Marine 
Engines: Design and Cal- 
culations for Cylinders, 



Pistons, Valves, Expansion 
Valves, &e. 

Part IV.— Propellers. 

Part v.— Boilers. 

Part VI.— Miscellaneous. 



"In the three-fold capacity of enabling a Stnrlent to learn how to design, constiuct, 
and work a modern Marine Steam-Engine, Mr. Keaton's Manual has NO RIVAL as 
retards comprehensiveness of purpose and lucidity of treatment."— Times. 

"The important subject of Marine Engineering is here treated with the THOROUGH- 
NESS that It requires. No department has e-scaped attention. . . . Gives the 
results of much close study and practical work." — Engiheering. 

"liy far the BEST Manual in existence. . . . Gives a complete account of the 
methods of solving, with the utmost possible economy, the problems before the Marine 
Engineer." — Athenaeum. 

"The Student, Draughtsman, and Engineer will find this work the MOST VALUABLE 
Handbook of Reference on the Marine Engine now in existence."— Jl/ar(»e Engineer. 
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Second Editios, Reeised and Enlarged. Packet-Size, Leather, also for Office Use, Cloth, lis, 

BOILERS, MARINE AT^D LAND; 

THEIR CONSTRUCTION AND STRENGTH. 

A Handbook of Rules, Fobmul^, Tables, &c., beiative to Matebial, 

Scantlings, and Peesstjbes, Safbtt Valves, Spbings, 

Fittings and Mountings, &a 

3for tbe Tllse of all SteamsTHsers. 
By T. W. TEAILL, M. Inst. 0. E., P. E. R. K, 

Engineer Surveyor-in-Chief to thelJoard of Trade. 



*^* In the New Issue the suhjeofc -matter has been considerably extended j 
Tables have been added for Pressures up to 200 lbs. per square inch, and some 
of the Tables have been altered, besides which new ones and other matter 
have been introduced, which have been specially prepared and computed for 
the Second Edition. 



"Very unlike any of the numerous treatises on Boilers whicli have preceded it. . . . Eeally 
useful. . . Containg an Enormous Quantity op Information arranged in a very couvenienb 
form. . . . Those who have to design boilers will find that they can settle the dimensions for any 
given pressure with almost no calculation with its aid. ... A most useful volume . . . 
supplying information to be had nowhere else." — The Engineer. 

" As a handbook of rules, formulae, tables, &c., relating to materials, scantlings, and pressures, this 
work will prove most useful. The name of the Author is a sufBcient guarantee for its accuracy. It 
will save engineers, inspectors, and draughtsmen a vast amount of calculation."— .ATa^ure. 

"Mr. Traill has done a very useful and unpretentious piece of work. Rules and tables are given in 
a way simple enough to be intelligible to the most unscientific engineer."— 5a(wrdaj/ Review, 

" By such an authority cannot but prove a welcome addition to the literature of the subject. In the 
hands of the practical engineer or boilermaker, its value as a ready, reliable, and widely comprehensive 
book of reference, must prove almost iuestimable. . . . Will rank high as a standard work on the 
subject. We can sbronciy recommend it as being the most complete, eminently i)ractical work on the 
subject."— JfariTM Engineer. 

"To the engineer and practical boiler-maker it will prove invaluablb. Copious and carefully 
worked-out tables will save.muchof the calculating drudgery. . . . Many exceedingly useful and 
practical hints are given with regard to the treatment of iron and steel, which are exceedmgly valuable, 
and the outcome of a wide experience. The tables in all probability are the most exhaustive yet 
published. . . . Certainly deserves a place on the shelf iu the drawing office of every boiler shop. — 
Practical Engineer. 

"Wegiveit a hearty welcome. . . , A handy pocket-book. , . . Our readers cannot do better 
than purchase a copy. . . . Cheap at five times the price. The intelligent engineer can make a 
safe investment that will yield him a rich and satisfactory return."— ^njyineers' Gazette. 

"From the author's well-known character for thoroughness and exactness, there is every reason to 
beUeve that the results given in the tables may be relied on. . . . The great experience of the author 
in all that relates to boiler construction constitutes him an authority that no one need be ashamed of 
quoting, and a guide as safe as any man in Brita,m." Shipping World. 
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With very Numerous Illustrations, in large Crown 8vo, Handsome Cloth, 6?. ~ 
Also Presentation Edition, GUt and Gilt Edges, 7s. 6d. 

THE THRESHOLD OF SCIENCE: 

A VARIETY OF EXPERIMENTS (Over 400) 

ILLDSTEATING 

SOME OF THE CHIEF PHYSICAL AND CHEMICAL PROPERTIES OF SURROUNDING OBJECTS, 
AND THE EFFECTS UPON TflEM OF LIGHT AND HEAT. 



C. R. ALDEE, WEIGHT, D.Sc, F.RS., 

Lecturer on Chemistry and Physios in St. Mary's Hospital Medical School, London. 



In this work the object aimed at is to provide a kind of 
" Playbook," which, in addition to affording the means of 
amusement, shall also to some extent tend in the direction of 
the course of mental education advocated by the British Asso- 
ciation Committee, so that whilst the young philosopher finds 
pastime and entertainment in constructing simple apparatus and 
preparing elementary experiments, he may at the same time be 
led to observe correctly what happens, to draw inferences and 
make deductions therefrom. 



" An ADMIRABLE COLLECTION of Physical and Chemical Experiments . . . 
a large ^proportion of these may be performed at home without any costly 
stppaTatus."— Journal of Education. ^ 

" Just the kind of book to add to a school library." — Manchester Guardian. 

" Clear, t3r3e, and attractive, the volume is to be most highly recommended." 
■ — Public Opinion. 

"Dr. Alder Wright has accomplished a task that will win for him the 
hearts of all intelligent youths with scientific leanings. . , . Step by step 
the learner is here gently guided through the paths of science, made easy by the 
perfect knowledge of the teacher, and made flowery by the most striking and 
' curious experiments. Well adapted to become the treasoked rEiBDD of many 
a bright and promising lad." — Manchester Examiner. 

" The work is quite as instructive as it is entertaining. , , , The 
language throughout is clear and simple." — School Guardian. 

" From the nature of gases to the making of soap-bubbles, from the freezing 
of water to the principles of ' pin-hole ' photography. Dr. Alder Wright's book 
is an authority."— i/iuerpooZ Mercury. 
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Eighth Annual fssue. Now Ready, 
THE OFFICIAL YEAR-BOOK 

OF THE 

SCIENTIFIC AND LEARNED SOCIETIES OF GREAT 
BRITAIN AND IRELAND. Price 7/6. 

COMPILED FROM OFFICIAL SOURCES. 
Comprising {together with other Official Information) LISTS of the 
PAPERS read during 1890 before the ROYAL SOCIETIES of LONDON 
and EDINBURGH, the ROYAL DUBLIN SOCIETY, the BRITISH 
ASSOCIATION, and all the LEADING SOCIETIES throughout the 
Kingdom engaged in the foUoufing Departments of Research : — 

§ 6. Economic Science and Statistics. 

5 7. Mechanical Science and Architecture, 

§ 8. Naval and Mihtary Science. 

§ g. Agriculture and Horticulture. 

§ lo. I^aw. 

§ II. Medicine. 



§ I. Science Generally : i.e., Societies occupy- 
ing themselves with several Branches of 
Science, or with Science and Literature 
jointly. 

§ 2. Mathematics and Physics. 

§ 3. Chemistry and Photography. 

§ 4. Geology, Geography, and Mineralogy. 

§ 5. Biology, including Microscopy and An- 
thropology. 



§ 12. Literature. 
§ 13. Psychology. 
§ 14, Archasology. 



" The Year-Book of Societies is a Record which ought to be of the greatest u'le for 
the progress of Science."— AYr Ljfon Flaj^azr, F.J\.S.f K.C.B., M.P., Past-President 
0/ the British Association. 

" It goes almost without saying that a Handbook of this subject will be in time 
one of the most generally useful works for the library or the desk ." — TAe Times. 

" The YEAR-BodK of Societies meets an obvious want, and promises to be a valuable 
work of reference." — Atfunaum. 

" The Year-Book of Scientific and Learned Societies meets a want, and is there- 
fore sure of a welcome." — Westminster Kevieiv. 

" In the Year-Book op Societies we have the First Issue of what is, without doubt, 
a very useful work." — Spectator. 

" The Year-Book of Societies fills a very real want. The volume will become a 
Scientific Directory, chronicling the work and discoveries of the year, and enabling the worker 
in one branch to try his hand in all that interests him in kindred lines of research. We trust 
that it will meet with an encouraging reception." — Engineering: 

" The Official Year-Book of Societies, which has been prepared to meet a want long 
felt by scientific workers of a Representative Book, will form a yearly record of Scientific Pro- 
gress, and a Handbook of Reference, . . , It is carefully printed, and altogether well got 
up." — Public Opinion. 

Copies of the First Issue, giving an Account of the History, 
Organisation, and Conditions of Membership of the various 
Societies [with Appendix on the Leading Scientific Societies 
throughout the world], and forming the groundwork of the Series, 
may still be had, price 7/6. Al^o Copies of the following Issues, 

The year-book of societies forms a complete index to 
the scientific work of the year in the various Departments, 
It is used as a ready Handbook in all our great Scientific 
Centres, Museums, and Libraries throughout the Kingdom, and 
will, without doubt, become an indispensable book of re ference 
to every one engaged in Scientific Work. 

We predict that the year-book of societies will speedily become one of those Year* 
Books which it would be impossible to do without." — Bristol Mercury. 
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EDUCATIONAL WORKS. 



*^* specimen Copies of all the Educational Works published by Messrs, 
Charles Griffin and Company may be seen at the Libraries of the College of 
Preceptors, South Kensington Museum, and Crystal Palace; also^at the depdts 
of the Chief Educational Societies. 



Griffin's Standard Classical Works. 
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„ Elementary, 
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54 


Roman Literature, . 
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52 
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„ Elementary, 
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Virgil: Text and Notes 






(Illustrated), . 
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Horace: Text and Notes 






(Illustrated), . 
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o CHARLES GRIFFIN & CO.'S PUBLICATIONS. 

BRYCE (Archibald Hamilton, D.C.L., LL.D., 

Senior Classical Moderator in the University of Dublin) : 

THE WORKS OF VIRGIL. Text from Heyne and Wagner. 
English Notes, original, and selected from the leading German and 
English Commentators. Illustrations from the antique. Complete in 
One Volume. Fourteenth Edition, Fcap 8vo, Cloth, 6/. 

Or, in Three Parts : 

Part I. Bucolics and Georgics, . , 2/6. 

Part II. The ^neid. Books I.-VI., . 2/6. 

Part III. The ^neid. Books VII.-XII., . 2/6. 

"Contains the pith of what has been written by the best scholars on the subject, 
. . . The notes comprise everything that the student can want. '^ — Athenaum. 

" The most complete, as well as elegant and correct edition of Virgil ever published in 
this country." — Educhtio7tal Times. 

" The best commentary on Virgil which a student can obtain.'' — Scotsman. 

COBBETT (William): ENGLISH GRAMMAR, 

in a Series of Letters, intended for the use of Schools- and Young Persons 
in general. With an additional chapter on Pronunciation, by the Author's 
Son, James Paul Cobbett. 'I he only correct and authorised Edition, 
Fcap 3vo, Cloth, 1/6. 

COBBETT (William): FRENCH GRAMMAR. 

Fifteenth Edition^ Fcap 8vo. Cloth, 3/6. 

" Cobbett's 'French Grammar ' comes out with perennial freshness. There are few 
grammars equal to it for those who are learning, or desirous of learning, French without 
a teacher. ' The work is excellently arranged, and in the present edition we note certain 
careful and wise revisions of the text." — School Board Chronicle. 

COBBIN'S MANGNALL: MANGNALL'S 

HISTORICAL AND MISCELLANEOUS QUESTIONS, for the use 
of Young People. By Richmal Mangnall. Greatly enlarged and 
corrected, and continued to the present time, by Ingram Cobbin, M.A, 
Fifty-fourth Thozisand, New Illustrated Edition, i2mo. Cloth, 4/. 

COLERIDGE (Samuel Taylor): A DISSER- 
TATION ON THE SCIENCE OF METHOD. (Encyclopcedia 
Metropoliiana.) With a Synopsis. Ninth Edition. Cr. 8vo. Cloth, 2/. 

C U R R I E (Joseph, formerly Head Classical 

Master of Glasgow Academy) : 

THE WORKS OF HORACE: Text from Orellius. English 
Notes, original, and selected from the best Commentators. Illustrations 
from the antique. Complete in One Volume. Fcap 8vo. Cloth, 5/. 
Or in Two Parts : 

Part I.— Carmina 3/. 

Part II. — Satires and Epistles, . . 3/. 

" The notes are excellent and exhaustive." — Quarterly Journal of Education. 
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CRAIK'S ENGLISH LITERATURE. 
A COMPENDIOUS HISTORY OF 

ENGLISH LITERATURE AND OF THE ENGLISH LANGUAGE 
FROM THE NORMAN CONQUEST. With numerous Specimens. 
By George Lillie Craik, LL.D., late Professor of History and 
English Literature, Queen's College, Belfast. New Edition, In two 
vols. Royal 8vo. Handsomely bound in cloth, 25/. 

GjENERAL CONTENTS. 
Introductory. 
L— The Norman Period— The Conquest. 
II.— Second English— Commonly called Semi-Saxon. 
Ill-— Third English— Mixed, or Compound English. 
IV. — Middle and Latter Part of the Seventeenth Century. 
V. — The Century "between the English Revolution and 

the French Revolution. 
VI. — The Latter Part of the Eighteenth Century. 
VII. — The Nineteenth Century (a) The Last Age of the 
Georges, (b) The Victorian Age. 
With numerous Excerpts and Specimens of Style. 

" Anyone who will take the trouble to ascertain the fact, will find how completely 
even our great poets and other writers of the last generation 'have already faded from the 
view of the present, with the most numerous class of the educated and reading public. 
Scarcely .anything is generally read except the publications of the day. Yet nothing 

IS MORE CERTAIN THAN THAT NO TRUE CULTIVATION CAN BE SO ACQUIRED. This is 

the extreme case of that entire ignorance of history which has been affirmed, not with 
more point than truth, to leave a person always^a child. . . . The present work 
combines the History of the Literature with the History of the Language. 
The scheme of the course and revolutions of the language which is, followed here is 
extrismely simple, and resting- not upon arbitrary, but upon natural or real distinctions, 
gives us the only view of the subject that can claim to be regarded as of a scientific 
character." — Extract from the Author's Freface. 

" Professor Craik has succeeded in making a book more than usually agreeable."— 
The Times. 

Crown svo. Cloth, 7/6. Tenth Edition. 

A MANUAL OF ENGLISH LITERATURE. 

for the use of Colleges, Schools, and Civil Service Examinations. 
Selected from the larger work, by Dr. Craik. Tenth Edition, With 
an Additional Section on Recent Literature, by Henry Craik, M.A., 
Author of " A Life of Swift." 

"A Manual of English Literature from so experienced and well-read a scholar as 
Professor Craik needs no other recommendation than the mention of its existence."— 
Spectator, 

" This augmented effort will, we doubt not, be received with decided approbation 
by those who are entitled to judge, and studied with much profit by those who want 
to learn. ... If our young readers will give healthy perusal to Dr, Craik's work, 
they will greatly benefit by the wide and sound views he has placed before them."— 
Athenaum. 

*' The preparation of the New Issue has been entrusted to Mr. Henry Craik, 
Secretary to the Scotch Education Department, and well known in literary circlfes 
as the author of the latest and best Life of Swift. ... A Series of Test Questions 
is added, which must prove of great service to Students studying alone." — Glasgow 
Herald. 
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SZ CHARLES GRIFFIN <fc CO:S PUBLICATIONS. 

WORKS BY REV. C. T. CRUTTWELL, M.A., 

Late Fellow of Merton College, Oxford. 



A HISTORY OF ROMAN LITERATURE: 

From the Earliest Period to the Times of the Antonines. 

Fourth Edition, Crown 8vo, Cloth, 8/6. 

" Mr. Cruttwell has done a real service to all Students of the Latin Language and 
Literature. . . . Full of good scholarship and good criticism." — Atkenautn, 

"A most serviceable— indeed, indispensable — guide for the Student. .' . . The 
* general reader ' will be both charmed and instructed." — Saturday Review. 

"The Author undertakes to make Latin Literature interesting, and he has succeeded. 
There is not a dull page in the volume." — Academy. 

" The great merit of the work is its fulness and accuracy," — Guardian. 

**This elaborate and careful work, in every respect of high merit. Nothing at all ;qual 
to it has hitherto been published in England." — British Qitarterly Review. 



Companion Volume. Second Edition, 

SPECIMENS OF ROMAN LITERATURE: 

From the Earliest Period to the Times of the Antonines. 

Passages from the Works of Latin Authors, Prose Writers, and Poets : 

Part I. — Roman Thought: Religion, Philosophy and Science, Art 

and Letters, 6/. 
Part 11. -=■ Roman Style : Descriptive, Rhetorical, and Humorous 

Passages, 5/. 

Or in One Volume complete, 10/6. 

Edited by C. T. Cruttwell, M.A., Merton College, Oxford ; and 
Peake Banton, M.A., some time Scholar of Jesus College, Oxford. 

" * Specimens of Roman Literature ' marks a new era in the study of Latin." — Eng- 
lish Churchman, 

*' A work which is not only useful but necessary. . . . The plan g;ives it a standing- 
ground of its own. . . The sound judgment exercised in plan and selection calls for 
hearty commendation," — Saturday Review, 

" It is hard to conceive a completer or handier repertory of specimens of Latin 
thought and style." — Coniemparary Review, 

*,* KEY to Part IL, Period II. (being a complete Translation of 
the 85 Passages composing the Section), by Thos. Johnston, M.A., may 
now be had (by Tutors and Schoolmasters only) on application to the 
Publishers. Price 2/6, 



A HISTORY OF EARLY CHRISTIAN LITERATURE: 

Fop the use of Students and Cronepal Readers. 

8vo, Handsome Cloth. [/« Preparation. 
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HELLAS: 

AN INTEODUCTION TO GREEK ANTIQUITIES, 

Comprising tlie Geography, Religion and iHyths, History, Art and Culture 
of old Greece. 

On the Basis of the German Work by E. DOERING, 
With Additions by ELLIOTT GR^ME. 

/« Lar^e 8m, with Map and Illustrations. 

PART I. 

Tlie Land and the People: the Religion and Myths of Old Greece. 

*,* In the English version of Mr. Dooring's work, the simple and interesting style of the 
original— written for young Students— has been retained; but, throughout, such additions 
and' emendations have been_ made as render the work suitable for more advanced Students, 
and for all who desire to obtain, within moderate comp.iss, more than a superficial acquaintance 
with the great People whose geniu.^; and culture have so largely influenced our own. The 
results of the latest researches by Dr. Schliemann, MM. Fouque, Cakapanos, and others, 
are incorporated. \Shortly, 

D'ORSEY (Rev. Alex. J. D., B.D., " Corpus 

Christ! Coll., Cambridge, Lecturer at King's College, London) : 

SPELLING BY DICTATION: Progressive Exercises in English 
Orthography, for Schools and Civil Service Examinations. Sixteenth 
Thousand. i8mo. Cloth, l/. 

FLEMING (William, D.D., late Professor of 

Moral Philosophy in the University of Glasgow) : 

THE VOCABULARY OF PHILOSOPHY: PsvCHOLoqiCAL, 
Ethical, and Metaphysical. With Quotations and References for the 
Use of Students. Revised and Edited by Henry Calderwood, LL.D., 
Professor of Moral Philosophy in the University of Edinburgh. Fourth 
Edition, enlarged. Crown 8vo. Cloth, 10/6. 

" The additions by the Editor bear in their clear, concise, vigorous expression, the 
stamp of his powerful intellect, and thorough command of our language. More_ than 
ever, the work is now likely to have a prolonged and_ useful existence, and to facilitate 
the researches of those entering upon philosophic studies." — Weekly Review. 

JAMES (W. Powell, M.A.): 

FROM SOURCE TO SEA : or. Gleanings about Rivers from many 
Fields. A Chapter in Physical Geography. Cloth elegant, 3/6. 

** Excellent reading ... a book of popular science which deserves an extensive 
circulation," — Saturday Review, 
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WORKS BY F. B. JEVONS, M.A. 

Now Ready. Second Edition, Revised. Crown Svo, Cloth, 8s. 6d. 

A HISTORY OF GREEK LITERATURE. 

From the Earliest Period to the Death of Demosthenes. 
By frank BYRON JEVONS, M.A., 

Tutor in the University of Durham. 

Part L— Epic, Lyric, and the Drama. 
Part IL— History, Oratory, and Philosophy. 

Second Edition. With Appendix on the Presmt State of the Homeric 
Qitesiion and Examination-Questions for the Use of Students. 

" It is heyond all question the best history of Greek literature that has ,hitherto been 
publishbd." — Spectator. 

" An admirable text-book." — Westminster "Review. 

" Mr. Jevons' work supplies a real want."— Contemporary Review. 

"Mr. Jevons'-work is distinguished by the Author's thorough acquaintance with the 
OLD WRITERS, and his discriminating use of the Modern literature bearing u^on the 
subject. . . . "His great merit lies in his excellent exposition of the political and' 
SOCIAL causes concerned in the development of the Literature of Greece."— £ertin Philolo- 
gische Wochetisckrift, ^ 

*' As a Text-Book, Mr. Jevons' work from its excellence de.serves to serve as a model. ' 
— Deutsche Litteraturzeitung. 



THE DEVELOPMENT OF THE ATHENIAN DEMOCRACY. 

Crown 8vo, Is. 



A MANUAL OF GREEK ANTIQUITIES. 

FOE THE XJSE OF STUDENTS. 

Tiraitb /Biapa an& IRumerous JUustratfons. 

[/» Preparation. 



PREHISTORIC ANTIQUITIES OF THE ARYAN PEOPLES, 

Translated from the German of Dr. O. SCHRADER by F. B. JEVONS, M.A. 
(See page 56, under Schrader.) 
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McBURNEY (Isaiah, LL.D.,) : EXTRACTS 

FROM OVID'S METAMORPHOSES. With Notes, Vocabulary, &c. 
Adapted for Young Scholars. Third Edition. l8mo. Cloth, i/6. 

MENTAL SCIENCE: S. T. COLERIDGE'S 

celebrated Essay on METHOD ; Archbishop Whately's Treatises on 
Logic and Rhetoric. Tenth Edition, Crown 8vo. Cloth, S/. 

MILLER (W. Galbraith, M.A., LL.B., Lecturer 

on Public Law, including Jurisprudence and International Law, in the 
University of Glasgow) : 

THE PHILOSOPHY OF LAW, LECTURES ON. Designed 
mainly as an Introduction to the Study of International Law. In 8vo. 
Handsome Cloth, 12/. Now Ready. 

**Mr. Miller's 'Philosophy of Law* bears upon it the stamp of a wide culture 
and of an easy acquaintanceship with what is best in modern continental speculation. 
. . . Interesting and valuable, because suggestive."— J^aKr^M/ 0/ yurUprudiinct. 



WORKS BY WILLIAM RAMSAY, M.A., 

Trinity College, Cambridge, late Professor of Humanity in the University of Glasgow. 



A MANUAL OF ROMAN ANTIQUITIES. 

For the use of Advanced Students. With Map, 130 Engravings, and very 
copious Index. Fourteenth Edition. Crown 8vo. Cloth, 8/6. 

" Comprises all the results of modem improved scholarship within a moderate axa- 
^a£s."—AtheHaum. 

AN ELEMENTARY MANUAL OF 

ROMAN ANTIQUITIES. Adapted for Junior Classes. With numerous 
Illustrations. Eighth Edition. Crown 8vo. Cloth, 4/. 

A MANUAL OF LATIN PROSODY, 

Illustrated by Copious Examples and Critical Remarks. For the use 
of Advanced Students. Seventh Edition. Crown 8vo. Cloth, 5/. 
" ITicre is no other work on the subject worthy to compete with \\.."—Athena«tn. 

. AN ELEMENTARY MANUAL OF 

LATIN PROSODY. Adapted for Junior Classes. Crown 8vo. Cloth, 2s. 
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56 CHARLES GUIFFIN ct CO.'S PUBLICATIONS. 

Just Published, in Large 8vo, Handsome Cloth, Gilt Top, 21s. 

PREHISTORIC ANTIQUITIES 
OP THE ARYAN PEOPLES, 

A Manual of Comparative Philology and the Earliest Culture. 
Being the Sprachvergleichung und Urgeschichte of 

De. o. so header. 

Translated from the Second German Ebition by 
F. B. JEVONS, M.A. 



lu^ Db. Sciieader's great work is presented to the reader a most able 
and judicious summary of all recent researches into the Origin and History 
of those Peoples, Ancient and Modern, to whom has been mainly entrusted 
the civilisation and culture of the world. 

Dr. Sohrader's pictures of the Primeval Indo-European Period in all its 
most important phases — The Animal Kingdom, Cattle, The Plant-World, 
Agriculture, Computation of Time, Food and Drink, Clothing, Dwellings, 
Traffic and Trade, The Culture of the Indo-Europeans, and The Prehistoric 
Monuments of Europe (especially the Swiss Lake-Dwellings), Paraily and 
State, Religion, The Original Home — will be found not only of exceeding 
interest in themselves, but of great value to the Student of History, as 
throwing light upon later developments. 



GENERAL CONTENTS. 
Part L— Histoky of Likgtjistic Palaeontology. 
Part 11. — Research by means of Languaoe and History. 
Part III. — The First Appbabancu of the Metals. 
Part IV. — The Primeval Period. 



OPINIONS OF THE PRESS. 

'' Dr. SCHIIADER'S GREAT WORK."— r/mes. 

" Mr. Jevons lias done his worlt excellently, and Or. Schradcr's book is a model of 
industry, erudition, patience, ami, what is rarest of all in these obscure studies, of 
ninderation and common sense." — Saturday Review, 

"Ably translated by that well-known scholar Mr. Jevons, will be found the best 
compendium 01' the last thirty years' research into the early history and speeoh of the 
Aryan race. . . . Interesting from beginning to end."— ilfrac/iesfer GacirdzaB. 

" 'J'he work of the translator has been singularly well performed."— i)a«y 
Telagraph. 

" In comparison with the First, the Second Edition has gained greatly — not meHly 
in point of size, but of worth. We are convinced that the success which it deserve.s 
must attend, in its new form, a book so interesting and stimulating." — LUterarisches 
Centralblatt. 

LONDON: EXETER STREET, STRAND. 



ED.ua ATIONAL WORKS. S7 

De Schrader's "Prehistoric Antiquities" — Continued. 

" When a book like this reaches a Second Edition, we have in the fact a proof that 
it has, in a happy way, solved the problem how to rouse the sympathy of the reader. 
. . . Special interest attaches to the section on the original home of the Indo- 
European race." — AllgemeiTie Zeifung. 

" A work which in every respect may be described as of conspicuous excellence, 
and as ensuring to its author a place among the foremost of those engaged in research.*^ 
— B(ru)gm(.ann) — LiUerarisches Centralblatt. 

" I must confess that, tor long, I have read no work which has roused in me so lively 
an interest -as Dr. Schrader's. In it, the fault to which philologists especially are 
prone — that of building up the history of civilisation too much in the atmosphere of 
the study — is avoided in the happiest way. Here all is FRESH, living insight, and 
SOLID WELL-BALANCED REASONING."— WUh. Geiger— Deutsche Litteraturzeitung. 

" A MOST REMARKABLE BOOK— may be heartily recommended to all who take an 
intereiit in prehistoric times." — Sl{.eintIial)—Zeitsch/rift fur VBlkerpsj/cJwlogie and 
SprachwissensaJiaft. i 

" One of the best works published of late years. . . . Every one who, for any 
reason whatsoever, is interested in the beginnings of European Civilisation and Indo- 
European Antiquity, will be obliged to place Dr. Schrader's book on his library 
shelves. The work addresses itself to the general reader as well as to the learned." — 
Gustav Me^er—Philologisehe Woelienschrifi. 

" As the work is indispensable alike to the Student of Language, of History, and 
of Anthropology, every Institution will feel obliged to procure it for its library." — 
Zeitschri/i fur Oesterr. Mittelschulen. 

"The Section on the Names of the Relatives, the position of the Wife, and the 
primitive family, is exceptionally significant, since it rests mainly on ethnology. 
Dr. ScHRADER is a genuine critic, and therefore, with his colossal knowledge, a 
guide to whom we willingly entrust ourselves."— ^m Vr- Quell, Manatsckrift f. 
P'olkshunde. 

" We have only to look into Dr. Schrader's work— its fulness of material, the 
great caution with which inferences are drawn, its clearness in method and treatment 
—to be at once won over to the Author and his researches." — Karl Friedrichs— 
Deutsche Revue. 



SENIOR (Nassau William, M.A., late Professor 

of Political Economy in the University of Oxford) ; 

A TREATISE ON POLITICAL ECONOMY : the Science which 
treats of the Nature, the Production, and the Distribution of Wealth. 
Sixth Edition. Crown 8vo. Cloth. (Encyclopedia Meiropolitana), 4/. 

THOMSON (James): THE SEASONS. With 

an Introduction and Notes by Robert Bell, Editor of the "Annotated 
Series of British Poets." Third Edition. Fcap 8vo. Cloth, 1/6. 
"An admirable introduction to the study of our English classics." . 

WHATELY (Archbishop): LOGIC— A Treatise 

on. With Synopsis and Index. {Encyclopadia. Metropolitana), 3/. 

R H E T O R I C— A Treatise on. With 



Synopsis and Index, (Encyclopedia Metropolitana), 3/6. 
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WORKS m GENERAL LITERATURE. 



BELL (Robert, Editor of the "Annotated Series of 

British Poets ") : 

GOLDEN LEAVES FROM THE WORKS OF THE POETS 
AND PAINTERS. Illustrated by Sixty-four superb Engravings ' on , 
Steel, after Paintings by David Roberts, Stanfield, Leslie, Sxor • 
THARD, Haydon, Cattermole, Nasmyth, Sir Thomas Lawrence, 
and many others, and engraved in the first style of Art by FiNDEN, 
Greatbach, LiGHTFOOT, &c. Second Edition. 4to. Cloth gilt, 21/. 

" *Golden Leaves' is by far the most important book of the season. The Illustrations 
are really works of art, and the volume does credit to the arts of England."— i'^/^r^^eyj , 
Review, 

"The Poems are selected with taste and judgment." — Times. 

" The engravings are from drawings by Stothard, Newton, Danby, Leslie, and' 
Turner, and it is needless to say how charming are many of the above here given."^ 
A theniEum. 



THE WORKS OF WILLIAM COBBETT. 
r//£ ONU AUTHORISED EDITIONS. 

COBBETT (William) : ADVICE TO YOUNG 

Men and (incidentally) to Young Women, in the Middle and Higher 
Ranks of Life. In a Series of Letters addressed to a Youth, a Bachelor, 
a Lover, a Husband, a Father, a Citizen, and a Subject, New Edition^ 
With admirable Fortrait on 'Steel. Fcap 8vo. Cloth, 2/6. 

"Gobbett's great qualities were immense vigour, resource, energy, and courage, 
joined to a force of understanding, a degree of logical power, and above ail a force of 
expression, which have rarely been equalled. . . . He was the most English of 
Englishmen." — Saturday Review. 

"With all his faults, Cobbett's style is a continual refreshment to the lover of 
* English undefiled.' "—Pall Mall Gazette. 

COTTAGE ECONOMY: Containing 

information relative to the Brewing of Beer, Making of Bread, Keeping of 
Cows, Pigs, Bees, Poultry, &c. ; and relative to other matters deemed 
useful in conducting the affairs of a Poor Man's Family, Eighteenth 
Edition, revised by the Author's Son. Fcap 8vo. Cloth, 2/6. 
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William Cobbett's Works — (Continued), 

COBBETT(Wm.): EDUCATIONAL WORKS. 

(See pagers.) 



A LEGACY TO LABOURERS: An 

Argument showing the Right of the Poor to Relief from the Land, With 
a Preface by the Author's Son, John M. Cobbett, late M.P. for Oldham. 
New Edition, Fcap 8vo. Cloth, i/6. 

" The book cannot be too much studied just no^"— Nonconformist. 

"Cobbett was, perhaps, the ablest Political writer England ever produced, and his 
influence as a Liberal thinker is felt to this day. . . . It is a real treat to read his 
strong racy language." — Pubtic Opinion. , 

— A LEGACY TO PARSONS : Or, have the 

Clergy of the Established Church an Eqaiitable Right to Tithes and 
Church Property? New Edition, Fcap 8vo. Cloth, i/6. 
" The most powerful work of the greatest master of political controversy this country 
has ever produced." — Pall Mall Gazette. 

GILMER'S INTEREST TABLES; Tables for 

Calculation of Interest, on any sum, for any number of days, at ^, I, 
iXi 2. 2^, 3, sK. 4. 4)4, S and 6 per Cent. By Robert Gilmer. 
Corrected and enlarged. Eleventh Edition. i2mo. Cloth, 5/. 

GR^ME (Elliott) : BEETHOVEN : a Memoir. 

With Portrait, Essay, and Remarks on the Pianoforte Sonatas, with 
Hints to Students, by Dr. Ferdinand Hiller, of Cologne. Third 
' Edition. Crown ,8vo. Cloth gilt, elegant, S/. 

"This elegant and interesdng Memoir. . . . The newest, prettiest, and most 
readable sketch of the immortal Master of Music. "—Musical Standard. 

"A gracious and pleasant Memorial of the Centenary."— <S/>«c/a/i>?-. 

'* This delightful little book — concise, sympathetic, judicious.'' — Manchester 
Examiner. , , . , , , , 

"We can, without reservation, recommend it as the most trustworthy and the 
pleasautest Memoir of Beethoven published in England."— Oferz'er. 

"A most readable volume, which ought to find a place in the library of every 
admirer of the great T<ms.-Vae.t."— Edinburgh Daily Review. 

A NOVEL WITH TWO HEROES. 



Second Edition, In % vols. Post 8vo. Cloth, 3i/. 

" A decided literary success." — Aihemeum. 

"Clever and amusing . . . above the average even of good novels . . . free 
from sensationalism, but full of interest . . . touches the deeper chords of life 
. . . delineation of character remarkably goad"— Spectator. _ 

*' Superior in all respects to the common run of novels." — Daily News. 

" A story of deep interest. . . . The dramatic scenes are powerful almost to pain- 
fulness in their intensity."— iSco/jwaw, 
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6o CHARLES GRIFFIN & OO.'S PUBLICATIONS. 

THE EMERALD SERIES OF POETS. 

Illustrated by Engravings on Steel, after Stothard, Leslie, David 
Roberts, Stanfield, Sir Thomas Lawrence, Cattermole, &c. 
Fcap 8vo. Cloth, gilt. 

Particular attention is requested to this very beautiful series. The delicacy of the 
engravings, the excellence of the typography, and the quaint antique head and tail 
pieces, render them, the most beautiful volumes ever issued from the press of this 
country, and now, unquestionably, the cheapest of their class. 

BYRON (Lord): CHILDE HAROLD'S PIL- 

GRIMAGE. With Memoir by Professor Spalding. Illustrated with 
Portrait and Engravings on Steel, by Greatbach, Miller, Lightfoot, 
&c., from Paintings by Cattermole, Sir T. Lawrence, H. Howard, 
and Stothard. Beautifully printed on toned paper. Third Thousand, 
Cloth, gilt edges, 3/. 

CAMPBELL (Thomas): THE PLEASURES 

OF HOPE. With Introductory Memoir by the Rev. Charles Rogers, 
LL.D., and several Poems never before published. Illustrated with Por- 
trait and Steel Engravings. Second Thousand, Cloth, gilt edges, 3/. 

chatter TON'S (Thomas) POETICAL 

WORKS. With an Original Memoir by Frederick Martin, and 
Portrait. Beautifully illustrated on Steel, and elegantly printed. Fourth 
Thousand, Cloth, gilt edges, 3/. 

GOLDSMITH'S (Oliver) POETICAL WORKS. 

With Memoir by Professor Spalding. Exquisitely illustrated with Steel 
Engravings. New Edition. Printed on superior toned paper. Seventh 
Thousand. Cloth, gilt edges, 3/. 

Eton Edition, with the Latin Poems, Sixth Thousand, 

GRAY'S (Thomas) POETICAL WORKb. With 

Life by the Rev. John Mitford, and Essay by the Earl of Carlisle. 
With Portrait and numerous Engravings on Steel and Wood. Elegantly 
printed on toned paper. Cloth, gilt edges, 5/. 

HERBERT'S (George) POETICAL WORKS. 

With Memoir by J. NiCHOL, B. A., Oxon, Prof, of English Literature in 
the University of Glasgow. Edited by Charles Cowden Clarke. 
Antique headings to each page. Second Thousand. Cloth, gilt edges, 3/. 

KEBLE (Rev. John): THE CHRISTIAN 

YEAR. With Memoir by W. Temple, Portrait, and Eight beautiful 
Engravings on Steel. New Edition. 

Cloth, gilt edges, . . • • SA 

POE'S (Edgar Allan) COMPLETE POETICAL 

WORKS. Edited, with Memoir, by James IIannay. Full-page lUus- 
trationsafterWEHNERT, Weir, &c. Toned paper. Thirteenth Thousand. 
Cloth, gilt edges, 3/. 
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GENERAL LITERATURE. 6i 

MACKEY'S FREEMASONRY: 

A LEXICON OF FREEMASONRY. Containing a definition of iU 
Communicable Terms, Notices of its History, Traditions, and Antiquities, 
and an Account of all the Rites and Mysteries of the Ancient World. By 
Albert G. Mackey, M.D., Secretary-General of the Supreme Council 
of the U.S., &c. Eis;hih Edition, thoroughly revised with Appendix by 
Michael C. Peck, Prov. Grand Secretary for N. and E. Yorkshire. Hand- 
somely bound in cloth, 6/. 

" Of Mackey's Lexicon it would be impossible to speak in too high terms ; suffice it 
to say, that, in our opinion, it ought to be in the hands of every Masonwho would 
thoroughly understand and master our noble Science. . . . No Masonic Lodge or 
Library should be without a copy of this most useful work." — Masonic Neyjs, 



HENRY MAYHEWS CELEBRATED "WORK ON 
THE STREET-FOLK OF LONDON. 

LONDON LABOUR AND THE LONDON 

POOR : A Cyclopedia of the Condition and Earnings of those that will 
work and those that cannot work. By Henry Mayhew. With many 
full-page lUustrations from Photographs. In three vols. Demy 8vo. 
Cloth. Each vol. 4/6. 

"Every page of the work is full of valuable information, laid down in so interesting a 
manner that the reader can never thre." — Illustrated London News. 

" Mr. Henry Mayhew's famous record of the habits, earmngs, and sufferings of the 
London poor." — Lloyd's Weekly London Neixispaper. 

"This remarkable book, in which Mr. Mayhew gave the better classes their first real 
insight into the habits, modes of livelihood, and current of thought of the London 
poor."— The Patriot. 

The Extra Volume. 

LONDON LABOUR AND THE LONDON 

POOR: Those that will not work. Comprising the Non-worlcers, by 
Henry Mayhew ; Prostitutes, by Bracebridge Hemyng ; Thieves, 
by John Binny ; Beggars, by Andrew HallidAY. With an Intro- 
ductory Essay on the Agencies at Present in Operation in the Metropolis 
for the Suppression of Crime and Vice, by the Rev. William Tuckniss, 
B.A., Chaplain to the Society for the Rescue of Young Women and 
Children. With Illustrations of Scenes and Localities. In one large 
vol. Royal 8vo. Cloth, 10/6. 

" The work is full of interesting matter for the casual reader, while the philanthropist 
and the philosopher will find details of the greatest import."— Ci'^j' Press. 
CompaKion volume to the preceding, 

THE CRIMINAL PRISONS OF LONDON, 

and Scenes of Prison Life. By Henry Mayhew and John Binny, Illus- 
trated by nearly two hundred En^avings on Wood, principally from 
Photographs. In one large vol. Imperial 8vo. Cloth, 10/6. 

This volume concludes Mr. Henry Mayhew's account of his researches into the 

crime and poverty of London. The amount of labour of one kmd or other, which the 

whole series of his publications represents, is something almost mcalculable; 

•»* This celebrated Record .of Investigations into the condition of the Poor of the 

Metropolis, undertaken from philanthropic motives by Mr. Henry Mavhew, first gave the 

wealthier classes of England some idea of the state of Heathenismj Degradation, and Misery 

in which multitudes of dieir poorer brethren languis)ied. 
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MR. SOUTHGATE'S WORKS. 



No one who is in the habit of writing and speaking much on a variety of subjects can 
afford to dispense with Mr. Southgate's WoRKS."~G/as£-<?'W News, 



First Series — Thirty- Fifth Edition. Second Series- 
Ninth Edition. 

MANY THOUGHTS OF MANY MINDS: 

Selections and Quotations from the best Authors. Compiled and 
Analytically Arranged by 

HENRY SOUTHGATE. 

In Square 8vo, elegantly printed on Toned Paper. 

Presentation Edition, Cloth and Gold, .... Each Vol. 12/6. 

Library Edition, Roxburghe „ 14/. 

Ditto, Morocco Antique, „ 21/. 

£acA Series complete in itself, and sold separately. 

"The produce of years of research." — Examiner. 

"A MAGNIFICENT GIFT-BOOK, appropriate to all times and seasons." — Freemasons^ 



" Not so much a hook as a lihrary." — Patriot. 

'* Preachers and Public Speakers will find that the work has special uses for them.*' 
Edinburgh Daily Review. 



BY THE SAME AUTHOR. 

Now Ready, Third Edition, 

SUeeESTIYE THOU&HTS ON EELIGIOUS SUBJECTS: 

A Dictionary of Quotations and Selected Passages from nearly 1,000 of 
the best Writers, Ancient and Modern. 

Compiled and Analytically Arranged by HENRY SOUTHGATE. In 
Square 8vo, elegantly printed on toned paper, (See page '7. ) 



THE CHRISTIAN LIFE. 

By MRS. HENRY SOUTttGATE. 

Thoughts in Prose and Verse from the Best Writers of all Ages. Selected, 
and Arranged for Every Day in the Year. Second Edition. 

(Seepage;.) 
■ LONDON : EXETER STREET, STRAND, 



A BOOK NO FAMILY SHOULD BE WITHOUT. 



New issue of this important Work— Enlarged, in part Re-written, and 
thoroughly Revised to date. 

Twknty-Seventh Edition. Royal 8vo, Handsome Cloth, \os. 6d. 

A DICTIONARY OF 

DOMESTIC MEDICINE AND HOUSEHOLD SURGERY. 

BY , 

SPENCER THOMSON, M.D., Edin., L.R.C.S., 

REVISED, AND IN PART RE-WRITTEN, BY THE AUTHOR, 

AND BY 

JOHN CHARLES STEELE, M.D,, 

Of Gov's Hospital. 

With Appendix on the Management of the Sick-room, and man? Hints for the 
Diet and Comfort of Invalids. 



In its New Form, Dr. Spencer Thomson's "Dictionary of Domestic Medicine" 
fully sustains its reputation as the "Representative Book of the Medical Knowledge and 
Practice of the Day applied to Domestic Requirements. 

The most recent Improvements in the Treatment of the Sick — in Appliances 
for the Relief of Pain — and in all matters connected with Sanitation, Hygiene, and 
the Maintenance of tlie General Health — will be found in the New Issue in clear and 
full detail ; the experience of the Editors in the Spheres of Private Practice and of Hospital 
Treatment respectively, combining to render the Dictionary perhaps the most thoroughly 
practical work of the kind in the English Language. Many new Engravings have been 
introduced— improved Diagrams of different parts of the Human Body, and Illustrations of 
the newest Medical, Surgical, and Sanitary Apparatus. 

•,* All Directions given in such a form as to be readily and safely folliniifd. 



FROM THE AUTHOR'S PREFATORY ADDRESS. 

"Without entering upon that difScult ground' which correct professional knowledge and educated judg" 
ment can alone permit to be safely trodden, there is a wide and extensive field for exertion, and for usefuhiess, 
open to the unprofessional, in the kindly offices of a trtte DOMESTIC MEDICINE, the timely help and 
solace of a simple HOUSEHOLD SURGERY, or, better still, in the watchful care more generally known as 
' SANITARY PRECAUTION,' which tends rather to preserve health than to cure disease. 'The touch of a 
gentle hand ' will not be less gentle because guided by knowledge, nor will the safe domestic remedies be less 
anxiously or carefully administered. Life may be saved, suffering may always be alleviated. Even to the 
resident in the midst of civilization, the ' KNOWLEDGE IS POWER,' to do good j to the settler and 
emigrant it is INVALUABLE." 

" Dr. Thomson has fully succeeded in conveying to the public a vast amount of usefiil professional 
lcnowledge."-'i?«^/(» yowmal of Medical Science, 

" The amount of useful knowledge conveyed in thit Work is sai^Aims'— Medical Timet and Gazette, 
" WoETH ITS WEIGHT IN coLB TO VAjviiLiES AMD THE axs.<sv,"—Oi^ord Herald, 
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FinST SERES— THIRTY-FIFTH EDITION. 
SECOND SERIES- NINTH EDITION. 

MANY THOUGHTS'OF MANY MINDS: 

A Tnamij of BefeienM, oongisttng of Seleotlo&a from the Writings of the most 
(Webnted Antknii. FIBST ASD SEOOITD SEILIES. Compiled and AnalTtloally Artangad 

By HENRY SOUTHGATE. 

In Square 8«o., 4legantlf prinUd on toned paptr, 

PresentAtion Edition, Cloth aad Gold ... ,„ ISs, Sd. eaoh yolnnsft 
Ubraiy Edition, Half Bonnd, Boxbnr^he »• m* 14s. ^ 

Do., Uorocco Antiqiie .*« .m •■■ 31>* ^ 

Eaeh Sertet U complete in iUe\f; and told teparaMjf. 



■•Maht THOr»HTa,*&o.,«ro evidently th« 
infodnoe of years of researctL." — Examiner. 

** Many beaatifnl examples of thooght and style 
ue to be fonnd among the selections." — LMd*r. 

** There can be tittle donbt that It Is destined to 
take a hi^h place among books of this class."— 
liotei and Queriet, 

*• A treasure to enrsry reader vho may be fortn- 
nate enoogh to poesees It. Its penisal is like in- 
haling essences ; ve have the cream only of the 
great authors quoted. Here all are seeds or gems," 
— SnglUh Journal <^ Education, 

•* Mr. Sonthgate's reading will be fonnd to ex- 
tend OTer nearly the whole known fleld of litera- 
ture, ancient and modem." — Oe$tileman'i Maga- 
iiine. 

" We have no hedtatlcm in prononncing it one 
of the most important books of the season. Ci'edit 
is due to the publishers for the elegance with 
which the work is got tip, and for the extreme 
beauty and correctness of the typography." — 
Morning Chronicle, 

** Of the numerous volumes of the kind, we do 
not remember having met with one in which thtf 
selection was more judicious, or the accumulation 
of treasnre8Botrulywonderful."-J/or7iin^ Herald. 

'* The Section of the extracts haa been made 
with taste, judgment, and tnitioal nicety." — 
Morning J^L 

*' This is a wondrous book, and contains a great 
many gems of thought." — Dailp Xetcs. 

•* As a work of reference. It will be an acqnW- 
tlon to any man's library."— /Vfiiifft^r** Circular. 

"This volume contains more gems of thonglit, 
refined sentiments, noble axioms, and extractable 
sentences, than have ever before been brought to- 
gether in our language." — Thf Field. 

" All that the poet has described of the beautiful 
In nature and art, all the axioms of experience, 
the collected wisdom of philosopher and sage, are 
garnered into one heap of useful and well-arranged 
instruction and amusement." — The Era. 

** The collection will prove a mine ric^ and In- 
exhaustible, to those in searob of a qootation." — 
^1 Jo¥rmL 



*■ Will be rotmd to be worth Ifa vetgbt hi gold 
by literary men."— 7%£^ui/(i«r. 

" Every page is laden with the wealth of pro- 
foundent thought, and all aglow with the loftiest 
inspirations of genius." — Star. 

"The work of Mr. Sonthgate far ontetrlps all 
others of its kind. To the clergyman, the author, 
the artist, and the essayist, 'Many Thoughts of 
Many Minds' cannot fail to l*end6r almoit Incal- 
culable v&rviob,*'— Edinburgh Mercury, 

" We have no hesitation whatever in describing 
Mr.Southgate's as the very best book of the class. 
There Is positively nothing of the kind in the lan- 
guage that will bear a moment's comparison with 
\t,"~Manehe.MUr Weekly AdverHser, 

" There Is no mood In which we can take It up 
without deriving from it instruction, conRolation, 
and amusement. Weheartily thank Mr. Sonthgate 
for a book which we shall regard as one of our 
beat friends and compenions." — Cambridge 
Chronide. 

"* This work possessm the merit of being a 
HAQSIFICKNT GIPT-BOOK, appropriate to all 
times and seasons ; a book calcnlated to be of use 
to the scholar, the divine, and the publio man." 
— Freematon't Magazine. 

" It is not so much a book as a library of quo- 
tations. "—Patriot. 

" The quotations abound in that thcttght which 
is the mainspring of mental exercise."— Z^v^r* 
pool Courier, 

" For purposes of apposite qaotation, It cannot 
be Buipassed." — Bristol Timet. 

*' It is impossible to pick out a single passnge in 
the work which does not, upon the face of it, jus- 
tify its selection by its intrinsic merit.*'~'Dor$et 
Chronicle. 

" We are not surprised that a Second SebtEB 
of this work should have been called for. Mr, 
Southgate has tbe catholic tastes desirable in a 
good Editor. Preachers and public speakers will 
find that it has special uses for them.*— fdin&uroA 
Daily Bevieuf. 

" The Sboond SrrieS fully sustains the d» 
■ervod reputation of the FiBUT."— /pAn BuU, 
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